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{Start of changes}
4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	{Unchanged sections omitted}

	8.2.1.4.2
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2
	Rel-8 only
	C01
	UE supporting E-UTRA FDD
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	Test execution not necessary if 8.2.1.4.2_A.1 or 8.2.1.4.2_A.2 is executed.

	8.2.1.4.2_1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	Test execution not necessary if 8.2.1.4.2_A.1 or 8.2.1.4.2_A.2 is executed.

	8.2.1.4.2_A.1
	FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (2 DL CA)
	Rel-10
	C102
	UE supporting E-UTRA FDD and intra-band contiguous DL CA or inter-band DL CA (UE Category ≥ 3)
	Refer to 36.521-1 8.1.2.3
	Test execution not necessary if 8.2.1.4.2_A.2 is executed.

	
	
	Rel-11
	C103
	UE supporting E-UTRA FDD and intra-band non-contiguous DL CA (UE Category ≥ 3)
	Refer to 36.521-1 8.1.2.3
	Test execution not necessary if 8.2.1.4.2_A.2 is executed.

	8.2.1.4.2_A.2
	FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (3DL CA)
	Rel-10
	C124
	UE supporting E-UTRA FDD and 3DL with intra-band contiguous CA, or 3DL with inter-band CA, or 3DL with intra-band contiguous and inter-band CA (UE Category ≥ 5)
	TBD
	

	
	
	Rel-11
	C125
	UE supporting E-UTRA FDD and 3DL with intra-band non-contiguous and inter-band CA, or 3DL with intra-band non-contiguous and intra-band contiguous CA (UE Category ≥ 5)
	TBD
	

	{Unchanged sections omitted}

	9.3.2.2.1_D
	FDD CQI Reporting under fading conditions - PUCCH 1-1 for eDL-MIMO
	Rel-10
	C25x
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103 (UE Category ≥ 2)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.3.2.2.2_D
	TDD CQI Reporting under fading conditions - PUCCH 1-1 for eDL-MIMO
	Rel-10
	C28y
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicators 104 and 110 (UE Category ≥ 2)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.3.3.1.1
	FDD CQI Reporting under fading conditions and frequency-selective interference - PUSCH 3-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	{Unchanged sections omitted}

	9.5.2.1_D
	FDD RI Reporting - PUCCH 1-1 for eDL-MIMO
	Rel‑10
	C25x
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicators 103 (UE Category ≥ 2)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.5.2.2_D
	TDD RI Reporting - PUCCH 1-1 for eDL-MIMO
	Rel‑10
	C25a / C28y
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 103 (UE Category ≥ 2)
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	


{End of changes}
