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	Reason for change:
	TTCN uses the constant value tsc_IMS_NoOfDialogs to initialize the dialogs and uses these dialogs later in the testcase procedure based on the dialog Index value. The constant value used is less than the number of active dialogs we use as per dialog Index, which leads to uninitialized dialogs and Fatal error when trying to use the values. Specifically, test case 15.15 fails because the message summary dialog is not initialized at all.  
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	Other comments:
	


Change 1 – fl_IMS_PTC_DialogList_Init 
	Function name
	fl_IMS_PTC_DialogList_Init

	Reason for change
	TTCN uses the constant value tsc_IMS_NoOfDialogs to initialize the dialogs and uses these dialogs later in the testcase procedure based on the dialog Index value. The constant value used is less than the number of active dialogs we use as per dialog Index, which leads to uninitialized dialogs and Fatal error when trying to use the values.

Example Testcase : 15.15 where message summary dialog is not initialized at all  

	Summary of change
	Increased the constant from 6 to 7  

	TTCN module
	\Common\IMS\IMS_Component 

	MCC160 Comment
	


Before change

 function fl_IMS_PTC_DialogList_Init() return template (value) IMS_PTC_DialogList_Type

  {

    var template (value) IMS_PTC_DialogList_Type v_DialogList;

    var integer i;

    v_DialogList.CurrentIndex := 0;

    for (i:=0; i<tsc_IMS_NoOfDialogs; i:=i+1) {

      v_DialogList.Info[i] := cs_IMS_DialogInfo_Init;

    }

    return v_DialogList;

  }

 const integer tsc_IMS_NoOfDialogs := 6;

type enumerated IMS_PTC_DialogIndex_Type {    /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS) */

    firstDialog,

    secondDialog,

    thirdDialog,

    referDialog,

    confEventDialog,    /* @sic R5-153986: confEventDialog sic@ */

    regEventDialog,     /* @sic R5-153756: needed to unsubscribe (to get the correct CSeq for the NOTIFY) sic@ */

    msgSummayDialog     /* @sic R5-153756: needed to unsubscribe (to get the correct CSeq for the NOTIFY) sic@ */

  };     
After change

  function fl_IMS_PTC_DialogList_Init() return template (value) IMS_PTC_DialogList_Type

  {

    var template (value) IMS_PTC_DialogList_Type v_DialogList;

    var integer i;

    v_DialogList.CurrentIndex := 0;

    for (i:=0; i<tsc_IMS_NoOfDialogs; i:=i+1) {

      v_DialogList.Info[i] := cs_IMS_DialogInfo_Init;

    }

    return v_DialogList;

  }

 const integer tsc_IMS_NoOfDialogs := 7;

type enumerated IMS_PTC_DialogIndex_Type {    /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS) */

    firstDialog,

    secondDialog,

    thirdDialog,

    referDialog,

    confEventDialog,    /* @sic R5-153986: confEventDialog sic@ */

    regEventDialog,     /* @sic R5-153756: needed to unsubscribe (to get the correct CSeq for the NOTIFY) sic@ */

    msgSummayDialog     /* @sic R5-153756: needed to unsubscribe (to get the correct CSeq for the NOTIFY) sic@ */

}   
