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	Reason for change:
	At step 3 after SS transmits Detach accept, 1.22 sec timer is started as per section 7.18 of 36.523-3 for RRC connection release procedure. But the UTRA cell is suitable cell from Preamble and after the UE is detached from EUTRA cell UE can reselect the UTRA cell before this 1.22 sec timer.


	
	

	Summary of change:
	Send IRAT coordination message to UTRA PTC after SS transmits Detach Accept so that UTRA PTC is ready to receive messages and meanwhile in EUTRA local release configuration can take place
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	A conformant UE may fail the test case.
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	Other comments:
	


Change 1
	Function name
	At step 3 after SS transmits Detach accept, 1.22 sec timer is started as per section 7.18 of 36.523-3 for RRC connection release procedure. But the UTRA cell is suitable cell from Preamble and after the UE is detached from EUTRA cell UE can reselect the UTRA cell before this 1.22 sec timer.

	Reason for change
	At step 3 after SS transmits Detach accept, 1.22 sec timer is started as per section 7.18 of 36.523-3 for RRC connection release procedure. But the UTRA cell is suitable cell from Preamble and after the UE is detached from EUTRA cell UE can reselect the UTRA cell before this 1.22 sec timer.

	Summary of change
	Send IRAT coordination message to UTRA PTC after SS transmits Detach Accept so that UTRA PTC is ready to receive messages and meanwhile in EUTRA local release configuration can take place

	TTCN module
	NAS_Detach_UG.ttcn

	MCC160
	


Before change

	  function fl_TC_9_2_2_1_3_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var NAS_MSG_Indication_Type v_NasInd;

    //+  Cause EPS capability of the UE to be disabled.

    //@siclog "Step 1" siclog@

    f_UT_DisableEPS(UT);

    // + The UE transmits a DETACH REQUEST message with the Detach type IE indicating

    //       'EPS detach' and 'normal detach'?

    // @siclog "Step 2" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_MoSignalling,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cr_DETACH_REQUEST_NormalDetachandEpsOnly(cr_NAS_KeySetIdentifier(?, tsc_NasKsi_NativeSecurityContext),

                                                                                                          f_GutiParameters2MobileIdentity(omit, v_Guti))));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2: DETACH REQUEST message received from UE");

    //+ The SS responds the DETACH ACCEPT message.

    //@siclog "Step 3" siclog@

    //@sic R5s110075 sic@

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,//ETSI Change

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_508_DETACH_ACCEPT)));

    //@sic R5s110075 sic@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    f_EUTRA_SendTriggerToOtherRAT(true); // @sic R5-123790 sic@
  } // function tc_9_2_2_1_3_EUTRA


After change

	  function fl_TC_9_2_2_1_3_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var NAS_MSG_Indication_Type v_NasInd;

    var charstring v_OtherRAT := f_EUTRA_GetOtherRAT();
    //+  Cause EPS capability of the UE to be disabled.

    //@siclog "Step 1" siclog@

    f_UT_DisableEPS(UT);

    // + The UE transmits a DETACH REQUEST message with the Detach type IE indicating

    //       'EPS detach' and 'normal detach'?

    // @siclog "Step 2" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_MoSignalling,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cr_DETACH_REQUEST_NormalDetachandEpsOnly(cr_NAS_KeySetIdentifier(?, tsc_NasKsi_NativeSecurityContext),

                                                                                                          f_GutiParameters2MobileIdentity(omit, v_Guti))));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2: DETACH REQUEST message received from UE");

    //+ The SS responds the DETACH ACCEPT message.

    //@siclog "Step 3" siclog@

    //@sic R5s110075 sic@

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,//ETSI Change

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_508_DETACH_ACCEPT)));

    f_EUTRA_SendTriggerToOtherRAT(); 

    //@sic R5s110075 sic@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    f_EUTRA_WaitForTriggerFromOtherRAT(v_OtherRAT);
  } // function tc_9_2_2_1_3_EUTRA


