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< Unchanged sections omitted >

9.2.39
3DL PCell in TDD RSRQ for E-UTRAN in Carrier Aggregation

Editor’s note: This Test case is incomplete. The following aspects are either missing or not yet determined:
-
The Test system uncertainties applicable to this test are undefined

-
The Test tolerances applicable to this test are undefined
-
The Message contents to this test are FFS

9.2.39.1
Test purpose

The purpose of this test is to verify that the TDD-FDD RSRQ measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the absolute accuracy of intra-frequency RSRQ measurements for the primary component carrier, the absolute accuracy of intra-frequency RSRQ measurements for the secondary component carrier, and also the relative inter-frequency RSRQ accuracy requirement between primary and secondary component carriers.
9.2.39.2
Test applicability

This test case applies to all types of UE Release 12 and forward supporting E-UTRA FDD and TDD and 3DL CA with TDD as PCell.
9.2.39.3
Minimum conformance requirements

The TDD RSRQ measurements of cells on the primary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1. The TDD RSRQ measurements of cells on the secondary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1.
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