Page 1



3GPP TSG- RAN5 Meeting #69 
R5-156129
Anaheim, USA, 16 - 20 November 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.521-3
	CR
	1314
	rev
	1
	Current version:
	12.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Corrections to message contents for RRM 3DL CA TCs 8.16.27+8.16.28

	
	

	Source to WG:
	ZTE

	Source to TSG:
	RAN5

	
	

	Work item code:
	LTE_CA_Rel12_3DL-UEConTest
	
	Date:
	2015-10-23

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Currently the message contents for RRM 3DL CA TCs  8.16.27+8.16.28 is missing in the specification


	
	

	Summary of change:
	The following changes were made:

· Message contents were added to RRM 3DL CA TCs  8.16.27
· Message contents were added to RRM 3DL CA TCs  8.16.28
Changes related to R5-155473 were the following:

· R1: Message exception is corrected, and correction of “Frequencies and Channel Bandwidth to be tested” for other test cases are corrected to align.

	
	

	Consequences if not approved:
	The RRM 3DL CA TCs 8.16.27+8.16.28 would remain incomplete.



	
	

	Clauses affected:
	8.16.27, 8.16.28


	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<< Unchanged sections omitted >>
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8.16.27
E-UTRAN TDD-FDD 3 DL CA Event Triggered Reporting under Deactivated SCells in Non-DRX with PCell in FDD

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Test Tolerances and Test requirement values

· Applicability related to support for FGI bit

· Connection diagram

· 
· 
8.16.27.1
Test purpose

To verify the UE’s ability to make correct reportings of Events A1, A2 and A6 under deactivated SCells in non-DRX within the requirements in TS 36.133 [4] section 8.3.3.2.1.

<< Unchanged sections omitted >>

8.16.27.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-2 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.27.5-1 as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1[10] clause 5.4.2A.
<< Unchanged sections omitted >>

8.16.27.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.16.27.4.3-1: Common Exception messages for E-UTRAN TDD-FDD 3DL CA event triggered reporting under Deactivated SCells in Non-DRX with PCell in FDD
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1 

Table H.3.1-7
Table H.4.1-6


 
Table 8.16.27.4.3-2: MeasConfig-DEFAULT: Additional E-UTRAN TDD-FDD 3DL CA event triggered reporting under Deactivated SCells in Non-DRX with PCell in FDD
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	  MeasObjectToAddMod[1] SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the PCell (Cell 1)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod[2] SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the SCell on the SCC (Cell 2)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	  
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod[3] SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f3
	f3 is the frequency of the SCell on the SCC (Cell 3)and neighbouring cell on the SCC (Cell 4)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f3)
	  
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList  SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	3 entries
	
	

	     reportConfigId[1]
	idReportConfig-A1
	
	

	     reportConfig[1]
	ReportConfigEUTRA-A1 
	
	

	    reportConfigId[2]
	idReportConfig-A6
	
	

	    reportConfig[2]
	ReportConfigEUTRA-A6 
	
	

	    reportConfigId[3]
	IdReportConfig-A2
	
	

	    reportConfig[3]
	ReportConfig-A2
	
	

	     }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	5 entries
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-A1
	
	

	   measId
	2
	
	

	   measObjectId
	IdMeasObject-f3
	
	

	   reportConfigId
	idReportConfig-A6
	
	

	   measId
	3
	
	

	   measObjectId
	IdMeasObject-f1
	
	

	   reportConfigId
	idReportConfig-A2
	
	

	   measId
	4
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-A2
	
	

	   measId
	5
	
	

	   measObjectId
	IdMeasObject-f3
	
	

	   reportConfigId
	idReportConfig-A2
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	Not present
	
	 

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


Table 8.16.27.4.3-3: MeasObjectEUTRA-GENERIC: Additional E-UTRAN TDD-FDD 3DL CA event triggered reporting under Deactivated SCells in Non-DRX with PCell in FDD
	Derivation Path: 36.508 clause 7.3.3 Table 7.3.4-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  cellsToAddModList SEQUENCE (SIZE (1..maxCellMeas)) { }
	Not present
	
	

	  offsetFreq
	0 (dB 0)
	
	

	  measCycleSCell-r10
	sf320
	
	Cell 2, 
Cell 3

	}
	
	
	


Table 8.16.27.4.3-4: ReportConfig-A1: Additional E-UTRAN TDD-FDD 3DL CA event triggered reporting under Deactivated SCells in Non-DRX with PCell in FDD
	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-4 ReportConfigEUTRA-A1(-98)

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A1(Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	

	          a1-Threshold CHOICE {
	
	
	

	            threshold-RSRP
	42
	The actual value is IE value – 140 dBm
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount 
	r1
	
	

	}
	
	
	


Table 8.16.27.4.3-5: ReportConfig-A2: Additional E-UTRAN TDD-FDD 3DL CA event triggered reporting under Deactivated SCells in Non-DRX with PCell in FDD
	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-5 ReportConfigEUTRA-A2(-98)

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A2(Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA2 SEQUENCE {
	
	
	

	          a2-Threshold CHOICE {
	
	 
	

	            threshold-RSRP
	42
	The actual value is IE value – 140 dBm
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 8.16.27.4.3-6: MeasurementReport: Additional E-UTRAN TDD-FDD 3DL CA event triggered reporting under Deactivated SCells in Non-DRX with PCell in FDD
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE { }
	Not present
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE (SIZE (1..maxServCell-r10)) OF SEQUENCE {
	
	
	

	          MeasResultServFreq-r10[1] {
	
	
	

	            servFreqId-r10
	1
	
	

	            measResultSCell-r10 SEQUENCE {
	
	SCell  Cell 2
	

	              rsrpResultSCell-r10
	(0..97)
	Set according to specific test
	

	              rsrqResultSCell-r10
	(0..34)
	Set according to specific test
	

	            }
	
	
	

	          }
	
	
	

	          MeasResultServFreq-r10[2] {
	
	
	

	            servFreqId-r10
	2
	
	

	            measResultSCell-r10 SEQUENCE {
	
	SCell  Cell 3
	

	              rsrpResultSCell-r10
	(0..97)
	Set according to specific test
	

	              rsrqResultSCell-r10
	(0..34)
	Set according to specific test
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.16.27.4.3-7 MeasurementReport: Additional E-UTRAN TDD-FDD 3DL CA event triggered reporting under Deactivated SCells in Non-DRX with PCell in FDD
	Derivation path: TS 36.508 [7] clause 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultPCell::= SEQUENCE {
	
	PCell
	

	            rsrpResult
	(0..97)
	Set according to specific test
	

	            rsrqResult
	(0..34)
	Set according to specific test
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            MeasResultEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Neighbour Cell 4
	

	              physCellId
	physCellId of Neighbour Cell
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	Set according to specific test
	

	                rsrqResult
	(0..34)
	Set according to specific test
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE (SIZE (1..maxServCell-r10)) OF SEQUENCE {
	2 entries
	
	

	          MeasResultServFreq-r10[1] {
	
	
	

	            servFreqId-r10
	1
	
	

	            measResultSCell-r10 SEQUENCE {
	
	SCell  Cell 2
	

	              rsrpResultSCell-r10
	(0..97)
	Set according to specific test
	

	              rsrqResultSCell-r10
	(0..34)
	Set according to specific test
	

	            }
	
	
	

	          }
	
	
	

	          MeasResultServFreq-r10[2] {
	
	
	

	            servFreqId-r10
	2
	
	

	            measResultSCell-r10 SEQUENCE {
	
	SCell  Cell 3
	

	              rsrpResultSCell-r10
	(0..97)
	Set according to specific test
	

	              rsrqResultSCell-r10
	(0..34)
	Set according to specific test
	

	            }
	
	
	

	          }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.16.27.4.3-8: MeasurementReport: Additional E-UTRAN TDD-FDD 3DL CA event triggered reporting under Deactivated SCells in Non-DRX with PCell in FDD
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	3
	
	

	          measResultPCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE { }
	Not present
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE (SIZE (1..maxServCell-r10)) OF SEQUENCE {
	
	
	

	          MeasResultServFreq-r10[1] {
	
	
	

	            servFreqId-r10
	1
	
	

	            measResultSCell-r10 SEQUENCE {
	
	SCell  Cell 2
	

	              rsrpResultSCell-r10
	(0..97)
	Set according to specific test
	

	              rsrqResultSCell-r10
	(0..34)
	Set according to specific test
	

	            }
	
	
	

	          }
	
	
	

	          MeasResultServFreq-r10[2] {
	
	
	

	            servFreqId-r10
	2
	
	

	            measResultSCell-r10 SEQUENCE {
	
	SCell  Cell 3
	

	              rsrpResultSCell-r10
	(0..97)
	Set according to specific test
	

	              rsrqResultSCell-r10
	(0..34)
	Set according to specific test
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.16.27.4.3-9: MeasurementReport: Additional E-UTRAN TDD-FDD 3DL CA event triggered reporting under Deactivated SCells in Non-DRX with PCell in FDD
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	4
	
	

	          measResultPCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE { }
	Not present
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE (SIZE (1..maxServCell-r10)) OF SEQUENCE {
	
	
	

	          MeasResultServFreq-r10[1] {
	
	
	

	            servFreqId-r10
	1
	
	

	            measResultSCell-r10 SEQUENCE {
	
	SCell  Cell 2
	

	              rsrpResultSCell-r10
	(0..97)
	Set according to specific test
	

	              rsrqResultSCell-r10
	(0..34)
	Set according to specific test
	

	            }
	
	
	

	          }
	
	
	

	          MeasResultServFreq-r10[2] {
	
	
	

	            servFreqId-r10
	2
	
	

	            measResultSCell-r10 SEQUENCE {
	
	SCell  Cell 3
	

	              rsrpResultSCell-r10
	(0..97)
	Set according to specific test
	

	              rsrqResultSCell-r10
	(0..34)
	Set according to specific test
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.16.27.4.3-10: MeasurementReport: Additional E-UTRAN TDD-FDD 3DL CA event triggered reporting under Deactivated SCells in Non-DRX with PCell in FDD
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	5
	
	

	          measResultPCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE { }
	
	
	

	            MeasResultEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Neighbour Cell 4
	

	              physCellId
	physCellId of Neighbour Cell
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	Set according to specific test
	

	                rsrqResult
	(0..34)
	Set according to specific test
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE (SIZE (1..maxServCell-r10)) OF SEQUENCE {
	
	
	

	          MeasResultServFreq-r10[1] {
	
	
	

	            servFreqId-r10
	1
	
	

	            measResultSCell-r10 SEQUENCE {
	
	SCell  Cell 2
	

	              rsrpResultSCell-r10
	(0..97)
	Set according to specific test
	

	              rsrqResultSCell-r10
	(0..34)
	Set according to specific test
	

	            }
	
	
	

	          }
	
	
	

	          MeasResultServFreq-r10[2] {
	
	
	

	            servFreqId-r10
	2
	
	

	            measResultSCell-r10 SEQUENCE {
	
	SCell  Cell 3
	

	              rsrpResultSCell-r10
	(0..97)
	Set according to specific test
	

	              rsrqResultSCell-r10
	(0..34)
	Set according to specific test
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< Unchanged sections omitted >>

8.16.28
E-UTRAN TDD-FDD 3DL CA Event Triggered Reporting under Deactivated SCells in Non-DRX with PCell in TDD

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Test Tolerances and Test requirement values

· Applicability related to support for FGI bit

· Connection diagram

· 
· 
8.16.28.1
Test purpose

To verify the UE’s ability to make correct reportings of Events A1, A2 and A6 under deactivated SCells in non-DRX within the requirements in TS 36.133 [4] section 8.3.3.2.1.

<< Unchanged sections omitted >>
8.16.28.4.3
Message contents
Same message contents as in clause 8.16.27.4.3.
 
<< Unchanged sections omitted >>

8.16.29.4
Test description

8.16.29.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-2 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.29.5-1 as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1[10] clause 5.4.2A.
<< Unchanged sections omitted >>

8.16.30.4
Test description

8.16.30.4.1
Initial conditions

Same initial conditions as 8.16.29.4.1 with the following exceptions:

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.30.5-1 as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1[10] clause 5.4.2A.
<< Unchanged sections omitted >>
8.16.38.4
Test description

8.16.38.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-2 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.38.5-1 as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1[10] clause 5.4.2A.
<< End of changes >>
