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C.6
Procedures for RAN Assisted WLAN interworking

C.6.1
Offload from UTRAN to WLAN

The procedure specified in this clause is referred to the WLAN target AP where the UE has been offloaded from the UTRA cell.

C.6.1.1
Test Procedure

Same procedure as defined in 36.508 [63] Table 6.4.3.10-1, with EUTRAN/EPC procedures mapped to UTRAN/PS procedures [FFS].

C.6.2
Offload from WLAN to UTRAN

The procedure specified in this clause is referred to the UTRA cell where the UE has been offloaded from the WLAN AP.

C.6.2.1
Test Procedure

Same procedure as defined in 36.508[xx] Table 6.4.3.11-1 with EUTRAN/EPC procedures mapped to UTRAN/PS procedures [FFS]

C.6.3
Check no Offload to UTRAN, UE in Idle state
The procedure specified in this clause is referred to the UTRA cell.

C.6.3.1
Test Procedure

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	->
	RRC CONNECTION REQUEST
	


C.6.3.2
Test requirement

In step 1 the UE shall not transmit  RRC CONNECTION REQUEST message with in 15 seconds.

C.6.4
Check no Offload to UTRAN, UE in Connected (Cell_DCH) state
The procedure specified in this clause is referred to the UTRA cell.

C.6.4.1
Test Procedure

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	->
	PDP CONTEXT REQUEST
	


C.6.4.2
Test requirement

In step 1 the UE shall not transmit  PDP CONTEXT REQUEST message with in 15 seconds.


