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<Start of first modified section>
4.5A.19
Generic Test Procedure for IMS MO speech call establishment in E-UTRA / EVS

4.5A.19.1
Initial conditions

See clause 4.5A.6.1.




4.5A.19.2
Definition of system information messages

The default system information messages are used.

4.5A.19.3
Procedure

Table 4.5A.19.3-1: EUTRA/EPS signalling for IMS MO speech call / EVS
	St
	Procedure
	Message Sequence

	
	
	U – S
	Message

	
	
	
	

	
	‘’‘’
	
	

	
	
	
	

	
	
	
	


	
	
	
	

	
	
	
	

	
	

	
	

	1-7
	Same as table 4.5A.6.3-1, steps 1-7.
	
	

	-
	EXCEPTION: In parallel to the events described in steps 8 below, the behaviour in table 4.5A.19.3-2 occurs. (IMS MTSI MO speech call establishment)
	-
	-

	8
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the new data radio bearer, associated with the default EPS bearer context.
	-->
	RRC: RRCConnectionReconfigurationComplete

	9-11
	Steps 3-4 expected sequence defined in annex C.44 of TS 34.229-1 [35]. MTSI MO speech call for EPS / EVS.
	-
	-

	12
	The SS configures a new RLC-UM data radio bearer with condition DRB (0,1), associated with the dedicated EPS bearer context. RRCConnectionReconfiguration message contains the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message. EPS bearer context #4 (QCI 1) according to table 6.6.2-1: Reference dedicated EPS bearer contexts.
	<--
	RRC: RRCConnectionReconfiguration

NAS:

ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST

	-
	EXCEPTION: In parallel to the events described in steps 13-14 below, the behaviour in table 4.5A.19.3-3 occurs. (IMS MTSI MO speech call establishment)
	-
	-

	13
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the new data radio bearer, associated with the dedicated EPS bearer.
	-->
	RRC: RRCConnectionReconfigurationComplete

	14
	The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	RRC: ULInformationTransfer

NAS:ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT


Table 4.5A.19.3-2: Parallel behaviour

	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	Step 2 expected sequence defined in annex C.44 of TS 34.229-1 [35]. UE sends INVITE.
	-
	-


Table 4.5A.19.3-3: Parallel behaviour

	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1-9
	Steps 5-13 expected sequence defined in annex C.44 of TS 34.229-1 [35]. MTSI MO speech call for EPS / EVS.
	-
	-


4.5A.19.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7.
4.5A.20
Generic Test Procedure for IMS MT speech call establishment in E-UTRA / EVS

4.5A.20.1
Initial conditions

See clause 4.5A.6.1.




4.5A.20.2
Definition of system information messages

The default system information messages are used.

4.5A.20.3
Procedure

Table 4.5A.20.3-1: EUTRA/EPS signalling for IMS MT speech call / EVS
	St
	Procedure
	Message Sequence

	
	
	U – S
	Message

	
	
	
	

	
	‘’‘’
	
	

	
	
	
	

	
	
	
	


	
	
	
	

	
	
	
	

	
	

	
	


	
	
	
	

	1-8
	Same as table 4.5A.7.3-1, steps 1-8.
	
	

	9-11
	Steps 1-4 expected sequence defined in annex C.45 of TS 34.229-1 [35]. MTSI MT speech call for EPS / EVS.
	-
	-

	
	
	
	



	
	
	
	

	
	
	
	


	12-14
	Same as table 4.5A.7.3-1, steps 13-15.
	
	

	15-26
	Steps 5-15 expected sequence defined in annex C.45 of TS 34.229-1 [35]. MTSI MT speech.
	-
	-


4.5A.20.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7.

<End of modified section>
