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<Start of new section>

8.2.4.25  
Dual Connectivity / RRC connection reconfiguration / Handover
8.2.4.25.1
RRC connection reconfiguration / Intra-MeNB and SeNB Handover / MCG DRB to MCG DRB and MCG DRB to/from SCG DRB

Editor's notes:
The following items are incomplete:

-
Specific message contents.

8.2.4.25.1.1
Test Purpose (TP)
 (1)

with { UE in connected mode with SCG activated with a MCG DRB and a SCG DRB established }

ensure that {

  when { the UE receives a RRCConnectionReconfiguration message including mobilityControlInfo indicating a different E-UTRA frequency }
  then { the UE responds with a RRCConnectionReconfigurationComplete message }
            }

 (2)

with { UE in connected mode with SCG activated has performed handover to another PCell keeping the UE context for the MCG DRB and SCG DRB }
ensure that {
  when { uplink data are submitted for transmission on the MCG/SCG DRBs }
  then { the UE transmits the uplink data on the radio bearer associated with the MCG/SCG DRBs respectively }
            }

(3)

with { UE in connected mode with SCG activated with a MCG DRB and a SCG DRB established }

ensure that {

  when { the UE receives a RRCConnectionReconfiguration message including mobilityControlInfo indicating a different E-UTRA frequency and to change of  one of the MCG DRBs to a SCG DRB }
  then { the UE responds with a RRCConnectionReconfigurationComplete message }
            }

 (4)

with { UE in connected mode with SCG activated has performed handover to another PCell and has re-configured a MCG DRB to a SCG DRB }
ensure that {
  when { uplink data are submitted for transmission on the MCG/SCG DRBs }
  then { the UE transmits the uplink data on the radio bearer associated with the MCG/SCG DRBs respectively }
            }

(5)

with { UE in connected mode with SCG activated with a MCG DRB and two SCG DRBs established }

ensure that {

  when { the UE receives a RRCConnectionReconfiguration message including mobilityControlInfo indicating a different E-UTRA frequency and to change of one of the SCG DRBs to a MCG DRB }
  then { the UE responds with a RRCConnectionReconfigurationComplete message }
            }

 (6)

with { UE in connected mode with SCG activated has performed handover to another PCell and has re-configured a SCG DRB to a MCG DRB }
ensure that {
  when { uplink data are submitted for transmission on the MCG/SCG DRBs }
  then { the UE transmits the uplink data on the radio bearer associated with the MCG/SCG DRBs respectively }
            }

8.2.4.25.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4, 5.3.10.3a1,   5.3.10.12. Unless otherwise stated these are Rel-12 requirements.

 [TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

… 

1>
if the received RRCConnectionReconfiguration includes the scg-Configuration; or

1>
if the current UE configuration includes one or more split DRBs and the received RRCConnectionReconfiguration includes radioResourceConfigDedicated including drb-ToAddModList:

2>
perform SCG reconfiguration as specified in 5.3.10.10;

…

[TS 36.331, clause 5.3.10.3a1]

For the drb-Identity value for which this procedure is initiated, the UE shall:

1>
if drb-ToAddModListSCG is received and includes the drb-Identity value; and drb-Identity value is not part of the current UE configuration (i.e. DC specific DRB establishment):

2>
if drb-ToAddModList is received and includes the drb-Identity value (i.e. add split DRB):

3>
establish a PDCP entity and configure it with the current MCG security configuration and in accordance with the pdcp-Config included in drb-ToAddModList;

3>
establish an MCG RLC entity and an MCG DTCH logical channel in accordance with the rlc-Config, logicalChannelIdentity and logicalChannelConfig included in drb-ToAddModList;

3>
establish an SCG RLC entity and an SCG DTCH logical channel in accordance with the rlc-ConfigSCG, logicalChannelIdentitySCG and logicalChannelConfigSCG included in drb-ToAddModListSCG;

2>
else (i.e. add SCG DRB):
3>
establish a PDCP entity and configure it with the current SCG security configuration and in accordance with the pdcp-Config included in drb-ToAddModListSCG;

3>
establish an SCG RLC entity or entities and an SCG DTCH logical channel in accordance with the rlc-ConfigSCG, logicalChannelIdentitySCG and logicalChannelConfigSCG included in drb-ToAddModListSCG;

2>
indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to upper layers;

1>
else (i.e. DC specific DRB modification; drb-ToAddModList and/ or drb-ToAddModListSCG received):

2>
if the DRB indicated by drb-Identity is a split DRB:

3>
if drb-ToAddModList is received and includes the drb-Identity value, while for this entry drb-TypeChange is included and set to toMCG (i.e. split to MCG):

4>
release the SCG RLC entity and the SCG DTCH logical channel;

4>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModList;

4>
reconfigure the MCG RLC entity and/ or the MCG DTCH logical channel in accordance with the rlc-Config and logicalChannelConfig, if included in drb-ToAddModList;

3>
else (i.e. reconfigure split):

4>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModList;

4>
reconfigure the MCG RLC entity and/ or the MCG DTCH logical channel in accordance with the rlc-Config and logicalChannelConfig, if included in drb-ToAddModList;

4>
reconfigure the SCG RLC entity and/ or the SCG DTCH logical channel in accordance with the rlc-ConfigSCG and logicalChannelConfigSCG, if included in drb-ToAddModListSCG;

2>
if the DRB indicated by drb-Identity is an SCG DRB:

3>
if drb-ToAddModList is received and includes the drb-Identity value, while for this entry drb-TypeChange is included and set to toMCG (i.e. SCG to MCG):

4>
reconfigure the PDCP entity with the current MCG security configuration and in accordance with the pdcp-Config, if included in drb-ToAddModList;

4>
reconfigure the SCG RLC entity or entities and the SCG DTCH logical channel to be an MCG RLC entity or entities and an MCG DTCH logical channel;

4>
reconfigure the MCG RLC entity or entities and/ or the MCG DTCH logical channel in accordance with the rlc-Config, logicalChannelIdentity and logicalChannelConfig, if included in drb-ToAddModList;

3>
else (i.e. drb-ToAddModListSCG is received and includes the drb-Identity value i.e. reconfigure SCG):

4>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModListSCG;

4>
reconfigure the SCG RLC entity or entities and/ or the SCG DTCH logical channel in accordance with the rlc-ConfigSCG and logicalChannelConfigSCG, if included in drb-ToAddModListSCG;

2>
if the DRB indicated by drb-Identity is an MCG DRB:

3>
if drb-ToAddModListSCG is received and includes the drb-Identity value, while for this entry drb-Type is included and set to split (i.e. MCG to split):

4>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModList;

4>
reconfigure the MCG RLC entity and/ or the MCG DTCH logical channel in accordance with the rlc-Config and logicalChannelConfig, if included in drb-ToAddModList;

4>
establish an SCG RLC entity and an SCG DTCH logical channel in accordance with the rlc-ConfigSCG, logicalChannelIdentitySCG and logicalChannelConfigSCG, included in drb-ToAddModListSCG;

3>
else (i.e. drb-Type is included and set to scg i.e. MCG to SCG):

4>
reconfigure the PDCP entity with the current SCG security configuration and in accordance with the pdcp-Config, if included in drb-ToAddModListSCG;

4>
reconfigure the MCG RLC entity or entities and the MCG DTCH logical channel to be an SCG RLC entity or entities and an SCG DTCH logical channel;

4>
reconfigure the SCG RLC entity or entities and/ or the SCG DTCH logical channel in accordance with the rlc-ConfigSCG, logicalChannelIdentitySCG and logicalChannelConfigSCG, if included in drb-ToAddModListSCG;

[TS 36.331, clause 5.3.10.12]

The UE shall:

1>
for each split or SCG DRBs that is part of the current configuration:

2>
if the corresponding drb-Identity value is included in the received drb-ToAddModList; and:

2>
if the corresponding drb-Identity value is not included in the received drb-ToAddModListSCG (i.e. reconfigure split, split to MCG or SCG to MCG):

3>
perform the DC specific DRB addition or reconfiguration as specified in 5.3.10.3a1;

8.2.4.25.1.3
Test description

8.2.4.25.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 is the PCell, Cell 3 is the interfrequency neighbour cell and Cell 10 is the PSCell. 

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA Cell 1 cell 3 and Cell 10.    

UE:

Preamble:

-
The UE is in state DC MCG/SCG DRB Loopback Activated (state 6B) on Cell 1 and Cell 10 according to [18], UE has 3 DRBs configured. DRB 1(Default bearer) and DRB 2(dedicated bearer) as MCG DRB’s and  DRB 3 (dedicated bearer) as SCG bearer.

8.2.4.25.1.3.2
Test procedure sequence

Table 8.2.4.6.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1, T2" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.25.1.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 3
	Cell 10
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-73
	-97
	-75
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy exit condition for event A3 (M3 < M1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-73
	-75
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M1).

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-73
	-85
	-75
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M1).


Table 8.2.4.25.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter frequency measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 1 and Cell 3 parameters according to the row "T1" in table 8.2.4.6.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 3.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter frequency handover to Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 3 to confirm the successful completion of the inter frequency handover?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	7
	The SS transmits one IP packet to the UE on all the 3 DRB’s.
	(
	IP packets
	-
	-

	8
	Check: Does the UE loops back the IP packet on each of 3 DRB’s?
	(
	IP packets
	2
	P

	9
	The SS changes Cell 1 and Cell 3 parameters according to the row "T2" in table 8.2.4.6.3.2-1.
	-
	-
	-
	-

	10
	The UE transmits a MeasurementReport message on Cell 3 to report event A3 with the measured RSRP, RSRQ value for Cell 1.
	-->
	MeasurementReport
	-
	-

	11
	The SS transmits an RRCConnectionReconfiguration message on Cell 3 to order the UE to perform inter frequency handover to Cell 1 and to change of  one of the MCG DRBs to a SCG DRB.
	<--
	RRCConnectionReconfiguration
	-
	-

	12
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 1 to confirm the successful completion of the inter frequency handover?
	-->
	RRCConnectionReconfigurationComplete
	3
	P

	13
	The SS transmits one IP packet to the UE on all the 3 DRB’s.
	(
	IP packets
	-
	-

	14
	Check: Does the UE loops back the IP packet on each of 3 DRB’s?
	(
	IP packets
	4
	P

	15
	The SS changes Cell 1 and Cell 3 parameters according to the row "T1" in table 8.2.4.6.3.2-1.
	-
	-
	-
	-

	16
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 3.
	-->
	MeasurementReport
	-
	-

	17
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter frequency handover to Cell 3 and to change of one of the SCG DRBs to a MCG DRB.
	<--
	RRCConnectionReconfiguration
	-
	-

	18
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 3 to confirm the successful completion of the inter frequency handover?
	-->
	RRCConnectionReconfigurationComplete
	5
	P

	19
	The SS transmits one IP packet to the UE on all the 3 DRB’s.
	(
	IP packets
	-
	-

	20
	Check: Does the UE loops back the IP packet on each of 3 DRB’s?
	(
	IP packets
	6
	P


8.2.4.25.1.3.3
Specific message contents
Table 8.2.4.25.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.25.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.2.4.25.1.3.3-2: MeasConfig (step 1, Table 8.2.4.25.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1 condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.25.1.3.3-3: MeasurementReport (step 4,10,16, Table 8.2.4.25.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	Steps 4 and 16

	              physCellId[1]
	PhysicalCellIdentity of Cell 1
	
	Step 10

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.25.1.3.3-4: RRCConnectionReconfiguration (step 5, Table 8.2.4.25.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO and tbd


Table 8.2.4.25.1.3.3-5: MobilityControlInfo (step 5,  Table 8.2.4.25.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.25.1.3.3-6: RRCConnectionReconfiguration (step 11, Table 8.2.4.25.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO and tbd


Table 8.2.4.25.1.3.3-7: MobilityControlInfo (step 11,  Table 8.2.4.25.1.3.2-1)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 1
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 1
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.25.1.3.3-8: RadioResourceConfigDedicatedSCG-r12 (step 11, Table 8.2.4.25.1.3.2-1)

TBD

Table 8.2.4.25.1.3.3-9: RRCConnectionReconfiguration (step 17, Table 8.2.4.25.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO and tbd


Table 8.2.4.25.1.3.3-10: MobilityControlInfo (step 17,  Table 8.2.4.25.1.3.2-1)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.25.1.3.3-11: RadioResourceConfigDedicatedSCG-r12 (step 17, Table 8.2.4.25.1.3.2-1)

TBD

<End of new section>
