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	Summary of change:
	Change the Section references below from 9.1.3.3 to 9.1.3:
1.  Correct Section 10.3.3 to state:  shall meet the intra-frequency RSTD accuracy requirements defined in TS 36.133 [23] section 9.1.3.  
2. Correct Section 10.4.3 to state:  shall meet the intra-frequency RSTD accuracy requirements defined in TS 36.133 [23] section 9.1.3.  
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<<  UNCHANGED CONTENT OMITTED >>

10.3.3
Minimum conformance requirements

The UE may operate in either E-UTRA inter-band or intra-band carrier aggregation mode. The requirements in this section shall apply regardless whether the configured downlink secondary cell is activated or deactivated by the MAC-CE command (3GPP TS 36.321 [34]). The requirements apply for bandwidths defined in the bandwidth combination set for the CA configurations supported by the UE [2].

The RSTD measurements, which are obtained when both the reference cell and neighbouring cell belong to the secondary component carrier, shall meet the intra-frequency RSTD accuracy requirements defined in TS 36.133 [23] section 9.1.3.
The normative reference for this requirement is TS 36.133 [23] clause 9.1.12 and A.9.8.5.

<<  UNCHANGED CONTENT OMITTED >>

10.4.3
Minimum conformance requirements

The UE may operate in either E-UTRA inter-band or intra-band carrier aggregation mode. The requirements in this section shall apply regardless whether the configured downlink secondary cell is activated or deactivated by the MAC-CE command (3GPP TS 36.321 [34]). The requirements apply for bandwidths defined in the bandwidth combination set for the CA configurations supported by the UE [2].

The RSTD measurements, which are obtained when both the reference cell and neighbouring cell belong to the secondary component carrier, shall meet the intra-frequency RSTD accuracy requirements defined in TS 36.133 [23] section 9.1.3.
The normative reference for this requirement is TS 36.133 [23] clause 9.1.12 and A.9.8.6.
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