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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Primary Cell: The cell, operating on the primary frequency, in which the UE either performs the initial connection establishment procedure or initiates the connection re-establishment procedure, or the cell indicated as the primary cell in the handover procedure. In this specification, Primary Cell also refers to PSCell defined in TS 36.331 [5] unless explicitly stated otherwise.

Sidelink: UE to UE interface for sidelink communication and sidelink discovery. The Sidelink corresponds to the PC5 interface as defined in TS 23.303 [24].
Sidelink communication: AS functionality enabling ProSe Direct Communication as defined in TS 23.303 [24], between two or more nearby UEs, using E-UTRA technology but not traversing any network node.

Sidelink discovery: AS functionality enabling ProSe Direct Discovery as defined in TS 23.303 [24], using E-UTRA technology but not traversing any network node.
3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xRTT
CDMA2000 1x Radio Transmission Technology

ACK
Acknowledgement

ANDSF
Access Network Discovery and Selection Function

BCCH
Broadcast Control Channel
CG
Cell Group
CRS
Cell-specific Rerefence Signal

CSG
Closed Subscriber Group
CSI
Channel State Information
DC
Dual Connectivity
DCI
Downlink Control Information

DL-SCH
Downlink Shared Channel

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FDD
Frequency Division Duplex

GERAN
GSM/EDGE Radio Access Network
HARQ
Hybrid Automatic Repeat Request

HRPD
High Rate Packet Data

IRC
Interference Rejection Combining

MAC
Medium Access Control

MMSE
Minimum Mean Squared Error

MRO
Mobility Robustness Optimisation
NAICS
Network Assisted Interference Cancellation/Suppression
PCell
Primary Cell
PDCCH
Physical Downlink Control Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PHR
Power Headroom Reporting
ProSe
Proximity-based Services
PUCCH
Physical Uplink Control Channel

RACH
Random Access CHannel
RAT
Radio Access Technology

RLC
Radio Link Control

ROHC
RObust Header Compression

RRC
Radio Resource Control

SI
System Information
SL
Sidelink
SL-DCH
Sidelink Discovery CHannel
SL-SCH
Sidelink Shared CHannel
SON
Self Organizing Networks
SR
Scheduling Request

SSAC
Service Specific Access Control 

TDD
Time Division Duplex

TTI
Transmission Time Interval

UE
User Equipment

UL-SCH
Uplink Shared Channel 

UMTS
Universal Mobile Telecommunications System

UTRA
UMTS Terrestrial Radio Access

WLAN
Wireless Local Area Network
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