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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152090
	R3-152390
	Introduction of IDLE to CONNECTED mode transition optimization
	25.435
	315
	2
	B
	12.1.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152391
	Introduction of IDLE to CONNECTED mode transition optimization
	25.425
	187
	2
	B
	12.2.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152792
	Introduction of blind HARQ retransmissions
	25.433
	2069
	3
	B
	13.0.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152793
	Introduction of blind HARQ retransmissions
	25.423
	1874
	3
	B
	13.0.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152834
	Introduction of improved synchronized RRC procedures
	25.433
	2073
	1
	B
	13.0.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152835
	Introduction of improved synchronized RRC procedures
	25.423
	1877
	1
	B
	13.0.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152867
	Introduction of DL enhancements
	25.401
	146
	2
	B
	12.0.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152918
	Introduction of URA_PCH with seamless transition
	25.433
	2077
	1
	B
	13.0.0
	UTRA_EDL_L23-Core
	Rel-13
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