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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
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	WI Code
	Phase

	RP-152102
	R3-152387
	Extension of X2AP IDs
	36.401
	76
	1
	B
	12.2.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152397
	Handling of user inactivity in the SeNB
	36.423
	916
	2
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152600
	Tunnel Information of BBAI in Dual Connectivity
	36.413
	1372
	 
	B
	13.0.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152785
	Extension of UE X2AP ID
	36.423
	927
	2
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152789
	Support of SIPTO and LIPA for DC
	36.413
	1368
	1
	B
	13.0.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152836
	Tunnel Information of BBAI in Dual Connectivity
	36.423
	939
	1
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152888
	SIPTO@LN and LIPA bearer deactivation for DC
	36.423
	929
	2
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152889
	Support of SIPTO and LIPA in dual connectivity
	36.423
	911
	2
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152892
	Support of SIPTO stand-alone architecture in dual connectivity
	36.423
	910
	5
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152896
	Adding CSG support to DC
	36.413
	1348
	4
	B
	13.0.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152897
	Support of handover without SeNB change
	36.423
	912
	6
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152898
	Adding CSG support to DC
	36.423
	901
	4
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13
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