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######Start of change#######
B.2.7
Common RRM requirements for an inter-band CA with three uplink configuration

The requirements and test cases listed in Table B.2.7-1 are specified in [3].

Table B.2.7-1: Common RRM requirements for a band-combination CA configuration with three uplink

	Section / Clause
	Description

	TBD
	TBD

	NOTE 1:
Only requirements and test cases defined for inter-band with dual uplink carrier aggregation shall apply.


######End of change#######
######Start of change#######
B.4.8
Common UE RF requirements for three uplink inter-band CA configuration
The requirements and test cases listed in Table B.4.8-1 are specified in [2].

Table B.4.8-1: Common UE RF requirements for three uplink inter-band CA configuration independent of release
	Section / Clause
	Description

	5.6A.1
	Channel bandwidths per operating band for CA

	6.2.2A
	UE maximum output power for CA

	6.2.5A
	Configured transmitted Power for CA 

	6.3.2A
	UE Minimum output power for CA

	6.3.3A
	UE Transmit OFF power for CA

	6.3.4A
	ON/OFF time mask for CA

	6.3.5A
	Power control for CA

	6.5.1A
	Frequency error for CA

	6.5.2A
	Transmit modulation quality for CA

	6.6.1A
	Occupied bandwidth for CA

	6.6.2.1A
	Spectrum emission mask for CA

	6.6.2.3
	Adjacent Channel Leakage Ratio

	6.6.3.1A
	Spurious Emission for CA 

	6.6.3.2A
	Spurious emission band UE co-existence for CA

	6.7.1A
	Transmit intermodulation for CA

	7.3.1A
	Reference sensitivity for CA

	7.6.2.1A
	Out-of-band blocking for CA

	7.7.1A
	Spurious response for CA


######End of change#######
