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	Reason for change:
	The current TTCN implementation of testcase 6.3.1 performs an ATTACH REJ to clean up the CSG whitelist, and after this the UE is power cycled. Upon switch on, the UE is expected to perform an ATTACH on eUtra Cell1. This is not happening because the eutra Cell1 is not being set to serving cell power before the switch on.
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2 Correction to testcase 6.3.1
2.1 f_TC_6_3_1_EUTRA()
	Object name 
	f_TC_6_3_1_EUTRA()

	Reason for change
	The current TTCN implementation of testcase 6.3.1 performs an ATTACH REJ to clean up the CSG whitelist, and after this the UE is power cycled. Upon switch on, the UE is expected to perform an ATTACH on eutra_Cell1. This is not happening because the eutra_Cell1 is not being set to serving cell power before the switch on.

This needs to be changed.

	Summary of change
	Called the function f_EUTRA_SetCellPower(eutra_Cell1, tsc_ServingCellRS_EPRE) before the UE is switched on. 
Please see screenshot.

	Source of change
	CSG_Testcases.ttcn

	Label
	WA#


Before change: 

	<<SKIPPED CODE>>

f_UT_USIM_Insert (UT, "USIM with service n86 available");
    // Allowed CSG lst shall not contain CSG ID 3
    //@sic R5-155978 sic@
    f_EUTRA_EmptyACSGL(eutra_Cell3, {v_CSG_Identity_Cell3});
    // Broadcast correct CSG id
    f_EUTRA_CellInfo_SetSysInfo_Csg_Id(eutra_Cell3, v_CSG_Identity_Cell3);
    f_EUTRA_SS_ConfigureSysinfo(eutra_Cell3);   // @sic R5s120617 sic@
    //@sic R5-155978 sic@
    f_EUTRA_TestBody_Set (true);
    //@siclog "Step 1" siclog@
    //The UE is switched on.
    f_EUTRA_SwitchOnUEandStartIP(eutra_Cell1); // @sic R5s120065 sic@
<<SKIPPED CODE>>




After change: 

	<<SKIPPED CODE>>

f_UT_USIM_Insert (UT, "USIM with service n86 available");
    // Allowed CSG lst shall not contain CSG ID 3
    //@sic R5-155978 sic@
    f_EUTRA_EmptyACSGL(eutra_Cell3, {v_CSG_Identity_Cell3});
    // Broadcast correct CSG id
    f_EUTRA_CellInfo_SetSysInfo_Csg_Id(eutra_Cell3, v_CSG_Identity_Cell3);
    f_EUTRA_SS_ConfigureSysinfo(eutra_Cell3);   // @sic R5s120617 sic@
    //@sic R5-155978 sic@
    f_EUTRA_TestBody_Set (true);
    f_EUTRA_SetCellPower(eutra_Cell1, tsc_ServingCellRS_EPRE);//WA#6_3_1
    //@siclog "Step 1" siclog@
    //The UE is switched on.
    f_EUTRA_SwitchOnUEandStartIP(eutra_Cell1); // @sic R5s120065 sic@
<<SKIPPED CODE>>




