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	Reason for change:
	Following implementation prose CR R5-156138 agreed at RAN5#69 to correct this test case for multi-PDN operation, the DEACTIVATE EPS BEARER CONTEXT REQUEST sent when releasing the non-IMS PDN can have the incorrect transaction identifier.

	
	

	Summary of change:
	Correct transaction identifier for function      f_EUTRA_DeactivateEPS_BearerContext()

	
	

	Consequences if not approved:
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Change 1 
	Function name
	f_TC_8_5_4_1_EUTRA()

	Reason for change
	Following implementation prose CR R5-156138 agreed at RAN5#69 to correct this test case for multi-PDN operation, the DEACTIVATE EPS BEARER CONTEXT REQUEST sent when releasing the non-IMS PDN can have the incorrect transaction identifier.

	Summary of change
	Correct transaction identifier for function      f_EUTRA_DeactivateEPS_BearerContext()

	TTCN module
	RRC_Others.ttcn

	MCC160 Comment
	


Before change

    function f_TC_8_5_4_1_EUTRA() runs on EUTRA_PTC

  {

    ………………..

    //@siclog "Step 20 - 22" siclog@

    //IF MULTI_PDN = TRUE (NOTE) THEN steps 10-12 of the generic procedure for network initiated release of additional PDN connectivity specified in TS 36.508 subclause 4.5A.18.3 are performed for the non-IMS PDN.

    if (tsc_EUTRA_Registration_MultiplePDN) { // @sic R5-156138 sic@

      v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN);

      f_EUTRA_DeactivateEPS_BearerContext(eutra_Cell1, v_EpsBearerId, v_EPS_TI);

      f_IP_Handling_Stop(IP, cs_IP_StopPDN(PDN_Internet));

    }

    f_EUTRA_TestBody_Set ( false );

    f_EUTRA_Postamble ( eutra_Cell1, E2_CONNECTED ); // @sic R5-103847 sic@

  }

}
 After change
function f_TC_8_5_4_1_EUTRA() runs on EUTRA_PTC

  {

    ………………..

    //@siclog "Step 20 - 22" siclog@

    //IF MULTI_PDN = TRUE (NOTE) THEN steps 10-12 of the generic procedure for network initiated release of additional PDN connectivity specified in TS 36.508 subclause 4.5A.18.3 are performed for the non-IMS PDN.

    if (tsc_EUTRA_Registration_MultiplePDN) { // @sic R5-156138 sic@

      v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN);

      f_EUTRA_DeactivateEPS_BearerContext(eutra_Cell1, v_EpsBearerId, tsc_PTI_Unassigned);

      f_IP_Handling_Stop(IP, cs_IP_StopPDN(PDN_Internet));

    }

    f_EUTRA_TestBody_Set ( false );

    f_EUTRA_Postamble ( eutra_Cell1, E2_CONNECTED ); // @sic R5-103847 sic@

  }

}

