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	Title:

	Correction to EUTRA RRC Test case 8.1.1.3
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	Reason for change:
	Due to implementation of CR R5-155944 test case 8.1.1.3 was added inside function f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu. With this the test case is now failing on Week 50 TTCN as it is configured to use DCI 1 scheduling and transmit Contention resolution and RRC Connection setup message in separate TTI. However in this test case Paging message which needs to be transmitted require 144 bits. This TBS size can be not achieved as per the TBS sheet “DCI-1A-PCCH” (Maximum size possible is 120 bits).

	
	

	Summary of change:
	Removed test case 8.1.1.3 from function f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu

	
	

	Consequences if not approved:
	A confirmant UE can fail the test case

	
	

	Clauses affected:
	8.1.1.3
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Change 1 
	Function name
	f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu

	Reason for change
	Due to implementation of CR R5-155944 test case 8.1.1.3 was added inside function f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu. With this the test case is now failing as it is configured to use DCI 1 scheduling and transmit Contention resolution and RRC Connection setup message in separate TTI. However in this test case Paging message which needs to be transmitted require 144 bits. This TBS size can be not achieved as per the TBS sheet “DCI-1A-PCCH” (Maximum size possible is 120 bits).

	Summary of change
	Removed test case 8.1.1.3 from function f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu

	TTCN module
	RRC_Paging.ttcn

	MCC160 Comment
	


Before change

  function f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu(charstring p_Testcase) return boolean

  {
  {

    select (p_Testcase) {

      case ("TC_11_2_4") { return true; }
….

….

      case ("TC_8_1_1_3") { return true; }
….

….

}
 After change
  function f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu(charstring p_Testcase) return boolean

  {
  {

    select (p_Testcase) {

      case ("TC_11_2_4") { return true; }
….

….

      //REMOVED case ("TC_8_1_1_3") { return true; }
….

….

}
