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	Reason for change:
	The TTCN implementation in 15wk50 of this testcase has an incorrect MMI prompt. This MMI prompt asks the user to choose a CSG ID 2 on EUTRA.

However, in this testcase, the CSG cell is the UTRAN cell.



	
	

	Summary of change:
	Instead of calling f_UT_ManualPLMN_CSG(UT ,v_PLMN, v_CSG_Identity_Cell5), called f_UT_ManualPLMN_CSG(UT ,v_PLMN, v_CSG_Identity_Cell5, "UTRAN").
Please see screenshot.
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2 Correction to testcase 8.3.4.4
2.1 f_TC_8_3_4_4_UTRAN()
	Object name 
	f_TC_8_3_4_4_UTRAN()

	Reason for change
	The TTCN implementation in 15wk50 of this testcase has an incorrect MMI prompt. This MMI prompt asks the user to choose a CSG ID 2 on EUTRA.

However, in this testcase, the CSG cell is the UTRAN cell.



	Summary of change
	Instead of calling f_UT_ManualPLMN_CSG(UT ,v_PLMN, v_CSG_Identity_Cell5), called f_UT_ManualPLMN_CSG(UT ,v_PLMN, v_CSG_Identity_Cell5, "UTRAN").

Please see screenshot.

	Source of change
	RRC_MeasurementUG_UTRAN.ttcn

	Label
	WA#


Before change: 

	<<SKIPPED CODE>>

// Add the CSG ID of Cell 5 in USIM
    f_IRAT_WaitForCoOrd_Trigger (EUTRA);
    f_UTRAN_SetCellPower(utran_Cell5, v_CPICH_Minus60, v_PCCPCH_Minus62);
    f_UT_SwitchOnUE(UT, false);
    f_UT_ManualPLMN_CSG(UT ,v_PLMN, v_CSG_Identity_Cell5);
    f_UTRAN_IdleUpdated (utran_Cell5); //@sic R5-121802 sic@
    f_UTRAN_SwitchPower_Off (utran_Cell5, U1_IDLE, NotSpecified);
    f_UTRAN_SetCellPower(utran_Cell5, tsc_AttenuationCellOFF);
    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger);
    f_UTRAN_TestBody_Set (true);<<SKIPPED CODE>>




After change: 

	<<SKIPPED CODE>>

// Add the CSG ID of Cell 5 in USIM
    f_IRAT_WaitForCoOrd_Trigger (EUTRA);
    f_UTRAN_SetCellPower(utran_Cell5, v_CPICH_Minus60, v_PCCPCH_Minus62);
    f_UT_SwitchOnUE(UT, false);
    f_UT_ManualPLMN_CSG(UT ,v_PLMN, v_CSG_Identity_Cell5, "UTRAN");//WA#8_3_4_4 : Made the command explicit to select a UTRAN cell
    f_UTRAN_IdleUpdated (utran_Cell5); //@sic R5-121802 sic@
    f_UTRAN_SwitchPower_Off (utran_Cell5, U1_IDLE, NotSpecified);
    f_UTRAN_SetCellPower(utran_Cell5, tsc_AttenuationCellOFF);
    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger);
    f_UTRAN_TestBody_Set (true);
<<SKIPPED CODE>>




