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Change 1 
	Function name
	fl_TC_9_2_3_2_2_Body()

	Reason for change
	As UE may send RRC Connection Request in Step10 very fast after RRC Connection release in Step8 when Automatic Re-attach is supported, reset of IMS need to be moved after reception of Attach Request in Step10 to avoid unexpected reception during IMS Reset procedure.

	Summary of change
	Function f_EUTRA_ResetIPandIMS moved between Step10 and Step11

	TTCN module
	\LTE\9_2\NAS_TrackingArea_EOnly.ttcn

	MCC160 Comment
	


Before change

     function fl_TC_9_2_3_2_2_Body() runs on EUTRA_PTC

  {
…

//@siclog "Step 9" siclog@

    //+ The SS releases the RRC connection.

    f_EUTRA_RRC_ConnectionRelease(eutra_CellB);

    f_EUTRA_ResetIPandIMS(eutra_CellB); 
    //@siclog "Step 9a" siclog@

    if (not pc_Automatic_Re_Attach) { // @sic R5-106189 sic@

      f_UT_TriggerAttach (UT);

    }

    //@siclog "Step 10" siclog@

    //+ Check: Does the UE send ATTACH REQUEST message with EPS attach

    //          type set to "EPS attach", including a PDN CONNECTIVITY REQUEST message ?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking( tsc_SHT_IntegrityProtected,

                                                                                  cr_508_ATTACH_REQUEST(tsc_EAttachType_EpsOnly, v_AdditionalUpdateType),

                                                                                  cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                  f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 10");

    //@siclog "Step 11 - 22" siclog@

    //     Steps 5 to 16 of generic procedure in 36.508 clause 4.5.2.3-1 are executed so as to

    //     complete the attach procedure (the ATTACH ACCEPT message include "EPS attach result"

    //     IE = '0001'B, "EPS only")

    v_EPS_TI := v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier; // Use this value in SS responses

    // Get the PCO to be used later (TS 36.508 v.8.2.2 Table 4.7.3-6)

    if (ispresent( v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions)) {

      v_Pco := v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions;

    }

    // Step 5-6: Authentication

    v_AuthParams := f_EUTRA_NAS_Authentication(eutra_CellB,

                                               tsc_SRB1,

                                               v_AuthParams,

                                               tsc_SHT_NoSecurityProtection,

                                               v_ExpectedSecurityHeader,       // @sic R5s090210, R5s090373 sic@

                                               v_PLMN);                        // AUTHENTICATION REQUEST & RESPONSE

    // Step 7-8: NAS Security

    v_NasCountUL := f_EUTRA_NAS_ActivateSecurity(eutra_CellB, v_AuthParams);   // NAS SECURITY COMMAND & COMPLETE
…
 After change

function fl_TC_9_2_3_2_2_Body() runs on EUTRA_PTC

  {
…

//@siclog "Step 9" siclog@

    //+ The SS releases the RRC connection.

    f_EUTRA_RRC_ConnectionRelease(eutra_CellB);

    //@siclog "Step 9a" siclog@

    if (not pc_Automatic_Re_Attach) { // @sic R5-106189 sic@

      f_UT_TriggerAttach (UT);

    }

    //@siclog "Step 10" siclog@

    //+ Check: Does the UE send ATTACH REQUEST message with EPS attach

    //          type set to "EPS attach", including a PDN CONNECTIVITY REQUEST message ?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking( tsc_SHT_IntegrityProtected,

                                                                                  cr_508_ATTACH_REQUEST(tsc_EAttachType_EpsOnly, v_AdditionalUpdateType),

                                                                                  cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                  f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 10");

    f_EUTRA_ResetIPandIMS(eutra_CellB); 
    //@siclog "Step 11 - 22" siclog@

    //     Steps 5 to 16 of generic procedure in 36.508 clause 4.5.2.3-1 are executed so as to

    //     complete the attach procedure (the ATTACH ACCEPT message include "EPS attach result"

    //     IE = '0001'B, "EPS only")

    v_EPS_TI := v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier; // Use this value in SS responses

    // Get the PCO to be used later (TS 36.508 v.8.2.2 Table 4.7.3-6)

    if (ispresent( v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions)) {

      v_Pco := v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions;

    }

    // Step 5-6: Authentication

    v_AuthParams := f_EUTRA_NAS_Authentication(eutra_CellB,

                                               tsc_SRB1,

                                               v_AuthParams,

                                               tsc_SHT_NoSecurityProtection,

                                               v_ExpectedSecurityHeader,       // @sic R5s090210, R5s090373 sic@

                                               v_PLMN);                        // AUTHENTICATION REQUEST & RESPONSE

    // Step 7-8: NAS Security

    v_NasCountUL := f_EUTRA_NAS_ActivateSecurity(eutra_CellB, v_AuthParams);   // NAS SECURITY COMMAND & COMPLETE
…
