Page 1



3GPP TSG-RAN WG5 Testing
R5s150992 
01 Jan – 31 Dec 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.523-3
	CR
	3137
	rev
	-
	Current version:
	12.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to LTE CSG testcase 8.3.4.2

	
	

	Source to WG:
	Rohde & Schwarz

	Source to TSG:
	R5

	
	

	Work item code:
	TEI9_Test
	
	Date:
	2015-11-25

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The current TTCN doesn’t have a optimised preamble for the pre-condition.

	
	

	Summary of change:
	Please see detailed change description below.

	
	

	Consequences if not approved:
	TC implementation will not be efficient in test execution

	
	

	Clauses affected:
	8.3.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	


1 Table of Contents

11
Table of Contents

2
Correction to testcase 8.3.4.2
2
2.1
f_TC_8_3_4_2_EUTRA()
2



2 Correction to testcase 8.3.4.2
2.1 f_TC_8_3_4_2_EUTRA()
	Object name 
	f_TC_8_3_4_2_EUTRA()

	Reason for change
	As per the initial conditions the UEs allowed CSG list is empty. To achieve this, the current TTCN first performs an ATTACH REJ for CSG IDs 1,2,3 and 4. This testcase only has Cell 3 as a CSG cell (hybrid), which has CSG ID 2. It is unnecessary to perform a ATTACH REJ on any CSG ID other than CSG ID 2 which is going to be used in the testcase. This needs to be optimized.

	Summary of change
	Instead of calling f_EUTRA_Preamble_EmptyCSG_AllowedList, called the function f_EUTRA_EmptyACSGL.
Please see the screenshot for details.

	Source of change
	RRC_Measurements.ttcn

	Label
	WA#


Before change: 

	<<SKIPPED SECTION>>
if (pc_Manual_CSG_Selection) {
      f_UT_USIM_Insert (UT, "USIM with service n86 available");
      // Empty UE Allowed CSG list in USIM
      f_EUTRA_Preamble_EmptyCSG_AllowedList (eutra_Cell3);      
    } else {
    // Insert a USIM with the Allowed CSG List empty
      f_UT_USIM_Insert(UT, "The UE's Allowed CSG list and Operator CSG list are empty.");
    }
<<SKIPPED SECTION>>


After change: 

	<<SKIPPED SECTION>>
if (pc_Manual_CSG_Selection) {
      f_UT_USIM_Insert (UT, "USIM with service n86 available");
      // Empty UE Allowed CSG list in USIM
      //WA#8_3_4_2 f_EUTRA_Preamble_EmptyCSG_AllowedList (eutra_Cell3);
      f_EUTRA_EmptyACSGL(eutra_Cell3, {v_CSG_Identity_Cell3});//WA#8_3_4_2
    } else {
    // Insert a USIM with the Allowed CSG List empty
      f_UT_USIM_Insert(UT, "The UE's Allowed CSG list and Operator CSG list are empty.");
    }
<<SKIPPED SECTION>>


