Page 1



3GPP TSG-RAN WG5 Meeting #70
R5-161116
Malta, 15th – 19th February 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.521-2
	CR
	0380
	rev
	2
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Split FGI table for FDD and TDD and update related test case applicability

	
	

	Source to WG:
	Sporton International Inc.

	Source to TSG:
	R5

	
	

	Work item code:
	TEI13_Test
	
	Date:
	2016-02-06

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	1. Many devices have different FGI settings for FDD and TDD respectively.

2. To align the FGI table in TS 36.523-2 
3. There are some exception CRs on GCF and PTCRB databases due to above reasons. For example, RRM TC 5.2.2 (TDD) is still applicable when FGI bits 8 and 22 are supported in FDD but not supported in TDD during to original tables.

	
	

	Summary of change:
	1. Split Table A.4.4-1 into Table A.4.4-1a and Table A.4.4-1b

2. Split Table A.4.4-2 into Table A.4.4-2a and Table A.4.4-2b

3. Split Table A.4.4-3 into Table A.4.4-3a and Table A.4.4-3b

4. Change applicability condition accordingly in Table 4.1-1a and Table 4.2-1a

	
	

	Consequences if not approved:
	FGI Tables will still not reflect the real world and there will still be issues in GCF and PTCRB.

	
	

	Clauses affected:
	4

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This is the update of R5-160545 and the outcome of 2 revisions after e-mail agreement. (R5-160545 ( R5-161070 ( R5-161116)


<Start of Changes>
4
Recommended test case applicability

The applicability of each individual test is identified in the tables 4.1-1 or 4.2-1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

Selection criteria of tested bands / CA-Configurations for each applicable test is formally expressed using group theory based on parameters (ICS) included in annex A of the present document.

Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well

The columns in tables 4.1-1 / 4.2-1 have the following meaning:

Clause

The clause column indicates the clause number in TS 36.521-1 [1] or respectively TS 36.521-3 [2] that contains the test body.

Title

The title column describes the name of the test and contains the clause title of the clause in TS 36.521-1 [1] or TS 36.521-3 [2] that contains the test body.

Release

The release column indicates the earliest release from which each test case is applicable. It may also indicate a range of releases or a single release to which a test case is applicable.

Applicability - Condition

The following notations are used for the applicability column:

R
recommended - the test case is recommended to all terminals supporting E-UTRA

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities. 

Applicability - Comments

This comments column contains a verbal description of the condition included in the applicability column.

Tested Bands / CA-Configurations Selection

This column defines a set of bands / CA Configurations the test is to be run for, if the test is applicable. If the set is empty, the test is considered as not applicable.

The following notations are used in the the tested bands selection column:

Di
Derive the set based on Band Selection Criteria Di defined in table 4.1-1b.

Ei
Derive the set based on CA Configurations Selection Criteria Ei defined in table 4.1-1c.

TBD
Band selection not defined at this time, in the meantime test all Bands / CA Configurations 

Text
For more complex selection criteria, or if the criteria are already specified somewhere else in the spec, text reference to the section is given.

Additional Information

This column contains indication if the test case may perform differently depending on the UE capabilities.

NOTE
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch (i.e. different behaviour within one and the same TC) of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for test case 6.2.2 the FDD and TDD branches can be identified by "6.2.2 FDD" and "6.2.2 TDD".

4.1
RF conformance test cases

NOTE 
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities　or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.2.2_1
	UE Maximum Output Power for HPUE
	Rel-10
	C39
	UE supporting E-UTRA Power Class 1
	D04
	FDD

	<row skipped>


Table 4.1-1a: Applicability of RF conformance test cases Conditions

	C01
IF NOT(A.4.3-4a/1) AND A.4.1-1/1 THEN R ELSE N/A

	C01h
IF NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.5-1/17) THEN R ELSE N/A

	C02
IF NOT(A.4.3-4a/1) AND A.4.1-1/2 THEN R ELSE N/A

	C02h
IF NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.5-1/17) THEN R ELSE N/A

	C03
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.2-1/1) THEN R ELSE N/A

	C04
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.2-1/1) THEN R ELSE N/A

	C05
Void

	C06
Void

	C07
IF ((NOT(A.4.3-4a/1) AND A.4.1-1/1 OR A.4.1-1/2) AND A.4.2-1/3) THEN R ELSE N/A

	C08
Void

	C09
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-3a/1) THEN R ELSE N/A

	C10
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-3a/1) THEN R ELSE N/A

	C11
IF A.4.1-1/1 AND A.4.3-3a/6 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5) THEN R ELSE N/A

	C12
IF A.4.1-1/2 AND A.4.3-3a/6 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5) THEN R ELSE N/A

	C13
IF ((A.4.1-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C13a
IF ((A.4.1-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5)) THEN R ELSE N/A

	C13b
IF ((A.4.1-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 ORA.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12 )) THEN R ELSE N/A

	C14
IF ((A.4.1-1/2) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C14a
IF ((A.4.1-1/2) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5)) THEN R ELSE N/A

	C14b
IF ((A.4.1-1/2) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 ORA.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C15
IF (A.4.1-1/1 AND A.4.3-4/1) THEN R ELSE N/A

	C16
IF (A.4.1-1/2 AND A.4.3-4/1) THEN R ELSE N/A

	C17
Void

	C18
Void

	C19
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.1-1/2 AND A.4.6.1-2/2) THEN R ELSE N/A

	C19h
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.1-1/2 AND A.4.6.1-2/2) AND A.4.5-1/17) THEN R ELSE N/A

	C20
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.6.1-1/1 OR A.4.6.1-1/2)THEN R ELSE N/A

	C20h
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.6.1-1/1 OR A.4.6.1-1/2) AND A.4.5-1/17) THEN R ELSE N/A

	C21
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.3-1/1) THEN R ELSE N/A

	C22
Void

	C23
Void

	C24
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.6.1-1/2) THEN R ELSE N/A

	C25
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1) AND A.4.2-1/4 AND A.4.4-3a/103) THEN R ELSE N/A

	C25h
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1) AND A.4.2-1/4 AND A.4.4-3a/103) AND A.4.5-1/17) THEN R ELSE N/A

	C25a
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/2) AND A.4.2-1/4 AND A.4.4-3b/103) THEN R ELSE N/A

	C25x
IF (NOT(A.4.3-4a/1) AND ((A.4.1-1/1 AND A.4.4-3a/103) OR (A.4.1-1/2 AND A.4.4-3b/103)) AND A.4.2-1/4 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C26
IF (NOT(A.4.3-4a/1) AND ((A.4.1-1/1 AND A.4.4-3a/104) OR (A.4.1-1/2 AND A.4.4-3b/104)) AND A.4.2-1/4) THEN R ELSE N/A

	C26h
IF (NOT(A.4.3-4a/1) AND ((A.4.1-1/1 AND A.4.4-3a/104) OR (A.4.1-1/2 AND A.4.4-3b/104)) AND A.4.2-1/4 AND A.4.5-1/17) THEN R ELSE N/A

	C27
Void

	C28
IF (NOT(A.4.3-4a/1) AND ((A.4.1-1/1 AND A.4.4-3a/104 AND A.4.4-3a/110) OR (A.4.1-1/2 AND A.4.4-3b/104 AND A.4.4-3b/110)) AND A.4.2-1/4) THEN R ELSE N/A

	C28y
IF (NOT(A.4.3-4a/1) AND ((A.4.1-1/1 AND A.4.4-3a/104 AND A.4.4-3a/110) OR (A.4.1-1/2 AND A.4.4-3a/104 AND A.4.4-3a/110)) AND A.4.2-1/4 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C29
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.4-3a/115) THEN R ELSE N/A

	C30
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.4-3b/115) THEN R ELSE N/A

	C31
IF (A.4.1-1/1 AND (A.4.3-4/1 OR A.4.3-4/2)) THEN R ELSE N/A

	C32
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.4-1a/1) THEN R ELSE N/A

	C33
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.4-1b/1) THEN R ELSE N/A

	C34
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.2-1/5) THEN R ELSE N/A

	C35
Void

	C36
IF NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.4-1a/2 THEN R ELSE N/A

	C37
IF NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.4-1b/1 THEN R ELSE N/A

	C38
IF NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.4-1b/2 THEN R ELSE N/A

	C39
IF(NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-3b/1) THEN R ELSE N/A

	C40
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.4-3a/103 AND A.4.3-7/1) THEN R ELSE N/A

	C41
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.4-3b/103 AND A.4.3-7/1) THEN R ELSE N/A

	C42
IF ((A.4.1-1/1) AND (NOT A.4.5-1/17) AND (A.4.3-4/6 OR A.4.3-4/7)) THEN R ELSE N/A

	C42h
IF ((A.4.1-1/1) AND (A.4.3-4/6 OR A.4.3-4/7) AND A.4.5-1/17 AND A.4.3-4a/8) THEN R ELSE N/A

	C43
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.2-1/1 AND NOT A.4.6.2-2/1) THEN R ELSE N/A

	C44
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/1) THEN R ELSE N/A

	C44z
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/1 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C45
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-7/1) THEN R ELSE N/A

	C45i
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-7/1 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C46
Void

	C47
Void

	C48
Void

	C49
Void

	C50
IF (A.4.1-1/1 AND A.4.5-1/8 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C50a
IF (A.4.1-1/1 AND A.4.5-1/8) THEN R ELSE N/A

	C51
IF (A.4.1-1/2 AND A.4.5-1/8 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C51a
IF (A.4.1-1/2 AND A.4.5-1/8) THEN R ELSE N/A

	C52
IF (A.4.1-1/1 AND (A.4.5-1/11 OR A.4.5-1/12) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C53
IF (A.4.1-1/2 AND (A.4.5-1/11 OR A.4.5-1/12) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C54
IF (A.4.1-1/2 AND (A.4.3-4/1 OR A.4.3-4/2)) THEN R ELSE N/A

	C55
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.2-1/6) THEN R ELSE N/A

	C56
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.2-1/6) THEN R ELSE N/A

	C57
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.2-1/6 AND A.4.3-8/2) THEN R ELSE N/A

	C58
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.2-1/6 AND A.4.3-8/2) THEN R ELSE N/A

	C59
Void

	C60
Void

	C61
Void

	C62
IF (A.4.1-1/2 AND ( A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8) AND A.4.6.1-1/2) THEN R ELSE N/A

	C63
IF ((A.4.1-1/1) AND (A.4.6.1-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C64
Void

	C65
Void

	C66
Void

	C67
Void

	C68
Void

	C69
IF ((A.4.1-1/1) AND (A.4.6.3-1/1) AND (A.4.3-4/6 OR A.4.3-4/7)) THEN R ELSE N/A

	C70
IF ((A.4.1-1/2) AND (A.4.6.2-1/1) AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C71
Void

	C72
IF ((A.4.1-1/2) AND (A.4.6.2-1/1) AND (A.4.3-4/3 OR A.4.3-4/4)) THEN R ELSE N/A

	C73
IF ((A.4.1-1/2) AND (NOT A.4.5-1/17) AND (A.4.3-4/6 OR A.4.3-4/7)) THEN R ELSE N/A

	C73h
IF ((A.4.1-1/2) AND (A.4.3-4/6 OR A.4.3-4/7) AND A.4.5-1/17 AND A.4.3-4a/8) THEN R ELSE N/A

	C74
IF ((A.4.1-1/2) AND (NOT A.4.5-1/17) AND (A.4.6.1-1/1 OR A.4.6.1-1/2 OR A.4.6.3-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10)) THEN R ELSE N/A

	C74h
IF ((A.4.1-1/2) AND (A.4.6.1-1/1 OR A.4.6.1-1/2 OR A.4.6.3-1/1) AND A.4.5-1/17) THEN R ELSE N/A

	C75
IF ((A.4.1-1/2) AND (NOT A.4.5-1/17) AND (A.4.6.2-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10)) THEN R ELSE N/A

	C76
IF A.4.1-1/1 AND (NOT A.4.5-1/17) AND (A.4.3-4/1 OR A.4.3-4/2 OR A.4.3-4/3 OR A.4.3 -4/4) THEN R ELSE N/A

	C77
IF (A.4.1-1/1 AND A4.5-2/1 AND A.4.4-3a/115 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C78
IF (A.4.1-1/2 AND A4.5-2/1 AND A4.5-2/2 AND A.4.4-3b/115 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C79
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A4.5-2/1) THEN R ELSE N/A

	C80
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A4.5-2/1 AND A4.5-2/2) THEN R ELSE N/A

	C81
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/2 AND A.4.6.2-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10)) THEN R ELSE N/A

	C82
IF (A.4.1-1/2 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8) AND A.4.6.3-1/1) THEN R ELSE N/A

	C83
IF ((A.4.1-1/2) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7) AND (A.4.6.3-1/1)) THEN R ELSE N/A

	C84
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.6.3-1/1) THEN R ELSE N/A

	C85
Void

	C86
Void

	C87
IF ((A.4.1-1/1) AND (A.4.6.3-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C88
Void

	C89
Void

	C90
IF ((A.4.1-1/1) AND (A.4.6.2-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C91
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.2-1/6 AND A.4.4-3a/103) THEN R ELSE N/A

	C92
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.2-1/6 AND A.4.4-3b/103) THEN R ELSE N/A

	C93
IF ((A.4.1-1/1) AND (NOT A.4.5-1/17) AND (A.4.6.2-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10)) THEN R ELSE N/A

	C94
Void

	C95
IF ((A.4.1-1/2) AND (A.4.6.2-1/1) AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C96
IF (A.4.1-1/1 AND A.4.5-1/11) THEN R ELSE N/A

	C97
IF (A.4.1-1/1 AND A.4.5-1/12) THEN R ELSE N/A

	C98
IF (A.4.1-1/2 AND A.4.5-1/11) THEN R ELSE N/A

	C99
IF (A.4.1-1/2 AND A.4.5-1/12) THEN R ELSE N/A

	C100
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.5-1/13) THEN R ELSE N/A

	C101
IF ((A.4.1-1/1) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C102
IF ((A.4.1-1/1) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C103
IF ((A.4.1-1/1) AND (A.4.6.2-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C104
IF ((A.4.1-1/1) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/3 OR A.4.3-4/4)) THEN R ELSE N/A

	C105
IF ((A.4.1-1/2) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/3 OR A.4.3-4/4)) THEN R ELSE N/A

	C106
IF ((A.4.1-1/1) AND (A.4.6.2-1/1) AND (A.4.3-4/3 OR A.4.3-4/4)) THEN R ELSE N/A

	C107
IF ((A.4.1-1/1) AND (NOT A.4.5-1/17) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10)) THEN R ELSE N/A

	C107h
IF ((A.4.1-1/1) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND A.4.5-1/17) THEN R ELSE N/A

	C108
IF ((A.4.1-1/1) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C109
IF (A.4.1-1/2 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8) AND (A.4.6.2-1/1 OR A.4.6.3-1/1)) THEN R ELSE N/A

	C110
IF (A.4.1-1/2 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8) AND (A.4.6.1-1/1 OR A.4.6.1-1/2)) THEN R ELSE N/A

	C111
IF A.4.1-1/2 AND (NOT A.4.5-1/17) AND (A.4.3-4/1 OR A.4.3-4/2 OR A.4.3-4/3 OR A.4.3.4/4) THEN R ELSE N/A

	C112
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-4a/1) THEN R ELSE N/A

	C113
IF NOT(A.4.3-4a/1) THEN R ELSE N/A

	C113h
IF NOT(A.4.3-4a/1) AND A.4.5-1/17) THEN R ELSE N/A

	C114
IF (A.4.1-1/2 AND A.4.6.1-1/2) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10))THEN R ELSE N/A

	C115
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.2-1/1 AND A.4.6.2-2/1) THEN R ELSE N/A

	C116
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.3-1/1 AND A.4.6.3-2/1) THEN R ELSE N/A

	C117
IF (A.4.1-1/1 AND (A.4.5-1/8 OR A.4.5-1/11 OR A.4.5-1/12) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C118
IF (A.4.1-1/2 AND (A.4.5-1/8 OR A.4.5-1/11 OR A.4.5-1/12) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C119
IF A.4.1-1/2 AND A.4.3-4a /1 THEN R ELSE N/A

	C120
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/5) AND A.4.6.3-1/5) THEN R ELSE N/A

	C121
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4)) THEN R ELSE N/A

	C122
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.6.3-1/2 OR A.4.6.2-1/2)) THEN R ELSE N/A

	C122h
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4 OR A.4.6.3-1/2 OR A.4.6.2-1/2)) AND A.4.5-1/17) THEN R ELSE N/A

	C123
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2) THEN R ELSE N/A

	C124
IF (A.4.1-1/1 AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4) AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C125
IF (A.4.1-1/1 AND (A.4.6.3-1/2 OR A.4.6.2-1/2) AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C126
IF (A.4.1-1/1 AND (NOT A.4.5-1/17) AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4) AND (A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C126h
IF (A.4.1-1/1 AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4) AND A.4.5-1/17)THEN R ELSE N/A

	C127
IF (A.4.1-1/1 AND (NOT A.4.5-1/17) AND (A.4.6.3-1/2 OR A.4.6.2-1/2) AND (A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C128
IF (A.4.1-1/2 AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4) AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C129
IF (A.4.1-1/2 AND (A.4.6.3-1/2 OR A.4.6.2-1/2) AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C130
IF (A.4.1-1/2 AND (NOT A.4.5-1/17) AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4) AND (A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C130h
IF (A.4.1-1/2 AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4) AND A.4.5-1/17) THEN R ELSE N/A

	C131
IF (A.4.1-1/2 AND (NOT A.4.5-1/17) AND (A.4.6.3-1/2 OR A.4.6.2-1/2) AND (A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C132
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/15 AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C133
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2 AND A.4.5-1/15 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C134
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/14 AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C135
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2 AND A.4.5-1/14 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C136
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/15 AND (A.4.3-4/3 OR A.4.3-4/4)) THEN R ELSE N/A

	C137
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/14 AND (A.4.3-4/3 OR A.4.3-4/4)) THEN R ELSE N/A

	C138
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/15 AND (NOT A.4.5-1/17) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10) THEN R ELSE N/A

	C138h
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/15 AND A.4.5-1/17)THEN R ELSE N/A

	C139
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2 AND A.4.5-1/15 AND (NOT A.4.5-1/17) AND (A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12) THEN R ELSE N/A

	C139h
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2 AND A.4.5-1/15 AND A.4.5-1/17)THEN R ELSE N/A

	C140
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/14 AND (NOT A.4.5-1/17) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10) THEN R ELSE N/A

	C140h
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/14 AND A.4.5-1/17)THEN R ELSE N/A

	C141
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2 AND A.4.5-1/14 AND (NOT A.4.5-1/17) AND (A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12) THEN R ELSE N/A

	C141h
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2 AND A.4.5-1/14 AND A.4.5-1/17) THEN R ELSE N/A

	C142
IF (NOT(A.4.3-4/1 OR A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/3) THEN R ELSE N/A

	C143
IF (NOT(A.4.3-4/1 OR A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-7/3) THEN R ELSE N/A

	C144
IF (NOT(A.4.3-4/1 OR A.4.3-4a/1) AND A.4.1-1/1 AND A.4.2-1/4 AND A.4.3-7/3 AND A.4.4-3a/103) THEN R ELSE N/A

	C145
IF A.4.1-1/1 AND A.4.3-4a/1 THEN R ELSE N/A

	C146
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 AND A.4.1-1/2) AND A.4.6.3-1/1) THEN R ELSE N/A

	C147
IF ((NOT(A.4.3-4a/1) AND A.4.1-1/1 OR A.4.1-1/2) AND A.4.5-1/17) THEN R ELSE N/A

	C148
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.1-1/2 AND A.4.6.1-2/2 AND A.4.5-1/17) THEN R ELSE N/A

	C149
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.5-1/13 AND A.4.5-1/17) THEN R ELSE N/A

	C150
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/4) THEN R ELSE N/A

	C151
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-7/4) THEN R ELSE N/A

	C152
IF (NOT(A.4.3-4/1 OR A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/4) THEN R ELSE N/A

	C153
IF (NOT(A.4.3-4/1 OR A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-7/4) THEN R ELSE N/A

	Note 1:
Cxxxh applicability is defined for small cell enhancements for physical layer related test.


Table 4.1-1b: Tested Bands Selection Criteria

	Code
	Selection
	Comment

	D01
	A.4.3-3
	All supported Bands

	D02
	A.4.3-3 AND FDD
	All supported FDD Bands

	D03
	A.4.3-3 AND TDD
	All supported TDD Bands

	D04
	A.4.3-3 AND {14}
	Band 14 if supported

	D05
	A.4.3-3 AND A.4.5-3
	Bands supporting UL MIMO

	D06
	A.4.3-3 AND NOT A.4.5-3
	Bands not supporting UL MIMO

	D07
	A.4.3-3 AND A.4.5-4
	Bands supporting Multicluster PUSCH

	D08
	A.4.3-3 AND NOT FALLBACK(A.4.6.1-3)
	All supported Bands that are not part of contiguous CA configuration.

	Note:
Band Selection is based on set theory. For each feature, item number shall correspond to the Band number. The result is the set of bands for which the test shall be conducted. The following operators are used:




AND: 
Set intersection ( [image: image1.png]


 ). {1,2} AND {2,3} = {2}




OR: 
Set union ( [image: image2.png]


 ). {1,2} OR {2,3} = {1,2,3}




NOT: 
Set complement (\), full set being all bands. NOT{1} = {2 … 64}





Also note that this is set without repetitions so {1} AND {1} = {1}


The following basic sets are used:




FDD:
All FDD bands, currently {1…32}




TDD: 
All TDD bands, currently {33…64}




{1,2}:
Explicitly given band set



The following sets derived from pro-forma tables are also used:




A.4.X-Y:
All bands supporting the feature defined in A.4.X-Y. For A.4.3-3, all supported bands. 




FALLBACK(A.4.6.X-Y): Fallback bands of supported CA Combinations defined in Table A.4.6.X-Y


Table 4.1-1c: Tested CA Configurations Selection Criteria

	Code
	Selection
	Comment

	E01
	UL(A.4.6.1-3) AND CARRIER_NO(2)
	All supported intra-band contiguous CA Configurations with 2 carriers in both UL and DL

	E02
	UL(A.4.6.2-3) AND CARRIER_NO(2)
	All supported intra-band contiguous non-contiguous CA Configurations with 2 carriers in both UL and DL

	E03
	UL(A.4.6.3-3) AND CARRIER_NO(2)
	All supported inter-band CA Configurations with 2 carriers in both UL and DL

	E04
	A.4.6.1-3 AND CARRIER_NO(2) AND NOT UL(A.4.6.1-3) 
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL

	E05
	A.4.6.2-3 AND CARRIER_NO(2) 
	All supported intra-band non-contiguous CA Configurations with 2 carriers in DL

	E06
	A.4.6.3-3 AND CARRIER_NO(2) 
	All supported inter-band CA Configurations with 2 carriers in DL

	E07
	((A.4.6.1-3 AND NOT UL(A.4.6.1-3)) OR (A.4.6.2-3 AND NOT UL(A.4.6.2-3)) OR (A.4.6.3-3 AND NOT UL(A.4.6.3-3)) OR (A.4.6.3-4 AND NOT UL(A.4.6.3-4))) AND CARRIER_NO(3)
	All supported 3DL CA without UL

	E08
	E04 AND NOT DL_FALLBACKS
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL, that are not fallbacks of 3DL CA

	E09
	E05 AND NOT DL_FALLBACKS
	All supported intra-band non-contiguous CA Configurations with 2 carriers in DL that are not fallbacks of 3DL CA. 

	E10
	E06 AND NOT DL_FALLBACKS
	All supported inter-band CA Configurations with 2 carriers in DL that are not fallbacks of 3DL CA

	E11
	E04 AND NOT (FALLBACK(A.4.6.2-3) AND FALLBACK(A.4.6.3-3) AND FALLBACK(A.4.6.3-4))
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL, that are not fallbacks of 3DL CA, except of class D intra-band 3DL CA. 

	E12
	E06 AND NOT (FALLBACK(A.4.6.2-3) AND FALLBACK(A.4.6.3-4))
	All supported inter-band CA Configurations with 2 carriers in DL that are not fallbacks of inter-band on inter-band+intra-band non-contiguous 3DL CA. 

	DL_FALLBACKS
	FALLBACK(A.4.6.1-3) AND FALLBACK(A.4.6.2-3) AND FALLBACK(A.4.6.3-3) AND FALLBACK(A.4.6.3-4)
	All DL Fallbacks of supported CA Configurations

	E13
	E06 AND DL_ONLY_BAND
	All supported inter-band CA Configurations with 2 carriers in DL where one of the bands is a DL-only band

	Note: 
CA Configuration Selection is based on set theory. Each CA Configuration is designated by its name, including bands and BW classes, e.g. CA_1A-5A. The following operators are used:




AND: 
Set intersection ( [image: image3.png]


 ). {CA_1C,CA_1A-5A} AND {CA_1C, CA_2A-4A } = CA_1C




OR: 
Set union ( [image: image4.png]


 ). {CA_1C,CA_1A-5A} OR {CA_1C, CA_2A-4A } = {CA_1C,CA_1A-5A, CA_2A-4A}




NOT: 
Set complement (\), full set being all possible CA Configurations





Also note that this is set without repetitions so {CA_1C} AND {CA_1C} = {CA_1C}


The following basic sets are used:




FDD:
All FDD-only CA Configurations




TDD: 
All TDD-only CA Configurations




FDD-TDD: 
All mixed CA Configurations




{CA_1C}:
Explicitly given CA Configurations




CARRIER_NO(n): All CA Configurations with n Carriers, e.g. for n=2 CA_1C and CA_1A-5A would be a part of this set




BAND_NO(n): All CA Configurations containing n Bands, e.g.. for n=2, CA_1A-5A and CA_1A-41C are part of this set




BWCLASS(x): All CA Configurations containing BW Class x, e.g.. for x=C, CA_1C and CA_1A-41C are part of this set




DL_ONLY_BAND: All CA configurations containing a DL-only band, e.g. CA_20A-32A is part of this set


The following sets derived from pro-forma tables are also used:




A.4.6.X-Y: All supported DL CA Combinations defined in table A.4.6.X-Y




UL(A.4.6.X-Y): All DL CA Combinations that also support UL CA with any number of carriers >1, as per column





“Supported CA Bandwidth Class(es) in UL” defined in table A.4.6.X-Y.




UL_2CC(A.4.6.X-Y): All DL CA Combinations that also support 2 Carrier UL CA, as per column





“Supported CA Bandwidth Class(es) in UL” defined in table A.4.6.X-Y. Note that DL might support a larger number





of carriers than UL.




UL_3CC(A.4.6.X-Y): All DL CA Combinations that also support 3 Carrier UL CA, as per column





“Supported CA Bandwidth Class(es) in UL” defined in table A.4.6.X-Y




FALLBACK(A.4.6.X-Y): Fallback DL CA Combinations of supported CA Combinations defined in Table A.4.6.X-Y




FALLBACK_UL(A.4.6.X-Y): Fallback DL and UL CA Combinations of supported CA Combinations defined in Table 



A.4.6.X-Y. This set only includes Combinations with same CA Capability in UL and DL


Table 4.1-2: Default Fallback Bands and Fallback CA Configurations

	CA Configuration
	Default Fallback Bands
	Default Fallback CA Configurations

	CA_XC (2 carrier intra-band contiguous)
	X
	-

	CA_XB (2 carrier intra-band contiguous)
	X
	-

	CA_XA-YA (2 carrier inter.band)
	X,Y
	-

	CA_XA-XA (2 carrier intra-band non-contiguous)
	X
	-

	CA_XD (3 carrier intra-band contiguous)
	X
	CA_XC

	CA_XA-YA-ZA(3 carrier inter.band)
	X,Y,Z
	CA_XA-YA,

CA_XA-ZA,

CA_YA-ZA

	CA_XC-YA(3 carrier intra-band contiguous + inter-band)2
	X,Y
	CA_XC,

CA_XA-YA

	CA_XB-YA(3 carrier intra-band contiguous + inter-band)2
	X,Y
	CA_XB,

CA_XA-YA

	CA_XA-XA-YA(3 carrier intra-band non-contiguous + inter-band)2
	X,Y
	CA_XA-YA,

CA_XA-XA

	CA_XC-XA(3 carrier intra-band non-contiguous + intra-band contiguous)2
	X
	CA_XC,

CA_XA-XA

	Note 1: 
Table used for deriving default fallbacks in sections A.4.6.1,2 and 3

Note 2:
Also applicable for different band orderings (e.g.. YA-XC)


4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE 
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT

	E-UTRAN RRC_IDLE State Mobility

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	<row skipped>


Table 4.2-1a: Applicability of RRM conformance test cases Conditions
	C01
IF A.4.1-1/1 THEN R ELSE N/A

	C01a
IF (A.4.1-1/1 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01b
IF (A.4.1-1/1 AND A.4.4-1a/25) THEN R ELSE N/A

	C01c
IF (A.4.1-1/1 AND A.4.4-1a/5) THEN R ELSE N/A

	C01ch
IF (A.4.1-1/1 AND A.4.5-1/8 AND A.4.4-1a/5) THEN R ELSE N/A

	C01d
IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01e
IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01eh
IF (A.4.1-1/1 AND A.4.5-1/8 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01f
IF (A.4.1-1/1 AND A.4.4-1a/16) THEN R ELSE N/A

	C01g
IF (A.4.1-1/1 AND A.4.4-1a/16 AND A.4.4-1a/25) THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.4-1a/16 AND A.4.4-1a/25 AND A.4.5-1/7) THEN R ELSE N/A

	C02
IF A.4.1-1/2 THEN R ELSE N/A

	C02a
IF (A.4.1-1/2 AND A.4.4-1b/13 AND A.4.4-1b/25) THEN R ELSE N/A

	C02b
IF (A.4.1-1/2 AND A.4.4-1b/25) THEN R ELSE N/A

	C02c
IF (A.4.1-1/2 AND A.4.4-1b/5) THEN R ELSE N/A

	C02ch
IF (A.4.1-1/2 AND A.4.5-1/8 AND A.4.4-1b/5) THEN R ELSE N/A

	C02d
IF (A.4.1-1/2 AND A.4.4-1b/5 AND A.4.4-1/b13 AND A.4.4-1b/25) THEN R ELSE N/A

	C02e
IF (A.4.1-1/2 AND A.4.4-1b/5 AND A.4.4-1b/25) THEN R ELSE N/A

	C02eh
IF (A.4.1-1/2 AND A.4.5-1/8 AND A.4.4-1b/5 AND A.4.4-1b/25) THEN R ELSE N/A

	C02f
IF (A.4.1-1/2 AND A.4.4-1b/16) THEN R ELSE N/A

	C02g
IF (A.4.1-1/2 AND A.4.4-1b/16 AND A.4.4-1b/25) THEN R ELSE N/A

	C02h
IF (A.4.1-1/2 AND A.4.4-1b/16 AND A.4.4-1b/25 AND A.4.5-1/7) THEN R ELSE N/A

	C03
IF (A.4.1-1/1 AND A.4.1-1/2) THEN R ELSE N/A

	C04
IF (A.4.1-1/1 AND A.4.1-1/3) THEN R ELSE N/A

	C04a
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1a/8 AND A.4.4-1a/22) THEN R ELSE N/A

	C04b
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1a/22) THEN R ELSE N/A

	C04c
Void

	C04d
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1a/5 AND A.4.4-1a/15 AND A.4.4-1a/22) THEN R ELSE N/A

	C04e
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1a/22 AND A.4.4-1a/25) THEN R ELSE N/A

	C04f
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1a/5 AND A.4.4-1a/19 AND A.4.4-1a/22) THEN R ELSE N/A

	C04g
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1a/15 AND A.4.4-1a/22) THEN R ELSE N/A

	C05
IF (A.4.1-1/2 AND A.4.1-1/4) THEN R ELSE N/A

	C05a
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1b/8 AND A.4.4-1b/22) THEN R ELSE N/A

	C05b
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1b/15 AND A.4.4-1b/25) THEN R ELSE N/A

	C05c
Void

	C05d
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1b/5 AND A.4.4-1b/15 AND A.4.4-1b/25) THEN R ELSE N/A

	C05e
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1b/22 AND A.4.4-1b/25) THEN R ELSE N/A

	C06
IF (A.4.1-1/1 AND A.4.1-1/4) THEN R ELSE N/A 

	C06a
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1a/8 AND A.4.4-1a/22) THEN R ELSE N/A 

	C06b
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1a/15 AND A.4.4-1a/22) THEN R ELSE N/A 

	C07
IF (A.4.1-1/2 AND A.4.1-1/3) THEN R ELSE N/A

	C07a
IF (A.4.1-1/2 AND A.4.1-1/3 AND A.4.4-1b/8 AND A.4.4-1b/22) THEN R ELSE N/A

	C07b
IF (A.4.1-1/2 AND A.4.1-1/3 AND A.4.4-1b/15 AND A.4.4-1b/22) THEN R ELSE N/A

	C07c
Void

	C08
IF (A.4.1-1/1 AND A.4.1-1/5) THEN R ELSE N/A

	C08a
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.5-1/16 AND A.4.4-1a/9 AND A.4.4-1a/23) THEN R ELSE N/A

	C08b
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1a/23 AND A.4.4-1a/25) THEN R ELSE N/A

	C08c
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1a/22) THEN R ELSE N/A 

	C08d
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1a/5 AND A.4.4-1a/15 AND A.4.4-1a/23) THEN R ELSE N/A

	C08e
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.5-1/16 AND A.4.4-1a/9 AND A.4.4-1a/15 AND A.4.4-1a/23) THEN R ELSE N/A

	C08f
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1a/15 AND A.4.4-1a/23) THEN R ELSE N/A

	C08g
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1a/16 AND A.4.4-1a/23) THEN R ELSE N/A

	C09
IF (A.4.1-1/2 AND A.4.1-1/5) THEN R ELSE N/A

	C09a
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1b/23 AND A.4.4-1b/25) THEN R ELSE N/A

	C09b
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.5-1/16 AND A.4.4-1b/9 AND A.4.4-1b/23) THEN R ELSE N/A

	C09c
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1b/22) THEN R ELSE N/A 

	C09d
Void

	C09e
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1b/5 AND A.4.4-1b/15 AND A.4.4-1b/23) THEN R ELSE N/A

	C09f
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.5-1/16 AND A.4.4-1b/9 AND A.4.4-1b/15 AND A.4.4-1b/23) THEN R ELSE N/A

	C09g
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1b/15 AND A.4.4-1b/23) THEN R ELSE N/A

	C09h
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1b/16 AND A.4.4-1b/23) THEN R ELSE N/A

	C10
IF (A.4.1-1/1 AND A.4.1-1/6) THEN R ELSE N/A

	C10a
IF (A.4.1-1/1 AND A.4.1-1/6 AND A.4.4-1a/12 AND A.4.4-1a/26) THEN R ELSE N/A

	C11
IF (A.4.1-1/1 AND A.4.1-1/7) THEN R ELSE N/A

	C11a
IF (A.4.1-1/1 AND A.4.1-1/7 AND A.4.4-1a/11 AND A.4.4-1a/24) THEN R ELSE N/A

	C12
Void

	C13
IF (A.4.1-1/1 AND A.4.5-1/1 AND A.4.5-1/2) THEN R ELSE N/A

	C14
IF (A.4.1-1/1 AND A.4.5-1/1 AND A.4.5-1/3) THEN R ELSE N/A

	C15
IF (A.4.1-1/2 AND A.4.5-1/1 AND A.4.5-1/2) THEN R ELSE N/A

	C16
IF (A.4.1-1/2 AND A.4.5-1/1 AND A.4.5-1/3) THEN R ELSE N/A

	C17
Void

	C18
IF (A.4.1-1/1 AND A.4.2-1/2) THEN R ELSE N/A

	C19
IF (A.4.1-1/2 AND A.4.2-1/2) THEN R ELSE N/A

	C20
Void

	C21
IF (A.4.1-1/1 AND A.4.1-1/2 AND (A.4.4-1a/5 AND A.4.4-1b/5) AND (A.4.4-1a/25 AND A.4.4-1b/25) AND (A.4.4-1a/30 AND A.4.4-1b/30) THEN R ELSE N/A

	C22
IF (A.4.1-1/1 AND A.4.1-1/2 AND (A.4.4-1a/25 AND A.4.4-1b/25)) THEN R ELSE N/A

	C23
IF (A.4.1-1/1 AND NOT A.4.4-1a/5) THEN R ELSE N/A

	C24
IF (A.4.1-1/2 AND NOT A.4.4-1b/5) THEN R ELSE N/A

	C25
IF (A.4.1-1/1 AND A.4.1-1/4) THEN R ELSE N/A

	C26
IF (A.4.1-1/2 AND A.4.1-1/4) THEN R ELSE N/A

	C27
IF (A.4.1-1/1 AND A.4.1-1/5) THEN R ELSE N/A

	C28
IF (A.4.1-1/2 AND A.4.1-1/5) THEN R ELSE N/A

	C29
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1a/15) THEN R ELSE N/A

	C30
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1a/15) THEN R ELSE N/A

	C31
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1b/15) THEN R ELSE N/A

	C32
IF (A.4.1-1/1 AND A.4.2-1/2 AND A.4.4-3a/111) THEN R ELSE N/A

	C32a
Void

	C32b
IF (A.4.1-1/1 AND A.4.2-1/2 AND A.4.4-1a/25) THEN R ELSE N/A

	C33
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-3b/111) THEN R ELSE N/A

	C33a
Void

	C33b
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-1b/25) THEN R ELSE N/A

	C34
IF (A.4.1-1/2 AND A.4.1-1/6) THEN R ELSE N/A

	C35
IF (A.4.1-1/2 AND A.4.1-1/7) THEN R ELSE N/A

	C36
IF (A.4.1-1/2 AND A.4.1-1/6 AND A.4.4-1b/12 AND A.4.4-1b/26) THEN R ELSE N/A

	C37
IF (A.4.1-1/2 AND A.4.1-1/7 AND A.4.4-1b/11 AND A.4.4-1b/24) THEN R ELSE N/A

	C38
IF (A.4.1-1/1 AND A.4.1-1/2 AND (A.4.4-1a/4 AND A.4.4-1b/4) AND (A.4.4-1a/25 AND A.4.4-1b/25)) THEN R ELSE N/A

	C39
IF (A.4.1-1/1 AND A.4.1-1/2 AND A.4.5-1/1 AND A.4.5-1/3 AND (A.4.4-1a/25 AND A.4.4-1b/25)) THEN R ELSE N/A

	C40
IF (A.4.1-1/2 AND A.4.1-1/6 AND A.4.4-1b/15) THEN R ELSE N/A

	C41
IF (A.4.1-1/2 AND A.4.1-1/7 AND A.4.4-1b/15) THEN R ELSE N/A

	C42
IF (A.4.1-1/1 AND A.4.1-1/2 AND (A.4.4-1a/16 AND A.4.4-1b/16) AND (A.4.4-1a/25 AND A.4.4-1b/25)) THEN R ELSE N/A

	C43
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.2-1/2 AND A.4.4-1a/15) THEN R ELSE N/A

	C44
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.2-1/2 AND A.4.4-1b/15) THEN R ELSE N/A

	C45
IF (A.4.1-1/1 AND A.4.4-3a/115) THEN R ELSE N/A

	C46
IF (A.4.1-1/2 AND A.4.4-3b/115) THEN R ELSE N/A

	C47
IF (A.4.1-1/1 AND A.4.4-1a/25 AND NOT A.4.5-1/4) THEN R ELSE N/A

	C48
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1a/15 AND A.4.4-1a/22 AND NOT A.4.5-1/5) THEN R ELSE N/A

	C49
IF (A.4.1-1/1 AND A.4.5-1/6) THEN R ELSE N/A

	C50
IF (A.4.1-1/1 AND A.4.3-3/31 AND A.4.4-1a/16) THEN R ELSE N/A

	C51
IF (A.4.1-1/1 AND A.4.3-3/31 AND A.4.4-1a/16 AND A.4.4-1a/25) THEN R ELSE N/A

	C52
IF (A.4.1-1/1 AND A.4.3-3/31 AND A.4.1-1/3) THEN R ELSE N/A

	C53
IF (A.4.1-1/1 AND A.4.5-1/6 AND A.4.1-1/3) THEN R ELSE N/A

	C54
IF (A.4.1-1/1 AND A.4.5-1/6 AND A.4.1-1/3 AND A.4.4-1a/8 AND A.4.4-1a/22) THEN R ELSE N/A

	C55
IF (A.4.1-1/1 AND A.4.5-1/6 AND A.4.1-1/3 AND A.4.4-1a/15 AND A.4.4-1a/22) THEN R ELSE N/A

	C56
IF (A.4.1-1/1 AND A.4.5-1/6 AND A.4.4-1a/5) THEN R ELSE N/A

	C57
IF (A.4.1-1/1 AND ((A.4.6.1-1/1 OR A.4.6.1-1/2) AND (A.4.6.1-2/1 OR A.4.6.1-2/2)) AND A.4.4-1a/5) THEN R ELSE N/A

	C58
IF (A.4.1-1/2 AND ((A.4.6.1-1/1 OR A.4.6.1-1/2) AND (A.4.6.1-2/1 OR A.4.6.1-2/2)) AND A.4.4-1b/5) THEN R ELSE N/A

	C59
IF (A.4.1-1/1 AND A.4.5-2/1 AND A.4.4-3a/115) THEN R ELSE N/A

	C60
IF (A.4.1-1/2 AND A.4.5-2/1 AND A.4.5-2/2 AND A.4.4-3b/115) THEN R ELSE N/A

	C61
IF (A.4.1-1/1 AND (((A.4.6.1-1/1 AND A.4.6.1-2/1) OR (A.4.6.1-1/2 AND A.4.6.1-2/2)) OR (A.4.6.2-1/1 AND A.4.6.2-2/1) OR (A.4.6.3-1/1 AND A.4.6.3-2/1)) AND A.4.5-2/3) THEN R ELSE N/A

	C62
IF (A.4.1-1/2 AND (((A.4.6.1-1/1 AND A.4.6.1-2/1) OR (A.4.6.1-1/2 AND A.4.6.1-2/2)) OR (A.4.6.2-1/1 AND A.4.6.2-2/1) OR (A.4.6.3-1/1 AND A.4.6.3-2/1)) AND A.4.5-2/3) THEN R ELSE N/A

	C63
IF (A.4.1-1/1 AND (((A.4.6.1-1/1 AND A.4.6.1-2/1) OR (A.4.6.1-1/2 AND A.4.6.1-2/2)) OR (A.4.6.2-1/1 AND A.4.6.2-2/1) OR (A.4.6.3-1/1 AND A.4.6.3-2/1)) AND A.4.5-2/3 AND A.4.4-1a/5) THEN R ELSE N/A

	C64
IF (A.4.1-1/2 AND (((A.4.6.1-1/1 AND A.4.6.1-2/1) OR (A.4.6.1-1/2 AND A.4.6.1-2/2)) OR (A.4.6.2-1/1 AND A.4.6.2-2/1) OR (A.4.6.3-1/1 AND A.4.6.3-2/1)) AND A.4.5-2/3 AND A.4.4-1b/5) THEN R ELSE N/A

	C65
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-2a/39) THEN R ELSE N/A

	C66
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-2b/39) THEN R ELSE N/A

	C67
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/15 AND (A.4.4-3a/111 AND A.4.4-3b/111)) THEN R ELSE N/A

	C68
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/14 AND (A.4.4-3a/111 AND A.4.4-3b/111)) THEN R ELSE N/A

	C69
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2 AND A.4.5-1/15) THEN R ELSE N/A

	C70
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2 AND A.4.5-1/14) THEN R ELSE N/A

	C71
IF (A.4.1-1/1 AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4)) THEN R ELSE N/A

	C72
IF (A.4.1-1/1 AND (A.4.6.3-1/2 OR A.4.6.2-1/2)) THEN R ELSE N/A

	C73
IF (A.4.1-1/2 AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4)) THEN R ELSE N/A

	C74
IF (A.4.1-1/2 AND (A.4.6.3-1/2 OR A.4.6.2-1/2)) THEN R ELSE N/A

	C75
IF (A.4.1-1/1 AND A.4.6-1/2) THEN ELSE N/A

	C76
IF (A.4.1-1/2 AND A.4.6-1/2) THEN ELSE N/A

	C77
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1a/15 AND A.4.4-2a/39) THEN R ELSE N/A

	C78
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1a/15 AND A.4.4-1a/22) THEN R ELSE N/A

	C79
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1b/15 AND A.4.4-2b/39) THEN R ELSE N/A

	C80
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1b/5 AND A.4.4-1b/15 AND A.4.4-2b/39) THEN R ELSE N/A

	C81
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-2b/39) THEN R ELSE N/A

	C82
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1b/25 AND A.4.4-2b/39) THEN R ELSE N/A

	C83
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1b/15 AND A.4.4-1b/25) THEN R ELSE N/A

	C84
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1b/5 AND A.4.4-1b/15 AND A.4.4-1b/25) THEN R ELSE N/A

	C85
IF (A.4.1-1/1 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1a/15 AND A.4.4-1a/22) THEN R ELSE N/A

	C86
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1b/22 AND A.4.4-1b/25) THEN R ELSE N/A

	C87
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1b/15) THEN R ELSE N/A

	C88
IF (A.4.1-1/1 AND A.4.3-4a/1 AND A.4.4-1a/16) THEN R ELSE N/A

	C89
IF (A.4.1-1/1 AND A.4.3-4a/1 AND A.4.3-7/2 AND A.4.4-1a/16) THEN R ELSE N/A

	C90
IF (A.4.1-1/2 AND A.4.3-4a /1 AND A.4.4-1b/16) THEN R ELSE N/A

	C91
IF (A.4.1-1/1 AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4) AND A.4.4-1a/25) THEN R ELSE N/A

	C92
IF (A.4.1-1/1 AND (A.4.6.3-1/2 OR A.4.6.2-1/2) AND A.4.4-1a/25) THEN R ELSE N/A

	C93
IF A.4.1-1/2 AND A.4.3-4a/1 THEN R ELSE N/A

	C94
IF A.4.1-1/1 AND A.4.3-4a/1 THEN R ELSE N/A

	C95
IF A.4.1-1/1 AND A.4.4-1a/5 AND A.4.3-4a/1 THEN R ELSE N/A

	C96
IF A.4.1-1/2 AND A.4.4-1b/5 AND A.4.3-4a/1 THEN R ELSE N/A

	Note 1:
Cxxxh applicability is defined for small cell enhancements for physical layer related test.


Table 4.2-1b: Number of TC Executions - Notes

	Note 1:
The Carrier Aggregation TCs verify the same core requirement(s) however with different channel bandwidth configurations, this according to the guidance in TS 36.521-3, Annex C.3.3 [2].


Annex A (normative):
ICS proforma for E-UTRA User Equipment

Notwithstanding the provisions of the copyright related to the text of the present document, The Organizational Partners of 3GPP grant that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

A.1
Guidance for completing the ICS proforma

A.1.1
Purposes and structure

The purpose of this ICS proforma is to provide a mechanism whereby a supplier of an implementation of the requirements defined in relevant specifications may provide information about the implementation in a standardised manner.

The ICS proforma is subdivided into clauses for the following categories of information:

-
instructions for completing the ICS proforma;

-
identification of the implementation;

-
identification of the protocol;

-
ICS proforma tables (for example: UE implementation types, Teleservices, etc).

A.1.2
Abbreviations and conventions

The ICS proforma contained in this annex is comprised of information in tabular form in accordance with the guidelines presented in ISO/IEC 9646‑7 [4].

Item column

The item column contains a number which identifies the item in the table.

Item description column

The item description column describes in free text each respective item (e.g. parameters, timers, etc.). It implicitly means "is <item description> supported by the implementation?".

Reference column

The reference column gives reference to the relevant 3GPP core specifications.

Release column

The release column indicates the earliest release from which the capability or option is relevant.

Comments column

This column is left blank for particular use by the reader of the present document.

References to items

For each possible item answer (answer in the support column) within the ICS proforma there exists a unique reference, used, for example, in the conditional expressions. It is defined as the table identifier, followed by a solidus character "/", followed by the item number in the table. If there is more than one support column in a table, the columns shall be discriminated by letters (a, b, etc.), respectively.

EXAMPLE 1:
A.4.1-1/2 is the reference to the answer of item 2 in table A.4.1-1.

A.1.3
Instructions for completing the ICS proforma

The supplier of the implementation may complete the ICS proforma in each of the spaces provided. More detailed instructions are given at the beginning of the different clauses of the ICS proforma.

A.2
Identification of the User Equipment

Identification of the User Equipment should be filled in so as to provide as much detail as possible regarding version numbers and configuration options.

The product supplier information and client information should both be filled in if they are different.

A person who can answer queries regarding information supplied in the ICS should be named as the contact person.

A.2.1
Date of the statement

A.2.2
User Equipment Under Test (UEUT) identification

UEUT name:

Hardware configuration:

Software configuration:

A.2.3
Product supplier

Name:

Address:

Telephone number:

Facsimile number:

E-mail address:

Additional information:

A.2.4
Client

Name:

Address:

Telephone number:

Facsimile number:

E-mail address:

Additional information:

A.2.5
ICS contact person

Name:

Telephone number:

Facsimile number:

E-mail address:

Additional information:

A.3
Identification of the protocol

This ICS proforma applies to the 3GPP standards listed in the normative references clause of the present document.

A.4
ICS proforma tables

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Comments

	1
	E-UTRA FDD
	36.101
	Rel-8
	

	2
	E-UTRA TDD
	36.101
	Rel-8
	

	3
	UTRA FDD
	25.101
	Rel-99
	

	4
	UTRA TDD
	25.102
	Rel-99
	

	5
	GSM
	45.005
	Rel-99
	

	6
	cdma2000 HRPD
	C.S0024-A
	Rel-8
	

	7
	cdma2000 1xRTT
	C.S0002-A
	Rel-8
	


A.4.2
UE Service Capabilities

Table A.4.2-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Comments

	1
	LTE MBMS
	36.101
	Rel-9
	

	2
	LTE CA
	36.101
	Rel-10
	

	3
	UL-MIMO
	36.306 subclause 4.3.4.6
	Rel-10
	

	4
	eDL-MIMO
	36.306 subclause 4.3.4.7
	Rel-10
	

	5
	Enhanced Dual Layer TDD
	36.306 subclause 4.3.4.5
	Rel-9
	

	6
	EPDCCH
	36.306 subclause 4.3.4.18
	Rel-11
	

	7
	FDD – TDD CA
	36.306 subclause 4.3.4.28
	Rel-12
	


A.4.3
Baseline Implementation Capabilities

Table A.4.3-1: Supported protocols

	Item
	Supported protocols
	Ref.
	Release
	Comments

	1
	EPS Mobility Management 
	24.301, 5
	Rel-8
	

	2
	EPS Session Management 
	24.301, 6
	Rel-8
	

	3
	GPRS Mobility Management
	23.060
	R99
	

	4
	Radio Resource Control
	36.331
	Rel-8
	

	5
	Packet Data Convergence Protocol
	36.323
	Rel-8
	

	6
	Radio Link Control
	36.322
	Rel-8
	

	7
	Medium Access Control
	36.321
	Rel-8
	

	8
	Physical Layer
	36.201, 36.302
	Rel-8
	


Table A.4.3-2: Special Conformance Testing Functions

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Comments

	1
	UE test loop
	36.509
	Rel-8
	

	2
	Max UE test loop UL RLC SDU size 65535 bits
	36.509
	Rel-8
	


Table A.4.3-3: RF Baseline Implementation Capabilities

	Item
	RF Baseline Implementation Capabilities
	Ref.
	Release
	Comments

	1
	Frequency band: 1920-1980, 2110-2170 MHz
	36.101, 5.5
	Rel-8
	FDD Band 1 

	2
	Frequency band: 1850-1910, 1930-1990 MHz
	36.101, 5.5
	Rel-8
	FDD Band 2

	3
	Frequency band: 1710-1785, 1805-1880 MHz
	36.101, 5.5
	Rel-8
	FDD Band 3

	4
	Frequency band: 1710-1755, 2110-2155 MHz
	36.101, 5.5
	Rel-8
	FDD Band 4

	5
	Frequency band: 824-849, 869-894 MHz
	36.101, 5.5
	Rel-8
	FDD Band 5

	6
	Frequency band: 830-840, 875-885 MHz
	36.101, 5.5
	Rel-8
	FDD Band 6

	7
	Frequency band: 2500-2570, 2620-2690 MHz
	36.101, 5.5
	Rel-8
	FDD Band 7

	8
	Frequency band: 880-915, 925-960 MHz
	36.101, 5.5
	Rel-8
	FDD Band 8

	9
	Frequency band: 1749.9-1784.9, 1844.9-1879.9 MHz
	36.101, 5.5
	Rel-8
	FDD Band 9

	10
	Frequency band: 1710-1770, 2110-2170 MHz
	36.101, 5.5
	Rel-8
	FDD Band 10

	11
	Frequency band: 1427.9-1447.9, 1475.9-1495.9 MHz
	36.101, 5.5
	Rel-8
	FDD Band 11

	12
	Frequency band: 699-716, 729-746 MHz
	36.101, 5.5
	Rel-8
	FDD Band 12

	13
	Frequency band: 777-787, 746-756 MHz
	36.101, 5.5
	Rel-8
	FDD Band 13

	14
	Frequency band: 788-798, 758-768 MHz
	36.101, 5.5
	Rel-8
	FDD Band 14

	15
	Reserved
	36.101, 5.5
	Rel-8
	FDD Band 15

	16
	Reserved
	36.101, 5.5
	Rel-8
	FDD Band 16

	17
	Frequency band: 704-716, 734-746 MHz
	36.101, 5.5
	Rel-8
	FDD Band 17

	18
	Frequency band: 815-830, 860-875 MHz
	36.101, 5.5
	Rel-9
	FDD Band 18

	19
	Frequency band: 830-845, 875-890 MHz
	36.101, 5.5
	Rel-9
	FDD Band 19

	20
	Frequency band: 832-862, 791-821MHz
	36.101, 5.5
	Rel-9
	FDD Band 20

	21
	Frequency band: 1447.9-1462.9, 1495.9-1510.9 MHz
	36.101, 5.5
	Rel-9
	FDD Band 21

	22
	Frequency band: 3410-3490, 3510-3590 MHz
	36.101, 5.5
	Rel-10
	FDD Band 22

	23
	Frequency band: 2000-2020, 2180-2200 MHz
	36.101, 5.5
	Rel-10
	FDD Band 23

	24
	Frequency band: 1626.5-1660.5, 1525-1559 MHz
	36.101, 5.5
	Rel-10
	FDD Band 24

	25
	Frequency band: 1850-1915, 1930-1995 MHz
	36.101, 5.5
	Rel-10
	FDD Band 25

	26
	Frequency band: 814-849, 859-894 MHz
	36.101, 5.5
	Rel-11
	FDD Band 26

	27
	Frequency band: 807-824, 852-869 MHz
	36.101, 5.5
	Rel-11
	FDD Band 27

	28
	Frequency band: 703-748, 758-803 MHz
	36.101, 5.5
	Rel-11
	FDD Band 28

	29
	Frequency band: N/A, 717-728 MHz
	36.101, 5. 5
	Rel‑11
	FDD Band 29

	30
	Frequency band: 2305-2315, 2350-2360 MHz
	36.101, 5.5
	Rel-12
	FDD Band 30

	31
	Frequency band: 452.5-457.5, 462.5-467.5 MHz
	36.101, 5.5
	Rel-12
	FDD Band 31

	32
	Frequency band: N/A, 1452-1496 MHz
	36.101, 5.5
	Rel-12
	FDD Band 32

	33
	Frequency band: 1900-1920, 1900-1920 MHz
	36.101, 5.5
	Rel-8
	TDD Band 33

	34
	Frequency band: 2010-2025, 2010-2025 MHz
	36.101, 5.5
	Rel-8
	TDD Band 34

	35
	Frequency band: 1850-1910, 1850-1910 MHz
	36.101, 5.5
	Rel-8
	TDD Band 35

	36
	Frequency band: 1930-1990, 1930-1990 MHz
	36.101, 5.5
	Rel-8
	TDD Band 36

	37
	Frequency band: 1910-1930, 1910-1930 MHz
	36.101, 5.5
	Rel-8
	TDD Band 37

	38
	Frequency band: 2570-2620, 2570-2620 MHz
	36.101, 5.5
	Rel-8
	TDD Band 38

	39
	Frequency band: 1880-1920, 1880-1920 MHz
	36.101, 5.5
	Rel-8
	TDD Band 39

	40
	Frequency band: 2300-2400, 2300-2400 MHz
	36.101, 5.5
	Rel-8
	TDD Band 40

	41
	Frequency band: 2496-2690, 2496-2690 MHz 
	36.101, 5.5
	Rel-10
	TDD Band 41

	42
	Frequency band: 3400-3600, 3400-3600 MHz
	36.101, 5.5
	Rel-10
	TDD Band 42

	43
	Frequency band: 3600-3800, 3600-3800 MHz
	36.101, 5.5
	Rel-10
	TDD Band 43

	44
	Frequency band: 703-803, 703-803 MHz
	36.101, 5.5
	Rel-11
	TDD Band 44

	Note:
The values indicated in column "Release" are to be understood as the specifications release version in which a band was introduced and not as a mandate that a UE conforming to particular release shall support a particular band. For further guidance to release independent bands see TS 36.307 [16]


Table A.4.3-3a: RF Additional Baseline Implementation Capabilities

	Item
	RF Additional Baseline Implementation Capabilities
	Ref.
	Comments

	1
	Support of 1.4 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 1.4 MHz Bandwidth:

2, 3, 4, 5, 8, 12, 23, 25, 26, 27, 31, 35, 36

	2
	Support of 3 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 3 MHz Bandwidth:

2, 3, 4, 5, 8, 12, 23, 25, 26, 27, 28, 31, 35, 36, 44

	3
	Support of 5 MHz channel bandwidth
	36.101, 5.6.1
	All operating bands support 5 MHz Bandwidth

	4
	Support of 10 MHz channel bandwidth
	36.101, 5.6.1
	All operating bands support 10 MHz Bandwidth except band 31

	5
	Support of 15 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 15 MHz Bandwidth:

1, 2, 3, 4, 7, 9, 10, 18, 19, 20, 21, 22, 23, 25, 26, 28, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44

	6
	Support of 20 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 20MHz Bandwidth:

1, 2, 3, 4, 7, 9, 10, 20, 22, 23, 25, 28, 33, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44


Table A.4.3-3b: Additional UE Power Class implementation Capabilities

	Item
	RF baseline UE Baseline implementation capability
	Ref.
	Comments

	1
	UE Power Class 1
	36.101, 6.2.2
	Applicable to Band 14

	2
	UE Power Class 3
	36.101, 6.2.2
	All applicable E-UTRA bands


Table A.4.3-4: UE Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category 1
	36.306, 4.1
	Rel-8
	

	2
	Category 2
	36.306, 4.1
	Rel-8
	

	3
	Category 3
	36.306, 4.1
	Rel-8
	

	4
	Category 4
	36.306, 4.1
	Rel-8
	

	5
	Category 5
	36.306, 4.1
	Rel-8
	Support for 64QAM in UL

	6
	Category 6
	36.306, 4.1
	Rel-10
	

	7
	Category 7
	36.306, 4.1
	Rel-10
	

	8
	Category 8
	36.306, 4.1
	Rel-10
	Support for 64QAM in UL

	9
	Category 9
	36.306, 4.1
	Rel-11
	

	10
	Category 10
	36.306, 4.1
	Rel-11
	

	11
	Category 11
	36.306, 4.1
	Rel-11
	

	12
	Category 12
	36.306, 4.1
	Rel-11
	


Table A.4.3-4a: UE Downlink Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category DL 0
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 0

	2
	Category DL 6
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 5

	3
	Category DL 7
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 13

	4
	Category DL 9
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 5

	5
	Category DL 10
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 13

	6
	Category DL 11
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 5

	7
	Category DL 12
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 13

	8
	Category DL 13
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 3 or Category UL 5 or Category UL 7 or Category UL 13

	9
	Category DL 14
	36.306, 4.1A
	Rel‑12
	Only in combination with Category UL 8

	10
	Category DL 15
	36.306, 4.1A
	Rel-12
	Only in combination with Category UL 3 or Category UL 5 or Category UL 7 or Category UL 13

	11
	Category DL 16
	36.306, 4.1A
	Rel‑12
	Only in combination with Category UL 3 or Category UL 5 or Category UL 7 or Category UL 13


Table A.4.3-4b: UE Uplink Category

	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category UL 0
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 0

	2
	Category UL 3
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 13, Category DL 15 or Category DL 16

	3
	Category UL 5
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 6, Category DL 9, Category DL 11, Category DL 13, Category DL 15 or Category DL 16

	4
	Category UL 7
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 13, Category DL 15 or Category DL 16

	5
	Category UL 8
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 14

	6
	Category UL 13
	36.306, 4.1A
	Rel-12
	Only in combination with Category DL 7, Category DL 10, Category DL 12, Category DL 13, Category DL 15 or Category DL 16


Table A.4.3-5: Void
Table A.4.3-6: Void

Table A.4.3-7: Additional capabilities

	Item
	Additional capabilities
	Ref.
	Release
	Comments

	1
	Enhanced performance requirements type A for LTE
	36.101, Clause 8
	Rel-11
	Support for Enhanced performance requirements type A

	2
	Support of Type B Half-duplex FDD operation
	36.211, 6,2,5

36.306, 4.2.6
	Rel-12
	Support of Half-duplex FDD operation type B for category 0 UE

	3
	Enhanced performance requirements type C for LTE
	36.101, Clause 8
	Rel-12
	Support for Enhanced performance requirements type C

	4
	Enhanced performance requirements type B for LTE
	36.101, Clause 8

36.306, 4.3.4.35
	Rel-12
	Support for Enhanced performance requirements type B 


Table A.4.3-8: Void

A.4.4
Feature group indicators
In Table A.4.4-1a and Table A.4.4-1b, a 'VoLTE capable UE' corresponds to a UE that is capable of the "Voice domain preference for E-UTRAN" defined in TS 24.301 [15] being set to "IMS PS voice only", "IMS PS voice preferred, CS voice as secondary" or "CS voice preferred, IMS PS voice as secondary" (Ref TS 36.331 [14], clause B.1).
When a UE supports E-UTRA FDD only, it’s required to indicate combined FGI capabilities in Table A.4.4-1a, Table A.4.4-2a and Table A.4.4-3a; when a UE supports E-UTRA TDD only, it’s required to indicate combined FGI capabilities in Table A.4.4-1b, Table A.4.4-2b and Table A.4.4-3b; when a UE supports E-UTRA FDD/TDD dual mode with same FGI capabilities on FDD and TDD, it’s required to indicate both FGI capabilities in Table A.4.4-1a, Table A.4.4-2a, Table A.4.4-3a, Table A.4.4-1b, Table A.4.4-2b and Table A.4.4-3b and make sure those FDD and TDD tables are identical.
Note 1:
From Rel-11 onwards 3GPP TSG RAN has discontinued the usage of FGI bits. Instead it has introduced a different mechanism to accomplish the same purposes based on the principles described in TS 36.306 [17] clause 4. This new principles where applicable have been catered for in section A.4.5, e.g. Table A.4.5-2.

Table A.4.4-1: Void
	
	
	
	
	
	
	
	

	
	




	
	
	
	
	
	

	
	





	
	
	
	
	
	

	
	




	
	
	
	
	
	

	
	


	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	

	
	
	
	
	
	

	
	


	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	

	
	
	
	
	
	

	
	


	
	
	
	
	
	

	
	

	

	
	
	
	
	

	
	
	
	
	
	
	
	

	
	


	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	


	
	
	
	
	
	


	
	
	
	
	
	
	
	

	
	



	

	
	
	
	
	


	
	
	
	
	
	
	
	

	
	











	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	



	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	



	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	




	
	
	
	
	
	

	
	








	

	
	
	
	
	

	
	





	

	
	
	
	
	

	
	
	
	
	
	
	
	

	
	


	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	


	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	


	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	

	

	
	
	
	
	


	
	


	
	
	
	
	
	

	
	

	
	
	
	
	
	


	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	

	

	
	
	
	
	


	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Table A.4.4-1a: Feature group indicators 1-32 for FDD
	Item
	Additional information
	Notes
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Release
	Ref.
	Mnemonic
	Comments

	1
	Support of

- Intra-subframe frequency hopping for PUSCH scheduled by UL grant

- DCI format 3a (TPC commands for PUCCH and PUSCH with single bit power adjustments)

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-0 – UE selected subband CQI without PMI

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-2 – UE selected subband CQI with multiple PMI
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_1_F
	Corresponding to the Index of Indicator, the leftmost binary bit 1.
Set to true if supporting all functionalities in the feature group.

	2
	Support of

- Simultaneous CQI and ACK/NACK on PUCCH, i.e. PUCCH format 2a and 2b

- Absolute TPC command for PUSCH

- Resource allocation type 1 for PDSCH

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-0 – UE selected subband CQI without PMI

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-1 – UE selected subband CQI with single PMI
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_2_F
	Corresponding to the Index of Indicator, the leftmost binary bit 2.
Set to true if supporting all functionalities in the feature group.

	3
	Support of

- Semi-persistent scheduling

- TTI bundling

- 5bit RLC UM SN

- 7bit PDCP SN
	- can only be set to 1 if the UE has set bit number 7 to 1.
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_3_F
	Corresponding to the Index of Indicator, the leftmost binary bit 3.
Set to true if supporting all functionalities in the feature group.

	
	Support of

- 5bit RLC UM SN

- 7bit PDCP SN
	- can only be set to 1 if the UE has set bit number 7 to 1.
	Yes, if UE supports VoLTE
	Rel-9, Rel-10
	
	
	

	
	
	
	Yes, if UE supports VoLTE.

Yes, if UE supports SRVCC to EUTRAN from GERAN.
	Rel-11
	
	
	

	4
	Support of

- Short DRX cycle
	- can only be set to 1 if the UE has set bit number 5 to 1.
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_4_F
	Corresponding to the Index of Indicator, the leftmost binary bit 4.
Set to true if supporting all functionalities in the feature group.

	5
	Support of

- Long DRX cycle

- DRX command MAC control element
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_5_F
	Corresponding to the Index of Indicator, the leftmost binary bit 5.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	6
	Support of

- Prioritized bit rate
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_6_F
	Corresponding to the Index of Indicator, the leftmost binary bit 6.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	7
	Support of

- RLC UM
	- can only be set to 0 if the UE does not support voice
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_7_F
	Corresponding to the Index of Indicator, the leftmost binary bit 7.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, if UE supports VoLTE
	Rel-9
	
	
	

	
	
	
	Yes, if UE supports VoLTE.

Yes, if UE supports SRVCC to EUTRAN from GERAN.
	Rel-11
	
	
	

	8
	Support of

- EUTRA RRC_CONNECTED to UTRA CELL_DCH PS handover
	- can only be set to 1 if the UE has set bit number 22 to 1
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_8_F
	Corresponding to the Index of Indicator, the leftmost binary bit 8.
Set to true if supporting all functionalities in the feature group.

	
	Support of

- EUTRA RRC_CONNECTED to UTRA FDD or UTRA TDD CELL_DCH PS handover, if the UE supports either only UTRAN FDD or only UTRAN TDD

- EUTRA RRC_CONNECTED to UTRA FDD CELL_DCH PS handover, if the UE supports both UTRAN FDD and UTRAN TDD
	
	Yes, if UE supports UTRA
	Rel-9
	
	
	

	9
	Support of

- EUTRA RRC_CONNECTED to GERAN GSM_Dedicated handover
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 23 to 1
	
	Rel-8 to Rel-10
	36.331, Annex B.1
	pc_FeatrGrp_9_F
	Corresponding to the Index of Indicator, the leftmost binary bit 9.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, if UE supports SRVCC to EUTRAN from GERAN.
	Rel-11
	
	
	

	10
	Support of

- EUTRA RRC_CONNECTED to GERAN (Packet_)Idle by Cell Change Order

- EUTRA RRC_CONNECTED to GERAN (Packet_)Idle by Cell Change Order with NACC (Network Assisted Cell Change)
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_10_F
	Corresponding to the Index of Indicator, the leftmost binary bit 10.
Set to true if supporting all functionalities in the feature group.

	11
	Support of

- EUTRA RRC_CONNECTED to CDMA2000 1xRTT CS Active handover
	- can only be set to 1 if the UE has sets bit number 24 to 1
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_11_F
	Corresponding to the Index of Indicator, the leftmost binary bit 11.
Set to true if supporting all functionalities in the feature group.

	12
	Support of

- EUTRA RRC_CONNECTED to CDMA2000 HRPD Active handover
	- can only be set to 1 if the UE has set bit number 26 to 1
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_12_F
	Corresponding to the Index of Indicator, the leftmost binary bit 12.
Set to true if supporting all functionalities in the feature group.

	13
	Support of

- Inter-frequency handover (within FDD or TDD)
	- can only be set to 1 if the UE has set bit number 25 to 1
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_13_F
	Corresponding to the Index of Indicator, the leftmost binary bit 13.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, unless UE only supports band 13
	Rel-9
	
	
	

	14
	Support of

- Measurement reporting event: Event A4 - Neighbour > threshold

- Measurement reporting event: Event A5 - Serving < threshold1 & Neighbour > threshold2
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_14_F
	Corresponding to the Index of Indicator, the leftmost binary bit 14.

Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	15
	Support of

- Measurement reporting event: Event B1 - Neighbour > threshold for UTRAN FDD or UTRAN TDD, if the UE supports either only UTRAN FDD or only UTRAN TDD and has set bit number 22 to 1

- Measurement reporting event: Event B1 - Neighbour > threshold for UTRAN FDD or UTRAN TDD, if the UE supports both UTRAN FDD and UTRAN TDD and has set bit number 22 or 39 to 1, respectively

- Measurement reporting event: Event B1 - Neighbour > threshold for GERAN, 1xRTT or HRPD, if the UE has set bit number 23, 24 or 26 to 1, respectively
	- can only be set to 1 if the UE has set at least one of the bit number 22, 23, 24, 26 or 39 to 1.

- even if the UE sets bits 41, it shall still set bit 15 to 1 if measurement reporting event B1 is tested for all RATs supported by UE
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_15_F
	Corresponding to the Index of Indicator, the leftmost binary bit 15.

Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes for FDD, if UE supports only UTRAN FDD and does not support UTRAN TDD or GERAN or 1xRTT or HRPD
	Rel-9
	
	
	

	16
	Support of

- Intra-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells;

- Inter-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells, if the UE has set bit number 25 to 1; and

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for UTRAN, GERAN, 1xRTT or HRPD, if the UE has set bit number 22, 23, 24 or 26 to 1, respectively.

NOTE: Event triggered periodical reporting (i.e. with triggerType set to event and with reportAmount > 1) is a mandatory functionality of event triggered reporting and therefore not the subject of this bit.
Support of

- Intra-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells
- Inter-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells, if the UE has set bit number 25 to 1

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for UTRAN FDD or UTRAN TDD, if the UE supports either only UTRAN FDD or only UTRAN TDD and has set bit number 22 to 1

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for UTRAN FDD or UTRAN TDD, if the UE supports both UTRAN FDD and UTRAN TDD and has set bit number 22 or 39 to 1, respectively

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for GERAN, 1xRTT or HRPD, if the UE has set bit number 23, 24 or 26 to 1, respectively.

NOTE: Event triggered periodical reporting (i.e., with triggerType set to event and with reportAmount > 1) is a mandatory functionality of event triggered reporting and therefore not the subject of this bit.
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_16_F
	Corresponding to the Index of Indicator, the leftmost binary bit 16.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	17
	Support of

Intra-frequency ANR features including:

- Intra-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells
- Intra-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 to 1.
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_17_F
	Corresponding to the Index of Indicator, the leftmost binary bit 17.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	18
	Support of

Inter-frequency ANR features including:

- Inter-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells
- Inter-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 to 1.
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_18_F
	Corresponding to the Index of Indicator, the leftmost binary bit 18.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, unless UE only supports band 13
	Rel-9
	
	
	

	19
	Support of

Inter-RAT ANR features including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for GERAN, if the UE has set bit number 23 to 1

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON for UTRAN, 1xRTT or HRPD, if the UE has set bit number 22, 24 or 26 to 1, respectively

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI for UTRAN, GERAN, 1xRTT or HRPD, if the UE has set bit number 22, 23, 24 or 26 to 1, respectively
	- can only be set to 1 if the UE has set bit number 5 to 1 and the UE has set at least one of the bit number 22, 23, 24 or 26 to 1.
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_19_F
	Corresponding to the Index of Indicator, the leftmost binary bit 19.
Set to true if supporting all functionalities in the feature group.

	
	Support of

Inter-RAT ANR features including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for GERAN, if the UE has set bit number 23 to 1

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON for UTRAN FDD or UTRAN TDD, if the UE supports either only UTRAN FDD or only UTRAN TDD and has set bit number 22 to 1

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON for UTRAN FDD or UTRAN TDD, if the UE supports both UTRAN FDD and UTRAN TDD and has set bit number 22 or 39 to 1, respectively

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON for 1xRTT or HRPD, if the UE has set bit number 24 or 26 to 1, respectively

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI for UTRAN FDD or UTRAN TDD, if the UE supports either only UTRAN FDD or only UTRANTDD and has set bit number 22 to 1 

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI for UTRAN FDD or UTRAN TDD, if the UE supports both UTRAN FDD and UTRAN TDD and has set bit number 22 or 39 to 1, respectively

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI for GERAN, 1xRTT or HRPD, if the UE has set bit number 23, 24 or 26 to 1, respectively
	- can only be set to 1 if the UE has set bit number 5 to 1 and the UE has set at least one of the bit number 22, 39, 23, 24 or 26 to 1. 

- even if the UE sets bits 33 to 37, it shall still set bit 19 to 1 if inter-RAT ANR features are tested for all RATs for which inter-RAT measurement reporting is indicated as tested
	
	Rel-9
	
	
	

	20
	If bit number 7 is set to ‘0’:

- SRB1 and SRB2 for DCCH + 8x AM DRB

If bit number 7 is set to ‘1’:

- SRB1 and SRB2 for DCCH + 8x AM DRB

- SRB1 and SRB2 for DCCH + 5x AM DRB + 3x UM DRB

NOTE: UE which indicate support for a DRB combination also support all subsets of the DRB combination. Therefore, release of DRB(s) never results in an unsupported DRB combination.
	- Regardless of what bit number 7 and bit number 20 is set to, UE shall support at least SRB1 and SRB2 for DCCH + 4x AM DRB

- Regardless of what bit number 20 is set to, if bit number 7 is set to ‘1’, UE shall support at least SRB1 and SRB2 for DCCH + 4x AM DRB + 1x UM DRB
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_20_F
	Corresponding to the Index of Indicator, the leftmost binary bit 20.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	21
	Support of

- Predefined intra- and inter-subframe frequency hopping for PUSCH with N_sb > 1

- Predefined inter-subframe frequency hopping for PUSCH with N_sb > 1
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_21_F
	Corresponding to the Index of Indicator, the leftmost binary bit 21.
Set to true if supporting all functionalities in the feature group.

	22
	Support of

- UTRAN measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_22_F
	Corresponding to the Index of Indicator, the leftmost binary bit 22.
Set to true if supporting all functionalities in the feature group.

	
	Support of

- UTRAN FDD or UTRAN TDD measurements, reporting and measurement reporting event B2 in E-UTRA connected mode, if the UE supports either only UTRAN FDD or only UTRAN TDD

- UTRAN FDD measurements, reporting and measurement reporting event B2 in E-UTRA connected mode, if the UE supports both UTRAN FDD and UTRAN TDD
	
	Yes for FDD, if UE supports UTRA FDD
	Rel-9
	
	
	

	23
	Support of

- GERAN measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_23_F
	Corresponding to the Index of Indicator, the leftmost binary bit 23.
Set to true if supporting all functionalities in the feature group.

	24
	Support of

- 1xRTT measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_24_F
	Corresponding to the Index of Indicator, the leftmost binary bit 24.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, if UE supports enhanced 1xRTT CSFB
	Rel-9
	
	
	

	25
	Support of

- Inter-frequency measurements and reporting in E-UTRA connected mode

NOTE: The UE setting this bit to 1 and indicating support for FDD and TDD frequency bands in the UE capability signalling implements and is tested for FDD measurements while the UE is in TDD, and for TDD measurements while the UE is in FDD.
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_25_F
	Corresponding to the Index of Indicator, the leftmost binary bit 25.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, unless UE only supports band 13
	Rel-9
	
	
	

	26
	Support of

- HRPD measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_26_F
	Corresponding to the Index of Indicator, the leftmost binary bit 26.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, if UE supports HRPD
	Rel-9
	
	
	

	27
	Support of

- EUTRA RRC_CONNECTED to UTRA CELL_DCH CS handover
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 8 to 1 and supports SR-VCC from EUTRA defined in TS 24.008
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_27_F
	Corresponding to the Index of Indicator, the leftmost binary bit 27.

Set to true if supporting all functionalities in the feature group.

	
	Support of

- EUTRA RRC_CONNECTED to UTRA FDD or UTRA TDD CELL_DCH CS handover, if the UE supports either only UTRAN FDD or only UTRAN TDD

- EUTRA RRC_CONNECTED to UTRA FDD CELL_DCH CS handover, if the UE supports both UTRAN FDD and UTRAN TDD
	
	Yes for FDD, if UE supports VoLTE and UTRA FDD
	Rel-9
	
	
	

	28
	Support of

- TTI bundling
	
	Yes for FDD
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_28_F
	Corresponding to the Index of Indicator, the leftmost binary bit 28.

Set to true if supporting all functionalities in the feature group.

	
	
	
	
	
	
	
	

	29
	Support of

- Semi-Persistent Scheduling
	
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_29_F
	Corresponding to the Index of Indicator, the leftmost binary bit 29.
Set to true if supporting all functionalities in the feature group.

	30
	Support of

- Handover between FDD and TDD
	- can only be set to 1 if the UE has set bit number 13 to 1
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_30_F
	Corresponding to the Index of Indicator, the leftmost binary bit 30.
Set to true if supporting all functionalities in the feature group.

	31
	Support of

- Indicates whether the UE supports the mechanisms defined for cells broadcasting multi band information i.e. comprehending multiBandInfoList, disregarding in RRC_CONNECTED the related system information fields and understanding the EARFCN signalling for all bands, that overlap with the bands supported by the UE, and that are defined in the earliest version of TS 36.101 [42] that includes all UE supported bands.
	- In this release of the protocol, this bit will never be mandated to be set to 1

- This FGI bit concerns an optional release independent feature (as it was difficult to introduce this from REL-8 when using regular UE capability signalling)
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_31_F
	Corresponding to the Index of Indicator, the leftmost binary bit 31.

Set to true if supporting all functionalities in the feature group.

	
	
	
	
	Rel-9
	
	
	

	
	
	
	Yes
	Rel-10
	
	
	

	32
	Undefined
	
	
	Rel-8
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 32.



Table A.4.4-1b: Feature group indicators 1-32 for TDD
	Item
	Additional information
	Notes
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Release
	Ref.
	Mnemonic
	Comments

	1
	Support of

- Intra-subframe frequency hopping for PUSCH scheduled by UL grant

- DCI format 3a (TPC commands for PUCCH and PUSCH with single bit power adjustments)

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-0 – UE selected subband CQI without PMI

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-2 – UE selected subband CQI with multiple PMI
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_1_T
	Corresponding to the Index of Indicator, the leftmost binary bit 1.
Set to true if supporting all functionalities in the feature group.

	2
	Support of

- Simultaneous CQI and ACK/NACK on PUCCH, i.e. PUCCH format 2a and 2b

- Absolute TPC command for PUSCH

- Resource allocation type 1 for PDSCH

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-0 – UE selected subband CQI without PMI

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-1 – UE selected subband CQI with single PMI
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_2_T
	Corresponding to the Index of Indicator, the leftmost binary bit 2.
Set to true if supporting all functionalities in the feature group.

	3
	Support of

- Semi-persistent scheduling

- TTI bundling

- 5bit RLC UM SN

- 7bit PDCP SN
	- can only be set to 1 if the UE has set bit number 7 to 1.
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_3_T
	Corresponding to the Index of Indicator, the leftmost binary bit 3.
Set to true if supporting all functionalities in the feature group.

	
	Support of

- 5bit RLC UM SN

- 7bit PDCP SN
	- can only be set to 1 if the UE has set bit number 7 to 1.
	Yes, if UE supports VoLTE
	Rel-9, Rel-10
	
	
	

	
	
	
	Yes, if UE supports VoLTE.

Yes, if UE supports SRVCC to EUTRAN from GERAN.
	Rel-11
	
	
	

	4
	Support of

- Short DRX cycle
	- can only be set to 1 if the UE has set bit number 5 to 1.
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_4_T
	Corresponding to the Index of Indicator, the leftmost binary bit 4.
Set to true if supporting all functionalities in the feature group.

	5
	Support of

- Long DRX cycle

- DRX command MAC control element
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_5_T
	Corresponding to the Index of Indicator, the leftmost binary bit 5.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	6
	Support of

- Prioritized bit rate
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_6_T
	Corresponding to the Index of Indicator, the leftmost binary bit 6.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	7
	Support of

- RLC UM
	- can only be set to 0 if the UE does not support voice
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_7_T
	Corresponding to the Index of Indicator, the leftmost binary bit 7.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, if UE supports VoLTE
	Rel-9
	
	
	

	
	
	
	Yes, if UE supports VoLTE.

Yes, if UE supports SRVCC to EUTRAN from GERAN.
	Rel-11
	
	
	

	8
	Support of

- EUTRA RRC_CONNECTED to UTRA CELL_DCH PS handover
	- can only be set to 1 if the UE has set bit number 22 to 1
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_8_T
	Corresponding to the Index of Indicator, the leftmost binary bit 8.
Set to true if supporting all functionalities in the feature group.

	
	Support of

- EUTRA RRC_CONNECTED to UTRA FDD or UTRA TDD CELL_DCH PS handover, if the UE supports either only UTRAN FDD or only UTRAN TDD

- EUTRA RRC_CONNECTED to UTRA FDD CELL_DCH PS handover, if the UE supports both UTRAN FDD and UTRAN TDD
	
	Yes, if UE supports UTRA
	Rel-9
	
	
	

	9
	Support of

- EUTRA RRC_CONNECTED to GERAN GSM_Dedicated handover
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 23 to 1
	
	Rel-8 to Rel-10
	36.331, Annex B.1
	pc_FeatrGrp_9_T
	Corresponding to the Index of Indicator, the leftmost binary bit 9.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, if UE supports SRVCC to EUTRAN from GERAN.
	Rel-11
	
	
	

	10
	Support of

- EUTRA RRC_CONNECTED to GERAN (Packet_)Idle by Cell Change Order

- EUTRA RRC_CONNECTED to GERAN (Packet_)Idle by Cell Change Order with NACC (Network Assisted Cell Change)
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_10_T
	Corresponding to the Index of Indicator, the leftmost binary bit 10.
Set to true if supporting all functionalities in the feature group.

	11
	Support of

- EUTRA RRC_CONNECTED to CDMA2000 1xRTT CS Active handover
	- can only be set to 1 if the UE has sets bit number 24 to 1
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_11_T
	Corresponding to the Index of Indicator, the leftmost binary bit 11.
Set to true if supporting all functionalities in the feature group.

	12
	Support of

- EUTRA RRC_CONNECTED to CDMA2000 HRPD Active handover
	- can only be set to 1 if the UE has set bit number 26 to 1
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_12_T
	Corresponding to the Index of Indicator, the leftmost binary bit 12.
Set to true if supporting all functionalities in the feature group.

	13
	Support of

- Inter-frequency handover (within FDD or TDD)
	- can only be set to 1 if the UE has set bit number 25 to 1
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_13_T
	Corresponding to the Index of Indicator, the leftmost binary bit 13.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, unless UE only supports band 13
	Rel-9
	
	
	

	14
	Support of

- Measurement reporting event: Event A4 - Neighbour > threshold

- Measurement reporting event: Event A5 - Serving < threshold1 & Neighbour > threshold2
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_14_T
	Corresponding to the Index of Indicator, the leftmost binary bit 14.

Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	15
	Support of

- Measurement reporting event: Event B1 - Neighbour > threshold for UTRAN FDD or UTRAN TDD, if the UE supports either only UTRAN FDD or only UTRAN TDD and has set bit number 22 to 1

- Measurement reporting event: Event B1 - Neighbour > threshold for UTRAN FDD or UTRAN TDD, if the UE supports both UTRAN FDD and UTRAN TDD and has set bit number 22 or 39 to 1, respectively

- Measurement reporting event: Event B1 - Neighbour > threshold for GERAN, 1xRTT or HRPD, if the UE has set bit number 23, 24 or 26 to 1, respectively
	- can only be set to 1 if the UE has set at least one of the bit number 22, 23, 24, 26 or 39 to 1.

- even if the UE sets bits 41, it shall still set bit 15 to 1 if measurement reporting event B1 is tested for all RATs supported by UE
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_15_T
	Corresponding to the Index of Indicator, the leftmost binary bit 15.

Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes for FDD, if UE supports only UTRAN FDD and does not support UTRAN TDD or GERAN or 1xRTT or HRPD
	Rel-9
	
	
	

	16
	Support of

- Intra-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells;

- Inter-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells, if the UE has set bit number 25 to 1; and

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for UTRAN, GERAN, 1xRTT or HRPD, if the UE has set bit number 22, 23, 24 or 26 to 1, respectively.

NOTE: Event triggered periodical reporting (i.e. with triggerType set to event and with reportAmount > 1) is a mandatory functionality of event triggered reporting and therefore not the subject of this bit.
Support of

- Intra-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells
- Inter-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells, if the UE has set bit number 25 to 1

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for UTRAN FDD or UTRAN TDD, if the UE supports either only UTRAN FDD or only UTRAN TDD and has set bit number 22 to 1

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for UTRAN FDD or UTRAN TDD, if the UE supports both UTRAN FDD and UTRAN TDD and has set bit number 22 or 39 to 1, respectively

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for GERAN, 1xRTT or HRPD, if the UE has set bit number 23, 24 or 26 to 1, respectively.

NOTE: Event triggered periodical reporting (i.e., with triggerType set to event and with reportAmount > 1) is a mandatory functionality of event triggered reporting and therefore not the subject of this bit.
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_16_T
	Corresponding to the Index of Indicator, the leftmost binary bit 16.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	17
	Support of

Intra-frequency ANR features including:

- Intra-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells
- Intra-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 to 1.
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_17_T
	Corresponding to the Index of Indicator, the leftmost binary bit 17.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	18
	Support of

Inter-frequency ANR features including:

- Inter-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells
- Inter-frequency periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 to 1.
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_18_T
	Corresponding to the Index of Indicator, the leftmost binary bit 18.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, unless UE only supports band 13
	Rel-9
	
	
	

	19
	Support of

Inter-RAT ANR features including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for GERAN, if the UE has set bit number 23 to 1

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON for UTRAN, 1xRTT or HRPD, if the UE has set bit number 22, 24 or 26 to 1, respectively

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI for UTRAN, GERAN, 1xRTT or HRPD, if the UE has set bit number 22, 23, 24 or 26 to 1, respectively
	- can only be set to 1 if the UE has set bit number 5 to 1 and the UE has set at least one of the bit number 22, 23, 24 or 26 to 1.
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_19_T
	Corresponding to the Index of Indicator, the leftmost binary bit 19.
Set to true if supporting all functionalities in the feature group.

	
	Support of

Inter-RAT ANR features including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells for GERAN, if the UE has set bit number 23 to 1

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON for UTRAN FDD or UTRAN TDD, if the UE supports either only UTRAN FDD or only UTRAN TDD and has set bit number 22 to 1

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON for UTRAN FDD or UTRAN TDD, if the UE supports both UTRAN FDD and UTRAN TDD and has set bit number 22 or 39 to 1, respectively

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON for 1xRTT or HRPD, if the UE has set bit number 24 or 26 to 1, respectively

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI for UTRAN FDD or UTRAN TDD, if the UE supports either only UTRAN FDD or only UTRANTDD and has set bit number 22 to 1 

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI for UTRAN FDD or UTRAN TDD, if the UE supports both UTRAN FDD and UTRAN TDD and has set bit number 22 or 39 to 1, respectively

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI for GERAN, 1xRTT or HRPD, if the UE has set bit number 23, 24 or 26 to 1, respectively
	- can only be set to 1 if the UE has set bit number 5 to 1 and the UE has set at least one of the bit number 22, 39, 23, 24 or 26 to 1. 

- even if the UE sets bits 33 to 37, it shall still set bit 19 to 1 if inter-RAT ANR features are tested for all RATs for which inter-RAT measurement reporting is indicated as tested
	
	Rel-9
	
	
	

	20
	If bit number 7 is set to ‘0’:

- SRB1 and SRB2 for DCCH + 8x AM DRB

If bit number 7 is set to ‘1’:

- SRB1 and SRB2 for DCCH + 8x AM DRB

- SRB1 and SRB2 for DCCH + 5x AM DRB + 3x UM DRB

NOTE: UE which indicate support for a DRB combination also support all subsets of the DRB combination. Therefore, release of DRB(s) never results in an unsupported DRB combination.
	- Regardless of what bit number 7 and bit number 20 is set to, UE shall support at least SRB1 and SRB2 for DCCH + 4x AM DRB

- Regardless of what bit number 20 is set to, if bit number 7 is set to ‘1’, UE shall support at least SRB1 and SRB2 for DCCH + 4x AM DRB + 1x UM DRB
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_20_T
	Corresponding to the Index of Indicator, the leftmost binary bit 20.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes
	Rel-9
	
	
	

	21
	Support of

- Predefined intra- and inter-subframe frequency hopping for PUSCH with N_sb > 1

- Predefined inter-subframe frequency hopping for PUSCH with N_sb > 1
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_21_T
	Corresponding to the Index of Indicator, the leftmost binary bit 21.
Set to true if supporting all functionalities in the feature group.

	22
	Support of

- UTRAN measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_22_T
	Corresponding to the Index of Indicator, the leftmost binary bit 22.
Set to true if supporting all functionalities in the feature group.

	
	Support of

- UTRAN FDD or UTRAN TDD measurements, reporting and measurement reporting event B2 in E-UTRA connected mode, if the UE supports either only UTRAN FDD or only UTRAN TDD

- UTRAN FDD measurements, reporting and measurement reporting event B2 in E-UTRA connected mode, if the UE supports both UTRAN FDD and UTRAN TDD
	
	Yes for FDD, if UE supports UTRA FDD
	Rel-9
	
	
	

	23
	Support of

- GERAN measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_23_T
	Corresponding to the Index of Indicator, the leftmost binary bit 23.
Set to true if supporting all functionalities in the feature group.

	24
	Support of

- 1xRTT measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_24_T
	Corresponding to the Index of Indicator, the leftmost binary bit 24.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, if UE supports enhanced 1xRTT CSFB
	Rel-9
	
	
	

	25
	Support of

- Inter-frequency measurements and reporting in E-UTRA connected mode

NOTE: The UE setting this bit to 1 and indicating support for FDD and TDD frequency bands in the UE capability signalling implements and is tested for FDD measurements while the UE is in TDD, and for TDD measurements while the UE is in FDD.
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_25_T
	Corresponding to the Index of Indicator, the leftmost binary bit 25.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, unless UE only supports band 13
	Rel-9
	
	
	

	26
	Support of

- HRPD measurements, reporting and measurement reporting event B2 in E-UTRA connected mode
	
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_26_T
	Corresponding to the Index of Indicator, the leftmost binary bit 26.
Set to true if supporting all functionalities in the feature group.

	
	
	
	Yes, if UE supports HRPD
	Rel-9
	
	
	

	27
	Support of

- EUTRA RRC_CONNECTED to UTRA CELL_DCH CS handover
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 8 to 1 and supports SR-VCC from EUTRA defined in TS 24.008
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_27_T
	Corresponding to the Index of Indicator, the leftmost binary bit 27.

Set to true if supporting all functionalities in the feature group.

	
	Support of

- EUTRA RRC_CONNECTED to UTRA FDD or UTRA TDD CELL_DCH CS handover, if the UE supports either only UTRAN FDD or only UTRAN TDD

- EUTRA RRC_CONNECTED to UTRA FDD CELL_DCH CS handover, if the UE supports both UTRAN FDD and UTRAN TDD
	
	Yes for FDD, if UE supports VoLTE and UTRA FDD
	Rel-9
	
	
	

	28
	Support of

- TTI bundling
	
	Yes for FDD
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_28_T
	Corresponding to the Index of Indicator, the leftmost binary bit 28.

Set to true if supporting all functionalities in the feature group.

	
	
	
	
	
	
	
	

	29
	Support of

- Semi-Persistent Scheduling
	
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_29_T
	Corresponding to the Index of Indicator, the leftmost binary bit 29.
Set to true if supporting all functionalities in the feature group.

	30
	Support of

- Handover between FDD and TDD
	- can only be set to 1 if the UE has set bit number 13 to 1
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_30_T
	Corresponding to the Index of Indicator, the leftmost binary bit 30.
Set to true if supporting all functionalities in the feature group.

	31
	Support of

- Indicates whether the UE supports the mechanisms defined for cells broadcasting multi band information i.e. comprehending multiBandInfoList, disregarding in RRC_CONNECTED the related system information fields and understanding the EARFCN signalling for all bands, that overlap with the bands supported by the UE, and that are defined in the earliest version of TS 36.101 [42] that includes all UE supported bands.
	- In this release of the protocol, this bit will never be mandated to be set to 1

- This FGI bit concerns an optional release independent feature (as it was difficult to introduce this from REL-8 when using regular UE capability signalling)
	
	Rel-8
	36.331, Annex B.1
	pc_FeatrGrp_31_T
	Corresponding to the Index of Indicator, the leftmost binary bit 31.

Set to true if supporting all functionalities in the feature group.

	
	
	
	
	Rel-9
	
	
	

	
	
	
	Yes
	Rel-10
	
	
	

	32
	Undefined
	
	
	Rel-8
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 32.
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Table A.4.4-2a: Feature group indicators 33-64 for FDD
	Item
	Additional information
	Notes
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Release
	Ref.
	Mnemonic
	Comments

	33
	Inter-RAT ANR features for UTRAN including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON
- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 and bit number 22 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_33_F
	Corresponding to the Index of Indicator, the leftmost binary bit 33.
Set to true if supporting all functionalities in the feature group.

	34
	Inter-RAT ANR features for GERAN including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells
- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 and bit number 23 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_34_F
	Corresponding to the Index of Indicator, the leftmost binary bit 34.
Set to true if supporting all functionalities in the feature group.

	35
	Inter-RAT ANR features for 1xRTT including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON
- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 and bit number 24 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_35_F
	Corresponding to the Index of Indicator, the leftmost binary bit 35.
Set to true if supporting all functionalities in the feature group.

	36
	Inter-RAT ANR features for HRPD including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON
- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 and bit number 26 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_36_F
	Corresponding to the Index of Indicator, the leftmost binary bit 36.
Set to true if supporting all functionalities in the feature group.

	37
	Inter-RAT ANR features for UTRAN TDD including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 and at least one of the bit number 22 (for UEs supporting only UTRA TDD) or the bit number 39 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_37_F
	Corresponding to the Index of Indicator, the leftmost binary bit 37.

Set to true if supporting all functionalities in the feature group.

	38
	-EUTRA RRC_CONNECTED to UTRA TDD CELL_DCH PS handover, if the UE supports both UTRAN FDD and UTRAN TDD
	- can only be set to 1 if the UE has set bit number 39 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_38_F
	Corresponding to the Index of Indicator, the leftmost binary bit 38.

Set to true if supporting all functionalities in the feature group.

	39
	-UTRAN TDD measurements, reporting and measurement reporting event B2 in E-UTRA connected mode, if the UE supports both UTRAN FDD and UTRAN TDD
	
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_39_F
	Corresponding to the Index of Indicator, the leftmost binary bit 39.

Set to true if supporting all functionalities in the feature group.

	40
	-EUTRA RRC_CONNECTED to UTRA TDD CELL_DCH CS handover, if the UE supports both UTRAN FDD and UTRAN TDD
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 38 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_40_F
	Corresponding to the Index of Indicator, the leftmost binary bit 40.

Set to true if supporting all functionalities in the feature group.

	41
	Measurement reporting event: Event B1 - Neighbour > threshold for UTRAN FDD, if the UE supports UTRAN FDD and has set bit number 22 to 1
	
	Yes for FDD, unless UE has set bit number 15 to 1
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_41_F
	Corresponding to the Index of Indicator, the leftmost binary bit 41.

Set to true if supporting all functionalities in the feature group.

	42
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 42.

	43
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 43.

	44
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 44.

	45
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 45.

	46
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 46.

	47
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 47.

	48
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 48.

	49
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 49.

	50
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 50.

	51
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 51.

	52
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 52.

	53
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 53.

	54
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 54.

	55
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 55.

	56
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 56.

	57
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 57.

	58
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 58.

	59
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 59.

	60
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 60.

	61
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 61.

	62
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 62.

	63
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 63.

	64
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 64.


Table A.4.4-2b: Feature group indicators 33-64 for TDD
	Item
	Additional information
	Notes
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Release
	Ref.
	Mnemonic
	Comments

	33
	Inter-RAT ANR features for UTRAN including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON
- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 and bit number 22 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_33_T
	Corresponding to the Index of Indicator, the leftmost binary bit 33.
Set to true if supporting all functionalities in the feature group.

	34
	Inter-RAT ANR features for GERAN including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCells
- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 and bit number 23 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_34_T
	Corresponding to the Index of Indicator, the leftmost binary bit 34.
Set to true if supporting all functionalities in the feature group.

	35
	Inter-RAT ANR features for 1xRTT including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON
- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 and bit number 24 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_35_T
	Corresponding to the Index of Indicator, the leftmost binary bit 35.
Set to true if supporting all functionalities in the feature group.

	36
	Inter-RAT ANR features for HRPD including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON
- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 and bit number 26 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_36_T
	Corresponding to the Index of Indicator, the leftmost binary bit 36.
Set to true if supporting all functionalities in the feature group.

	37
	Inter-RAT ANR features for UTRAN TDD including:

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportStrongestCellsForSON

- Inter-RAT periodical measurement reporting where triggerType is set to periodical and purpose is set to reportCGI
	- can only be set to 1 if the UE has set bit number 5 and at least one of the bit number 22 (for UEs supporting only UTRA TDD) or the bit number 39 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_37_T
	Corresponding to the Index of Indicator, the leftmost binary bit 37.

Set to true if supporting all functionalities in the feature group.

	38
	-EUTRA RRC_CONNECTED to UTRA TDD CELL_DCH PS handover, if the UE supports both UTRAN FDD and UTRAN TDD
	- can only be set to 1 if the UE has set bit number 39 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_38_T
	Corresponding to the Index of Indicator, the leftmost binary bit 38.

Set to true if supporting all functionalities in the feature group.

	39
	-UTRAN TDD measurements, reporting and measurement reporting event B2 in E-UTRA connected mode, if the UE supports both UTRAN FDD and UTRAN TDD
	
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_39_T
	Corresponding to the Index of Indicator, the leftmost binary bit 39.

Set to true if supporting all functionalities in the feature group.

	40
	-EUTRA RRC_CONNECTED to UTRA TDD CELL_DCH CS handover, if the UE supports both UTRAN FDD and UTRAN TDD
	- related to SR-VCC

- can only be set to 1 if the UE has set bit number 38 to 1.
	
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_40_T
	Corresponding to the Index of Indicator, the leftmost binary bit 40.

Set to true if supporting all functionalities in the feature group.

	41
	Measurement reporting event: Event B1 - Neighbour > threshold for UTRAN FDD, if the UE supports UTRAN FDD and has set bit number 22 to 1
	
	Yes for FDD, unless UE has set bit number 15 to 1
	Rel-9
	36.331, Annex B.1
	pc_FeatrGrp_41_T
	Corresponding to the Index of Indicator, the leftmost binary bit 41.

Set to true if supporting all functionalities in the feature group.

	42
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 42.

	43
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 43.

	44
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 44.

	45
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 45.

	46
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 46.

	47
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 47.

	48
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 48.

	49
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 49.

	50
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 50.

	51
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 51.

	52
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 52.

	53
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 53.

	54
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 54.

	55
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 55.

	56
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 56.

	57
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 57.

	58
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 58.

	59
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 59.

	60
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 60.

	61
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 61.

	62
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 62.

	63
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 63.

	64
	Undefined
	
	
	Rel-9
	36.331, Annex B.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 64.


Table A.4.4-3: Void
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	

	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	


	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Table A.4.4-3a: Feature group indicators 101-132 for FDD
	Item
	Additional information
	Notes
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Release
	Ref.
	Mnemonic
	Comments

	101
	- DMRS with OCC (orthogonal cover code) and SGH (sequence group hopping) disabling
	- if the UE supports two or more layers for spatial multiplexing in UL, this bit shall be set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_101
	Corresponding to the Index of Indicator, the leftmost binary bit 101.
Set to true if supporting all functionalities in the feature group.

	
	
	- If a category 0 UE does not support this feature, this bit shall be set to 0.
	
	Rel-12
	
	
	

	102
	- Trigger type 1 SRS (aperiodic SRS) transmission (Up to X ports)

NOTE: X = number of supported layers on given band
	
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_102
	Corresponding to the Index of Indicator, the leftmost binary bit 102.
Set to true if supporting all functionalities in the feature group.

	103
	- PDSCH transmission mode 9 when up to 4 CSI reference signal ports are configured
	- for Category 8 UEs, this bit shall be set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_103
	Corresponding to the Index of Indicator, the leftmost binary bit 103.
Set to true if supporting all functionalities in the feature group.

	104
	- PDSCH transmission mode 9 for TDD when 8 CSI reference signal ports are configured
	- if the UE does not support TDD, this bit is irrelevant (capability signalling exists for FDD for this feature), and this bit shall be set to 0.

- for Category 8 UEs, this bit shall be set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_104
	Corresponding to the Index of Indicator, the leftmost binary bit 104.
Set to true if supporting all functionalities in the feature group.

	105
	- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-0 – UE selected subband CQI without PMI, when PDSCH transmission mode 9 is configured

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-1 – UE selected subband CQI with single PMI, when PDSCH transmission mode 9 and up to 4 CSI reference signal ports are configured
	- this bit can be set to 1 only if indices 2 (Table B.1-1) and 103 are set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_105
	Corresponding to the Index of Indicator, the leftmost binary bit 105.
Set to true if supporting all functionalities in the feature group.

	
	
	- For UEs capable of TDD-FDD CA, this bit can be set to 1 for both FDD and TDD if index 2 is set to 1 for both FDD and TDD, and index 103 is set to 1 either for FDD and TDD.
	
	Rel-12
	
	
	

	106
	- Periodic CQI/PMI/RI/PTI reporting on PUCCH: Mode 2-1 – UE selected subband CQI with single PMI, when PDSCH transmission mode 9 and 8 CSI reference signal ports are configured
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’) and if index 2 (Table B.1-1) is set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_106
	Corresponding to the Index of Indicator, the leftmost binary bit 106.
Set to true if supporting all functionalities in the feature group.

	
	
	- For UEs capable of TDD-FDD CA, this bit can be set to 1 for both FDD and TDD if either index 104 is set to 1 or tm9-With-8Tx-FDD-r10 is set to ‘supported’, and if index 2 is set to 1 for both FDD and TDD.
	
	Rel-12
	
	
	

	107
	- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-0 – UE selected subband CQI without PMI, when PDSCH transmission mode 9 is configured

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-2 – UE selected subband CQI with multiple PMI, when PDSCH transmission mode 9 and up to 4 CSI reference signal ports are configured
	- this bit can be set to 1 only if indices 1 (Table B.1-1) and 103 are set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_107
	Corresponding to the Index of Indicator, the leftmost binary bit 107.
Set to true if supporting all functionalities in the feature group.

	108
	- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-2 – UE selected subband CQI with multiple PMI, when PDSCH transmission mode 9 and 8 CSI reference signal ports are configured
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’) and if index 1 (Table B.1-1) is set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_108
	Corresponding to the Index of Indicator, the leftmost binary bit 108.
Set to true if supporting all functionalities in the feature group.

	109
	- Periodic CQI/PMI/RI reporting on PUCCH Mode 1-1, submode 1
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’).
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_109
	Corresponding to the Index of Indicator, the leftmost binary bit 109.
Set to true if supporting all functionalities in the feature group.

	
	
	- For UEs capable of TDD-FDD CA, this bit can be set to 1 for both FDD and TDD if either index 104 is set to 1 or tm9-With-8Tx-FDD-r10 is set to ‘supported’.
	
	Rel-12
	
	
	

	110
	- Periodic CQI/PMI/RI reporting on PUCCH Mode 1-1, submode 2
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’).
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_110
	Corresponding to the Index of Indicator, the leftmost binary bit 110.
Set to true if supporting all functionalities in the feature group.

	
	
	- For UEs capable of TDD-FDD CA, this bit can be set to 1 for both FDD and TDD if either index 104 is set to 1 or tm9-With-8Tx-FDD-r10 is set to ‘supported’.
	
	Rel-12
	
	
	

	111
	- Measurement reporting trigger Event A6
	- this bit can be set to 1 only if the UE supports carrier aggregation.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_111
	Corresponding to the Index of Indicator, the leftmost binary bit 111.
Set to true if supporting all functionalities in the feature group.

	112
	- SCell addition within the Handover to EUTRA procedure
	- this bit can be set to 1 only if the UE supports carrier aggregation and the Handover to EUTRA procedure.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_112
	Corresponding to the Index of Indicator, the leftmost binary bit 112.
Set to true if supporting all functionalities in the feature group.

	113
	- Trigger type 0 SRS (periodic SRS) transmission on X Serving Cells

NOTE: X = number of supported component carriers in a given band combination
	- this bit can be set to 1 only if the UE supports carrier aggregation in UL.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_113
	Corresponding to the Index of Indicator, the leftmost binary bit 113.
Set to true if supporting all functionalities in the feature group.

	114
	- Reporting of both UTRA CPICH RSCP and Ec/N0 in a Measurement Report
	- this bit can be set to 1 only if index 22 (Table B.1-1) is set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_114
	Corresponding to the Index of Indicator, the leftmost binary bit 114.
Set to true if supporting all functionalities in the feature group.

	115
	- time domain ICIC RLM/RRM measurement subframe restriction for the serving cell

- time domain ICIC RRM measurement subframe restriction for neighbour cells

- time domain ICIC CSI measurement subframe restriction
	
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_115
	Corresponding to the Index of Indicator, the leftmost binary bit 115.
Set to true if supporting all functionalities in the feature group.

	116
	- Relative transmit phase continuity for spatial multiplexing in UL
	- this bit can be set to 1 only if the UE supports two or more layers for spatial multiplexing in UL.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_116
	Corresponding to the Index of Indicator, the leftmost binary bit 116.
Set to true if supporting all functionalities in the feature group.

	117
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 117.

	118
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 118.

	119
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 119.

	120
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 120.

	121
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 121.

	122
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 122.

	123
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 123.

	124
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 124.

	125
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 125.

	126
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 126.

	127
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 127.

	128
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 128.

	129
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 129.

	130
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 130.

	131
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 131.

	132
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 132.


Table A.4.4-3b: Feature group indicators 101-132 for TDD
	Item
	Additional information
	Notes
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Release
	Ref.
	Mnemonic
	Comments

	101
	- DMRS with OCC (orthogonal cover code) and SGH (sequence group hopping) disabling
	- if the UE supports two or more layers for spatial multiplexing in UL, this bit shall be set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_101
	Corresponding to the Index of Indicator, the leftmost binary bit 101.
Set to true if supporting all functionalities in the feature group.

	
	
	- If a category 0 UE does not support this feature, this bit shall be set to 0.
	
	Rel-12
	
	
	

	102
	- Trigger type 1 SRS (aperiodic SRS) transmission (Up to X ports)

NOTE: X = number of supported layers on given band
	
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_102
	Corresponding to the Index of Indicator, the leftmost binary bit 102.
Set to true if supporting all functionalities in the feature group.

	103
	- PDSCH transmission mode 9 when up to 4 CSI reference signal ports are configured
	- for Category 8 UEs, this bit shall be set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_103
	Corresponding to the Index of Indicator, the leftmost binary bit 103.
Set to true if supporting all functionalities in the feature group.

	104
	- PDSCH transmission mode 9 for TDD when 8 CSI reference signal ports are configured
	- if the UE does not support TDD, this bit is irrelevant (capability signalling exists for FDD for this feature), and this bit shall be set to 0.

- for Category 8 UEs, this bit shall be set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_104
	Corresponding to the Index of Indicator, the leftmost binary bit 104.
Set to true if supporting all functionalities in the feature group.

	105
	- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-0 – UE selected subband CQI without PMI, when PDSCH transmission mode 9 is configured

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-1 – UE selected subband CQI with single PMI, when PDSCH transmission mode 9 and up to 4 CSI reference signal ports are configured
	- this bit can be set to 1 only if indices 2 (Table B.1-1) and 103 are set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_105
	Corresponding to the Index of Indicator, the leftmost binary bit 105.
Set to true if supporting all functionalities in the feature group.

	
	
	- For UEs capable of TDD-FDD CA, this bit can be set to 1 for both FDD and TDD if index 2 is set to 1 for both FDD and TDD, and index 103 is set to 1 either for FDD and TDD.
	
	Rel-12
	
	
	

	106
	- Periodic CQI/PMI/RI/PTI reporting on PUCCH: Mode 2-1 – UE selected subband CQI with single PMI, when PDSCH transmission mode 9 and 8 CSI reference signal ports are configured
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’) and if index 2 (Table B.1-1) is set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_106
	Corresponding to the Index of Indicator, the leftmost binary bit 106.
Set to true if supporting all functionalities in the feature group.

	
	
	- For UEs capable of TDD-FDD CA, this bit can be set to 1 for both FDD and TDD if either index 104 is set to 1 or tm9-With-8Tx-FDD-r10 is set to ‘supported’, and if index 2 is set to 1 for both FDD and TDD.
	
	Rel-12
	
	
	

	107
	- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-0 – UE selected subband CQI without PMI, when PDSCH transmission mode 9 is configured

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-2 – UE selected subband CQI with multiple PMI, when PDSCH transmission mode 9 and up to 4 CSI reference signal ports are configured
	- this bit can be set to 1 only if indices 1 (Table B.1-1) and 103 are set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_107
	Corresponding to the Index of Indicator, the leftmost binary bit 107.
Set to true if supporting all functionalities in the feature group.

	108
	- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-2 – UE selected subband CQI with multiple PMI, when PDSCH transmission mode 9 and 8 CSI reference signal ports are configured
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’) and if index 1 (Table B.1-1) is set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_108
	Corresponding to the Index of Indicator, the leftmost binary bit 108.
Set to true if supporting all functionalities in the feature group.

	109
	- Periodic CQI/PMI/RI reporting on PUCCH Mode 1-1, submode 1
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’).
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_109
	Corresponding to the Index of Indicator, the leftmost binary bit 109.
Set to true if supporting all functionalities in the feature group.

	
	
	- For UEs capable of TDD-FDD CA, this bit can be set to 1 for both FDD and TDD if either index 104 is set to 1 or tm9-With-8Tx-FDD-r10 is set to ‘supported’.
	
	Rel-12
	
	
	

	110
	- Periodic CQI/PMI/RI reporting on PUCCH Mode 1-1, submode 2
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’).
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_110
	Corresponding to the Index of Indicator, the leftmost binary bit 110.
Set to true if supporting all functionalities in the feature group.

	
	
	- For UEs capable of TDD-FDD CA, this bit can be set to 1 for both FDD and TDD if either index 104 is set to 1 or tm9-With-8Tx-FDD-r10 is set to ‘supported’.
	
	Rel-12
	
	
	

	111
	- Measurement reporting trigger Event A6
	- this bit can be set to 1 only if the UE supports carrier aggregation.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_111
	Corresponding to the Index of Indicator, the leftmost binary bit 111.
Set to true if supporting all functionalities in the feature group.

	112
	- SCell addition within the Handover to EUTRA procedure
	- this bit can be set to 1 only if the UE supports carrier aggregation and the Handover to EUTRA procedure.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_112
	Corresponding to the Index of Indicator, the leftmost binary bit 112.
Set to true if supporting all functionalities in the feature group.

	113
	- Trigger type 0 SRS (periodic SRS) transmission on X Serving Cells

NOTE: X = number of supported component carriers in a given band combination
	- this bit can be set to 1 only if the UE supports carrier aggregation in UL.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_113
	Corresponding to the Index of Indicator, the leftmost binary bit 113.
Set to true if supporting all functionalities in the feature group.

	114
	- Reporting of both UTRA CPICH RSCP and Ec/N0 in a Measurement Report
	- this bit can be set to 1 only if index 22 (Table B.1-1) is set to 1.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_114
	Corresponding to the Index of Indicator, the leftmost binary bit 114.
Set to true if supporting all functionalities in the feature group.

	115
	- time domain ICIC RLM/RRM measurement subframe restriction for the serving cell

- time domain ICIC RRM measurement subframe restriction for neighbour cells

- time domain ICIC CSI measurement subframe restriction
	
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_115
	Corresponding to the Index of Indicator, the leftmost binary bit 115.
Set to true if supporting all functionalities in the feature group.

	116
	- Relative transmit phase continuity for spatial multiplexing in UL
	- this bit can be set to 1 only if the UE supports two or more layers for spatial multiplexing in UL.
	
	Rel-10
	36.331, Annex C.1
	pc_FeatrGrp_116
	Corresponding to the Index of Indicator, the leftmost binary bit 116.
Set to true if supporting all functionalities in the feature group.

	117
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 117.

	118
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 118.

	119
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 119.

	120
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 120.

	121
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 121.

	122
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 122.

	123
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 123.

	124
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 124.

	125
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 125.

	126
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 126.

	127
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 127.

	128
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 128.

	129
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 129.

	130
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 130.

	131
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 131.

	132
	Undefined
	
	
	Rel-10
	36.331, Annex C.1
	
	Corresponding to the Index of Indicator, the leftmost binary bit 132.


<End of Changes>
