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7.2.1
Aperiodic CSI Reporting using PUSCH
< Unchanged Contents are Omitted >

The aperiodic CSI reporting mode is given by the parameter cqi-ReportModeAperiodic which is configured by higher-layer signalling.  

For a serving cell with 
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, PUSCH reporting modes are not supported for that serving cell.

RI is only reported for transmission modes 3 and 4, as well as transmission modes 8, 9 and 10 with PMI/RI reporting, and transmission modes 9 and 10 without PMI reporting. 

For serving cell 
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, a UE configured in transmission mode 10 with PMI/RI reporting or without PMI reporting for a CSI process can be configured with a 'RI-reference CSI process' for the CSI process. If the UE is configured with a 'RI-reference CSI process' for the CSI process, the reported RI for the CSI process shall be the same as the reported RI for the configured 'RI-reference CSI process'. The RI for the 'RI-reference CSI process' is not based on any other configured CSI process other than the 'RI-reference CSI process'. The UE is not expected to receive an aperiodic CSI report request for a given subframe triggering a CSI report including CSI associated with the CSI process and not including CSI associated with the configured 'RI-reference CSI process'. If the UE is configured with a 'RI-reference CSI process' for a CSI process and if subframe sets 
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 are configured by higher layers for only one of the CSI processes then the UE is not expected to receive configuration for the CSI process configured with the subframe subsets that have a different set of restricted RIs with precoder codebook subset restriction between the two subframe sets. The UE is not expected to receive configurations for the CSI process and the 'RI-reference CSI process' that have a different:

-
Aperiodic CSI reporting mode, and/or
-
number of CSI-RS antenna ports, and/or

-
set of restricted RIs with precoder codebook subset restriction if subframe sets 
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 are not configured by higher layers for both CSI processes, and/or
-
set of restricted RIs with precoder codebook subset restriction for each subframe set if subframe sets 
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 are configured by higher layers for both CSI processes, and/or
-
set of restricted RIs with precoder codebook subset restriction if subframe sets 
[image: image9.wmf]CSI,0

C

 and 
[image: image10.wmf]CSI,1

C

 are configured by higher layers for only one of the CSI processes, and the set of restricted RIs for the two subframe sets are the same.
A RI report for a serving cell on an aperiodic reporting mode is valid only for CQI/PMI report or CQI report without PMI reporting for that serving cell on that aperiodic reporting mode.

For a UE configured in transmission mode 9 or 10, and for a CSI process, if a UE is configured with parameter CSI-Reporting-Type configured by higher layers, and CSI-Reporting-Type is set to ‘CLASS B’ and the number of configured CSI-RS resources is more than one, and the total number of antenna ports across all configured CSI-RS resources is more than 15, the UE on reception of an aperiodic CSI report request triggering a CSI report in uplink subframe 
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 is not expected to update CRI corresponding to the CSI process if CRI for the CSI process has been reported on or after subframe 
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< Unchanged Contents are Omitted >

7.2.2
Periodic CSI Reporting using PUCCH
< Unchanged Contents are Omitted >
For serving cell 
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, a UE configured in transmission mode 10 with PMI/RI reporting or without PMI reporting for a CSI process can be configured with a 'RI-reference CSI process'. The RI for the 'RI-reference CSI process' is not based on any other configured CSI process other than the 'RI-reference CSI process'. If the UE is configured with a 'RI-reference CSI process' for a CSI process and if subframe sets 
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 are configured by higher layers for only one of the CSI processes then the UE is not expected to receive configuration for the CSI process configured with the subframe subsets that have a different set of restricted RIs with precoder codebook subset restriction between the two subframe sets.The UE is not expected to receive configurations for the CSI process and the 'RI-reference CSI process' that have a different:
-
periodic CSI reporting mode (including sub-mode if configured), and/or
-
number of CSI-RS antenna ports, and/or

-
set of restricted RIs with precoder codebook subset restriction if subframe sets 
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 are not configured by higher layers for both CSI processes, and/or
-
set of restricted RIs with precoder codebook subset restriction for each subframe set if subframe sets 
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 are configured by higher layers for both CSI processes, and/or
-
set of restricted RIs with precoder codebook subset restriction if subframe sets 
[image: image20.wmf]CSI,0

C

 and 
[image: image21.wmf]CSI,1

C

 are configured by higher layers for only one of the CSI processes, and the set of restricted RIs for the two subframe sets are the same.
If a UE is configured for CRI reporting, 

-
For the calculation of CQI/PMI/RI conditioned on the last reported CRI, in the absence of a last reported CRI the UE shall conduct the CQI/PMI/RI calculation conditioned on the lowest possible CRI. If reporting for more than one CSI subframe set is configured, CQI/PMI/RI is conditioned on the last reported CRI linked to the same subframe set as the CSI report.

-
For the calculation of CQI/PMI conditioned on the last reported RI and CRI, in the absence of a last reported RI and CRI, the UE shall conduct the CQI/PMI calculation conditioned on the lowest possible RI associated with the lowest possible CRI and as given by the bitmap parameter codebookSubsetRestriction and the parameter alternativeCodeBookEnabledFor4TX-r12 if configured. If reporting for more than one CSI subframe set is configured, CQI/PMI is conditioned on the last reported RI associated with the last reported CRI and linked to the same subframe set as the CSI report

otherwise,

-
For the calculation of CQI/PMI conditioned on the last reported RI, in the absence of a last reported RI the UE shall conduct the CQI/PMI calculation conditioned on the lowest possible RI as given by the bitmap parameter codebookSubsetRestriction and the parameter alternativeCodeBookEnabledFor4TX-r12 if configured. If reporting for more than one CSI subframe set is configured, CQI/PMI is conditioned on the last reported RI linked to the same subframe set as the CSI report.
< Unchanged Contents are Omitted >
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