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RAN4 CRs to closed Rel-12 WIs
	Spec
	CR
	Rev
	Cat
	Phase
	Subject
	Doc-2nd-Level
	Workitem
	Source-2nd-Level

	36.101
	3398
	2
	F
	Rel-12
	[Rel-12] NS_05 modification for PHS protection in Japan
	R4-161494
	TEI12
	KDDI Corporation

	36.101
	3402
	 
	A
	Rel-13
	[Rel-13] NS_05 modification for PHS protection in Japan
	R4-160215
	TEI12
	KDDI Corporation

	36.101
	3418
	1
	F
	Rel-12
	Alignment of Inter-band CA with two bands
	R4-161327
	TEI12
	CATT

	36.133
	3287
	 
	F
	Rel-12
	Change OGNG for 3DL CA Event Triggered Reporting on Deactivated SCell with PCell and SCell Interruptions, A.8.16.32+A.8.16.33
	R4-160077
	LTE_CA_B1_B3_B5-Perf
	Anritsu, Ericsson

	36.133
	3288
	 
	A
	Rel-13
	Change OGNG for 3DL CA Event Triggered Reporting on Deactivated SCell with PCell and SCell Interruptions, A.8.16.32+A.8.16.33
	R4-160078
	LTE_CA_B1_B3_B5-Perf
	Anritsu, Ericsson

	36.101
	3389
	 
	F
	Rel-12
	Correction for eIMTA CQI reporting tests
	R4-160134
	LTE_TDD_eIMTA-Perf
	Intel Corporation

	36.101
	3390
	 
	A
	Rel-13
	Correction of eIMTA CSI test
	R4-160135
	LTE_TDD_eIMTA-Perf
	Intel Corporation

	36.101
	3383
	 
	F
	Rel-12
	Correction in beam steering rate for 4 Tx antenna in Rel-12
	R4-160038
	TEI12
	Qualcomm Incorporated

	36.101
	3384
	 
	A
	Rel-13
	Correction in beam steering rate for 4 Tx antenna in Rel-13
	R4-160039
	TEI12
	Qualcomm Incorporated

	36.133
	3292
	 
	F
	Rel-12
	Correction of errors in Annex A Activation/Deactivation Test cases
	R4-160210
	LTE_CA_B1_B3_B5-Perf
	Anritsu

	36.133
	3293
	 
	F
	Rel-13
	Correction of errors in Annex A Activation/Deactivation Test cases
	R4-160211
	LTE_CA_B1_B3_B5-Perf
	Anritsu

	36.101
	3410
	1
	F
	Rel-12
	Correction of Pcmax for Dual Connectivity
	R4-161324
	LTE_SC_enh_dualC
	Ericsson

	36.101
	3411
	 
	A
	Rel-13
	Correction of Pcmax for Dual Connectivity
	R4-160236
	LTE_SC_enh_dualC
	Ericsson

	36.133
	3343
	 
	F
	Rel-12
	Correction on SCE requirements and test cases R12
	R4-160865
	LTE_SC_enh_L1-Perf
	Huawei, HiSilicon

	36.133
	3344
	 
	A
	Rel-13
	Correction on SCE requirements and test cases R13
	R4-160866
	LTE_SC_enh_L1-Perf
	Huawei, HiSilicon

	36.101
	3434
	 
	F
	Rel-11
	Correction on UE category in Annex of TS 36.101
	R4-160561
	TEI12
	Huawei

	36.101
	3435
	 
	F
	Rel-12
	Correction on UE category in Annex of TS 36.101
	R4-160562
	TEI12
	Huawei,

	36.101
	3436
	 
	A
	Rel-13
	Correction on UE category in Annex of TS 36.101
	R4-160563
	TEI12
	Huawei,

	36.133
	3348
	 
	F
	Rel-12
	Correction to antenna configuration principle
	R4-160956
	TEI12
	Ericsson, Qualcomm, Anritsu

	36.133
	3349
	 
	A
	Rel-13
	Correction to antenna configuration principle
	R4-160957
	TEI12
	Ericsson, Qualcomm, Anritsu

	36.133
	3342
	 
	F
	Rel-12
	Corrections on numbering of section in 36.133 R12
	R4-160864
	TEI12
	Huawei, HiSilicon,

	36.104
	738
	1
	F
	Rel-12
	Corrections to BS spurious emissions requirements for band 22 and 42 in TS36.104 (Rel-12)
	R4-161328
	TEI12
	ZTE, Nubia

	36.104
	739
	 
	A
	Rel-13
	Corrections to BS spurious emissions requirements for band 22 and 42 in TS36.104 (Rel-13)
	R4-160381
	TEI12
	ZTE, Nubia

	36.141
	820
	1
	F
	Rel-12
	Corrections to BS spurious emissions requirements for band 22 and 42 in TS36.141 (Rel-12)
	R4-161329
	TEI12
	ZTE, Nubia

	36.141
	821
	 
	A
	Rel-13
	Corrections to BS spurious emissions requirements for band 22 and 42 in TS36.141 (Rel-13)
	R4-160383
	TEI12
	ZTE, Nubia

	36.101
	3426
	 
	F
	Rel-12
	Corrections to Notes in 2UL spurious emission  table
	R4-160392
	TEI12
	Nokia Networks, Alcatel-Lucent

	36.133
	3282
	 
	F
	Rel-12
	CR for correction to syncOffsetIndicator parameter in D2D resource pool configuration
	R4-160050
	LTE_D2D_Prox-Perf
	Qualcomm Incorporated, Anritsu

	36.133
	3283
	 
	A
	Rel-13
	CR for correction to syncOffsetIndicator parameter in D2D resource pool configuration
	R4-160051
	LTE_D2D_Prox-Perf
	Qualcomm Incorporated, Anritsu

	36.101
	3385
	 
	F
	Rel-12
	CR for correction to syncOffsetIndicator parameter in D2D resource pool configuration
	R4-160052
	LTE_D2D_Prox-Perf
	Qualcomm Incorporated, Anritsu

	36.101
	3386
	 
	A
	Rel-13
	CR for correction to syncOffsetIndicator parameter in D2D resource pool configuration
	R4-160053
	LTE_D2D_Prox-Perf
	Qualcomm Incorporated, Anritsu

	25.133
	1423
	 
	F
	Rel-12
	CR for IncMon requirements alignment 25.133 Rel-12
	R4-161070
	TEI12
	Nokia Networks, Alcatel Lucent

	25.133
	1422
	 
	A
	Rel-13
	CR for IncMon requirements alignment 25.133 Rel-13
	R4-161259
	TEI12
	Nokia Networks, Alcatel Lucent

	36.133
	3371
	 
	F
	Rel-12
	CR for IncMon requirements alignment 36.133 Rel-12
	R4-161068
	TEI12
	Nokia Networks, Alcatel Lucent

	36.133
	3372
	 
	A
	Rel-13
	CR for IncMon requirements alignment 36.133 Rel-13
	R4-161072
	TEI12
	Nokia Networks, Alcatel Lucent

	36.133
	3322
	1
	F
	Rel-12
	CR on E-UTRAN TDD-FDD CA activation and deactivation of known SCell in non-DRX with PCell in FDD for Rel-12
	R4-161411
	LTE_CA_TDD_FDD-Perf, TEI12
	NTT DOCOMO, INC.

	36.133
	3323
	 
	A
	Rel-13
	CR on E-UTRAN TDD-FDD CA activation and deactivation of known SCell in non-DRX with PCell in FDD for Rel-13
	R4-160706
	LTE_CA_TDD_FDD-Perf, TEI12
	NTT DOCOMO, INC.

	36.133
	3324
	1
	F
	Rel-12
	CR on E-UTRAN TDD-FDD CA activation and deactivation of unknown SCell in non-DRX with PCell in FDD for Rel-12
	R4-161412
	LTE_CA_TDD_FDD-Perf, TEI12
	NTT DOCOMO, INC.

	36.133
	3326
	 
	A
	Rel-13
	CR on E-UTRAN TDD-FDD CA activation and deactivation of unknown SCell in non-DRX with PCell in FDD for Rel-13
	R4-160731
	LTE_CA_TDD_FDD-Perf, TEI12
	NTT DOCOMO, INC.

	36.133
	3338
	 
	F
	Rel-12
	CR on maximum UL transmission time difference for R12 DC
	R4-160852
	TEI12
	Huawei, HiSilicon, NTT DOCOMO, INC.

	36.133
	3306
	1
	F
	Rel-12
	CR on separation of section for  D2D Core and Performance requirement
	R4-161220
	LTE_D2D_Prox-Core, LTE_D2D_Prox-Perf
	LG Electronics

	36.101
	3457
	1
	F
	Rel-12
	CR: Correction of FRC for SDR test (Rel-12)
	R4-161213
	TEI12
	Huawei, HiSilicon

	36.101
	3458
	 
	A
	Rel-13
	CR: Correction of FRC for SDR test (Rel-13)
	R4-160740
	TEI12
	Huawei, HiSilicon

	36.133
	3368
	1
	F
	Rel-12
	Editorial corrections
	R4-161241
	TEI12
	Ericsson

	36.133
	3373
	 
	A
	Rel-13
	Editorial corrections
	R4-161226
	TEI12
	Ericsson

	36.101
	3455
	 
	F
	Rel-12
	Maintenance CR for D2D (Rel-12)
	R4-160737
	LTE_D2D_Prox-Perf
	Huawei, HiSilicon

	36.101
	3456
	 
	A
	Rel-13
	Maintenance CR for D2D (Rel-13)
	R4-160738
	LTE_SC_enh_dualC
	Huawei, HiSilicon

	36.101
	3454
	 
	F
	Rel-12
	Maintenance CR for DC (Rel-12)
	R4-160736
	LTE_SC_enh_dualC
	Huawei, HiSilicon

	36.101
	3482
	 
	A
	Rel-13
	Maintenance CR for DC (Rel-13)
	R4-161413
	LTE_SC_enh_dualC
	Huawei, HiSilicon

	36.133
	3294
	1
	F
	Rel-12
	Modification for  MBSFN measurements for R12
	R4-161410
	MBMS_LTE_OS
	CATT

	36.133
	3295
	1
	F
	Rel-13
	Modification for  MBSFN measurements for R13
	R4-161429
	MBMS_LTE_OS
	CATT

	36.101
	3437
	 
	F
	Rel-12
	Removal of brackets for Maximum input level for 256QAM in TS 36.101
	R4-160564
	LTE_SC_enh_L1-Core
	Huawei

	36.101
	3438
	 
	A
	Rel-13
	Removal of brackets for Maximum input level for 256QAM in TS 36.101
	R4-160565
	LTE_SC_enh_L1-Core
	Huawei

	36.101
	3439
	 
	F
	Rel-12
	Removal of brackets for Measurment channels for MTC in TS 36.101
	R4-160566
	LC_MTC_LTE-Core
	Huawei

	36.101
	3440
	 
	A
	Rel-13
	Removal of brackets for Measurment channels for MTC in TS 36.101
	R4-160567
	LC_MTC_LTE-Core
	Huawei

	36.101
	3448
	 
	F
	Rel-12
	Removing DC_5-17 from 36.101 Rel 12
	R4-160671
	LTE_SC_enh_dualC
	Ericsson
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