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	Reason for change:
	“Channel Bandwidth to be tested” is not specified based on bandwidth combination supported in the test requirements table. Note that the wording is not same as other 3DL test cases.
Cell mapping configurations for 3DL CA RRM test cases are missing.

	
	

	Summary of change:
	“Channel Bandwidth to be tested” is specified based on bandwidth combination supported in the test requirements table.
Cell mapping configurations is updated in Table E-2.

	
	

	Consequences if not approved:
	No able to configure test frequencies correctly.
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	Table E-2
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	Other comments:
	The comma is incerted after 4.3.1.


<< Unchanged sections omitted >>
8.16.35.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-2 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.35.5-1 as defined in TS 36.508 [7] clause 4.3.1, for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.
<< Unchanged sections omitted >>
8.16.36.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-2 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.36.5-1 as defined in TS 36.508 [7] clause 4.3.1, for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.
<< Unchanged sections omitted >>
8.16.41.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-2 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.41.5-1 as defined in TS 36.508 [7] clause 4.3.1, for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.
<< Unchanged sections omitted >>
Table E-2: Cell configuration mapping for 3DL CA RRM testing

	Test Case
	36.521-3 

Cell1
	36.521-3 Cell2
	36.521-3 Cell3
	36.521-3 

Cell4
	36.521-3 

Cell5

	
	Default Test Settings for a CA_XA-YC Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	8.16.27
8.16.31
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	
	Default Test Settings for a XA-YA-ZA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	8.16.28
8.16.32
	Z
	Cell1
	X
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	
	Default Test Settings for a CA_XA-YC Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	8.16.29
8.16.30
	Default Test Settings for a CA_XC-YA Configuration
	
	

	8.16.33
8.16.34
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	X
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	
	Default Test Settings for a CA_XA-YA-ZA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Z
	Cell3
	Z
	Cell4
	
	

	
	Default Test Settings for a CA_XA-XA-YA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	X
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	
	Default Test Settings for a CA_XA-YA-YA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	
	Default Test Settings for a CA_XD/XA-XC/XC-XA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	X
	Cell2
	X
	Cell3
	X
	Cell4
	
	

	
	Default Test Settings for a CA_XA-YC Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	9.1.37
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Default Test Settings for a XA-YA-ZA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	9.1.38
	Z
	Cell1
	X
	Cell2
	X
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Default Test Settings for a CA_XA-YC Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Y
	Cell1
	Y
	Cell2
	Y
	Cell3
	X
	Cell4
	X
	Cell6

	
	Default Test Settings for a CA_XC-YA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	9.1.39
9.1.39_1
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	9.1.40
9.1.40_1
	X
	Cell1
	X
	Cell2
	X
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Y
	Cell1
	X
	Cell2
	X
	Cell3
	X
	Cell4
	X
	Cell6

	
	Default Test Settings for a CA_XA-YA-ZA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Z
	Cell4
	Z
	Cell6

	
	Y
	Cell1
	X
	Cell2
	X
	Cell3
	Z
	Cell4
	Z
	Cell6

	
	Z
	Cell1
	X
	Cell2
	X
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Default Test Settings for a CA_XA-XA-YA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	Cell1
	X
	Cell2
	X
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Y
	Cell1
	X
	Cell2
	X
	Cell3
	X
	Cell4
	X
	Cell6

	
	Default Test Settings for a CA_XA-YA-YA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Y
	Cell1
	Y
	Cell2
	Y
	Cell3
	X
	Cell4
	X
	Cell6

	
	Default Test Settings for a CA_XD/CA_XA-XC/CA_XC-XA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	Cell1
	X
	Cell2
	X
	Cell3
	X
	Cell4
	X
	Cell6

	8.16.35
	Default Test Settings for a CA_XA-YC Configuration
	
	

	8.16.39
9.2.38
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	
	
	
	

	8.16.36
	Default Test Settings for a CA_XA-YA-ZA Configuration
	
	

	8.16.40
9.2.39
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	Z
	Cell1
	X
	Cell2
	Y
	Cell3
	
	
	
	

	
	Default Test Settings for a CA_XA-YC Configuration
	
	

	8.16.37
	PCC
	SCC1
	SCC2
	
	

	8.16.38
	Band
	
	Band
	
	Band
	
	
	
	
	

	8.16.41
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	
	
	
	

	8.16.42
	Default Test Settings for a CA_XC-YA Configuration
	
	

	9.2.40
	PCC
	SCC1
	SCC2
	
	

	9.2.41
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	X
	Cell2
	Y
	Cell3
	
	
	
	

	
	Default Test Settings for a CA_XA-YA-ZA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Z
	Cell3
	
	
	
	

	
	Default Test Settings for a CA_XA-XA-YA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	X
	Cell2
	Y
	Cell3
	
	
	
	

	
	Default Test Settings for a CA_XA-YA-YA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	
	
	
	

	
	Default Test Settings for a CA_XD / CA_XA-XC / CA_XC-XA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	X
	Cell2
	X
	Cell3
	
	
	
	

	Note1:
All cells shall use the same range (mid) independently of the range information given in Table 4.4.2-1 of TS 36.508 [7].

Note2:
X, Y, Z correspond to the different bands in the CA Configuration is specified in 5.4.2A.1 of TS 36.521-1[10]. Eg. for CA_1A-3A-19A, X=1, Y=3, Z=19.


<< End of changes >>
