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< begin of modification >
6.6.3.2A.0
Minimum conformance requirements

< many text and many tables skipped >
Table 6.6.3.2A.0-3: Requirements for intraband non-contiguous CA

	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	CA_4A-4A
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 22, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.2-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1.3-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RE within the transmission bandwidth (see Figure 5.4.2-1) for which the 2nd or 3rd harmonic, i.e. the frequency equal to two or three times the frequency of that RE, is within the measurement bandwidth (MBW).


The normative reference for this requirement is TS 36.101 [2] subclause 6.6.3.2A.

This test use minimum requirements from many releases of TS 36.101 [2] due to release independence defined in TS 36.307 [16].

6.6.3.2A.1
Spurious emission band UE co-existence for CA (intra-band contiguous DL CA and UL CA)
< end of modification >
