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	Other comments:
	


7.3
Reference sensitivity level

Editor's note:
FDD/TDD aspects missing or not yet determined:

-
The Maximum Sensitivity Degradation figures for large transmission configurations are not finalised in the core specification.

7.3.1
Test purpose

To verify the UE's ability to receive data with a given average throughput for a specified reference measurement channel, under conditions of low signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area of an e-NodeB.

7.3.2
Test applicability

This test applies to all types of E-UTRA UE release 8 and forward.

7.3.3
Minimum conformance requirements

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.3-1, Table7.3.3-2 and Table 7.3.3-3.
Table 7.3.3-1: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	1
	-
	-
	-100
	 -97
	-95.2 
	-94 
	FDD

	2
	-102.7
	-99.7
	-98 
	-95
	-93.2
	-92
	FDD

	3
	-101.7
	-98.7
	-97 
	-94
	-92.2
	-91
	FDD

	4
	-104.7
	-101.7
	-100
	-97
	-95.2
	-94
	FDD

	5
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	6
	-
	-
	-100
	-97
	
	
	FDD

	7
	-
	-
	-98
	-95
	-93.2
	-92
	FDD

	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	9
	-
	-
	-99
	-96
	-94.2
	-93
	FDD

	10
	-
	-
	-100
	-97
	-95.2
	-94
	FDD

	11
	-
	-
	-100
	-97
	
	
	FDD

	12
	-101.7
	-98.7
	-97
	-94
	
	
	FDD

	13
	
	
	-97
	-94
	
	
	FDD

	14
	
	-
	-97
	-94
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	-
	-
	-97
	-94
	
	
	FDD

	18
	-
	-
	-1007
	-977
	-95.27
	-
	FDD

	19
	-
	-
	-100
	-97
	-95.2
	-
	FDD

	20
	
	
	-97
	-94
	-91.2
	-90
	FDD

	21
	
	
	-100
	-97
	-95.2
	
	FDD

	22
	
	
	-97
	-94
	-92.2
	-91
	FDD

	23
	-104.7
	-101.7
	-100
	-97
	-95.2
	-94
	FDD

	24
	
	
	-100
	-97
	
	
	FDD

	25
	-101.2
	-98.2
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	26
	-102.7
	-99.7
	-97.56
	-94.56
	-92.76
	
	FDD

	27
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	28
	
	-100.2
	-98.5
	-95.5
	-93.7
	-91
	FDD

	30
	-
	-
	-99
	-96
	-
	-
	FDD

	31
	-99.0
	-95.7
	-93.5
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	33
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	34
	-
	-
	-100
	-97
	-95.2
	-
	TDD

	35
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	36
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	37
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	38
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	39
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	40
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	41
	-
	-
	-98
	-95
	-93.2
	-92
	TDD

	42
	-
	-
	-99
	-96
	-94.2
	-93
	TDD

	43
	-
	-
	-99
	-96
	-94.2
	-93
	TDD

	44
	
	[-100.2]
	[-98]
	[-95]
	[-93.2]
	[-92]
	TDD

	Note 1:
The transmitter shall be set to PUMAX as defined in clause 6.2.5

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level is FFS.

Note 5:
For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.

Note 6:
6 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

Note 7:
For a UE that support both Band 18 and Band 26, the reference sensitivity level for Band 26 applies for the applicable channel bandwidths.


The reference receive sensitivity (REFSENS) requirement specified in Table 7.3.3-1 shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.3-2.

NOTE:
Table 7.3.3-2 does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors.

For the UE which supports inter-band carrier aggregation configuration in Table 7.3.3-1A with uplink in one or two E-UTRA bands, the minimum requirement for reference sensitivity in Table 7.3.3-1 shall be increased by the amount given in ΔRIB,c in Table7.3.3-1A and Table 7.3.3-1B for the applicable E-UTRA bands.

Table 7.3.3-1A: ΔRIB,c (two bands)

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A
	1
	0

	
	3
	0

	CA_1A-5A
	1
	0

	
	5
	0

	CA_1A-7A
	1
	0

	
	7
	0

	CA_1A-8A
	1
	0

	
	8
	0

	CA_1A-11A
	1
	0

	
	11
	0

	CA_1A-18A
	1
	0

	
	18
	0

	CA_1A-19A
	1
	0

	
	19
	0

	CA_1A-20A
	1
	0

	
	20
	0

	CA_1A-21A
	1
	0

	
	21
	0

	CA_1A-26A
	1
	0

	
	26
	0

	CA_1A-28A
	1
	0

	
	28
	0.2

	CA_1A-41A8
	1
	0

	
	41
	0

	CA_1A-41C8
	1
	0

	
	41
	0

	CA_1A-42A
	1
	0

	
	42
	0.5

	CA_1A-42C
	1
	0

	
	42
	0.5

	CA_2A-4A
	2
	0.3

	
	4
	0.3

	CA_2A-4A-4A
	2
	0.3

	
	4
	0.3

	CA_2A-5A
	2
	0

	
	5
	0

	CA_2A-2A-5A
	2
	0

	
	5
	0

	CA_2A-12A
	2
	0

	
	12
	0

	CA_2A-12B
	2
	0

	
	12
	0

	CA_2A-13A
	2
	0

	
	13
	0

	CA_2A-2A-13A
	2
	0

	
	13
	0

	CA_2A-17A
	2
	0

	
	17
	0.5

	CA_2A-30A
	2
	0.4

	
	30
	0.5

	CA_3A-5A
	3
	0

	
	5
	0

	CA_3A-7A
	3
	0

	
	7
	0

	CA_3A-8A
	3
	0

	
	8
	0

	CA_3A-19A
	3
	0

	
	19
	0

	CA_3A-20A
	3
	0

	
	20
	0

	CA_3A-26A
	3
	0

	
	26
	0

	CA_3A-27A
	3
	0

	
	27
	0

	CA_3A-28A
	3
	0

	
	28
	0

	CA_3A-42A
	3
	0.2

	
	42
	0.5

	CA_3A-42C
	3
	0.2

	
	42
	0.5

	CA_4A-5A
	4
	0

	
	5
	0

	CA_4A-4A-5A
	4
	0

	
	5
	0

	CA_4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-12A
	4
	0

	
	12
	0.5

	CA_4A-4A-12A
	4
	0

	
	12
	0.5

	CA_4A-13A
	4
	0

	
	13
	0

	CA_4A-17A
	4
	0

	
	17
	0.5

	CA_4A-27A
	4
	0

	
	27
	0

	CA_4A-30A
	4
	0.4

	
	30
	0.5

	CA_5A-7A
	5
	0

	
	7
	0

	CA_5A-12A
	5
	0.5

	
	12
	0.3

	CA_5A-13A
	5
	0

	
	13
	0

	CA_5A-17A
	5
	0.5

	
	17
	0.3

	CA_5A-25A
	5
	0

	
	25
	0

	CA_5A-30A
	5
	0

	
	30
	0

	CA_7A-20A
	7
	0

	
	20
	0

	CA_7A-28A
	7
	0

	
	28
	0

	CA_8A-11A
	8
	0

	
	11
	0

	CA_8A-20A
	8
	0

	
	20
	0

	CA_11A-18A
	11
	0

	
	18
	0

	CA_12A-25A
	12
	0

	
	25
	0

	CA_12A-30A
	12
	0

	
	30
	0

	CA_18A-28A9
	18
	0

	
	28
	0

	CA_19A-21A
	19
	0

	
	21
	0

	CA_19A-42A
	19
	0

	
	42
	0.5

	CA_19A-42C
	19
	0

	
	42
	0.5

	CA_26A-41A
	26
	0

	
	41
	0

	CA_26A-41C
	26
	0

	
	41
	0

	CA_39A-41A
	39
	0.24

	
	41
	0.24

	CA_41A-42A
	41
	0.44

	
	42
	0.54

	NOTE 1:
The above additional tolerances are only applicable for the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 2:
The above additional tolerances also apply in intra-band CA and non-aggregated operation for the supported E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 3:
In case the UE supports more than one of the above 2DL inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 2DL inter-band carrier aggregation configurations then:
-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the 2DL tolerances in Table 7.3.3-1A, truncated to one decimal place that would apply for that operating band among the supported 2DL CA configurations. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 2DL carrier aggregation configurations involving such band shall be applied
-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum 2DL tolerance in Table 7.3.3-1A that would apply for that operating band among the supported 2DL CA configurations
NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx. 

NOTE 5:
Unless otherwise specified, in case the UE supports more than one of the above 3DL inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 3DL inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz and the tolerances are the same, the value applies to the band. If the tolerances are different, the applicable additional 3DL tolerance is FFS. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 3DL carrier aggregation configurations involving such band shall be applied.

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional 3DL tolerance shall be the maximum tolerance above that applies for that operating band among the supported 3DL CA configurations.
NOTE 6:
The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also apply to the same E-UTRA operating bands that belong to a supported lower order CA configuration. 

NOTE 7:
Applicable for UE supporting inter-band carrier aggregation with two uplinks and without simultaneous Rx/Tx.
NOTE 8:
Only applicable for UE supporting inter-band carrier aggregation with the uplink active in the FDD band.
NOTE 9:
For Band 28, the requirements only apply for the restricted frequency range specified for this CA configuration (Table 5.2A-2).


Table 7.3.3-1B: ΔRIB,c (three bands)

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A-5A
	1
	0

	
	3
	0

	
	5
	0

	CA_1A-3A-8A
	1
	0

	
	3
	0

	
	8
	0

	CA_1A-3A-19A
	1
	0

	
	3
	0

	
	19
	0

	CA_1A-3A-20A
	1
	0

	
	3
	0

	
	20
	0

	CA_1A-5A-7A
	1
	0

	
	5
	0

	
	7
	0

	CA_1A-7A-20A
	1
	0

	
	7
	0

	
	20
	0

	CA_1A-18A-28A
	1
	0

	
	18
	0

	
	28
	0

	CA_1A-19A-21A
	1
	0

	
	19
	0

	
	21
	0

	CA_2A-4A-5A
	2
	0.3

	
	4
	0.3

	
	5
	0

	CA_2A-4A-12A
	2
	0.3

	
	4
	0.3

	
	12
	0.5

	CA_2A-4A-13A
	2
	0.3

	
	4
	0.3

	
	13
	0

	CA_2A-5A-30A
	2
	0.4

	
	5
	0

	
	30
	0.5

	CA_2A-12A-30A
	2
	0.4

	
	12
	0

	
	30
	0.5

	CA_4A-5A-13A
	4
	0

	
	5
	0

	
	13
	0

	CA_4A-5A-30A
	4
	0.4

	
	5
	0

	
	30
	0.5

	CA_4A-12A-30A
	4
	0.4

	
	12
	0.5

	
	30
	0.5

	NOTE 1:
The above additional tolerances are only applicable for the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.

NOTE 2:
The above additional tolerances also apply in intra-band and non-aggregated operation for the supported E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.

NOTE 3:
Unless otherwise specified, in case the UE supports more than one of the above 3DL inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 3DL inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz and the tolerances are the same, the value applies to the band. If the tolerances are different, the applicable additional 3DL tolerance is FFS. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 3DL carrier aggregation configurations involving such band shall be applied.

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional 3DL tolerance shall be the maximum tolerance above that applies for that operating band among the supported 3DL CA configurations.
NOTE 4:
The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also apply to the same E-UTRA operating bands that belong to a supported lower order CA configuration.


NOTE:
The above additional tolerances do not apply to supported UTRA operating bands with frequency range below 1 GHz that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations when such bands are belonging only to band combination(s) where one band is <1GHz and another band is >1.7GHz and there is no harmonic relationship between the low band UL and high band DL. Otherwise the above additional tolerances also apply to supported UTRA operating bands that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.

Table 7.3.3-2: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	1
	-
	-
	25
	50
	75
	100 
	FDD

	2
	6
	15
	25
	50
	501
	501
	FDD

	3
	6
	15
	25
	50
	501
	501
	FDD

	4
	6
	15
	25
	50
	75
	100
	FDD

	5
	6
	15
	25
	251
	-
	-
	FDD

	6
	-
	-
	25
	251
	-
	-
	FDD

	7
	-
	-
	25
	50
	75
	751
	FDD

	8
	6
	15
	25
	251
	-
	-
	FDD

	9
	-
	-
	25
	50
	501
	501
	FDD

	10
	-
	-
	25
	50
	75
	100
	FDD

	11
	-
	-
	25
	251
	
	
	FDD

	12
	6
	15
	201
	201
	
	
	FDD

	13
	
	
	201
	201
	
	
	FDD

	14
	
	-
	151
	151
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	-
	-
	201
	201
	
	
	FDD

	18
	-
	-
	25
	251
	251
	-
	FDD

	19
	-
	-
	25
	251
	251
	-
	FDD

	20
	
	
	25
	201
	203
	203
	FDD

	21
	
	
	25
	251
	251
	
	FDD

	22
	
	
	25
	50
	501
	501
	FDD

	23
	6
	15
	25
	50
	75
	100
	FDD

	24
	
	
	25
	50
	
	
	FDD

	25
	6
	15
	25
	50
	501
	501
	FDD

	26
	6
	15
	25
	251
	251
	
	FDD

	27
	6
	15
	25
	251
	
	
	FDD

	28
	
	15
	25
	251
	251
	251
	FDD

	30
	-
	-
	25
	251
	-
	-
	FDD

	31
	6
	54
	54
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	33
	-
	-
	25
	50
	75
	100
	TDD

	34
	-
	-
	25
	50
	75
	-
	TDD

	35
	6
	15
	25
	50
	75
	100
	TDD

	36
	6
	15
	25
	50
	75
	100
	TDD

	37
	-
	-
	25
	50
	75
	100
	TDD

	38
	-
	-
	25
	50
	75
	100
	TDD

	39
	
	
	25
	50
	75
	100
	TDD

	40
	
	
	25
	50
	75
	100
	TDD

	41
	
	
	25
	50
	75
	100
	TDD

	42
	
	
	25
	50
	75
	100
	TDD

	43
	
	
	25
	50
	75
	100
	TDD

	44
	
	15
	25
	50
	75
	100
	TDD

	Note 1:
The UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).

Note 2:
For the UE which supports both Band 11 and Band 21 the uplink configuration for reference sensitivity is FFS.

Note 3:
For Band 20; in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart=11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart=16.

Note 4:
4 refers to Band 31; in the case of 3 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 9 and in the case of 5 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 10.


Unless given by Table 7.3.3-3, the minimum requirements specified in Tables 7.3.3-1 and 7.3.3-2 shall be verified with the network signalling value NS_01 (Table 6.2.4.3-1) configured.

Table 7.3.3-3: Network Signalling Value for reference sensitivity

	E-UTRA Band
	Network Signalling value

	2
	NS_03

	4
	NS_03

	10
	NS_03

	12
	NS_06

	13
	NS_06

	14
	NS_06

	17
	NS_06

	19
	NS_08

	21
	NS_09

	23
	NS_03

	30
	NS_21


The normative reference for this requirement is TS 36.101 [2] clause 7.3.1.

7.3.4
Test description

7.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.3.4.1-1. The details of the downlink and uplink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod'n
	RB allocation
	Mod'n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	QPSK
	6
	6
	QPSK
	6
	6

	3MHz
	QPSK
	15
	15
	QPSK
	15
	15

	5MHz
	QPSK
	25
	25
	QPSK
	25
	25

	5MHz
	QPSK
	25
	N/A
	QPSK
	20
	N/A

	5MHz
	QPSK
	25
	N/A
	QPSK
	15
	N/A

	5MHz
	QPSK
	25
	N/A
	QPSK
	54
	N/A

	10MHz
	QPSK
	50
	50
	QPSK
	50
	50

	10MHz
	QPSK
	50
	N/A
	QPSK
	25
	N/A

	10MHz
	QPSK
	50
	N/A
	QPSK
	20
	N/A

	10MHz
	QPSK
	50
	N/A
	QPSK
	15
	N/A

	15MHz
	QPSK
	75
	75
	QPSK
	75
	75

	15MHz
	QPSK
	75
	N/A
	QPSK
	50
	N/A

	15MHz
	QPSK
	75
	N/A
	QPSK
	25
	N/A

	15MHz
	QPSK
	75
	N/A
	QPSK
	20
	N/A

	20MHz
	QPSK
	100
	100
	QPSK
	100
	100

	20MHz
	QPSK
	100
	N/A
	QPSK
	75
	N/A

	20MHz
	QPSK
	100
	N/A
	QPSK
	50
	N/A

	20MHz
	QPSK
	100
	N/A
	QPSK
	25
	N/A

	20MHz
	QPSK
	100
	N/A
	QPSK
	20
	N/A

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2.
Depending on E-UTRA band, only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per Test Channel Bandwidth. The allocation shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).

Note 3:
For the DL signal one sided dynamic OCNG Pattern OP.1 FDD/TDD is used.

Note 4:
Applicable only to E-UTRA FDD Band 31. The UL resource blocks shall be located at RBstart 10 (according to Table 7.3.3-2).


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.

4.
The UL and DL Reference Measurement channels are set according to Table 7.3.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.3.4.3.

7.3.4.2
Test procedure
1.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.3.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3.
Set the Downlink signal level to the appropriate REFSENS value defined in Table 7.3.5-1. Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.
4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

7.3.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions.
7.3.4.3.1
Message contents exceptions (network signalled value "NS_01")

Message contents according to TS 36.508 [7] subclause 4.6 can be used without exceptions.
7.3.4.3.2
Message contents exceptions (network signalled value "NS_03")

1. Information element additionalSpectrumEmission is set to NS_03. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 7.3.4.3.2-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_03"

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	3 (NS_03)
	
	


7.3.4.3.3
Message contents exceptions (network signalled value "NS_06")

1. Information element additionalSpectrumEmission is set to NS_06. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 7.3.4.3.3-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_06"

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	6 (NS_06)
	
	


7.3.4.3.4
Message contents exceptions (network signalled value "NS_09")

1. Information element additionalSpectrumEmission is set to NS_09. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 7.3.4.3.4-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_09"

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	9 (NS_09)
	
	


7.3.4.3.5
Message contents exceptions (network signalled value "NS_08")

1. Information element additionalSpectrumEmission is set to NS_08. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 7.3.4.3.5-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_08"

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	8 (NS_08)
	
	


7.3.4.3.6
Message contents exceptions (network signalled value "NS_21")

1. Information element additionalSpectrumEmission is set to NS_21. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 7.3.4.3.6-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_21"

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	21 (NS_21)
	
	


7.3.5
Test requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Tables 7.3.5-1 and Table 7.3.5-2.
Table 7.3.5-1: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	2
	-102.0
	-99.0
	-97.3 
	-94.3
	-92.5
	-91.3
	FDD

	3
	-101.0
	-98.0
	-96.3 
	-93.3
	-91.5
	-90.3
	FDD

	4
	-104.0
	-101
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	5
	-102.5
	-99.5
	-97.3
	-94.3
	
	
	FDD

	6
	-
	-
	-99.3
	-96.3
	
	
	FDD

	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	8
	-101.5
	-98.5
	-96.3
	-93.3
	
	
	FDD

	9
	-
	-
	-98.3
	-95.3
	-93.5
	-92.3
	FDD

	10
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	11
	-
	-
	-99.3
	-96.3
	
	
	FDD

	12
	-101.0
	-98.0
	-96.3
	-93.3
	
	
	FDD

	13
	
	
	-96.3
	-93.3
	
	
	FDD

	14
	
	-
	-96.3
	-93.3
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	-
	-
	-96.3
	-93.3
	
	
	FDD

	18
	-
	-
	-99.37
	-96.37
	-94.57
	-
	FDD

	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	20
	
	
	-96.3
	-93.3
	-90.5
	-89.3
	FDD

	21
	
	
	-99.3
	-96.3
	-94.5
	
	FDD

	22
	
	
	-96.0
	-93.0
	-91.2
	-90.0
	FDD

	23
	-104.0
	-101
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	24
	
	
	-99.3
	-96.3
	
	
	FDD

	25
	-100.5
	-97.5
	-95.8
	-92.8
	-91.0
	-89.8
	FDD

	26
	-102
	-99
	-96.86
	-93.86
	-926
	
	FDD

	27
	-102.5
	-99.5
	-97.3
	-94.3
	
	
	FDD

	28
	
	-99.5
	-97.8
	-94.8
	-93.0
	-90.3
	FDD

	30
	-
	-
	-98.3
	-95.3
	-
	-
	FDD

	31
	-98.3
	-95.0
	-92.8
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	33
	-
	-
	-99,3
	-96.3
	-94.5
	-93.3
	TDD

	34
	-
	-
	-99.3
	-96.3
	-94.5
	-
	TDD

	35
	-105.5
	-101.5
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	36
	-105.5
	-101.5
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	37
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	38
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	39
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	40
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	43
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	44
	
	[-99.5]
	[-97.3]
	[-94.3]
	[-92.5]
	[-91.3]
	TDD

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3.5-2)

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level is FFS.

Note 5:
For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.

Note 6:
6 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

Note 7:
For a UE that support both Band 18 and Band 26, the reference sensitivity level for Band 26 applies for the applicable channel bandwidths.


For the UE which supports inter-band carrier aggregation configurations the ΔRIB,c in Table 7.3.3-1A shall be applied for applicable bands.

In case the UE supports more than one of the inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:
-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 7.3.3-1A, truncated to one decimal place that would apply for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL (i.e. bands listed in Table 7.3A.0-1), then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 7.3.3-1A that would apply for that operating band among the supported CA configurations

NOTE 1:
The relation to the received PSD is 
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 with NRB is the transmission bandwidth configuration according to Table 5.4.2-1.

The reference receive sensitivity (REFSENS) requirement specified in Table 7.3.5-1 shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.5-2.

NOTE 2:
Table 7.3.5-2 does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors.

Table 7.3.5-2: Uplink configuration for reference sensitivity, LCRB @ RBstart format

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz / 6
	3 MHz / 15
	5 MHz / 25
	10 MHz / 50
	15 MHz / 75
	20 MHz / 100
	Duplex Mode

	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	2
	6@0
	15@0
	25@0
	50@0
	50@25
	50@50
	FDD

	3
	6@0
	15@0
	25@0
	50@0
	50@25
	50@50
	FDD

	4
	6@0
	15@0
	25@0
	50@0
	75@0
	100@0
	FDD

	5
	6@0
	15@0
	25@0
	25@25
	-
	-
	FDD

	6
	-
	-
	25@0
	25@25
	-
	-
	FDD

	7
	-
	-
	25@0
	50@0
	75@0
	75@25
	FDD

	8
	6@0
	15@0
	25@0
	25@25
	-
	-
	FDD

	9
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	10
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	11
	-
	-
	25@0
	25@25
	-
	-
	FDD

	12
	6@0
	15@0
	20@5
	20@30
	-
	-
	FDD

	13
	-
	-
	20@0
	20@0
	-
	-
	FDD

	14
	-
	-
	15@0
	15@0
	-
	-
	FDD

	...
	
	
	
	
	
	
	

	17
	-
	-
	20@5
	20@30
	-
	-
	FDD

	18
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	19
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	20
	-
	-
	25@0
	20@0
	20@11
	20@16
	FDD

	21
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	22
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	23
	6@0
	15@0
	25@0
	50@0
	75@0
	100@0
	FDD

	24
	-
	-
	25@0
	50@0
	-
	-
	FDD

	25
	6@0
	15@0
	25@0
	50@0
	50@25
	50@50
	FDD

	26
	6@0
	15@0
	25@0
	25@25
	25@50
	-
	FDD

	27
	6@0 
	15@0 
	25@0 
	25@25
	-
	-
	FDD

	28
	
	15@0
	25@0
	25@25
	25@50
	25@75
	FDD

	30
	-
	-
	25@0
	25@25
	-
	-
	FDD

	31
	6@0
	5@9
	5@10
	-
	-
	-
	FDD

	…
	
	
	
	
	
	
	

	33
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	34
	-
	-
	25@0
	50@0
	75@0
	-
	TDD

	35
	6@0
	15@0
	25@0
	50@0
	75@0
	100@0
	TDD

	36
	6@0
	15@0
	25@0
	50@0
	75@0
	100@0
	TDD

	37
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	38
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	39
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	40
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	41
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	42
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	43
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	44
	-
	15@0
	25@0
	50@0
	75@0
	100@0
	TDD


7.3A
Reference sensitivity level for CA

Editor's note: The Test Requirements for CA_2A-30A are missing.

7.3A.0
Minimum conformance requirements

For inter-band carrier aggregation with uplink assigned to one E-UTRA band the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.3-1 and Table 7.3.3-2. The reference sensitivity is defined to be met with both downlink component carriers active and either of the uplink component carriers active and one of the uplink carriers active. The uplink resource blocks shall be located as close as possible to the primary downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1). The primary downlink operating band is the downlink band of the active uplink operating band. The UE shall meet the requirements specified in subclause 7.3.3 with the following exceptions.
For the UE that supports any of the E-UTRA CA configurations given in Table 7.3A.0-1, exceptions to the aforementioned requirements are allowed when the uplink active in a lower-frequency band and is within a specified frequency range such that transmitter harmonics fall within the downlink transmission bandwidth assigned in a higher band as noted in Table 7.3A.0-1. For these exceptions, the UE shall meet the requirements specified in Table 7.3A.0-1 and Table 7.3A.0-1a.

Table 7.3A.0-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_1A-28A5,6
	1
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_3A-8A4
	3
	
	
	
	N/A
	N/A
	N/A
	FDD

	
	8
	
	
	N/A
	N/A
	
	
	

	CA_3A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-42C9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-42C11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_4A-12A5,6
	4
	-89.2
	-89.2
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	
	- 96.5
	- 93.5
	
	
	

	CA_4A-17A5,6
	4
	
	
	-90
	-89.5
	
	
	FDD

	
	17
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-4A-12A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-4A-12A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_26A-41A8
	26
	
	
	N/A
	N/A
	N/A
	
	FDD

	
	41
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_26A-41C8
	26
	
	
	N/A
	N/A
	N/A
	
	FDD

	
	41
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	Note 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.

Note 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
No requirements apply when there is at least one individual RE within the transmission bandwidth of the low band for which the 2nd harmonic is within the transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.3 apply).

Note 5:
These requirements apply when there is at least one individual RE within the transmission bandwidth of the low band for which the 3rd harmonic is within transmission bandwidth of the high band.
Note 6:
The requirements should be verified for UL EARFCN of the low band (superscript LB) such that 
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NOTE 7:
Void.

NOTE 8:
No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.3 apply).
NOTE 9:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = 10 MHz for CA_3A-42A, CA_3A-42C, CA_1A-3A-42A and CA_3A-19A-42A. 

NOTE 10:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
[image: image6.wmf]ë

û

1

.

0

2

.

0

/

HB

DL

LB

UL

f

f

=

in MHz and [image: image7.wmf]2

2

_

_

LB

Channel

LB

high

UL

LB

UL

LB

Channel

LB

low

UL

BW

F

f

BW

F

-

<

<

+

 with[image: image8.wmf]HB

DL

f

 carrier frequency in the victim (higher) band in MHz and [image: image9.wmf]LB

Channel

BW

 the channel bandwidth configured in the lower band.

NOTE 11:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
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are the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.


Table 7.3A.0-1a: Uplink configuration for the low band (exceptions)

	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_1A-28A
	28
	
	
	8
	16
	25
	25
	FDD

	CA_4A-12A
	12
	2
	5
	8
	16
	
	
	FDD

	CA_4A-17A
	17
	
	
	8
	16
	
	
	FDD

	CA_2A-4A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_3A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-42C
	3
	
	
	12
	25
	36
	50
	FDD

	CA_4A-4A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_4A-5A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_4A-7A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_4A-12B
	12
	
	
	8
	16
	20
	20
	FDD

	CA_7A-8A
	8
	
	
	
	16
	25
	25
	FDD

	CA_7A-8A-20A
	8
	
	
	
	16
	25
	25
	FDD

	Note 1:
refers to the UL resource blocks, which shall be centred within the transmission bandwidth configuration for the channel bandwidth

Note 2:
the UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.3-2 for the uplink bandwidth in which case the allocation according to Table 7.3.3-2 applies


For the UE that supports any of the E-UTRA CA configurations given in Table 7.3A.0-1b, exceptions are allowed when the uplink is active within a specified frequency range as noted in Table 7.3A.0-1b. For these exceptions, the UE shall meet the requirements specified in Table 7.3A.0-1b and Table 7.3A.0-1c.

Table 7.3A.0-1b: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for two bands)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-94
	-91.5
	-90
	-89
	

	CA_1A-3A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	CA_18A-28A6
	18
	
	
	-100
	-97
	-95.2
	
	FDD

	
	28
	
	
	-94
	-92.5
	
	
	

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

NOTE 3:
The signal power is specified per port

NOTE 4:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band 1.

NOTE 5:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band 1.

NOTE 6:
These requirements apply when the uplink is active in Band 18 and the downlink channels in Band 28 are confined within the restricted frequency range specified for this CA configuration (Table 5.2A-2). For each channel bandwidth in Band 28, the requirement applies regardless of channel bandwidth in Band 18.


Table 7.3A.0-1c: Uplink configuration for the low band (exceptions for two bands)
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_18A-28A4
	18
	
	
	25
	25
	25
	
	FDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.

NOTE 2:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz

NOTE 3:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.
NOTE 4:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 18 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).


For the UE that supports any of the E-UTRA CA configurations given in Table 7.3A.0-1cA, exceptions are allowed when the uplink is active within a specified frequency range as noted in Table 7.3A.0-1cA. For these exceptions, the UE shall meet the requirements specified in Table 7.3A.0-1cA and Table 7.3A.0-1cB.

Table 7.3A.0-1cA: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for three bands)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A-5A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-94
	-91.5
	-90
	-89
	

	
	5
	
	
	-98
	-95
	
	
	

	CA_1A-3A-5A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	5
	
	
	-98
	-95
	
	
	

	CA_1A-3A-8A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-94
	-91.5
	-90
	-89
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	CA_1A-3A-8A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	CA_1A-3A-19A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-94
	-91.5
	-90
	-89
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	CA_1A-3A-19A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	CA_1A-3A-20A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-94
	-91.5
	-90
	-89
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	CA_1A-3A-20A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	CA_1A-3A-26A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-94
	-91.5
	-90
	-89
	

	
	26
	
	
	-97.57
	-94.57
	
	
	

	CA_1A-3A-26A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	26
	
	
	-97.57
	-94.57
	
	
	

	CA_1A-18A-28A6
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	18
	
	
	-100
	-97
	-95.2
	
	

	
	28
	
	
	-94
	-92.5
	
	
	

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5.3.
NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

NOTE 3:
The signal power is specified per port

NOTE 4:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3 and Band 19, the requirement applies regardless of channel bandwidth in Band 1.

NOTE 5:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in Band 3 and Band 19, the requirement applies regardless of channel bandwidth in Band 1.

NOTE 6:
These requirements apply when the uplink is active in Band 18 and the downlink channels in Band 28 are confined within the restricted frequency range specified for this CA configuration (Table 5.2A-2). For each channel bandwidth in Band 28, the requirement applies regardless of channel bandwidth in Band 18.
NOTE 7:
7 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.


Table 7.3A.0-1cB: Uplink configuration for the low band (exceptions for three bands)

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A-5A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-5A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-8A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-8A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-19A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-19A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-20A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-20A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-26A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-26A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-18A-28A4
	18
	
	
	25
	25
	25
	
	FDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1) in the uplink channel in Band 1.

NOTE 2:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. 

NOTE 3:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.

NOTE 4:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 18 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).


For band combinations including operating bands without uplink band (as noted in Table 5.2-1), the requirements are specified in Table 7.3A.0-1d and Table 7.3A.0-1e.

Table 7.3A.0-1d: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_2A-29A
	2
	
	
	-98
	-95
	-93.2
	-92
	FDD

	
	29
	
	-98.7
	-97
	-94
	
	
	

	CA_2C-29A
	2
	
	
	-98
	-95
	-93.2
	-92
	FDD

	
	29
	
	-98.7
	 -97
	-94 
	
	
	

	CA_4A-29A
	4
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	29
	
	-98.7
	 -97
	-94 
	
	
	

	CA_20A-32A
	20
	
	
	-97
	-94
	-91.2
	-90
	FDD

	
	32
	
	
	-100
	-97
	-95.2
	-94
	

	CA_23A-29A
	23
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	29
	
	-98.7
	-97
	-94
	
	
	

	CA_29A-30A
	29
	
	
	-97
	-94
	
	
	FDD

	
	30
	
	
	-99
	-96
	
	
	

	CA_2A-4A-29A
	2
	
	
	-97.7
	-94.7
	-92.9
	-91.7
	FDD

	
	4
	
	
	-99.7
	-96.7
	-94.9
	-93.7
	

	
	29
	
	
	-97
	-94
	
	
	

	CA_2A-29A-30A
	2
	
	
	-97.6
	-94.6
	-92.8
	-91.6
	FDD

	
	29
	
	
	-97
	-94
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	CA_4A-29A-30A
	4
	
	
	-99.6
	-96.6
	-94.8
	-93.6
	FDD

	
	29
	
	
	-97
	-94
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	Note 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.

Note 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port


Table 7.3A.0-1e: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_2A-29A
	2
	
	
	25
	50
	501
	501
	FDD

	
	29
	
	N/A
	N/A
	N/A
	
	
	

	CA_2C-29A
	2
	
	
	25
	50
	501
	501
	FDD

	
	29
	
	N/A
	N/A
	N/A
	
	
	

	CA_4A-29A
	4
	
	
	25
	50
	75
	100
	FDD

	
	29
	
	N/A
	N/A
	N/A
	
	
	

	CA_20A-32A
	20
	
	
	25 
	201
	202 
	202
	FDD

	
	32
	
	
	N/A
	N/A
	N/A
	N/A
	

	CA_23A-29A
	23
	
	
	25
	50
	75
	100
	FDD

	
	29
	
	N/A
	N/A
	N/A
	
	
	

	CA_29A-30A
	29
	
	
	N/A
	N/A
	
	
	FDD

	
	30
	
	
	25
	25
	
	
	

	CA_2A-4A-29A
	2
	
	
	25
	50
	501
	501
	FDD

	
	4
	
	
	25
	50
	75
	100
	

	
	29
	
	
	N/A
	N/A
	
	
	

	CA_2A-29A-30A
	2
	
	
	25
	50
	501
	501
	FDD

	
	29
	
	
	N/A
	N/A
	
	
	

	
	30
	
	
	25
	251
	
	
	

	CA_4A-29A-30A
	4
	
	
	25
	50
	75
	100
	FDD

	
	29
	
	
	N/A
	N/A
	
	
	

	
	30
	
	
	25
	251
	
	
	

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).

NOTE 2:
2 refers to Band 20; in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16


In all cases for single uplink inter-band CA, unless given by Table 7.3.3-3 for the band with the active uplink carrier, the applicable reference sensitivity requirements shall be verified with the network signalling value NS_01 (Table 6.2.4.3-1) configured.
For inter-band carrier aggregation with uplink assigned to two E-UTRA bands the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.3-1 and Table 7.3.3-2. The reference sensitivity is defined to be met with all downlink component carriers active and both of the uplink carriers active.

For E-UTRA CA configurations given in Table 7.3A.0-1f the reference sensitivity is defined only for the specific uplink and downlink test points which are specified in Table 7.3A.0-1f. For these test points the reference sensitivity requirement specified in Table 7.3.3-1 is relaxed by the amount of parameter MSD given in Table 7.3A.0-1f.

The allowed exceptions defined in Table 7.3A.0-1 and Table 7.3A.0-1a for inter-band carrier aggregation with a single active uplink are also applicable for dual uplink operation.
Table 7.3A.0-1f: dual uplink interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA

Configuration
	EUTRA band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode

	
	
	
	
	
	
	
	

	CA_1A_3A
	1
	1950
	5
	25
	2140
	TBD
	FDD

	
	3
	1760
	5
	25
	1855
	N/A
	

	CA_1A_8A
	1
	1965
	5
	25
	2155
	6
	FDD

	
	8
	887.5
	5
	25
	932.5
	N/A
	

	CA_2A-4A
	2
	1860
	20
	501
	1940
	[5]
	FDD

	
	4
	1752.5
	5
	25
	2152.5
	N/A
	

	CA_2A-4A
	2
	1868.3
	5
	25
	1948.3
	N/A
	FDD

	
	4
	1735
	5
	25
	2135
	5
	

	CA_3A-5A
	3
	1771
	10
	50
	1866
	4
	FDD

	
	5
	838
	5
	25
	883
	N/A
	

	CA_3A-5A
	3
	1721
	10
	50
	1816
	N/A
	FDD

	
	5
	838
	5
	25
	883
	24
	

	CA_3A-7A
	3
	1730
	5
	25
	1825
	N/A
	FDD

	
	7
	2535
	10
	50
	2655
	13
	

	CA_3A-8A
	3
	1755
	10
	50
	1850
	N/A
	FDD

	
	8
	900
	5
	25
	945
	8
	

	CA_3A-19A
	3
	1771
	5
	25
	1866
	4
	FDD

	
	19
	838
	5
	25
	883
	N/A
	

	CA_3A-19A
	3
	1721
	5
	25
	1816
	N/A
	FDD

	
	19
	838
	5
	25
	883
	27
	

	CA-3A-20A
	3
	1775
	5
	25
	1870
	4
	FDD

	
	20
	840
	5
	25
	799
	N/A
	

	CA-3A-20A
	3
	1735
	5
	25
	1830
	N/A
	FDD

	
	20
	847
	5
	25
	806
	9
	

	CA_3A-26A
	3
	1771
	5
	25
	1866
	4
	FDD

	
	26
	838
	5
	25
	883
	N/A
	

	CA_3A-26A
	3
	1721
	5
	25
	1816
	N/A
	FDD

	
	26
	838
	5
	25
	883
	26
	

	CA_4A-7A
	4
	1730
	5
	25
	1825
	N/A
	FDD

	
	7
	2535
	5
	25
	2655
	15
	

	CA_5A-7A
	5
	834
	5
	25
	879
	12
	FDD

	
	7
	2547
	10
	50
	2667
	N/A
	

	CA_7A-20A
	7
	2512
	10
	50
	2632
	N/A
	FDD

	
	20
	851
	5
	25
	810
	12
	

	NOTE 1: Both of the transmitters shall be set min(+20 dBm, PCMAX_L,c) as defined in subclause 6.2.5A

NOTE 2: RBSTART = 0


For intra-band contiguous carrier aggregation the throughput of each component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.3-1 and table 7.3A.0-2. Table 7.3A.0-2 specifies the maximum number of allocated uplink resource blocks for which the intra-band contiguous carrier aggregation reference sensitivity requirement shall be met. The PCC and SCC allocations follow Table 7.3.3-2 and form a contiguous allocation where TX–RX frequency separations are as defined in Table 5.3-1. In case downlink CA configuration has additional SCC(s) compared to uplink CA configuration those are configured furthers away from uplink band. For UE(s) supporting one uplink carrier, the uplink configuration of the PCC shall be in accordance with Table 7.3.3-2 and the downlink PCC carrier centre frequency shall be configured closer to uplink operating band than the downlink SCC centre frequency. Unless given by Table 7.3.3-3, the reference sensitivity requirements shall be verified with the network signalling value NS_01 (Table 6.2.4.3-1) configured.

Table 7.3A.0-2: Intra-band contiguous CA uplink configuration for reference sensitivity

	CA configuration / CC combination / NRB_agg / Duplex mode

	CA configuration
	100RB+25RB
	100RB+50RB
	75RB+75RB
	100RB+75RB
	100RB+100RB
	Duplex Mode

	
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	

	CA_1C
	N/A
	N/A
	N/A
	N/A
	75
	54
	N/A
	N/A
	100
	30
	FDD

	CA_3C
	50
	0
	50
	0
	N/A
	N/A
	50
	0
	50
	0
	FDD

	CA_7C
	N/A
	N/A
	75
	0
	75
	0
	75
	0
	75
	0
	FDD

	CA_38C
	N/A
	N/A
	N/A
	N/A
	75
	75
	N/A
	N/A
	100
	100
	TDD

	CA_39C
	100
	25
	100
	50
	N/A
	N/A
	100
	75
	N/A
	N/A
	TDD

	CA_40C
	N/A
	N/A
	100
	50
	75
	75
	100
	75
	100
	100
	TDD

	CA_41C
	N/A
	N/A
	100
	50
	75
	75
	100
	75
	100
	100
	TDD

	CA_42C
	100
	25
	100
	50
	N/A
	N/A
	100
	75
	100
	100
	TDD

	Note 1:
The carrier centre frequency of SCC in the UL operating band is configured closer to the DL operating band.
Note 2:
The transmitted power over both PCC and SCC shall be set to PUMAX as defined in subclause 6.2.5A.
Note 3:
The UL resource blocks in both PCC and SCC shall be confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).

Note 4:
The UL resource blocks in PCC shall be located as close as possible to the downlink operating band, while the UL resource blocks in SCC shall be located as far as possible from the downlink operating band. 

Note 5:
In case a CA configuration consists of CC channel bandwidths which are unequal in bandwidth the PCC channel bandwidth shall be the larger one for reference sensitivity test.
Note 6:
Void.


For intra-band non-contiguous carrier aggregation with one uplink carrier and two downlink sub-blocks, the throughput of each downlink component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) and parameters specified in Table 7.3.3-1 and Table7.3A.0-3 with the power level in Table 7.3.1-1 increased by RIBNC given in Table 7.3A.0-3 for the SCC(s). The requirements apply with all downlink carriers active. Unless given by Table 7.3.3-3, the reference sensitivity requirements shall be verified with the network signalling value NS_01 (Table 6.2.4.3-1) configured.

Table 7.3A.0-3: Intra-band non-contiguous CA with one uplink configuration for reference sensitivity

	CA configuration
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	UL PCC allocation
	ΔRIBNC (dB)
	Duplex mode

	CA_2A-2A
	25RB+25RB 
	30.0 < Wgap ≤ 50.0 
	121
	5.3
	FDD

	
	
	0.0 < Wgap ≤ 30.0 
	251
	0
	

	
	25RB+50RB 
	25.0 < Wgap ≤ 45.0 
	121
	4.4
	

	
	
	0.0 < Wgap ≤ 25.0 
	251
	0
	

	
	25RB+75RB 
	20.0 < Wgap ≤ 40.0 
	121
	4.2
	

	
	
	0.0 < Wgap ≤ 20.0 
	251
	0
	

	
	25RB+100RB 
	15.0 < Wgap ≤ 35.0 
	121
	3.8
	

	
	
	0.0 < Wgap ≤ 15.0 
	251
	0
	

	
	50RB+25RB 
	15.0 < Wgap ≤ 45.0 
	121
	5.9
	

	
	
	0.0 < Wgap ≤ 15.0 
	321
	0
	

	
	50RB+50RB 
	10.0 < Wgap ≤ 40.0 
	121
	4.6
	

	
	
	0.0 < Wgap ≤ 10.0 
	321
	0
	

	
	50RB+75RB 
	5.0 < Wgap ≤ 35.0 
	121
	4.1
	

	
	
	0.0 < Wgap ≤ 5.0 
	321
	0
	

	
	50RB+100RB 
	0.0 < Wgap ≤ 30.0 
	121
	4.0
	

	
	75RB+25RB 
	10.0 < Wgap ≤ 40.0 
	1212
	6.7
	

	
	
	0.0 < Wgap ≤ 10.0 
	361
	0
	

	
	75RB+50RB 
	5.0 < Wgap ≤ 35.0 
	1212
	5.4
	

	
	
	0.0 < Wgap ≤ 5.0 
	361
	0
	

	
	75RB+75RB 
	0.0 < Wgap  ≤ 30.0 
	1212
	4.6
	

	
	75RB+100RB 
	0.0 < Wgap ≤ 25.0 
	1212
	4.2
	

	
	100RB+25RB 
	0.0 < Wgap ≤ 35.0 
	1613
	7.2
	

	
	100RB+50RB 
	0.0 < Wgap ≤ 30.0 
	1613
	5.8
	

	
	100RB+75RB 
	0.0 < Wgap ≤ 25.0 
	1613
	5.0
	

	
	100RB+100RB 
	0.0 < Wgap ≤ 20.0 
	1613
	4.6
	

	CA_3A-3A
	25RB+25RB
	45.0 < Wgap ≤ 65.0
	121
	4.7
	FDD

	
	
	0.0 < Wgap ≤ 45.0
	251
	0
	

	
	25RB+50RB
	40.0 < Wgap ≤ 60.0
	121
	3.8
	

	
	
	0.0 < Wgap ≤ 40.0
	251
	0
	

	
	25RB+75RB
	35.0 < Wgap ≤ 55.0
	121
	3.6
	

	
	
	0.0 < Wgap ≤ 35.0
	251
	0
	

	
	25RB+100RB
	30.0 < Wgap ≤ 50.0
	121
	3.4
	

	
	
	0.0 < Wgap ≤ 30.0
	251
	0
	

	
	50RB+25RB
	30.0 < Wgap ≤ 60.0
	129
	5.1
	

	
	
	0.0 < Wgap ≤ 30.0
	321
	0
	

	
	50RB+50RB
	25.0 < Wgap ≤ 55.0
	129
	4.3
	

	
	
	0.0 < Wgap ≤ 25.0
	321
	0
	

	
	50RB+75RB
	20.0 < Wgap ≤ 50.0
	129
	3.8
	

	
	
	0.0 < Wgap ≤ 20.0
	321
	0
	

	
	50RB+100RB
	15.0 < Wgap ≤ 45.0
	129
	3.4
	

	
	
	0.0 < Wgap ≤ 15.0
	321
	0
	

	
	75RB+25RB
	25.0 < Wgap ≤ 55.0
	1210
	6.0
	

	
	
	0.0 < Wgap ≤ 25.0
	321
	0
	

	
	75RB+50RB
	20.0 < Wgap ≤ 50.0
	1210
	4.7
	

	
	
	0.0 < Wgap ≤ 20.0
	321
	0
	

	
	75RB+75RB
	15.0 < Wgap  ≤ 45.0
	1210
	4.2
	

	
	
	0.0 < Wgap ≤ 15.0
	321
	0
	

	
	75RB+100RB
	10.0 < Wgap ≤ 40.0
	1210
	3.8
	

	
	
	0.0 < Wgap ≤ 10.0
	321
	0
	

	
	100RB+25RB
	15.0 < Wgap ≤ 50.0
	1611
	6.5
	

	
	
	0.0 < Wgap ≤ 15.0
	321
	0
	

	
	100RB+50RB
	10.0 < Wgap ≤ 45.0
	1611
	5.1
	

	
	
	0.0 < Wgap  ≤ 10.0
	321
	0
	

	
	100RB+75RB
	5.0 < Wgap ≤ 40.0
	1611
	4.5
	

	
	
	0.0 < Wgap  ≤ 5.0
	321
	0
	

	
	100RB+100RB
	0.0 < Wgap ≤ 35.0
	1611
	4.1
	

	CA_4A-4A
	Note 6
	Note 7
	Note 8
	0.0
	FDD

	CA_7A_7A
	50RB+50RB
	25.0 < Wgap ≤ 50.0
	321
	0.0
	FDD

	
	
	0.0 < Wgap ≤ 25.0
	501
	0.0
	

	
	75RB+25RB
	20.0 < Wgap ≤ 50.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 20.0
	501
	0.0
	

	
	75RB+50RB
	20.0 < Wgap ≤ 45.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 20.0
	501
	0.0
	

	
	75RB+75RB
	15.0 < Wgap ≤ 40.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 15.0
	501
	0.0
	

	
	100RB+75RB
	15.0 < Wgap ≤ 35.0
	361
	0.0
	

	
	
	0.0 < Wgap ≤ 15.0
	501
	0.0
	

	
	100RB+100RB
	15.0 < Wgap ≤ 30.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 15.0
	451
	0.0
	

	CA_23A-23A
	Note 6
	Note 7
	Note 8
	0.0
	FDD

	CA_25A-25A
	25RB+25RB
	30.0 < Wgap ≤ 55.0
	101
	5.0
	FDD

	
	
	0.0 < Wgap ≤ 30.0
	251
	0.0
	

	
	25RB+50RB
	25.0 < Wgap ≤ 50.0
	101
	4.5
	

	
	
	0.0 < Wgap ≤ 25.0
	251
	0.0
	

	
	25RB+75RB
	20 < Wgap ≤ 45
	101
	4.3
	

	
	
	0 < Wgap ≤ 20
	251
	0
	

	
	25RB+100RB
	15 < Wgap ≤ 40
	101
	4.1
	

	
	
	0 < Wgap ≤ 15
	251
	0
	

	
	50RB+25RB
	15.0 < Wgap ≤ 50.0
	104
	5.5
	

	
	
	0.0 < Wgap ≤ 15.0
	321
	0.0
	

	
	50RB+50RB
	10.0 < Wgap ≤ 45.0
	104
	5.0
	

	
	
	0.0 < Wgap ≤ 10.0
	321
	0.0
	

	
	50RB+75RB
	5 < Wgap ≤ 40
	104
	4.5
	

	
	
	0 < Wgap ≤ 5
	321
	0
	

	
	50RB+100RB
	0 < Wgap ≤ 35
	104
	4.2
	

	
	75RB+25RB
	10 < Wgap ≤ 45
	1014
	7.6
	

	
	
	0 < Wgap ≤ 10
	321
	0
	

	
	75RB+50RB
	5 < Wgap ≤ 40
	1014
	6.7
	

	
	
	0 < Wgap ≤ 5
	321
	0
	

	
	75RB+75RB
	0 < Wgap ≤ 35
	1014
	5.6
	

	
	75RB+100RB
	0 < Wgap ≤ 30
	1014
	4.8
	

	
	100RB+25RB
	0 < Wgap ≤ 40
	1215
	8
	

	
	100RB+50RB
	0 < Wgap ≤ 35
	1215
	6.7
	

	
	100RB+75RB
	0 < Wgap ≤ 30
	1215
	6.1
	

	
	100RB+100RB
	0 < Wgap ≤ 25
	1215
	5.7
	

	CA_41A-41A
	Note 6
	Note 7
	Note 8
	0.0
	TDD

	CA_41A-41C
	Note 6
	Note 7
	NOTE 8
	0.0
	TDD

	CA_41C-41A
	Note 6
	Note 7
	NOTE 8
	0.0
	TDD

	CA_42A-42A
	Note 6
	Note 7
	Note 8
	0.0
	TDD

	Note 1:
refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission.
Note 2:
Wgap is the sub-block gap between the two sub-blocks.

Note 3:
The carrier centre frequency of PCC in the UL operating band is configured closer to the DL operating band.

Note 4:
refers to the UL resource blocks shall be located at RBstart=33.

Note 5:
For the TDD intra-band non-contiguous CA configurations, the minimum requirements apply only in synchronized operation between all component carriers.

Note 6:
All combinations of channel bandwidths defined in Table 5.4.2A.1-3.
Note 7:
All applicable sub-block gap sizes.

Note 8:
The PCC allocation is same as Transmission bandwidth configuration NRB as defined in Table 5.4.2-1.
Note 9:
refers to the UL resource blocks shall be located at RBstart=25.

Note 10:
refers to the UL resource blocks shall be located at RBstart=35.

Note 11:
refers to the UL resource blocks shall be located at RBstart=50.
Note 12:
refers to the UL resource blocks shall be located at RBstart=39.

Note 13:
refers to the UL resource blocks shall be located at RBstart=57.

Note 14:
refers to the UL resource blocks shall be located at RBstart=44.
Note 15:
refers to the UL resource blocks shall be located at RBstart=62.


For intra-band non-contiguous carrier aggregation with two uplink and downlink carriers the reference sensitivity is defined to be met with both downlink and uplink carriers activated. The downlink PCC and SCC minimum requirements for reference sensitivity as specified in Table 7.3.3-1 are increased by amount of ΔR2UL_PCC and ΔR2UL_SCC  which are defined in Table 7.3A.0-4 when uplink PCC and SCC allocations are according to the Table 7.3A.0-4.
Table 7.3A.0-4: Intra-band non-contiguous CA with two uplinks configuration for reference sensitivity

	CA configuration
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	UL PCC allocation
	UL SCC allocation
	ΔR2UL_PCC 

(dB)
	ΔR2UL_SCC 

(dB)
	Duplex mode

	CA_4A-4A
	NOTE 2
	NOTE 3
	NOTE 4
	NOTE 5
	0.0
	0.0
	FDD

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:
All combinations of channel bandwidths defined in Table 5.4.2A.1-3.

NOTE 3:
All applicable sub-block gap sizes.

NOTE 4:
The PCC allocation is same as Transmission bandwidth configuration NRB as defined in Table 5.4.2-1.

NOTE 5:
The SCC allocation is same as Transmission bandwidth configuration NRB as defined in Table 5.4.2-1.


For combinations of intra-band contiguous and inter-band carrier aggregation with three downlink carriers and one uplink carrier assigned to one E-UTRA band, the requirement is defined with an uplink configuration in accordance with Table 7.3.3-2 for each band capable of uplink operation. The downlink PCC carrier centre frequency shall be configured closer to the uplink operating band than the downlink SCC centre frequency when the uplink is active in the band supporting two component carriers. For these uplink configurations, the UE shall meet the reference sensitivity requirements for intra-band contiguous carrier aggregation of two downlink carriers and for the remaining component carrier the requirements specified in subclause 7.3.3. The three downlink carriers shall be active throughout the tests. Unless given by Table 7.3.3-3, the reference sensitivity requirements shall be verified with the network signalling value NS_01 (Table 6.2.4.3-1) configured.

For combinations of intra-band non-contiguous and inter-band carrier aggregation with three downlink carriers and one uplink carrier assigned to one E-UTRA band, the requirement is defined with an uplink configuration in accordance with Table 7.3A.0-3 when the uplink is active in the band supporting two component carriers and in accordance with Table 7.3.3-2 when the uplink is active in the other band. For these uplink configurations, the UE shall meet the reference sensitivity requirements for intra-band non-contiguous carrier aggregation of two downlink carriers and for the remaining component carrier the requirements specified in subclause 7.3.3. For the two component carriers within the same band, RIBNC = 0 dB for all sub-block gaps (Table 7.3A.0-3) when the uplink is active in the band supporting the single component carrier. The three downlink carriers shall be active throughout the tests. Unless given by Table 7.3.3-3, the reference sensitivity requirements shall be verified with the network signalling value NS_01 (Table 6.2.4.3-1) configured.

For the UE that supports any of the E-UTRA CA configurations of three downlink carriers given in Table 7.3A.0-1, exceptions to the aforementioned requirements are allowed when the uplink is active in a lower-frequency band and within a specified frequency range such that transmitter harmonics fall within the downlink transmission bandwidth assigned in a higher band as noted in Table 7.3A.0-1. For these exceptions, the UE shall meet the requirements specified in Table 7.3A.0-1 and Table 7.3A.0-1a.

The normative reference for this requirement is TS 36.101[2] clause 7.3.1 and 7.3.1A.
7.3A.1
Reference sensitivity level for CA (intra-band contiguous DL CA and UL CA)

7.3A.1.1
Test purpose

To verify the ability of UE that support CA to receive data with a given average throughput for a specified reference measurement channel, under conditions of low signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area of an e-NodeB.

7.3A.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.
7.3A.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 7.3A.0.
7.3A.1.4
Test description

7.3A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.3A.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.3A.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	C: Low range, High range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg, Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	129
	P_75@0
	S_54@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@50
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3A.0-2 for UE supporting two uplink carriers is tested per Test CA configuration.

Note 3:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure group A.32 as appropriate.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1, and C.3.1, and uplink signals according to Annex H.1 and H.3.0.

4.
The UL and DL Reference Measurement channels are set according to Table 7.3A.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.3A.1.4.3.

7.3A.1.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2. The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A.1.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 7.3A.1.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.1.4.1-1 on both PCC and SCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.1.5-1. Send continuously uplink power control "up" commands in every uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7.
Measure the average throughput for each component carrier for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6. In test procedure step 2, for SCC configuration there are no additional message contents.
7.3A.1.5
Test requirement

For intra-band contiguous carrier aggregation the throughput of each component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3A.1.5-1 and table 7.3A.1.5-2.
Table 7.3A.1.5-1: Reference sensitivity QPSK PREFSENS for intra-band

	CA Configuration
	100RB+25RB
	100RB+50RB
	75RB+75RB
	100RB+75RB
	100RB+100RB
	Duplex Mode

	
	100RB
	25RB
	100RB
	50RB
	75RB
	75RB
	100RB
	75RB
	100RB
	100RB
	

	CA_1C
	-
	-
	-
	-
	-94.5
	-94.5
	-
	-
	-93.3
	-93.3
	FDD

	CA_3C
	-90.3
	-96.3
	-90.3
	-93.3
	-
	-
	-90.3
	-91.5
	-90.3
	-90.3
	FDD

	CA_7C
	-
	-
	-
	-
	-92.5
	-92.5
	-
	-
	-91.3
	-91.3
	FDD

	CA_38C
	-
	-
	-
	-
	-94.5
	-94.5
	-
	-
	-93.3
	-93.3
	TDD

	CA_39C
	-93.3
	-99.3
	-93.3
	-96.3
	-
	-
	-93.3
	-94.5
	-
	-
	TDD

	CA_40C
	-
	-
	-93.3
	-96.3
	-94.5
	-94.5
	-
	-
	-93.3
	-93.3
	TDD

	CA_41C
	-
	-
	-91.3
	-94.3
	-92.5
	-92.5
	-91.3
	-92.5
	-91.3
	-91.3
	TDD

	CA_42C
	-92
	-98
	-92
	-95
	-
	-
	-92
	-93.2
	-92
	-92
	TDD

	Note 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5 for one uplink carrier and in subclause 6.2.5A for two uplink carriers.

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port


For the UE which supports inter-band carrier aggregation configurations the ΔRIB,c in Table 7.3.3-1A shall be applied for applicable bands.

In case the UE supports more than one of the inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:
-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 7.3.3-1A, truncated to one decimal place that would apply for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL (i.e. bands listed in Table 7.3A.0-1), then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 7.3.3-1A that would apply for that operating band among the supported CA configurations

The reference receive sensitivity (REFSENS) requirement for intra-band specified in Table 7.3A.1.5-1 shall be met for each uplink CA configurations less than or equal to that specified in Table 7.3A.1.5-2.

NOTE:
Table 7.3A.1.5-2 does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors.

Table 7.3A.1.5-2: Intra-band CA uplink configuration for reference sensitivity

	CA configuration / CC combination / NRB_agg / Duplex mode

	CA configuration
	100RB+25RB
	100RB+50RB
	75RB+75RB
	100RB+75RB
	100RB+100RB
	Duplex Mode

	
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	

	CA_1C
	
	
	N/A
	N/A
	75
	54
	N/A
	N/A
	100
	30
	FDD

	CA_3C
	50
	0
	50
	0
	N/A
	N/A
	50
	0
	50
	0
	FDD

	CA_7C
	
	
	N/A
	N/A
	75
	0
	N/A
	N/A
	75
	0
	FDD

	CA_38C
	
	
	
	
	75
	75
	
	
	100
	100
	TDD

	CA_39C
	100
	25
	100
	50
	N/A
	N/A
	100
	75
	N/A
	N/A
	TDD

	CA_40C
	
	
	100
	50
	75
	75
	N/A
	N/A
	100
	100
	TDD

	CA_41C
	
	
	100
	50
	75
	75
	100
	75
	100
	100
	TDD

	CA_42C
	100
	25
	100
	50
	N/A
	N/A
	100
	75
	100
	100
	TDD

	Note 1:
The carrier centre frequency of SCC in the UL operating band is configured closer to the DL operating band.

Note 2:
The transmitted power over both PCC and SCC shall be set to PUMAX as defined in subclause 6.2.5 for one uplink carrier and in subclause 6.2.5A for two uplink carriers.

Note 3:
The UL resource blocks in both PCC and SCC shall be confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2A-1).

Note 4:
The UL resource blocks in PCC shall be located as close as possible to the downlink operating band, while the UL resource blocks in SCC shall be located as far as possible from the downlink operating band.


7.3A.2
Reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)

7.3A.2.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.3A.2.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 7.3A.0.
7.3A.2.4
Test description

7.3A.2.4.1
Initial conditions

Same as in clause 7.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.3A.1.4.1-1( use Table 7.3A.2.4.1-1.
Table 7.3A.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	B: Low range, High range

C: Low range, High range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg, Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCCs

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	6
	25
	QPSK
	6+25
	QPSK
	6
	P_6@0
	-
	-
	-

	15
	50
	QPSK
	15+50
	QPSK
	15
	P_15@0
	-
	-
	-

	25
	25
	QPSK
	25+25
	QPSK
	20
	P_20@0
	-
	-
	-

	25
	50
	QPSK
	25+50
	QPSK
	20
	P_20@0
	-
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	50
	P_50@0
	-
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	-
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3.3-2 for UE supporting one uplink carrier is tested per Test CA configuration.

Note 3:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


7.3A.2.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A.1.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 7.3A.2.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.2.4.1-1 on PCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.1.5-1. Send continuously uplink power control "up" commands in every uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7.
Measure the average throughput for each component carrier for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.2.4.3
Message contents

Same as in clause 7.3A.1.4.3.

7.3A.2.5
Test requirement

Same as in clause 7.3A.1.5 with the following test requirement defined in Table 7.3A.2.5-1 additions.

Table 7.3A.2.5-1: Reference sensitivity QPSK PREFSENS for intra-band contiguous DL CA without UL CA

	CA Configuration
	25RB+6RB
	25RB+15RB
	25RB+25RB
	50RB+6RB
	50RB+15RB
	Duplex Mode

	
	25RB
	6RB
	25RB
	15RB
	25RB
	25RB
	50RB
	6RB
	50RB
	15RB
	

	CA_27B
	-97.3
	-102.5
	-97.3
	-99.5
	-97.3
	-97.3
	-94.3
	-102.5
	-94.3
	-99.5
	FDD

	Note 1:
The transmitter shall be set to PUMAX as defined in clause 6.2.5
Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port


Table 7.3A.2.5-2: Reference sensitivity QPSK PREFSENS for intra-band contiguous DL CA without UL CA (table 2)

	CA Configuration
	50RB+50RB
	25RB+75RB
	
	
	
	Duplex Mode

	
	50RB
	50RB
	25RB
	75RB
	
	
	
	
	
	
	

	CA_23B
	-96.3
	-96.3
	-99.3
	-94.5
	
	
	
	
	
	
	FDD

	Note 1:
The transmitter shall be set to PUMAX as defined in clause 6.2.5
Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port


7.3A.3
Reference sensitivity level for CA (inter-band DL CA without UL CA)

7.3A.3.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support inter-band DL CA.
This test case also applies to all types of E-UTRA UE release 12 and forward that support 2DL CA with FDD-TDD inter-band CA.

7.3A.3.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 7.3A.0.
7.3A.3.4
Test description

7.3A.3.4.1
Initial conditions

Same as in clause 7.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.3A.1.4.1-1( use Table 7.3A.3.4.1-1.
-
Instead of clause 7.3A.1.4.3 use clause 7.3A.3.4.3.
Table 7.3A.3.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	
	

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2.
	A:

Mid range for PCC and SCC, unless otherwise specified in the Tables 7.3A.3.4.1-2 to 7.3A.3.4.1-21

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg, unless otherwise specified in the Tables 7.3A.3.4.1-2 to 7.3A.3.4.1-21

	Network signalling value
	NS_01

Unless given by Table 7.3.3.-3 for the band with active uplink carrier

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC NRB
	SCCs NRB
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC NRB_alloc

	
	
	
	
	
	

	25
	25
	QPSK
	25
	25
	QPSK
	25

	25
	25
	QPSK
	25
	25
	QPSK
	8

	50
	50
	QPSK
	50
	50
	QPSK
	50

	50
	50
	QPSK
	50
	50
	QPSK
	25

	50
	50
	QPSK
	50
	50
	QPSK
	20

	50
	50
	QPSK
	50
	50
	QPSK
	16

	50
	75
	QPSK
	50
	75
	QPSK
	50

	50
	75
	QPSK
	50
	75
	QPSK
	25

	50
	75
	QPSK
	50
	75
	QPSK
	20

	50
	100
	QPSK
	50
	100
	QPSK
	50

	50
	100
	QPSK
	50
	100
	QPSK
	25

	50
	100
	QPSK
	50
	100
	QPSK
	20

	75
	50
	QPSK
	75
	50
	QPSK
	75

	75
	50
	QPSK
	75
	50
	QPSK
	50

	75
	50
	QPSK
	75
	50
	QPSK
	25

	75
	50
	QPSK
	75
	50
	QPSK
	20

	75
	75
	QPSK
	75
	75
	QPSK
	75

	75
	75
	QPSK
	75
	75
	QPSK
	50

	75
	75
	QPSK
	75
	75
	QPSK
	25

	75
	75
	QPSK
	75
	75
	QPSK
	20

	75
	100
	QPSK
	75
	100
	QPSK
	75

	75
	100
	QPSK
	75
	100
	QPSK
	50

	75
	100
	QPSK
	75
	100
	QPSK
	25

	75
	100
	QPSK
	75
	100
	QPSK
	20

	100
	25
	QPSK
	100
	25
	QPSK
	25

	100
	50
	QPSK
	100
	50
	QPSK
	100

	100
	50
	QPSK
	100
	50
	QPSK
	75

	100
	50
	QPSK
	100
	50
	QPSK
	50

	100
	50
	QPSK
	100
	50
	QPSK
	25

	100
	50
	QPSK
	100
	50
	QPSK
	20

	100
	75
	QPSK
	100
	75
	QPSK
	100

	100
	75
	QPSK
	100
	75
	QPSK
	75

	100
	75
	QPSK
	100
	75
	QPSK
	50

	100
	75
	QPSK
	100
	75
	QPSK
	25

	100
	75
	QPSK
	100
	75
	QPSK
	25

	100
	75
	QPSK
	100
	75
	QPSK
	20

	100
	100
	QPSK
	100
	100
	QPSK
	20

	100
	100
	QPSK
	100
	100
	QPSK
	25

	100
	100
	QPSK
	100
	100
	QPSK
	45

	100
	100
	QPSK
	100
	100
	QPSK
	50

	100
	100
	QPSK
	100
	100
	QPSK
	75

	100
	100
	QPSK
	100
	100
	QPSK
	100

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-2.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3A.3.5-2 for UE supporting one uplink carrier is tested per Test CA configuration.

Note 3:
The UL resource blocks shall be located as close as possible to the downlink PCC but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).

Note 4:
The frequencies of PCC and SCC shall be switched and tested in each configuration, according to the UE declared capability for UL support (within CA operation) in the individual bands.


Table 7.3A.3.4.1-1a: Void

Table 7.3A.3.4.1-2: Test frequencies and Test CC combinations for CA_1A-3A

	CBW
	Band 3

	
	5MHz
	15MHz
	20MHz

	
	High range

	Band 1 as PCC

(Note 1)
	20MHz
	Low range
	X2
	X2
	X2

	
	
	Mid range
	-
	-
	X3

	Band 1 as SCC
	20MHz
	Low range
	-
	-
	X

	Note 1:
For Band 1 as PCC, the exceptions described in Table 7.3A.0-1b are tested.

Note 2:
This is the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. The appropriate Uplink RB allocation value according to Table 7.3A.0-1c should be applied.

Note 3:
This is the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. The appropriate Uplink RB allocation value according to Table 7.3A.0-1c should be applied.


Table 7.3A.3.4.1-2a: Test frequencies and Test CC combinations for CA_1A-11A

	CBW
	Band 11

	
	10MHz
	10MHz

	
	Low range
	High range

	Band 1
	20MHz
	Low range
	
	X

	
	20MHz
	High range
	X
	


Table 7.3A.3.4.1-3: Test frequencies and Test CC combinations for CA_1A-18A

	CBW
	Band 18

	
	10MHz
	15MHz

	
	Low range
	Mid range

	Band 1
	10MHz
	Low range
	X
	

	
	15MHz
	
	X
	

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-4: Test frequencies and Test CC combinations for CA_1A-19A

	CBW
	Band 19

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 1
	10MHz
	Mid range
	
	X

	
	15MHz
	
	X
	

	
	20MHz
	
	
	X


Table 7.3A.3.4.1-5: Test frequencies and Test CC combinations for CA_1A-21A

	CBW
	Band 21

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 1
	15MHz
	Mid range
	X
	X

	
	20MHz
	
	-
	X


Table 7.3A.3.4.1-6: Test frequencies and Test CC combinations for CA_1A-26A

	CBW
	Band 26

	
	10MHz
	15MHz

	
	Low range
	Low range

	Band 1
	10MHz
	Low range
	X
	

	
	15MHz
	
	X
	

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-6a: Test frequencies and Test CC combinations for CA_1A-28A

	CBW
	Band 28

	
	5MHz
	20MHz

	
	Mid range
	Low range
	High range

	Band 1 as PCC
	20MHz
	Low range
	-
	X
	-

	
	
	High range
	-
	-
	X

	Band 1 as SCC
	5MHz
	High range
	X1,2
	-
	-

	
	20MHz
	Low range
	-
	X
	-

	
	
	High range
	-
	-
	X

	Note 1:
For Band 1 as SCC the exceptions described in Table 7.3A.0-1 are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-1 Note 5.

Note 2:
Band 28:fUL = 722.5 MHz (NUL = 27405), fDL = 777.5 MHz (NDL = 9405)
Band 1:fDL = 2167.5 MHz (NDL = 575)


Table 7.3A.3.4.1-7: Test frequencies and Test CC combinations for CA_1A-41A

	CBW
	Band 41

as SCC

	
	20MHz

	
	Mid range

	Band 1

as PCC
	20MHz
	Low range
	X

	
	20MHz
	High range
	X


Table 7.3A.3.4.1-8: Test frequencies and Test CC combinations for CA_2A-13A

	CBW
	Band 13

	
	10MHz

	
	Mid range

	Band 2
	10MHz
	Low range
	X

	
	15 MHz
	Mid range
	X

	
	20 MHz
	High range
	X


Table 7.3A.3.4.1-9: Test frequencies and Test CC combinations for CA_3A-8A

	CBW
	Band 8

	
	5 MHz
	10 MHz

	
	High range

	Band 3
	10MHz
	Mid range
	-
	X

	
	15MHz
	
	X
	-

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-10: Test frequencies and Test CC combinations for CA_3A-19A

	CBW
	Band 19

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 3
	15MHz
	High range
	X
	X

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-11: Test frequencies and Test CC combinations for CA_3A-26A

	CBW
	Band 26

	
	10MHz
	15MHz

	
	Low range

	Band 3
	10MHz
	Mid range
	X
	-

	
	15MHz
	
	X
	-

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-12: Test frequencies and Test CC combinations for CA_3A-27A

	CBW
	Band 27

	
	10MHz

	
	High range

	Band 3
	10MHz
	Mid range
	X

	
	15MHz
	
	X

	
	20MHz
	
	X


Table 7.3A.3.4.1-12a: Test frequencies and Test CC combinations for CA_3A-28A

	CBW
	Band 28

	
	20MHz

	
	Low range
	High range

	Band 3
	20MHz
	Low range
	X
	-

	
	
	High range
	-
	X


Table 7.3A.3.4.1-12b: Test frequencies and Test CC combinations for CA_3A-42A

	CBW
	Band 42

	
	20MHz

	
	Low range
	Mid range
	High range

	Band 3 as PCC

(Note 1)
	20MHz
	Low range
	X2
	-
	-

	
	
	High range
	-
	X3
	-

	Band 3 as SCC
	20MHz
	Mid range
	X
	-
	X

	 Note 1:
For Band 3 as PCC, the exceptions described in Table 7.3A.0-1 are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-1 Note 10 or Note 11.

Note 2:
Band 3:
fUL = 1720MHz (NUL = 19300), fDL = 1815MHz (NDL = 1300)
Band 42:
fUL/DL = 3440MHz (NUL/DL = 41990)

Note 3:
Band 3:
fUL = 1775MHz (NUL = 19850), fDL = 1870MHz (NDL = 1850)
Band 42:
fUL/DL = 3520MHz (NDL = 42790)

	

	

	

	


Table 7.3A.3.4.1-13: Test frequencies and Test CC combinations for CA_4A-5A

	CBW
	Band 5

	
	10 MHz

	
	Low range
	Mid range
	High range

	Band 4
	10MHz
	Mid range
	X
	X
	X


Table 7.3A.3.4.1-14: Test frequencies and Test CC combinations for CA_4A-13A

	CBW
	Band 13

	
	10MHz

	
	Mid range

	Band 4
	10MHz
	Low range
	X

	
	15 MHz
	Mid range
	X

	
	20 MHz
	High range
	X


Table 7.3A.3.4.1-15: Test frequencies and Test CC combinations for CA_4A-17A

	CBW
	Band 17

	
	10MHz

	
	Low range
	Mid range
	High range

	Band 4 as PCC
	10 MHz
	Mid range
	X
	-
	X

	Band 4 as SCC
(Note 1)
	10MHz
	Low range
	X2
	-
	-

	
	
	Mid range
	-
	X3
	-

	
	
	High range
	-
	-
	X4

	 Note 1:
For Band 4 as SCC the exceptions described in Table 7.3A.0-1 are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.0-1 Note 5.
Note 2:
Band 17:
fUL = 709.1 MHz (NUL = 23781), fDL = 739.1 MHz (NDL = 5781)
Band 4:
fDL = 2127.3 MHz (NDL = 2123)

Note 3:
Band 17:
fUL = 710 MHz (NUL = 23790), fDL = 740 MHz (NDL = 5790)
Band 4:
fDL = 2130 MHz (NDL = 2150)

Note 4:
Band 17:
fUL = 710.9 MHz (NUL = 23799), fDL = 740.9 MHz (NDL = 5799)
Band 4:
fDL = 2132.7 MHz (NDL = 2177)

	

	

	

	


Table 7.3A.3.4.1-15a: Test frequencies and Test CC combinations for CA_8A-11A

	CBW
	Band 11

	
	10MHz

	
	Low range

	Band 8
	10MHz
	High range
	X


Table 7.3A.3.4.1-16: Test frequencies and Test CC combinations for CA_11A-18A

	CBW
	Band 18

	
	10MHz
	15MHz

	
	Low range
	Mid range

	Band 11
	10MHz
	High range
	X
	X


Table 7.3A.3.4.1-17: Test frequencies and Test CC combinations for CA_18A-28A

	CBW
	Band 28

	
	5MHz
	10MHz

	
	High range
	Mid range
	High range

	Band 18
	10MHz
	Low range
	
	X
	

	
	15MHz
	Middle range
	X
	
	X


Table 7.3A.3.4.1-18: Test frequencies and Test CC combinations for CA_19A-21A

	CBW
	Band 21

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 19
	10MHz
	High range
	
	X

	
	15MHz
	Mid range
	X
	X


Table 7.3A.3.4.1-19: Test frequencies and Test CC combinations for CA_26A-41A

	CBW
	Band 41

	
	20MHz

	
	Mid range

	Band 26
	10MHz
	Low range
	X

	
	15MHz
	
	X


Table 7.3A.3.4.1-20: Test frequencies and Test CC combinations for CA_39A-41A

	CBW
	Band 41

	
	20MHz

	
	Mid range

	Band 39
	20 MHz
	Low range
	X

	
	
	Mid range
	X

	
	
	High range
	X


Table 7.3A.3.4.1-21: Test frequencies and Test CC combinations for CA_7A-28A

	CBW
	Band 28

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 7
	15MHz
	High range
	
	X

	
	20MHz
	Mid range
	X
	X


7.3A.3.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2. The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A3.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 7.3A.3.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.3.4.1-1 on PCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.3.5-1. Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7.
Measure the average throughput for each component carrier for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.3.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions. 
7.3A.3.4.3.1
Message contents exceptions (network signalled value "NS_01")

Message contents according to TS 36.508 [7] subclause 4.6 can be used without exceptions.
7.3A.3.4.3.2
Message contents exceptions (network signalled value "NS_06")

1. Information element additionalSpectrumEmission is set to NS_06. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 7.3A.3.4.3.2-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_06"

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	6 (NS_06)
	
	


7.3A.3.5
Test requirement

For inter-band carrier aggregation with uplink assigned to one E-UTRA band the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Tables 7.3A.3.5-1 and Table 7.3A.3.5-2 (originated from single carrier Tables 7.3.5-1 and 7.3.5-2). The reference sensitivity is defined to be met with both downlink component carriers active and either of the uplink component carriers active.
Table 7.3A.3.5-1: Reference sensitivity QPSK PREFSENS for inter-band

	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	CA_1A-3A
	1
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	3
	
	
	-96.3
	-93.3
	-91.5
	-90.3
	

	
	3
(Note 6)
	
	
	-93.3
	-90.8
	-89.3
	-88.3
	FDD

	CA_1A-5A
	1
	-
	-
	-
	-96.3
	-
	-
	FDD

	
	5
	-
	-
	-
	-94.3
	-
	-
	

	CA_1A-7A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	CA_1A-8A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	8
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_1A-11A
	1
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	11
	
	
	-99.3
	-96.3
	
	
	

	CA_1A-18A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_1A-19A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_1A-20A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	20
	-
	-
	-96.3
	-93.3
	-90.5
	-89.3
	

	CA_1A-21A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_1A-26A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	26
	-
	-
	-96.85
	-93.85
	-925
	-
	

	CA_1A-28A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	1

(Note 4)
	-
	-
	-89.1
	-88.7
	-88.3
	-88.0
	

	
	28
	-
	-
	-97.6
	-94.6
	-92.8
	-90.1
	

	CA_1A-41A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	CA_2A-4A
	2
	-101.7
	-98.7
	-97
	-94
	-92.2
	-91
	FDD

	
	4
	-
	-
	-99
	-96
	-94.2
	-93
	

	CA_2A-5A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_2A-12A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	12
	-
	-98
	-96.3
	-93.3
	-
	-
	

	CA_2A-13A
	2
	-
	-
	-
	-94.3
	-92.5
	-91.3
	FDD

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_2A-17A
	2
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	17
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_3A-5A
	3
	-
	-
	-
	-93.3
	-91.5
	-90.3
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_3A-7A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	CA_3A-8A
	3
	-
	-
	-
	-93.3
	-91.5
	-90.3
	FDD

	
	8
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_3A-19A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_3A-20A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	20
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_3A-26A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	26
	-
	-
	-96.85
	-93.85
	-925
	-
	

	CA_3A-27A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	27
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_3A-28A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	28
	-
	-
	-97.8
	-94.8
	-93
	-90.3
	

	CA_3A-42A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	42
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	
	42

(Note 7)
	-
	-
	-71.2
	-71.2
	-71.2
	-71.2
	TDD

	
	42

(Note 8)
	-
	-
	-96.6
	-94.2
	-92.7
	-92.0
	TDD

	CA_4A-5A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_4A-7A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	CA_4A-12A
	4
	-104
	-101
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	4

(Note 4)
	-88.5
	-88.5
	-89.3
	-88.8
	-88.3
	-87.8
	

	
	12
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_4A-13A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_4A-17A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	4

(Note 4)
	-
	-
	[-89.3]
	[-88.8]
	-
	-
	

	
	17
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_4A-27A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	27
	-
	-99.5
	-97.3
	-94.3
	-
	-
	

	CA_4A-29A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	29
	-
	-98
	-96.3
	-93.3
	-
	-
	

	CA_5A-7A
	5
	-102.5
	-99.5
	-97.3
	-94.3
	-
	-
	FDD

	
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	CA_5A-12A
	5
	
	
	-97.3
	-94.3
	
	
	FDD

	
	12
	
	
	-96.3
	-93.3
	
	
	

	CA_5A-13A
	5
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_5A-25A
	5
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	25
	-
	-
	-95.8
	-92.8
	-91
	-89.8
	

	CA_7A-20A
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	FDD

	
	20
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_7A-28A
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	28
	-
	-
	-98.5
	-95.5
	-93.7
	-
	

	CA_8A-11A
	8
	
	
	-96.3
	-93.3
	
	
	FDD

	
	11
	
	
	-99.3
	-96.3
	
	
	

	CA_11A-18A
	11
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_12A-25A
	12
	-
	-
	-96.3
	-93.3
	-
	-
	FDD

	
	25
	-
	-
	-95.8
	-92.8
	-91
	-89.8
	

	CA_18A-28A
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	28
	-
	-
	-97.8
	-94.8
	-
	-
	

	CA_19A-21A
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_20A-32A
	20
	
	
	-96.3
	-93.3
	-90.5
	-89.3
	FDD

	
	32
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	

	CA_2A-29A
	2
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	29
	-
	-98
	-96.3
	-93.3
	-
	-
	

	CA_23A-29A
	23
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	29
	
	-98
	-96.3
	-93.3
	
	
	

	CA_26A-41A
	26
	-
	-
	-96.85
	-93.85
	-925
	
	FDD

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	CA_39A-41A
	39
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	CA_41A-42A
	41
	-
	-
	-
	-93.9
	-92.1
	-90.9
	TDD

	
	42
	-
	-
	-
	-94.8
	-93.0
	-91.8
	

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3A.3.5-2)

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 6 in Table 7.3A.0-1.

Note 5:
5 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

Note 6:
Reference sensitivity for the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz
Note 7:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 9 and 10 in Table 7.3A.0-1.

Note 8:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 11 in Table 7.3A.0-1.


For the UE which supports inter-band carrier aggregation configurations the ΔRIB,c in Table 7.3.3-1A shall be applied for applicable bands.

In case the UE supports more than one of the inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:
-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 7.3.3-1A, truncated to one decimal place that would apply for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL (i.e. bands listed in Table 7.3A.0-1), then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 7.3.3-1A that would apply for that operating band among the supported CA configurations

The reference receive sensitivity (REFSENS) requirement for inter-band specified in Table 7.3A.3.5-1 shall be met for an uplink CA configurations than or equal to that specified in Table 7.3A.3.5-2.

NOTE:
Table 7.3A.3.5-2 does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors.

Table 7.3A.3.5-2: Inter-band CA uplink configuration for reference sensitivity, LCRB @ RBstart format
	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	CA_1A-3A
	1
	-
	-
	25@05
	25@05
	25@05
	25@05
	FDD

	
	1
	
	
	25@06
	45@06
	45@06
	45@06
	

	
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	

	CA_1A-5A
	1
	-
	-
	-
	50@0
	-
	-
	FDD

	
	5
	-
	-
	-
	25@25
	-
	-
	

	CA_1A-7A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	7
	-
	-
	-
	50@0
	75@0
	75@25
	

	CA_1A-8A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	8
	-
	-
	25@0
	25@25
	-
	-
	

	CA_1A-11A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	11
	-
	-
	25@0
	25@25
	-
	-
	

	CA_1A-18A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	18
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_1A-19A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	19
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_1A-20A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	20
	-
	-
	25@0
	20@0
	20@11
	20@16
	

	CA_1A-21A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	21
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_1A-26A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	26
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_1A-28A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	28
	-
	-
	25@0
	25@25
	25@50
	25@75
	

	
	28
	
	
	8@92
	16@172
	25@242
	25@382
	

	CA_1A-41A
	1
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	41
	-
	-
	-
	-
	-
	-
	TDD

	CA_2A-4A
	2
	6@0
	15@0
	25@0
	50@0
	50@25
	50@50
	FDD

	
	4
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_2A-5A
	2
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	5
	-
	-
	25@0
	25@25
	-
	-
	

	CA_2A-12A
	2
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	12
	-
	15@0
	20@5
	20@30
	-
	-
	

	CA_2A-13A
	2
	-
	-
	-
	50@0
	50@25
	50@50
	FDD

	
	13
	-
	-
	-
	20@0
	-
	-
	

	CA_2A-17A
	2
	-
	-
	25@0
	50@0
	-
	-
	FDD

	
	17
	-
	-
	20@5
	20@30
	-
	-
	

	CA_2A-29A
	2
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	29
	-
	-
	-
	-
	-
	-
	

	CA_3A-5A
	3
	-
	-
	-
	50@0
	50@25
	50@50
	FDD

	
	5
	-
	-
	25@0
	25@25
	-
	-
	

	CA_3A-7A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	7
	-
	-
	-
	50@0
	75@0
	75@25
	

	CA_3A-8A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	8
	-
	-
	25@0
	25@25
	-
	-
	

	CA_3A-19A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	19
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_3A-20A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	20
	-
	-
	25@0
	20@0
	-
	-
	

	CA_3A-26A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	26
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_3A-27A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	27
	-
	-
	25@0
	25@25
	-
	-
	

	CA_3A-28A
	3
	-
	-
	25@0
	50@0
	50@25
	50@50
	FDD

	
	28
	-
	-
	25@0
	25@25
	25@50
	25@75
	

	CA_3A-42A
	3
	-
	-
	12@79
	25@139
	36@209
	50@259
	FDD

	
	42
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_4A-5A
	4
	-
	-
	25@0
	50@0
	-
	-
	FDD

	
	5
	-
	-
	25@0
	25@25
	-
	-
	

	CA_4A-7A
	4
	-
	-
	25@0
	50@0
	-
	-
	FDD

	
	7
	-
	-
	25@0
	50@0
	75@0
	75@25
	

	CA_4A-12A
	4
	6@0
	15@0
	25@0
	50@0
	75@0
	100@0
	FDD

	
	12
	-
	-
	20@5
	20@30
	-
	-
	

	
	12
	2@22
	5@52
	8@92
	16@172
	-
	-
	

	CA_4A-13A
	4
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	13
	-
	-
	-
	20@0
	-
	-
	

	CA_4A-17A
	4
	-
	-
	25@0
	50@0
	-
	-
	FDD

	1) 
	17
	-
	-
	20@5
	20@30
	-
	-
	1) 

	
	17
	-
	-
	8@92
	16@172
	-
	-
	

	CA_4A-27A
	4
	-
	-
	25@0
	50@0
	75@0
	100@0 
	FDD

	
	27
	-
	15@0 
	25@0
	25@25
	-
	-
	

	CA_4A-29A
	4
	-
	-
	25@0
	50@0
	-
	-
	FDD

	
	29
	-
	-
	-
	-
	-
	-
	

	CA_5A-7A
	5
	6@0
	15@0
	25@0
	25@25
	-
	-
	FDD

	
	7
	-
	-
	-
	50@0
	75@0
	75@25
	

	CA_5A-12A
	5
	-
	-
	25@0
	25@25
	-
	*
	FDD

	
	12
	-
	-
	20@5
	20@30
	-
	-
	

	CA_5A-13A
	5
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	13
	-
	-
	-
	20@0
	-
	-
	

	CA_5A-25A
	5
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	25
	-
	-
	25@0
	50@0
	50@25
	50@50
	

	CA_7A-20A
	7
	-
	-
	-
	50@0
	75@0
	75@25
	FDD

	
	20
	-
	-
	25@0
	20@0
	-
	-
	

	CA_7A-28A
	7
	-
	-
	25@0
	50@0
	75@0
	75@25
	FDD

	
	28
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_8A-11A
	8
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	11
	-
	-
	25@0
	25@25
	-
	-
	

	CA_11A-18A
	11
	-
	-
	25@0
	25@25
	-
	-
	FDD

	
	18
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_12A-25A
	12
	-
	-
	20@5
	20@30
	-
	-
	FDD

	
	25
	-
	-
	25@0
	50@0
	50@25
	50@50
	

	CA_18A-28A
	18
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	28
	-
	-
	25@0
	25@25
	-
	-
	

	CA_19A-21A
	19
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	21
	-
	-
	25@0
	25@25
	25@50
	-
	

	CA_20A-32A
	20
	-
	-
	25@0
	20@0
	20@11
	20@16
	FDD

	
	32
	-
	-
	N/A
	N/A
	N/A
	N/A
	

	CA_23A-29A
	23
	-
	-
	25@0
	50@0
	75@0
	100@0
	FDD

	
	29
	-
	-
	-
	-
	-
	-
	

	CA_26A-41A
	26
	-
	-
	25@0
	25@25
	25@50
	-
	FDD

	
	41
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	CA_39A-41A
	39
	-
	-
	25@0
	50@0
	75@0
	100@0
	TDD

	
	41
	-
	-
	25@0
	50@0
	75@0
	100@0
	

	CA_41A-42A
	41
	-
	-
	-
	50@0
	75@0
	100@0
	TDD

	
	42
	-
	-
	-
	50@0
	75@0
	100@0
	

	Note 1:
Void

Note 2:
Configuration for the low band for which the 3rd harmonic is within transmission bandwidth of the high band, as specified in Table 7.3A.0-1a.

Note 3:
Void

Note 4:
Void

Note 5:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz.

Note 6:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.
Note 7:
Void
Note 8:
Void

Note 9:
Configuration for the low band for which the 2nd harmonic is within transmission bandwidth of the high band, as specified in Table 7.3A.0-1a.


7.3A.4
Reference sensitivity level for CA (intra-band non-contiguous DL CA without UL CA)

7.3A.4.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support intra-band non-contiguous DL CA but no UL CA.
7.3A.4.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 7.3A.0.
7.3A.4.4
Test description

7.3A.4.4.1
Initial conditions

Same as in clause 7.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.3A.1.4.1-1( use Table 7.3A.4.4.1-1.
-
Instead of clause 7.3A.1.4.3 use clause 7.3A.3.4.3.

Table 7.3A.4.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2.
	A: N/A (Range is not relevant)

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration.
	Refer to test point

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg
	Wgap
[MHz]
	DL Allocation
	UL Allocation

	
	PCC
NRB
	SCCs NRB
	
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC NRB_alloc for PCC measurement

(LCRB @ RBstart)
	CC MOD
	PCC NRB_alloc for SCC measurement

(LCRB @ RBstart)

	Test Parameters for CA_2A-2A Configurations

	1
	100
	25
	35
	QPSK
	100+25
	QPSK
	P_50@50
	QPSK
	P_16@57

	2
	100
	100
	20
	QPSK
	100+100
	QPSK
	P_50@50
	QPSK
	P_16@57

	Test Parameters for CA_3A-3A Configurations

	3
	100
	25
	50
	QPSK
	100+25
	QPSK
	P_50@50
	QPSK
	P_16@50

	4
	100
	25
	15
	QPSK
	100+25
	QPSK
	P_50@50
	QPSK
	P_32@68

	5
	100
	100
	35
	QPSK
	100+100
	QPSK
	P_50@50
	QPSK
	P_16@50

	Test Parameters for CA_4A-4A Configurations

	6
	100
	25
	20
	QPSK
	100+25
	QPSK
	P_100@0
	QPSK
	P_100@0

	7
	100
	100
	5
	QPSK
	100+100
	QPSK
	P_100@0
	QPSK
	P_100@0

	Test Parameters for CA_7A-7A Configurations

	8
	100
	75
	35
	QPSK
	100+75
	QPSK
	P_75@25
	QPSK
	P_36@64

	9
	100
	75
	15
	QPSK
	100+75
	QPSK
	P_75@25
	QPSK
	P_50@50

	10
	100
	100
	30
	QPSK
	100+100
	QPSK
	P_75@25
	QPSK
	P_32@68

	11
	100
	100
	15
	QPSK
	100+100
	QPSK
	P_75@25
	QPSK
	P_45@55

	Test Parameters for CA_23A-23A Configurations

	12
	50
	25
	5
	QPSK
	50+25
	QPSK
	P_50@0
	QPSK
	P_50@0

	Test Parameters for CA_25A-25A Configurations

	13
	50
	25
	50
	QPSK
	50+25
	QPSK
	P_50@0
	QPSK
	P_10@33

	14
	50
	25
	15
	QPSK
	50+25
	QPSK
	P_50@0
	QPSK
	P_32@18

	153
	50
	50
	45
	QPSK
	50+50
	QPSK
	P_50@0
	QPSK
	P_10@33

	163
	50
	50
	10
	QPSK
	50+50
	QPSK
	P_50@0
	QPSK
	P_32@18

	174
	100
	25
	40
	QPSK
	100+25
	QPSK
	P_50@50
	QPSK
	P_12@62

	184
	100
	100
	25
	QPSK
	100+100
	QPSK
	P_50@50
	QPSK
	P_12@62

	Test Parameters for CA_41A-41A Configurations

	194
	100
	25
	169
	QPSK
	100+25
	QPSK
	P_100@0
	QPSK
	P_100@0

	203
	100
	50
	164
	QPSK
	100+50
	QPSK
	P_100@0
	QPSK
	P_100@0

	21
	100
	100
	154
	QPSK
	100+100
	QPSK
	P_100@0
	QPSK
	P_100@0

	Test Parameters for CA_42A-42A Configurations

	22
	100
	25
	175
	QPSK
	100+25
	QPSK
	P_100@0
	QPSK
	P_100@0

	23
	100
	100
	160
	QPSK
	100+100
	QPSK
	P_100@0
	QPSK
	P_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-3.

Note 2:
The carrier centre frequency of PCC in the UL operating band is configured closer to the DL operating band.
Note 3:
Applicable if only Bandwidth Combination Set 0 is supported by the UE for the CA Configuration

Note 4:
Not applicable if only Bandwidth Combination Set 0 is supported by the UE for the CA Configuration


7.3A.4.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A4.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 7.3A.4.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.4.4.1-1 on PCC for PCC measurement. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.4.5-1. Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7.
Measure the average throughput for PCC for a duration sufficient to achieve statistical significance according to Annex G.2A.

8.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.4.4.1-1 on PCC for SCC measurement. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

9.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.4.5-1. Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

10.
Measure the average throughput for SCC for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.4.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions. 
7.3A.4.4.3.1
Message contents exceptions (network signalled value "NS_01")

Message contents according to TS 36.508 [7] subclause 4.6 can be used without exceptions.
7.3A.4.4.3.2
Message contents exceptions (network signalled value "NS_03")

1. Information element additionalSpectrumEmission is set to NS_03. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 7.3A.4.4.3.2-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_03"

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	3 (NS_03)
	
	


7.3A.4.5
Test requirement

For intra-band non-contiguous carrier aggregation with one uplink carrier on the PCC, the throughput of each downlink component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3.2 with parameters specified in Table 7.3A.4.5-1 and Table 7.3A.4.5-2.
Table 7.3A.4.5-1: Reference sensitivity QPSK PREFSENS for intra-band Non-contiguous

	ID/ CA configuration / PREFSENS

	ID
	CA configuration
	PCC measurement

(dBm)
	SCC measurement

(dBm)

	1
	CA_2A-2A
	-91.3
	-90.1

	2
	
	-91.3
	-86.7

	3
	CA_3A-3A
	-90.3
	-89.8

	4
	
	-90.3
	-96.3

	5
	
	-90.3
	-86.2

	6
	CA_4A-4A
	-93.3
	-99.3

	7
	
	-93.3
	-93.3

	8
	CA_7A-7A
	-91.3
	-92.5

	9
	
	-91.3
	-92.5

	10
	
	-91.3
	-91.3

	11
	
	-91.3
	-91.3

	12
	CA_23A-23A
	-96.3
	-99.3

	13
	CA_25A-25A
	-92.8
	-90.3

	14
	
	-92.8
	-95.8

	15
	
	-92.8
	-87.8

	16
	
	-92.8
	-92.8

	17
	
	-89.8
	-87.8

	18
	
	-89.8
	-84.1

	19
	CA_41A-41A
	-91.3
	-97.3

	20
	
	-91.3
	-94.3

	21
	
	-91.3
	-91.3

	22
	CA_42A-42A
	-92
	-98

	23
	
	-92
	-92

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3A.4.5-2)

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port


For the UE which supports inter-band carrier aggregation configurations the ΔRIB,c in Table 7.3.3-1A shall be applied for applicable bands.

In case the UE supports more than one of the inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:
-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 7.3.3-1A, truncated to one decimal place that would apply for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL (i.e. bands listed in Table 7.3A.0-1), then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 7.3.3-1A that would apply for that operating band among the supported CA configurations

The reference receive sensitivity (REFSENS) requirement for inter-band specified in Table 7.3A.4.5-1 shall be met for an uplink CA configurations than or equal to that specified in Table 7.3A.4.5-2.

NOTE:
Table 7.3A.4.5-2 does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors.

Table 7.3A.4.5-2: Intra-band Non-contiguous CA uplink configuration for reference sensitivity

	ID / CA configuration / PCC NRB_alloc

	ID
	CA configuration
	PCC measurement
	SCC measurement

	1
	CA_2A-2A
	50
	166

	2
	
	50
	166

	3
	CA_3A-3A
	50
	165

	4
	
	50
	321

	5
	
	50
	165

	6
	CA_4A-4A
	100
	1007

	7
	
	100
	1007

	8
	CA_7A-7A
	75
	36

	9
	
	75
	50

	10
	
	75
	32

	11
	
	75
	45

	12
	CA_23A-23A
	50
	507

	13
	CA_25A-25A
	50
	103

	14
	
	50
	32

	15
	
	50
	103

	16
	
	50
	32

	17
	
	50
	128

	18
	
	50
	128

	19
	CA_41A-41A
	100
	1007

	20
	
	100
	1007

	21
	
	100
	1007

	22
	CA_42A-42A
	100
	1007

	23
	
	100
	1007

	Note 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission.
Note 2:
The carrier centre frequency of PCC in the UL operating band is configured closer to the DL operating band.

Note 3:
3 refers to the UL resource blocks shall be located at RBstart=33.

Note 4:
All combinations of channel bandwidths defined in Table 5.4.2A.1-3.

Note 5:
5 refers to the UL resource blocks shall be located at RBstart=50.

Note 6:
6 refers to the UL resource blocks shall be located at RBstart=57.
Note 7:
The PCC allocation is same as Transmission bandwidth configuration NRB as defined in Table 5.4.2-1.

Note 8:
8 refers to the UL resource blocks shall be located at RBstart=62.


7.3A.5
Reference sensitivity level for CA (3DL CA without UL CA)

7.3A.5.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.5.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support 3DL with Intra-band contiguous CA, or 3DL with Inter-band CA, or 3DL with Intra-band contiguous and Inter-band CA.
This test case also applies to all types of E-UTRA UE release 11 and forward that support 3DL with Intra-band non-contiguous and Inter-band CA, or 3DL with Intra-band non-contiguous  and Intra-band contiguous CA.
This test case also applies to all types of E-UTRA UE release 12 and forward that support 3DL CA with FDD-TDD CA.

7.3A.5.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 7.3A.0.
7.3A.5.4
Test description

7.3A.5.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA configurations specified in table 5.4.2A.1-1 through table 5.4.2A.1-2a. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.3A.5.4.1-1 through table 7.3A.5.4.1-5 as appropriate. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.3A.5.4.1-1: Test Configuration Table (Intra-band contiguous)
	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	For test frequencies refer to “Range” columns. For mapping within Band refer to “CC” columns

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCCs NRB ” columns

	Network signalling value
	NS_01 by default, exceptions listed in Table 7.3.3-3, dependent on PCC Band

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation (Note 2,3)

	
	CA Configuration
	PCC NRB
	SCCs NRB
	CC MOD
	PCC & SCCs
RB allocation
	CC MOD
	PCC

LCRB @ RBstart

	
	Band 
	Range
	PCC
	SCC1
	SCC2
	
	SCC1
	SCC2
	
	PCC
	SCC1
	SCC2
	
	

	
	
	
	CC
	CC 
	CC
	
	
	
	
	
	
	
	
	

	Default Test Settings for a CA_XD Configuration

	1
	X
	Low
	CC1
	CC2
	CC3
	Highest NRB_agg
	QPSK
	All RBs
	QPSK
	REFSENS

	2
	X
	Low
	CC1
	CC2
	CC3
	Lowest NRB_agg
	QPSK
	All RBs
	QPSK
	REFSENS

	3
	X
	High
	CC1
	CC2
	CC3
	Highest NRB_agg
	QPSK
	All RBs
	QPSK
	REFSENS

	4
	X
	High
	CC1
	CC2
	CC3
	Lowest NRB_agg
	QPSK
	All RBs
	QPSK
	REFSENS

	Note 1:
CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.

Note 2:
Use CA Configuration – specific test points if present in the table, otherwise use Default Test Settings test points.

Note 3:
X corresponds to the band of the CA Configuration. Eg. for CA_41D ,X=41

Note 4:
REFSENS refers to the PCC band’s and PCC NRB ‘s single carrier Uplink RB allocation for reference sensitivity according to table 7.3.5-2.

Note 5:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , choose for testing the Combination with maximum NRB_PCC and then select maximum NRB_SCC1 for the chosen NRB_PCC


Table 7.3A.5.4.1-2: Test Configuration Table (Inter-band)
	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	For test frequencies refer to “Range” columns. For mapping within Band refer to “CC” columns

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCCs NRB ” columns

	Network signalling value
	NS_01 by default, exceptions listed in Table 7.3.3-3, dependent on PCC Band

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation (Note 2,3)

	
	CA Configuration
	PCC NRB
	SCCs NRB
	CC MOD
	PCC & SCCs
RB allocation
	CC MOD
	PCC

LCRB @ RBstart

	
	PCC
	SCC1
	SCC2
	
	SCC1
	SCC2
	
	PCC
	SCC1
	SCC2
	
	

	
	Band 
	Range
	Band 
	Range
	Band 
	Range
	
	
	
	
	
	
	
	
	

	Default Test Settings for a CA_XA-YA-ZA Configuration

	1
	X
	Mid
	Y
	Mid
	Z
	Mid
	Highest NRB
	Highest NRB
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS

	2
	Y
	Mid
	X
	Mid
	Z
	Mid
	Highest NRB
	Highest NRB
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS

	3
	Z
	Mid
	X
	Mid
	Y
	Mid
	Highest NRB
	Highest NRB
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS

	Test Settings for CA_1A-3A-5A Configuration

	19
	1
	Low
	3
	High
	5
	Mid
	100
	25
	50
	QPSK
	All RBs
	QPSK
	25@0

	29
	1
	Low
	3
	High
	5
	Mid
	100
	100
	50
	QPSK
	All RBs
	QPSK
	25@0

	3
	1
	Mid
	3
	High
	5
	Mid
	100
	100
	50
	QPSK
	All RBs
	QPSK
	45@0

	4
	3
	High
	1
	Low
	5
	Mid
	100
	100
	50
	QPSK
	All RBs
	QPSK
	50@50

	5
	5
	Mid
	1
	Mid
	3
	Mid
	50
	100
	100
	QPSK
	All RBs
	QPSK
	25@25

	Test Settings for CA_1A-3A-8A Configuration

	19
	1
	Low
	3
	High
	8
	Mid
	100
	25
	50
	QPSK
	All RBs
	QPSK
	25@0

	29
	1
	Low
	3
	High
	8
	Mid
	100
	100
	50
	QPSK
	All RBs
	QPSK
	25@0

	3
	1
	Mid
	3
	High
	8
	Mid
	100
	100
	50
	QPSK
	All RBs
	QPSK
	45@0

	4
	3
	High
	1
	Low
	8
	High
	100
	100
	50
	QPSK
	All RBs
	QPSK
	50@50

	5
	3
	Mid
	1
	Mid
	8
	High
	100
	100
	50
	QPSK
	All RBs
	QPSK
	50@0

	6
	8
	High
	1
	Mid
	3
	Mid
	50
	100
	100
	QPSK
	All RBs
	QPSK
	25@25

	Test Settings for CA_1A-3A-19A Configuration

	1
	1
	Mid
	3
	High
	19
	High
	75
	100
	50
	QPSK
	All RBs
	QPSK
	45@0

	2
	1
	Mid
	3
	High
	19
	Mid
	75
	100
	75
	QPSK
	All RBs
	QPSK
	45@0

	39
	1
	Low
	3
	High
	19
	Mid
	100
	25
	75
	QPSK
	All RBs
	QPSK
	25@0

	4
	1
	Mid
	3
	High
	19
	High
	100
	100
	50
	QPSK
	All RBs
	QPSK
	45@0

	5
	1
	Mid
	3
	High
	19
	Mid
	100
	100
	75
	QPSK
	All RBs
	QPSK
	45@0

	6
	3
	High
	1
	Mid
	19
	High
	100
	75
	50
	QPSK
	All RBs
	QPSK
	50@50

	7
	3
	High
	1
	Mid
	19
	Mid
	100
	75
	75
	QPSK
	All RBs
	QPSK
	50@50

	8
	3
	High
	1
	Mid
	19
	High
	100
	100
	50
	QPSK
	All RBs
	QPSK
	50@50

	9
	3
	High
	1
	Mid
	19
	Mid
	100
	100
	75
	QPSK
	All RBs
	QPSK
	50@50

	10
	19
	High
	1
	Mid
	3
	High
	50
	75
	100
	QPSK
	All RBs
	QPSK
	25@25

	11
	19
	High
	1
	Mid
	3
	High
	50
	100
	100
	QPSK
	All RBs
	QPSK
	25@25

	12
	19
	Mid
	1
	Mid
	3
	High
	75
	75
	100
	QPSK
	All RBs
	QPSK
	25@50

	13
	19
	Mid
	1
	Mid
	3
	High
	75
	100
	100
	QPSK
	All RBs
	QPSK
	25@50

	Test Settings for CA_1A-5A-7A Configuration

	1
	1
	Low
	5
	High
	7
	Mid
	50
	50
	100
	QPSK
	All RBs
	QPSK
	50@0

	2
	1
	Low
	5
	High
	7
	Mid
	100
	50
	100
	QPSK
	All RBs
	QPSK
	100@0

	3
	5
	High
	1
	Low
	7
	Mid
	50
	50
	100
	QPSK
	All RBs
	QPSK
	25@25

	4
	5
	High
	1
	Low
	7
	Mid
	50
	100
	100
	QPSK
	All RBs
	QPSK
	25@25

	5
	7
	Mid
	1
	Low
	5
	High
	100
	50
	50
	QPSK
	All RBs
	QPSK
	75@25

	6
	7
	Mid
	1
	Low
	5
	High
	100
	100
	50
	QPSK
	All RBs
	QPSK
	75@25

	Test Settings for CA_1A-18A-28A Configuration (Note 8)

	1
	1
	Low
	18
	Low
	28
	Mid
	50
	50
	50
	QPSK
	All RBs
	QPSK
	50@0

	2
	1
	Low
	18
	Low
	28
	Mid
	75
	50
	50
	QPSK
	All RBs
	QPSK
	75@0

	3
	1
	Low
	18
	Low
	28
	Mid
	100
	50
	50
	QPSK
	All RBs
	QPSK
	100@0

	4
	1
	Low
	18
	Mid
	28
	High
	100
	75
	50
	QPSK
	All RBs
	QPSK
	100@0

	5
	18
	Low
	1
	Low
	28
	Mid
	50
	50
	50
	QPSK
	All RBs
	QPSK
	25@25

	6
	18
	Low
	1
	Low
	28
	Mid
	50
	75
	50
	QPSK
	All RBs
	QPSK
	25@25

	7
	18
	Low
	1
	Low
	28
	Mid
	50
	100
	50
	QPSK
	All RBs
	QPSK
	25@25

	8
	18
	Mid
	1
	Low
	28
	High
	75
	100
	25
	QPSK
	All RBs
	QPSK
	25@50

	9
	18
	Mid
	1
	Low
	28
	High
	75
	100
	50
	QPSK
	All RBs
	QPSK
	25@50

	10
	28
	High
	1
	Low
	18
	Mid
	25
	100
	75
	QPSK
	All RBs
	QPSK
	25@0

	11
	28
	Mid
	1
	Low
	18
	Low
	50
	100
	50
	QPSK
	All RBs
	QPSK
	25@25

	12
	28
	High
	1
	High
	18
	Mid
	50
	100
	75
	QPSK
	All RBs
	QPSK
	25@25

	Test Settings for CA_1A-19A-21A Configuration

	1
	1
	Mid
	19
	High
	21
	Mid
	75
	50
	75
	QPSK
	All RBs
	QPSK
	75@0

	2
	1
	Mid
	19
	Mid
	21
	Mid
	75
	75
	75
	QPSK
	All RBs
	QPSK
	75@0

	3
	1
	Mid
	19
	High
	21
	Mid
	100
	50
	75
	QPSK
	All RBs
	QPSK
	100@0

	4
	1
	Mid
	19
	Mid
	21
	Mid
	100
	75
	75
	QPSK
	All RBs
	QPSK
	100@0

	5
	19
	High
	1
	Mid
	21
	Mid
	50
	75
	75
	QPSK
	All RBs
	QPSK
	25@25

	6
	19
	High
	1
	Mid
	21
	Mid
	50
	100
	75
	QPSK
	All RBs
	QPSK
	25@25

	7
	19
	Mid
	1
	Mid
	21
	Mid
	75
	75
	75
	QPSK
	All RBs
	QPSK
	25@50

	8
	19
	Mid
	1
	Mid
	21
	Mid
	75
	100
	75
	QPSK
	All RBs
	QPSK
	25@50

	9
	21
	Mid
	1
	Mid
	19
	High
	75
	75
	50
	QPSK
	All RBs
	QPSK
	25@50

	10
	21
	Mid
	1
	Mid
	19
	Mid
	75
	75
	75
	QPSK
	All RBs
	QPSK
	25@50

	11
	21
	Mid
	1
	Mid
	19
	High
	75
	100
	50
	QPSK
	All RBs
	QPSK
	25@50

	12
	21
	Mid
	1
	Mid
	19
	Mid
	75
	100
	75
	QPSK
	All RBs
	QPSK
	25@50

	Test Settings for CA_2A-4A-5A Configuration

	1
	2
	Mid
	4
	Mid
	5
	Mid
	100
	100
	50
	QPSK
	All RBs
	QPSK
	50@50

	2
	4
	Mid
	2
	Mid
	5
	Low
	50
	100
	50
	QPSK
	All RBs
	QPSK
	50@0

	3
	4
	Mid
	2
	Mid
	5
	High
	50
	100
	50
	QPSK
	All RBs
	QPSK
	50@0

	4
	5
	Low
	2
	Mid
	4
	Mid
	50
	100
	50
	QPSK
	All RBs
	QPSK
	25@25

	5
	5
	High
	2
	Mid
	4
	Mid
	50
	100
	50
	QPSK
	All RBs
	QPSK
	25@25

	Test Settings for CA_2A-4A-12A Configuration

	1
	2
	Mid
	4
	Mid
	12
	Mid
	100
	100
	50
	QPSK
	All RBs
	QPSK
	50@50

	2
	4
	Mid
	2
	Mid
	12
	Low
	100
	100
	50
	QPSK
	All RBs
	QPSK
	100@0

	3
	4
	Mid
	2
	Mid
	12
	High
	100
	100
	50
	QPSK
	All RBs
	QPSK
	100@0

	5
	12
	Low6
	2
	Mid
	4
	Low6
	50
	100
	50
	QPSK
	All RBs
	QPSK
	16@17

	6
	12
	High7
	2
	Mid
	4
	High7
	50
	100
	50
	QPSK
	All RBs
	QPSK
	16@17

	Test Settings for CA_2A-4A-13A Configuration

	1
	2
	Mid
	4
	Mid
	13
	Mid
	100
	100
	50
	QPSK
	All RBs
	QPSK
	50@50

	2
	4
	Mid
	2
	Mid
	13
	Mid
	100
	100
	50
	QPSK
	All RBs
	QPSK
	100@0

	3
	13
	Mid
	2
	Low
	4
	Low
	50
	50
	50
	QPSK
	All RBs
	QPSK
	20@0

	4
	13
	Mid
	2
	Mid
	4
	Mid
	50
	75
	75
	QPSK
	All RBs
	QPSK
	20@0

	5
	13
	Mid
	2
	High
	4
	High
	50
	100
	100
	QPSK
	All RBs
	QPSK
	20@0

	Test Settings for CA_2A-5A-13A Configuration

	1
	2
	Mid
	5
	Mid
	13
	Mid
	100
	50
	50
	QPSK
	All RBs
	QPSK
	50@50

	2
	5
	Mid
	2
	Mid
	13
	Mid
	50
	100
	50
	QPSK
	All RBs
	QPSK
	25@25

	3
	13
	Mid
	2
	Low
	5
	Low
	50
	50
	50
	QPSK
	All RBs
	QPSK
	20@0

	4
	13
	Mid
	2
	Mid
	5
	Mid
	50
	75
	50
	QPSK
	All RBs
	QPSK
	20@0

	5
	13
	Mid
	2
	High
	5
	High
	50
	100
	50
	QPSK
	All RBs
	QPSK
	20@0

	Test Settings for CA_4A-5A-13A Configuration

	1
	4
	Mid
	5
	Mid
	13
	Mid
	50
	50
	50
	QPSK
	All RBs
	QPSK
	50@0

	2
	5
	Low
	4
	Mid
	13
	Mid
	50
	50
	50
	QPSK
	All RBs
	QPSK
	25@25

	3
	5
	Mid
	4
	Mid
	13
	Mid
	50
	50
	50
	QPSK
	All RBs
	QPSK
	25@25

	4
	5
	High
	4
	Mid
	13
	Mid
	50
	50
	50
	QPSK
	All RBs
	QPSK
	25@25

	5
	13
	Mid
	4
	Low
	5
	Low
	50
	50
	50
	QPSK
	All RBs
	QPSK
	20@0

	6
	13
	Mid
	4
	Mid
	5
	Mid
	50
	75
	50
	QPSK
	All RBs
	QPSK
	20@0

	7
	13
	Mid
	4
	High
	5
	High
	50
	100
	50
	QPSK
	All RBs
	QPSK
	20@0

	Note 1:
CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.

Note 2:
Use CA Configuration – specific test points if present in the table, Otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use the Default Test Settings test points.

Note 3:
If, according to the UE declared capability, UE does not support UL in an individual band within the CA Configuration, test points with that individual band as PCC are not applicable.

Note 4:
X,Y,Z correspond to the different bands in the CA Configuration. Eg. for CA_1A-3A-19A,X=1,Y=3,Z=19

Note 5:
REFSENS refers to the PCC band’s and PCC NRB ‘s single carrier Uplink RB allocation for reference sensitivity according to table 7.3.5-2.

Note 6:
Band 12:
fUL = 706.7 MHz (NUL = 23087), fDL = 736.7 MHz (NDL = 5087)
Band 4:
fDL = 2120.1 MHz (NDL = 2051)

Note 7:
Band 12:
fUL = 710.9 MHz (NUL = 23129), fDL = 740.9 MHz (NDL = 5129)
Band 4:
fDL = 2132.7 MHz (NDL = 2177)

Note 8:
CA_1A-28A test shall not be skipped due to CA_1A_18A_28A test being conducted.

Note 9:
Test points that fulfill criteria of Note 4 in Table 7.3A.5.5-3


Table 7.3A.5.4.1-3: Test Configuration Table (Intra-band contiguous + Inter-band)

	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	For test frequencies refer to “Range” columns. For mapping within Band refer to “CC” columns

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCCs NRB ” columns

	Network signalling value
	NS_01 by default, exceptions listed in Table 7.3.3-3, dependent on PCC Band

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation (Note 2,3)

	
	CA Configuration
	PCC NRB
	SCCs NRB
	CC MOD
	PCC & SCCs
RB allocation
	CC MOD
	PCC

LCRB @ RBstart

	
	PCC
	SCC1
	SCC2
	
	SCC1
	SCC2
	
	PCC
	SCC1
	SCC2
	
	

	
	Band
	Range

/CC
	Band
	Range
/CC
	Band
	Range
/CC
	
	
	
	
	
	
	
	
	

	Default Test Settings for a CA_XC-Y and A  CA_XB- YA Configurations

	1
	X
	Low

/CC1
	X
	Low

/CC2
	Y
	Mid
	Highest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS

	2
	X
	Low

/CC1
	X
	Low

/CC2
	Y
	Mid
	Lowest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS

	3
	X
	High

/CC1
	X
	High

/CC2
	Y
	Mid
	Highest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS

	4
	X
	High

/CC1
	X
	High

/CC2
	Y
	Mid
	Lowest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS

	5
	Y
	Mid
	X
	Mid

/CC1
	X
	Mid

/CC2
	Highest NRB
	Highest NRB_agg
	QPSK
	All RBs
	QPSK
	REFSENS

	Default Test Settings for CA_XA-YC and CA_XA-YB Configurations

	1
	Y
	Low

/CC1
	Y
	Low

/CC2
	X
	Mid
	Highest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS

	2
	Y
	Low

/CC1
	Y
	Low

/CC2
	X
	Mid
	Lowest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS

	3
	Y
	High

/CC1
	Y
	High

/CC2
	X
	Mid
	Highest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS

	4
	Y
	High

/CC1
	Y
	High

/CC2
	X
	Mid
	Lowest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS

	5
	X
	Mid
	Y
	Mid

/CC1
	Y
	Mid

/CC2
	Highest NRB
	Highest NRB_agg
	QPSK
	All RBs
	QPSK
	REFSENS

	Test Settings for a CA_1A-41C Configuration (Note 7, Note 8)

	1
	1
	Low
	41
	Mid

/CC1
	41
	Mid

/CC2
	Highest NRB
	Highest NRB_agg
	QPSK
	All RBs
	QPSK
	100@0

	2
	1
	High
	41
	Mid

/CC1
	41
	Mid

/CC2
	Highest NRB
	Highest NRB_agg
	QPSK
	All RBs
	QPSK
	100@0

	Test Settings for CA_3A-42C configuration

	1
	3
	Low
	42
	Low7
	42
	Low7
	Highest NRB
	Highest NRB_agg
	QPSK
	All RBs
	QPSK
	50@25

	2
	3
	High 
	42
	Mid8
	42
	Mid8
	Highest NRB
	Highest NRB_agg
	QPSK
	All RBs
	QPSK
	50@25

	3
	42
	Low

/CC1
	42
	Low

/CC2
	3
	Mid
	Highest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	100@0

	4
	42
	High

/CC1
	42
	High

/CC2
	3
	Mid
	Highest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	100@0

	Test Settings for a CA_26A-41C Configuration

	1
	26
	Low
	41
	Mid

/CC1
	41
	Mid

/CC2
	Highest NRB
	Highest NRB_agg
	QPSK
	All RBs
	QPSK
	25@25

	2
	41
	Low

/CC1
	41
	Low

/CC2
	26
	Low
	Lowest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	100@0

	3
	41
	Low

/CC1
	41
	Low

/CC2
	26
	Low
	Highest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	100@0

	4
	41
	High

/CC1
	41
	High

/CC2
	26
	Low
	Lowest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	100@0

	5
	41
	High

/CC1
	41
	High

/CC2
	26
	Low
	Highest NRB_agg
	Highest NRB
	QPSK
	All RBs
	QPSK
	100@0

	Test Settings for CA_39C-41A Configuration

	1
	39
	Low/ CC1
	39
	Low

/CC2
	41
	Mid
	100
	50
	100
	QPSK
	All RBs
	QPSK
	100@0

	2
	39
	Low/ CC1
	39
	Low

/CC2
	41
	Mid
	25
	100
	100
	QPSK
	All RBs
	QPSK
	25@0

	3
	39
	High/ CC1
	39
	High
/CC2
	41
	Mid
	100
	50
	100
	QPSK
	All RBs
	QPSK
	100@0

	4
	39
	High/ CC1
	39
	High
/CC2
	41
	Mid
	25
	100
	100
	QPSK
	All RBs
	QPSK
	25@0

	5
	39
	Mid/ CC1
	39
	Mid
/CC2
	41
	Mid
	25
	100
	100
	QPSK
	All RBs
	QPSK
	25@0

	6
	41
	Mid
	39
	Low/ CC1
	39
	Low

/CC2
	100
	100
	50
	QPSK
	All RBs
	QPSK
	100@0

	7
	41
	Mid
	39
	High/ CC1
	39
	High
/CC2
	100
	100
	50
	QPSK
	All RBs
	QPSK
	100@0

	Test Settings for CA_39A-41C Configuration

	1
	39
	Low
	41
	Mid/ CC1
	41
	Mid
/CC2
	100
	100
	100
	QPSK
	All RBs
	QPSK
	100@0

	2
	39
	High
	41
	Mid/ CC1
	41
	Mid
/CC2
	50
	100
	100
	QPSK
	All RBs
	QPSK
	50@0

	3
	41
	Mid
/CC1
	41
	Mid/ CC2
	39
	Low
	100
	100
	100
	QPSK
	All RBs
	QPSK
	100@0

	4
	41
	Mid/ CC1
	41
	Mid
/CC2
	39
	Low
	100
	100
	50
	QPSK
	All RBs
	QPSK
	100@0

	5
	41
	Mid/ CC1
	41
	Mid
/CC2
	39
	High
	100
	100
	100
	QPSK
	All RBs
	QPSK
	100@0

	6
	41
	Mid/ CC1
	41
	Mid
/CC2
	39
	High
	100
	100
	50
	QPSK
	All RBs
	QPSK
	100@0

	Note 1:
CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.

Note 2:
Use CA Configuration – specific test points if present in the table. Otherwise use the Default Test Settings test points.

Note 3:
If, according to the UE declared capability, UE does not support UL in an individual band within the CA Configuration, test points with that individual band as PCC are not applicable.

Note 4:
X,Y correspond to the different bands in the CA Configuration. e.g. for CA_1C-3A ,X=1,Y=3, for CA_1A_42C, X=1,Y=42 or Y=3, X =1

Note 5:
REFSENS refers to the PCC band’s and PCC NRB ‘s single carrier Uplink RB allocation for reference sensitivity according to table 7.3.5-2.

Note 6:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , choose the Combination with NRB_PCC =  NRB_SCC1 for testing. If no such combination is supported, choose Combination with maximum NRB_PCC for testing.

Note 7:
Band 42:
fUL/DL for SCC1 = 3430.2MHz (NUL/DL = 41892), fUL/DL for SCC2 = 3450MHz (NUL/DL = 42090)

Note 8:
Band 42:
fUL/DL for SCC1 = 3500.2MHz (NUL/DL = 42592), fUL/DL for SCC2 = 3520MHz  (NUL/DL = 42790)


Table 7.3A.5.4.1-4: Test Configuration Table (Intra-band non-contiguous + Inter-band)

	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	For test frequencies refer to “Range” columns. For mapping within Band refer to “CC” columns

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCCs NRB ” columns

	Network signalling value
	NS_01 by default, exceptions listed in Table 7.3.3-3, dependent on PCC Band

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation (Note 2,3)

	
	CA Configuration
	PCC NRB
	SCCs NRB
	CC MOD
	PCC & SCCs
RB allocation
	CC MOD
	PCC

LCRB @ RBstart

for PCC and SCC2 measure-ment
	PCC

LCRB @ RBstart 

for SCC1 measure-ment

	
	PCC
	Wgap [MHz]
	SCC1
	Wgap [MHz]
	SCC2
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	SCC1
	SCC2
	
	PCC
	SCC1
	SCC2
	
	
	

	
	Band
	Range

/CC
	
	Band
	Range
/CC
	
	Band
	Range
/CC
	
	
	
	
	
	
	
	
	
	

	Group Test Settings for CA_2A-2A-XA or CA_XA-2A-2A Configurations

	1
	2
	CC2
	35
	2
	CC1
	-
	X
	Mid
	100
	25
	Highest NRB
	QPSK
	All RBs
	QPSK
	50@50
	16@57

	2
	2
	CC2
	20
	2
	CC1
	-
	X
	Mid
	100
	100
	Highest NRB
	QPSK
	All RBs
	QPSK
	50@50
	16@57

	3
	X
	Mid
	-
	2
	CC2
	20
	2
	CC1
	Highest NRB
	100
	100
	QPSK
	All RBs
	QPSK
	REFSENS
	REFSENS

	Group Test Settings for CA_3A-3A-XA or CA_XA-3A-3A Configurations

	1
	3
	CC2
	50
	3
	CC1
	-
	X
	Mid
	100
	25
	Highest NRB
	QPSK
	All RBs
	QPSK
	50@50
	16@50

	2
	3
	CC2
	15
	3
	CC1
	-
	X
	Mid
	100
	25
	Highest NRB
	QPSK
	All RBs
	QPSK
	50@50
	32@68

	3
	3
	CC2
	35
	3
	CC1
	-
	X
	Mid
	100
	100
	Highest NRB
	QPSK
	All RBs
	QPSK
	50@50
	16@50

	4
	X
	Mid
	-
	4
	CC2
	35
	4
	CC1
	Highest NRB
	100
	100
	QPSK
	All RBs
	QPSK
	REFSENS
	REFSENS

	Group Test Settings for CA_4A-4A-XA or CA_XA-4A-4A Configurations

	1
	4
	CC2
	20
	4
	CC1
	-
	X
	Mid
	100
	25
	Highest NRB
	QPSK
	All RBs
	QPSK
	100@0
	100@0

	2
	4
	CC2
	5
	4
	CC1
	-
	X
	Mid
	100
	100
	Highest NRB
	QPSK
	All RBs
	QPSK
	100@0
	100@0

	3
	X
	Mid
	-
	4
	CC2
	5
	4
	CC1
	Highest NRB
	100
	100
	QPSK
	All RBs
	QPSK
	REFSENS
	REFSENS

	Group Test Settings for CA_42A-42A-XA or CA_XA-42A-42A Configurations

	1
	42
	CC2
	175
	42
	CC1
	-
	X
	Mid
	100
	25
	Highest NRB
	QPSK
	All RBs
	QPSK
	100@0
	100@0

	2
	42
	CC2
	160
	42
	CC1
	-
	X
	Mid
	100
	100
	Highest NRB
	QPSK
	All RBs
	QPSK
	100@0
	100@0

	3
	X
	Mid
	-
	42
	CC2
	160
	42
	CC1
	Highest NRB
	100
	100
	QPSK
	All RBs
	QPSK
	REFSENS
	REFSENS

	Test Settings for CA_4A-4A-12A Configuration

	1
	4
	CC2
	20
	4
	CC1
	-
	X
	Mid
	100
	25
	50
	QPSK
	All RBs
	QPSK
	100@0
	100@0

	2
	4
	CC2
	5
	4
	CC1
	-
	X
	Mid
	100
	100
	50
	QPSK
	All RBs
	QPSK
	100@0
	100@0

	3
	12
	Mid
	-
	4
	CC2
	20
	4
	CC1
	50
	100
	25
	QPSK
	All RBs
	QPSK
	8@426
	20@306

	4
	12
	Mid
	-
	4
	CC2
	5
	4
	CC1
	50
	100
	100
	QPSK
	All RBs
	QPSK
	20@306
	20@306

	Note 1:
CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.

Note 2:
Use CA Configuration – specific test points if present in the table. Otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use Default Test Settings test points.

Note 3:
If, according to the UE declared capability, UE does not support UL in an individual band within the CA Configuration, test points with that individual band as PCC are not applicable.

Note 4:
X and Y correspond to the different bands in the CA Configuration. Eg. for CA_2A-2A-5A,X=2,Y=5 or Y=5, X =2

Note 5:
REFSENS refers to the PCC band’s and PCC NRB ‘s single carrier Uplink RB allocation for reference sensitivity according to table 7.3.5-2.

Note 6:
Configuration for the low band for which the 3rd harmonic is within transmission bandwidth of the high band, as specified in Table 7.3A.0-1a.


Table 7.3A.5.4.1-5: Test Configuration Table (Intra-band non-contiguous + Intra-band contiguous)
	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	For test frequencies refer to “Range” columns. For mapping within band refer to “CC” columns

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCCs NRB ” columns

	Network signalling value
	NS_01 by default, exceptions listed in Table 7.3.3-3, dependent on PCC Band

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation (Note 2,3)

	
	CA Configuration
	PCC NRB
	SCCs NRB
	CC MOD
	PCC & SCCs
RB allocation
	CC MOD
	PCC

LCRB @ RBstart

	
	Band
	PCC
	Wgap [MHz]
	SCC1
	Wgap [MHz]
	SCC2
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	SCC1
	SCC2
	
	PCC
	SCC1
	SCC2
	
	

	
	
	CC
	
	CC
	
	CC
	
	
	
	
	
	
	
	
	

	Test Settings for a CA_41A-41C Configuration

	1
	41
	CC3
	149
	CC2
	-
	CC1
	100
	100
	25
	QPSK
	All RBs
	QPSK
	100@0

	2
	41
	CC3
	134.2
	CC2
	-
	CC1
	100
	100
	100
	QPSK
	All RBs
	QPSK
	100@0

	Test Settings for a CA_41C-41A Configuration

	1
	41
	CC3
	-
	CC2
	149.2
	CC1
	100
	100
	25
	QPSK
	All RBs
	QPSK
	100@0

	2
	41
	CC3
	-
	CC2
	134.2
	CC1
	100
	100
	100
	QPSK
	All RBs
	QPSK
	100@0

	Note 1:
CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.

Note 2:
Use CA Configuration – specific test points if present in the table, otherwise use Default Test Settings test points.

Note 3:
If, according to the UE declared capability, UE does not support UL in an individual band within the CA Configuration, test points with that individual band as PCC are not applicable.

Note 4:
X corresponds to the band of the CA Configuration. Eg. for CA_41C-41A,X=41.

Note 5:
REFSENS refers to the PCC band’s and PCC NRB ‘s single carrier Uplink RB allocation for reference sensitivity according to table 7.3.5-2.

Note 6:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , choose the Combination with NRB_CC1 =  NRB_CC2 for testing. If no such combination is supported, choose Combination with maximum NRB_CC1 for testing.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure A.55.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1, and C.3.1, and uplink signals according to Annex H.1 and H.3.0.

4.
The UL and DL Reference Measurement channels are set according to Table 7.3A.5.4.1-1 through Table7.3A.5.4.1-5 as appropriate.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.3A.5.4.3.

7.3A.5.4.2
Test procedure

1.
Configure SCCs according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2. The SS shall configure SCCs as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A.5.4.3

3.
SS activates SCCs by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.3A.5.4.1-1 through Table7.3A.5.4.1-5 as appropriate on PCC and SCCs. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.5.4.1-1 through Table7.3A.5.4.1-5 as appropriate on PCC and SCCs. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCCs to the appropriate REFSENS value defined in Table 7.3A.5.5-1 through Table7.3A.5.5-7. Send continuously uplink power control "up" commands in every uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7.
Measure the average throughput for each component carrier for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.5.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6. In test procedure step 2, for SCCs configuration there are no additional message contents.
7.3A.5.5
Test requirement

For intra-band contiguous carrier aggregation the throughput of each component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3A.5.5-1. The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active.
Table 7.3A.5.5-1: Reference sensitivity QPSK PREFSENS for Intra-band contiguous

	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	CA_40D
	40
	-
	-
	-
	-96.3
	-94.5
	-93.3
	TDD

	CA_41D
	41
	-
	-
	-
	-94.3
	-92.5
	-91.3
	TDD

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3A.5.5-2)

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port


Table 7.3A.5.5-2: Void
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one E-UTRA band the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3A.5.5-3 (originated from single carrier Tables 7.3.5-1). The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active.
Table 7.3A.5.5-3: Reference sensitivity QPSK PREFSENS for inter-band

	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	CA_1A-3A-5A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	

	
	3 (Note 4)
	-
	-
	-93.3
	-90.8
	-89.3
	-88.3
	

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_1A-3A-8A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	

	
	3 (Note 4)
	-
	-
	-93.3
	-90.8
	-89.3
	-88.3
	

	
	8
	-
	-98.5
	-96.3
	-93.3
	-
	-
	

	CA_1A-3A-19A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	

	
	3
(Note 4)
	-
	-
	-93.3
	-90.8
	-89.3
	-88.3
	

	
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_1A-3A-20A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	

	
	3 (Note 4)
	-
	-
	-93.3
	-90.8
	-89.3
	-88.3
	

	
	20
	
	
	-96.3
	-93.3
	-90.5
	-89.3
	

	CA_1A-3A-26A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	

	
	3 (Note 4)
	-
	-
	-93.3
	-90.8
	-89.3
	-88.3
	

	
	26
	
	
	-96.86
	-93.86
	
	
	

	CA_1A-5A-7A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	CA_1A-7A-20A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	
	20
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_1A-18A-28A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	
	28
	-
	-
	-97.8
	-94.8
	-
	-
	

	
	28 (Note 7)
	-
	-
	-93.3
	-91.8
	-
	-
	

	CA_1A-19A-21A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_2A-4A-5A
	2
	-
	-
	-97
	-94
	-92.2
	-91
	FDD

	
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_2A-4A-12A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	2 (Note 8)
	-
	-
	-97
	-94
	-92.2
	-91
	

	
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	

	
	4 (Note 8)
	-
	-
	-89.3
	-88.8
	-88.3
	-87.8
	

	
	12
	-
	-
	-96.3
	-93.3
	-
	-
	

	
	12 (Note8)
	-
	-
	-95.8
	-92.8
	-
	-
	

	CA_2A-4A-13A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_2A-4A-29A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	

	
	29
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_2A-5A-12A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	
	12
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_2A-5A-13A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_2A-5A-30A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	
	30
	-
	-
	-98.3
	-95.3
	-
	-
	

	CA_2A-12A-30A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	12
	-
	-
	-96.3
	-93.3
	-
	-
	

	
	30
	-
	-
	-98.3
	-95.3
	-
	-
	

	CA_2A-29A-30A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	29
	-
	-
	-96.3
	-93.3
	-
	-
	

	
	30
	-
	-
	-98.3
	-95.3
	-
	-
	

	CA_3A-7A-20A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	
	20
	-
	-
	-96.3
	-93.3
	-90.5
	-89.3
	

	CA_4A-5A-12A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	
	12
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_4A-5A-13A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_4A-5A-30A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	
	30
	-
	-
	-98.3
	-95.3
	-
	-
	

	CA_4A-7A-12A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	
	12
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_4A-12A-30A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	12
	-
	-
	-96.3
	-93.3
	-
	-
	

	
	30
	-
	-
	-98.3
	-95.3
	-
	-
	

	CA_4A-29A-30A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	29
	-
	-
	-96.3
	-93.3
	-
	-
	

	
	30
	-
	-
	-98.3
	-95.3
	-
	-
	

	CA_7A-8A-20A
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	FDD

	
	8
	-
	-98.5
	-96.3
	-93.3
	-
	-
	

	
	20
	-
	-
	-96.3
	-93.3
	-
	-
	

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3A.5.5-4)

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
Reference sensitivity for the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz.

Note 5:
Reference sensitivity for the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.

Note 6:
6 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

Note 7:
These requirements apply when the uplink is active in Band 18 and the downlink channels in Band 28 are confined within the restricted frequency range specified for this CA configuration (Table 5.2A-2).

Note 8:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 5 and 6 in Table 7.3A.0-1.


For the UE which supports inter-band carrier aggregation configurations the ΔRIB,c in Tables 7.3.3-1A and 7.3.3-1B shall be applied for applicable bands.

Unless otherwise specified, in case the UE supports more than one of the above 3DL inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 3DL inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz and the tolerances are the same, the value applies to the band. If the tolerances are different, the applicable additional 3DL tolerance is FFS. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 3DL carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional 3DL tolerance shall be the maximum tolerance above that applies for that operating band among the supported 3DL CA configurations

The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also applies to the same E-UTRA operating bands that belong to a supported lower order CA configuration.

The reference receive sensitivity (REFSENS) requirement for inter-band specified in Table 7.3A.5.5-3 shall be met for an uplink CA configurations than or equal to that specified in Table 7.3.5-2.

NOTE:
Table 7.3A.5.5-4 does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors.

Table 7.3A.5.5-4: Void
For combinations of intra-band contiguous and inter-band carrier aggregation with three downlink carriers and one uplink carrier assigned to one E-UTRA band the throughput of each component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3A.5.5-5. The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active.
Table 7.3A.5.5-5: Reference sensitivity QPSK PREFSENS for intra-band contiguous + inter-band

	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	CA_1A-41C
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	CA_1A-42C
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	CA_2C-29A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	29
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_3A-7C
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	CA_3A-42C
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	42
	-
	-
	-98
	-95
	-93.2
	-92.0
	TDD

	
	42

(Note 4)
	-
	-
	-71.2
	-71.2
	-71.2
	-71.2
	TDD

	
	42

(Note 5)
	-
	-
	-96.6
	-94.2
	-92.7
	-92.0
	TDD

	CA_3C-7A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	CA_19A-42C
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	42
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	CA_25A-41C
	25
	-
	-
	-95.8
	-92.8
	-91.0
	-89.8
	FDD

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	CA_26A-41C
	26
	-
	-
	-96.86
	-93.86
	-926
	-
	FDD

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	TDD

	CA_39A-41C
	39
	-
	-
	-
	-96.3
	-94.5
	-93.3
	TDD

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	CA_39C-41A
	39
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	
	41
	-
	-
	-
	-
	-
	-91.3
	

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3A.5.5-4)

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 9 and 10 in Table 7.3A.0-1.

Note 5:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 11 in Table 7.3A.0-1.

Note 6:
6indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.


For combinations of intra-band non-contiguous and inter-band carrier aggregation with three downlink carriers and one uplink carrier assigned to one E-UTRA band the throughput of each component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3A.5.5-6. The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active.
Table 7.3A.5.5-6: Reference sensitivity QPSK PREFSENS for intra-band non-contiguous + inter-band

	CA Configuration
	Testpoint ID 
	PCC
	SCC1
	SCC2

	
	
	Band
	NRB
	Requirement (dBm)
	Band
	NRB
	Requirement (dBm)
	Band
	NRB
	Requirement (dBm)

	CA_2A-2A-XA

or
CA_XA-2A-2A
	1
	2
	100
	-91.3
	2
	25
	-90.11, 6
	X
	Highest NRB
	PREFSENS

	
	2
	2
	100
	-91.3
	2
	100
	-86.71,6
	X
	Highest NRB
	PREFSENS

	
	3
	X
	Highest NRB
	PREFSENS
	2
	100
	-91.3
	2
	100
	-91.3

	CA_3A-3A-XA

or

CA_XA-3A-3A
	1
	3
	100
	-90.3
	3
	25
	-89.81, 6
	X
	Highest NRB
	PREFSENS

	
	2
	3
	100
	-90.3
	3
	25
	-96.36
	X
	Highest NRB
	PREFSENS

	
	3
	3
	100
	-90.3
	3
	100
	-86.21, 6
	X
	Highest NRB
	PREFSENS

	
	4
	X
	Highest NRB
	PREFSENS
	3
	100
	-90.3
	3
	100
	-90.3

	CA_4A-4A-XA

or

CA_XA-4A-4A
	1
	4
	100
	-93.3
	4
	25
	-99.3
	X
	Highest NRB
	PREFSENS

	
	2
	4
	100
	-93.3
	4
	100
	-93.3
	X
	Highest NRB
	PREFSENS

	
	3
	X
	Highest NRB
	PREFSENS
	4
	100
	-93.3
	4
	100
	-93.3

	CA_42A-42A-XA

or

CA_XA-42A-42A
	1
	42
	100
	-92
	42
	25
	-98
	X
	Highest NRB
	PREFSENS

	
	2
	42
	100
	-92
	42
	100
	-92
	X
	Highest NRB
	PREFSENS

	
	3
	X
	Highest NRB
	PREFSENS
	42
	100
	-92
	42
	100
	-92

	CA_4A-4A-12A
	1
	4
	100
	-93.3
	4
	25
	-99.3
	12
	50
	-93.5

	
	2
	4
	100
	-93.3
	4
	100
	-93.3
	12
	50
	-93.5

	
	3
	12
	50
	-93.5
	4
	100
	-87.87
	4
	25
	-89.37

	
	4
	12
	50
	-93.5
	4
	100
	-87.87
	4
	100
	-87.87

	Note 1:
Requirements with additional relaxation (ΔRIBNC) as per Table 7.3A.0-3.

Note 2:
“Testpoint ID” refers to IDs in Table  7.3A.5.4.1-4.

Note 3:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

Note 4:
The signal power is specified per port.

Note 5:
PREFSENS refers to the PCC band’s single carrier reference sensitivity according to table 7.3.5-1.

Note 6: 
Note that SCC1 REFSENS is measured with different RB Allocation than PCC & SCC2.

Note 7:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 6 in Table 7.3A.0-1.


For combinations of intra-band non-contiguous and intra-band contiguous carrier aggregation with three downlink carriers and one uplink carrier assigned to one E-UTRA band the throughput of each component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3A.5.5-7. The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active.
Table 7.3A.5.5-7: Reference sensitivity QPSK PREFSENS for intra-band non-contiguous + intra-band contiguous

	CA Configuration
	Testpoint ID
	PCC
	SCC1
	SCC2

	
	
	NRB
	Requirement (dBm)
	NRB
	Requirement (dBm)
	NRB
	Requirement (dBm)

	CA_41A-41C
	1
	100
	-91.3
	100
	-91.3
	25
	-97.3

	
	2
	100
	-91.3
	100
	-91.3
	100
	-91.3

	CA_41C-41A
	1
	100
	-91.3
	100
	-91.3
	25
	-97.3

	
	2
	100
	-91.3
	100
	-91.3
	100
	-91.3

	Note 1:
Requirements with additional relaxation (ΔRIBNC) as per Table 7.3A.0-3.

Note 2:
“Testpoint ID” refers to IDs in Table  7.3A.5.4.1-5.

Note 3:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

Note 4:
The signal power is specified per port.

Note 5:
PREFSENS refers to the PCC band’s single carrier reference sensitivity according to table 7.3.5-1.


7.3A.6
Reference sensitivity level for CA (inter-band DL CA and UL CA)

7.3A.6.1
Test purpose

Same as in clause 7.3A.1.1.
7.3A.6.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support inter-band DL CA and UL CA.
7.3A.6.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 7.3A.0.
7.3A.6.4
Test description

7.3A.6.4.1
Initial conditions

Same as in clause 7.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.3A.1.4.1-1( use Table 7.3A.6.4.1-1.
-
Instead of clause 7.3A.1.4.3 use clause 7.3A.6.4.3.

Table 7.3A.6.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	For test frequencies refer to “Range” columns.

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCC NRB ” columns

	Network signalling value
	NS_01

Unless given by Table 7.3.3.-3 for the band with active uplink carrier

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation (Note 2,3)

	
	CA Configuration
	PCC NRB
	SCC NRB
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	PCC
	SCC
	
	
	
	PCC
	SCC
	
	

	
	Band 
	Range
	Band 
	Range
	
	
	
	
	
	
	

	Default Test Settings for a CA_XA-YA Configuration

	1
	X
	Mid
	Y
	Mid
	Lowest NRB
	Lowest NRB
	QPSK
	All RBs
	QPSK
	REFSENS
	REFSENS

	2
	X
	Mid
	Y
	Mid
	Highest NRB
	Highest NRB
	QPSK
	All RBs
	QPSK
	REFSENS
	REFSENS

	Test Settings for CA_1A-3A Configuration

	1
	1
	Note 5
	3
	Note 5
	25
	25
	QPSK
	All RBs
	QPSK
	25@0
	25@0

	Test Settings for CA_1A-8A Configuration

	1
	1
	Note 5
	8
	Note 5
	25
	25
	QPSK
	All RBs
	QPSK
	25@0
	25@0

	Test Settings for CA_2A-4A Configuration

	1
	2
	Note 5
	4
	Note 5
	100
	25
	QPSK
	All RBs
	QPSK
	50@0
	25@0

	2
	2
	Note 5
	4
	Note 5
	25
	25
	QPSK
	All RBs
	QPSK
	25@0
	25@0

	Test Settings for CA_3A-5A Configuration

	1
	3
	Note 5
	5
	Note 5
	50
	25
	QPSK
	All RBs
	QPSK
	50@0
	25@0

	2
	3
	Note 5
	5
	Note 5
	50
	25
	QPSK
	All RBs
	QPSK
	50@0
	25@0

	Test Settings for CA_3A-7A Configuration

	1
	3
	Note 5
	7
	Note 5
	25
	50
	QPSK
	All RBs
	QPSK
	25@0
	50@0

	Test Settings for CA_3A-8A Configuration

	1
	3
	Note 5
	8
	Note 5
	50
	25
	QPSK
	All RBs
	QPSK
	50@0
	25@0

	Test Settings for CA_3A-19A Configuration

	1
	3
	Note 5
	19
	Note 5
	25
	25
	QPSK
	All RBs
	QPSK
	25@0
	25@0

	2
	3
	Note 5
	19
	Note 5
	25
	25
	QPSK
	All RBs
	QPSK
	25@0
	25@0

	Test Settings for CA_3A-20A Configuration

	1
	3
	Note 5
	20
	Note 5
	25
	25
	QPSK
	All RBs
	QPSK
	25@0
	25@0

	2
	3
	Note 5
	20
	Note 5
	25
	25
	QPSK
	All RBs
	QPSK
	25@0
	25@0

	Test Settings for CA_3A-26A Configuration

	1
	3
	Note 5
	26
	Note 5
	25
	25
	QPSK
	All RBs
	QPSK
	25@0
	25@0

	2
	3
	Note 5
	26
	Note 5
	25
	25
	QPSK
	All RBs
	QPSK
	25@0
	25@0

	Test Settings for CA_4A-7A Configuration

	1
	4
	Note 5
	7
	Note 5
	25
	25
	QPSK
	All RBs
	QPSK
	25@0
	25@0

	Test Settings for CA_5A-7A Configuration

	1
	5
	Note 5
	7
	Note 5
	25
	50
	QPSK
	All RBs
	QPSK
	25@0
	50@0

	Test Settings for CA_5A-7A Configuration

	1
	7
	Note 5
	20
	Note 5
	50
	25
	QPSK
	All RBs
	QPSK
	50@0
	25@0

	Note 1: 
CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.

Note 2:
Use CA Configuration – specific test points if present in the table, Otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use the Default Test Settings test points.

Note 3:
X,Y correspond to the different bands in the CA Configuration. E.g. for CA_1A-3A,X=1,Y=3.

Note 4:
REFSENS refers to the PCC band’s and PCC NRB ‘s single carrier Uplink RB allocation for reference sensitivity according to table 7.3.5-2.

Note 5: 
Test frequency for each CA configuration shall follow Table 7.3A.0-1f. If test configurations of each ID in a CA configuration are same, test frequency shall follow the order of Table 7.3A.0-1f.


7.3A.6.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2. The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A.1.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 7.3A.6.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.6.4.1-1 on both PCC and SCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.6.5-1. Send continuously uplink power control "up" commands in every uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7.
Measure the average throughput for each component carrier for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.6.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6. In test procedure step 2, for SCC configuration there are no additional message contents.
7.3A.6.5
Test requirement

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Tables 7.3A.6.5-1 (originated from single carrier Tables 7.3.5-1). The reference sensitivity is defined to be met with both downlink component carriers active and both of the uplink component carriers active.

Table 7.3A.6.5-1: Reference sensitivity QPSK PREFSENS

	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	CA_1A-3A
	1
	-
	-
	TBD
	-
	-
	-
	FDD

	
	3
	-
	-
	-96.3
	-
	-
	-
	

	CA_1A-5A
	1
	-
	-
	-
	-96.3
	-
	-
	FDD

	
	5
	-
	-
	-
	-94.3
	-
	-
	

	CA_1A-7A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	CA_1A-8A
	1
	-
	-
	-93.3
	-
	-
	-
	FDD

	
	8
	-
	-
	-96.3
	-
	-
	-
	

	CA_1A-19A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_1A-21A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_2A-4A
	2
	-
	-
	-
	-
	-
	[-85.3]
	FDD

	
	4
	-
	-
	-99.3
	-
	-
	-
	

	
	2
	-
	-
	-97.3
	-
	-
	-
	FDD

	
	4
	-
	-
	-94.3
	-
	-
	-
	

	CA_2A-13A
	2
	-
	-
	-
	-94.3
	-92.5
	-91.3
	FDD

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_3A-5A
	3
	-
	-
	-
	-93.3
	-
	-
	FDD

	
	5
	-
	-
	-73.3
	-
	-
	-
	

	CA_3A-7A
	3
	-
	-
	-96.3
	-
	-
	-
	FDD

	
	7
	-
	-
	-
	-81.3
	-
	-
	

	CA_3A-8A
	3
	-
	-
	-
	-93.3
	-
	-
	FDD

	
	8
	-
	-
	-88.3
	-
	-
	-
	

	CA_3A-19A
	3
	-
	-
	-92.3
	-
	-
	-
	FDD

	
	19
	-
	-
	-99.3
	-
	-
	-
	

	
	3
	-
	-
	-96.3
	-
	-
	-
	

	
	19
	-
	-
	-72.3
	-
	-
	-
	

	CA_3A-20A
	3
	-
	-
	-92.3
	-
	-
	-
	FDD

	
	20
	-
	-
	-96.3
	-
	-
	-
	

	
	3
	-
	-
	-96.3
	-
	-
	-
	FDD

	
	20
	-
	-
	-87.3
	-
	-
	-
	

	CA_3A-26A
	3
	-
	-
	-92.3
	-
	-
	-
	FDD

	
	26
	-
	-
	-96.85
	-
	-
	-
	

	
	3
	-
	-
	-96.3
	-
	-
	-
	FDD

	
	26
	-
	-
	-70.85
	-
	-
	-
	

	CA_4A-7A
	4
	-
	-
	-99.3
	-
	-
	-
	FDD

	
	7
	-
	-
	-82.3
	-
	-
	-
	

	CA_4A-12A
	4
	-104
	-101
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	4

(Note 4)
	-88.5
	-88.5
	-89.3
	-88.8
	-88.3
	-87.8
	

	
	12
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_4A-13A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_4A-17A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	4

(Note 4)
	-
	-
	[-89.3]
	[-88.8]
	-
	-
	

	
	17
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_5A-7A
	5
	-
	-
	-85.3
	-
	-
	-
	FDD

	
	7
	-
	-
	-
	-94.3
	-
	-
	

	CA_7A-20A
	7
	-
	-
	-
	-94.3
	-
	-
	FDD

	
	20
	-
	-
	-84.3
	-
	-
	-
	

	CA_7A-28A
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	28
	-
	-
	-98.5
	-95.5
	-93.7
	-
	

	CA_19A-21A
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_39A-41A
	39
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	Note 1:
Both of the transmitters shall be set min(+20 dBm, PCMAX_L,c) as defined in subclause 6.2.5A
Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 6 in Table 7.3A.0-1.

Note 5:
5 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.


7.3A.7
Reference sensitivity level for CA (intra-band non-contiguous DL CA and UL CA)

7.3A.7.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.7.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support intra-band non-contiguous DL CA and UL CA.
7.3A.7.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 7.3A.0.
7.3A.7.4
Test description

7.3A.7.4.1
Initial conditions

Same as in clause 7.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.3A.1.4.1-1( use Table 7.3A.7.4.1-1.
-
Instead of clause 7.3A.1.4.3 use clause 7.3A.7.4.3.

Table 7.3A.7.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2.
	A: N/A (Range is not relevant)

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration.
	Refer to test point

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg
	Wgap
[MHz]
	DL Allocation
	UL Allocation

	
	PCC
NRB
	SCCs NRB
	
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC NRB_alloc (LCRB @ RBstart)
	CC MOD
	SCC NRB_alloc
(LCRB @ RBstart)

	Test Parameters for CA_4A-4A Configurations

	1
	100
	25
	35
	QPSK
	100+25
	QPSK
	100@0
	QPSK
	25@0

	2
	100
	100
	20
	QPSK
	100+100
	QPSK
	100@0
	QPSK
	100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-3.

Note 2:
The carrier centre frequency of PCC in the UL operating band is configured closer to the DL operating band. 


7.3A.7.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A7.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 7.3A.7.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.7.4.1-1 on both PCC and SCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.7.5-1. Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7. 
Measure the average throughput for each component carrier for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.7.4.3
Message contents

Same as in clause 7.3A.4.4.3.

7.3A.7.5
Test requirement

For intra-band non-contiguous carrier aggregation with two uplink carriers, the throughput of each downlink component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3.2 with parameters specified in Table 7.3A.7.5-1.
Table 7.3A.7.5-1: Reference sensitivity QPSK PREFSENS for intra-band Non-contiguous

	ID/ CA configuration / PREFSENS

	ID
	CA configuration
	PCC measurement

(dBm)
	SCC measurement

(dBm)

	1
	CA_4A-4A
	-93.3
	-99.3

	2
	
	-93.3
	-93.3

	Note 1:
The transmitter shall be set to maximum output power level 

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port


For the UE which supports inter-band carrier aggregation configurations the ΔRIB,c in Tables 7.3.3-1A, 7.3.3-1B and 7.3.3-1C shall be applied for applicable bands.

In case the UE supports more than one of the inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:
-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 7.3.3-1A, truncated to one decimal place that would apply for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL (i.e. bands listed in Table 7.3A.0-1), then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 7.3.3-1A that would apply for that operating band among the supported CA configurations

7.3.1B
Minimum requirements (QPSK) for UL-MIMO
{Unchanged sections skipped}
F.1.3
Measurement of receiver

Table F.1.3-1: Maximum Test System Uncertainty for receiver tests

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	7.3 Reference sensitivity power level
	Downlink power ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	7.3A.1 Reference sensitivity level for CA (intra-band contiguous DL CA and UL CA)
	Same as 7.3 for each CC
	

	7.3A.2 Reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)
	Same as 7.3A.1
	

	7.3A.3 Reference sensitivity level for CA (inter-band DL CA without UL CA)
	Same as 7.3A.1
	

	7.3A.4 Reference sensitivity level for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.3A.1
	

	7.3A.5 Reference sensitivity level for CA (3DL CA without UL CA)
	Same as 7.3A.1
	

	7.3A.6 Reference sensitivity level for CA (inter-band DL CA and UL CA)
	Same as 7.3A.1
	

	7.3A.7 Reference sensitivity level for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 7.3A.1
	

	7.3B Reference Sensitivity Level for UL-MIMO
	Same as 7.3
	

	7.3E Reference Sensitivity Level for UE category 0
	Same as 7.3
	

	7.4 Maximum input level
	Downlink power ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

Uplink power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	7.4A.1 Maximum input level for CA (intra band contiguous DL CA and UL CA)
	Same as 7.4 for each CC
	Uncertainties apply for each CC

	7.4A.1 H Maximum input level for SCE-L1 for CA (intra-band contiguous DL CA and UL CA)
	Downlink power same as 7.4 for each CC
Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.2 Maximum input level for CA (intra band contiguous DL CA without UL CA)
	Downlink power same as 7.4 for each CC

Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.2 H Maximum input level for SCE-L1 for CA (intra-band contiguous DL CA without UL CA)
	Downlink power same as 7.4 for each CC
Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.3 Maximum input level for CA (inter-band DL CA without UL CA)
	Downlink power same as 7.4 for each CC
Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.4 Maximum input level for CA (intra band non-contiguous DL CA without UL CA)
	Downlink power same as 7.4 for each CC
Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.5 Maximum input level for CA (3DL CA without UL CA)
	Downlink power same as 7.4 for each CC

Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.5_H Maximum input level for SCE-L1 for CA (3DL CA without UL CA)
	Downlink power same as 7.4 for each CC

Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4B Maximum Input Level for UL-MIMO
	Downlink power same as 7.4
Uplink power measurement same as 7.4, at each antenna connector used for transmission
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors

	7.4E Maximum input level for UE category 0
	Same as 7.4
	

	7.4_H Maximum input level for SCE-L1
	Same as 7.4
	

	7.5 Adjacent Channel Selectivity (ACS)
	ACS value ±1.1 dB, f ≤ 3.0GHz

±1.5 dB, 3.0GHz < f ≤ 4.2GHz

Uplink power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	Overall ACS uncertainty comprises three quantities:

1. Wanted signal level error

2. Interferer signal level error

3. Additional impact of interferer ACLR

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The interferer ACLR effect is systematic, and is added arithmetically.
Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + ACLR effect.

f ≤ 3.0GHz

Wanted signal level ± 0.7dB

Interferer signal level ± 0.7dB

3.0GHz < f ≤ 4.2GHz

Wanted signal level ± 1.0dB

Interferer signal level ± 1.0dB

f ≤ 4.2GHz

Impact of interferer ACLR 0.1dB

	7.5A.1 Adjacent Channel Selectivity (ACS) for CA (intra band contiguous DL CA and UL CA)
	Same as 7.5 for each CC
	Same as 7.5

The wanted signal level uncertainty applies for each CC.

Overall ACS uncertainty calculation includes the uncertainty for wanted level error only once, as the uncertainty of other CCs is not expected to have any significant effect.

	7.5A.2 Adjacent Channel Selectivity (ACS) for CA (intra band contiguous DL CA without UL CA)
	Downlink power same as 7.5

Uplink power measurement same as 7.5
	The wanted signal level uncertainty applies for each CC

	7.5A.3 Adjacent Channel Selectivity (ACS) for CA (inter band DL CA without UL CA)
	Downlink power same as 7.5

Uplink power measurement same as 7.5
	The wanted signal level uncertainty applies for each CC

	7.5A.4 Adjacent Channel Selectivity (ACS) for CA (intra-band non-contiguous DL CA without UL CA)
	Downlink power same as 7.5

Uplink power measurement same as 7.5
	The wanted signal level uncertainty applies for each CC

	7.5A.5 Adjacent Channel Selectivity (ACS) for 3DL CA without UL CA
	Downlink power same as 7.5

Uplink power measurement same as 7.5
	The wanted signal level uncertainty applies for each CC

	7.5B Adjacent Channel Selectivity (ACS) for UL-MIMO
	ACS value same as 7.5
Uplink power measurement same as 7.5, at each antenna connector used for transmission
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors

	7.5E Adjacent Channel Selectivity (ACS) for UE category 0
	Same as 7.5
	Same as 7.5

	7.6.1 In-band blocking
	Blocking ±1.4 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
Uplink power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	Overall blocking uncertainty can have these contributions:

1. Wanted signal level error

2. Interferer signal level error

3. Interferer ACLR

4. Interferer broadband noise

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The Interferer ACLR or Broadband noise effect is systematic, and is added arithmetically.
Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + ACLR effect + Broadband noise effect.

In-band blocking, using modulated interferer:

f ≤ 3.0GHz

Wanted signal level ± 0.7dB

Interferer signal level:

± 0.7dB

3.0GHz < f ≤ 4.2GHz

Wanted signal level ± 1.0dB

Interferer signal level ± 1.0dB

f ≤ 4.2GHz

Interferer ACLR 0.4dB

Broadband noise not applicable

	7.6.1A.1 In-band blocking for CA (intra band contiguous DL CA and UL CA)
	Same as 7.6.1 for each CC
	Same as 7.6.1

The wanted signal level uncertainty applies for each CC.

Overall blocking uncertainty calculation includes the uncertainty for wanted level error only once, as the uncertainty of other CCs is not expected to have any significant effect.

	7.6.1A.2 In-band blocking for CA (intra band contiguous DL CA without UL CA)
	Same as 7.6.1A.1
	Same as 7.6.1A.1

	7.6.1A.3 In-band blocking for CA (inter band DL CA without UL CA)
	Same as 7.6.1A.1
	Same as 7.6.1A.1

	7.6.1A.4 In-band blocking for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.6.1A.1
	Same as 7.6.1A.1

	7.6.1A.5 In-band blocking for CA (3DL CA without UL CA)
	Same as 7.6.1A.1
	Same as 7.6.1A.1

	7.6.1B In-band blocking for UL-MIMO
	Blocking same as 7.6.1

Uplink power measurement same as 7.6.1, at each antenna connector used for transmission 
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors

	7.6.1E In-band blocking for UE category 0
	Same as 7.6.1
	Same as 7.6.1

	7.6.2 Out of-band blocking
	Wanted signal f ≤ 3.0GHz

Blocking, 1MHz < finterferer ≤ 3 GHz: ±1.3 dB

Blocking, 3 GHz < finterferer ≤ 12.75 GHz: ±3.2 dB

Uplink power measurement ±0.7 dB

Wanted signal 3.0GHz < f ≤ 4.2GHz

Blocking, 1MHz < finterferer ≤ 3 GHz: ±1.5 dB

Blocking, 3 GHz < finterferer ≤ 12.75 GHz: ±3.3 dB

Uplink power measurement ±1.0 dB
	Out of band blocking, using CW interferer:

f ≤ 3.0GHz

Wanted signal level ± 0.7dB

3.0GHz < f ≤ 4.2GHz

Wanted signal level ± 1.0dB

Interferer signal level:

± 1.0dB up to 3GHz

± 3.0dB up to 12.75GHz

Interferer ACLR not applicable

Impact of interferer Broadband noise 0.1dB

Figures are combined to give Test System uncertainty, using formula given for 7.6.1

	7.6.2A.1 Out-of-band blocking for CA (intra band contiguous DL CA and UL CA)
	Same as 7.6.2 for each CC
	Same as 7.6.2

The wanted signal level uncertainty applies for each CC.

Overall blocking uncertainty calculation includes the uncertainty for wanted level error only once, as the uncertainty of other CCs is not expected to have any significant effect.

	7.6.2A.2 Out-of-band blocking for CA (intra band contiguous DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.6.2A.3 Out-of-band blocking for CA (inter band DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.6.2A.4 Out-of-band blocking for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.6.2A.5 Out-of-band blocking for CA (3DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.6.2B Out-of-band blocking for UL-MIMO
	Blocking same as 7.6.2
Uplink power measurement same as 7.6.2, at each antenna connector used for transmission
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors

	7.6.2E Out of-band blocking for UE category 0
	Same as 7.6.2
	Same as 7.6.2

	7.6.3 Narrow band blocking
	Blocking ±1.3 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
Uplink power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	Narrow band blocking, using CW interferer:

Wanted signal level ± 0.7dB

Interferer signal level:

± 1.0dB

Interferer ACLR not applicable

Impact of interferer Broadband noise 0.1dB

Figures are combined to give Test System uncertainty, using formula given for 7.6.1

	7.6.3A.1 Narrow band blocking for CA (intra band contiguous DL CA and UL CA)
	Same as 7.6.3 for each CC
	Same as 7.6.3

The wanted signal level uncertainty applies for each CC.

Overall blocking uncertainty calculation includes the uncertainty for wanted level error only once, as the uncertainty of other CCs is not expected to have any significant effect.

	7.6.3A.2 Narrow band blocking for CA (intra band contiguous DL CA without UL CA)
	Same as 7.6.3A.1
	Same as 7.6.3A.1

	7.6.3A.3 Narrow band blocking for CA (inter band DL CA without UL CA)
	Same as 7.6.3A.1
	Same as 7.6.3A.1

	7.6.3A.4 Narrow band blocking for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.6.3A.1
	Same as 7.6.3A.1

	7.6.3A.5 Narrow band blocking for CA (3DL CA without UL CA)
	Same as 7.6.3A.1
	Same as 7.6.3A.1

	7.6.3B Narrow band blocking for UL-MIMO
	Blocking same as 7.6.3
Uplink power measurement same as 7.6.3, at each antenna connector used for transmission
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors

	7.6.3E Narrow band blocking for UE category 0
	Same as 7.6.3
	Same as 7.6.3

	7.7 Spurious response
	Same as 7.6.2
	Same as 7.6.2.

	7.7A.1 Spurious response for CA (intra band contiguous DL CA and UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.7A.2 Spurious response for CA (intra band contiguous DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.7A.3 Spurious response for CA (inter band DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.7A.4 Spurious response for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.7A.5 Spurious response for CA (3DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.7B Spurious response for UL-MIMO
	Same as 7.7
Uplink power measurement same as 7.6.2, at each antenna connector used for transmission
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors

	7.7E Spurious response for UE category 0
	Same as 7.7
	Same as 7.7

	7.8.1 Wide band intermodulation
	Intermodulation ±1.4 dB, f ≤ 3.0GHz

±2.6 dB, 3.0GHz < f ≤ 4.2GHz

Uplink power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	Overall intermodulation uncertainty comprises three quantities:

1. Wanted signal level error

2. CW Interferer level error

3. Modulated Interferer level error

Effect of interferer ACLR has not been included as modulated interferer has larger frequency offset

The effect of the closer CW signal has twice the effect.

Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared to provide the combined effect of the three signals.

Test System uncertainty = SQRT [(2 x CW_level_error)2 +(mod interferer_level_error)2 +(wanted signal_level_error)2]

f ≤ 3.0GHz
Wanted signal level ± 0.7dB

CW Interferer level ± 0.5dB

Mod Interferer level ± 0.7dB

3.0GHz < f ≤ 4.2GHz

Wanted signal level ± 1.0dB

CW Interferer level ± 0.8dB

Mod Interferer level ± 1.0dB

	7.8.1A.1 Wideband intermodulation for CA (intra band contiguous DL CA and UL CA)
	Same as 7.8.1 for each CC
	Same as 7.8.1

The wanted signal level uncertainty applies for each CC.

Overall intermodulation uncertainty calculation includes the uncertainty for wanted level error only once, as the uncertainty of other CCs is not expected to have any significant effect.

	7.8.1A.2 Wideband intermodulation for CA (intra band contiguous DL CA without UL CA)
	Same as 7.8.1A.1
	Same as 7.8.1A.1

	7.8.1A.3 Wideband intermodulation for CA (inter band DL CA without UL CA)
	Same as 7.8.1A.1
	Same as 7.8.1A.1

	7.8.1A.4 Wideband intermodulation for CA (intra band non-contiguous DL CA without UL CA)
	Same as 7.8.1A.1
	Same as 7.8.1A.1

	7.8.1A.5 Wideband intermodulation for CA (3DL CA without UL CA)
	Same as 7.8.1A.1
	Same as 7.8.1A.1

	7.8.1B Wide band intermodulation for UL-MIMO
	Intermodulation same as 7.8.1
Uplink power measurement same as 7.8.1, at each antenna connector used for transmission
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors

	7.8.1E Wide band intermodulation for UE category 0
	Same as 7.8.1
	Same as 7.8.1

	7.9 Spurious emissions
	30MHz ≤ f ≤ 4.0GHz: ± 2.0 dB

4 GHz < f ≤ 19 GHz: ± 4.0 dB
	

	7.9A Spurious emissions for CA
	30MHz ≤ f ≤ 4.0GHz: ± 2.0 dB

4 GHz < f ≤ 12.75 GHz: ± 4.0 dB
	

	7.9E Spurious emissions for UE category 0
	Same as 7.9
	

	Note 1:
Unless otherwise noted, only the Test System stimulus error is considered here. The effect of errors in the throughput measurements due to finite test duration is not considered.


F.1.4
Measurement of performance requirements

{Unchanged sections skipped}
F.3.3
Measurement of receiver

Table F.3.3-1: Derivation of Test Requirements (Receiver tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	7.3 Reference sensitivity power level
	Reference sensitivity power level:

For 1.4MHz

-102.2dBm

-103.2dBm

-105.2dBm

-106.2dBm

For 3MHz

-99.2dBm

-100.2dBm

-102.2dBm

For 5MHz

-97dBm
-98dBm
-98.5dBm

-99dBm
-100dBm
-96.5dBm Band 9 with Multi band
For 10MHz

-94dBm
-95dBm
-95.5dBm

-96dBm
-97dBm
-93.5dBm Band 9 with Multi band
For 15MHz

-92.2dBm
-93.2dBm
-93.7dBm

-94.2dBm
-95.2dBm
-91.7dBm Band 9 with Multi band
For 20MHz

-91dBm
-92dBm
-93dBm
-94dBm
-90.5dBm Band 9 with Multi band
T-put limit = 95% of maximum for the Ref Meas channel
	All cases:

f ≤ 3.0GHz 0.7dB
3.0GHz < f ≤ 4.2GHz

1.0 dB
	Formula: Reference sensitivity power level + TT

T-put limit unchanged

	7.3A.1 Reference sensitivity level for CA (intra-band contiguous DL CA and UL CA)
	PCC and SCC

Value in Table 7.3.1-1
PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A or Table 7.3.1-1B  where applicable

T-put limit = 95% of maximum for the Ref Meas channel
	Same as 7.3
	PCC and SCC

Value in TS 36.101 Table 7.3.1-1+TT

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A where applicable

T-put limit unchanged

	7.3A.2 Reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)
	Same as 7.3A.1
	Same as 7.3
	Same as 7.3A.1

	7.3A.3 Reference sensitivity level for CA (inter-band DL CA without UL CA)
	PCC and SCC

Value in Table 7.3.1-1
Exceptions in Tables 7.3.1A-0a, 7.3.1A-0bA, 7.3.1A-0d

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A or Table 7.3.1-1B  where applicable

T-put limit = 95% of maximum for the Ref Meas channel
	Same as 7.3
	PCC and SCC

Value in TS 36.101 Table 7.3.1-1+TT

Exceptions in TS 36.101 Tables 7.3.1A-0a, 7.3.1A-0bA, 7.3.1A-0d+TT 

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A where applicable

T-put limit unchanged

	7.3A.4 Reference sensitivity level for CA (intra-band non-contiguous DL CA without UL CA)
	PCC

Value in Table 7.3.1-1
SCC

Value in Table 7.3.1-1
+ΔRIBNC in Table 7.3.1A-3

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A or Table 7.3.1-1B  where applicable

T-put limit = 95% of maximum for the Ref Meas channel
	Same as 7.3
	PCC

Value in TS 36.101 Table 7.3.1-1+TT

SCC

Value in TS 36.101 Table 7.3.1-1+TT

+ΔRIBNC in TS 36.101 Table 7.3.1A-3

PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A where applicable

T-put limit unchanged

	7.3A.5 Reference sensitivity level for CA (3DL CA without UL CA)
	PCC and SCCs

Value in Table 7.3.1-1
Exceptions in Tables 7.3.1A-0a, 7.3.1A-0bC, 7.3.1A-0d

PCC and SCCs values are each increased by ΔRIB,c in Table 7.3.1A-3, 7.3.1-1B or/and ΔRIBNC in Table 7.3.1A-3 where applicable

T-put limit = 95% of maximum for the Ref Meas channel
	Same as 7.3
	PCC and SCC

Value in TS 36.101 Table 7.3.1-1+TT

Exceptions in TS 36.101 Tables 7.3.1A-0a, 7.3.1A-0bC, 7.3.1A-0d +TT 

PCC and SCCs values are each increased by ΔRIB,c in Table 7.3.3-1A, 7.3.3-1B or/and ΔRIBNC in TS 36.101 Table 7.3.1A-3 where applicable

T-put limit unchanged

	7.3A.6 Reference sensitivity level for CA (inter-band DL CA and UL CA)
	TBD
	TBD
	TBD

	7.3A.7 Reference sensitivity level for CA (intra-band non-contiguous DL CA and UL CA)
	PCC

Value in Table 7.3.1-1+ ΔR2UL_PCC  in Table 7.3.1A-4
SCC

Value in Table 7.3.1-1
+ ΔR2UL_PCC  in Table 7.3.1A-4
PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A or Table 7.3.1-1B  where applicable

T-put limit = 95% of maximum for the Ref Meas channel
	Same as 7.3
	PCC

Value in TS 36.101 Table 7.3.1-1+TT+ ΔR2UL_PCC  in Table 7.3.1A-4
SCC

Value in TS 36.101 Table 7.3.1-1+TT

+ ΔR2UL_SCC  in Table 7.3.1A-4
PCC and SCC values are each increased by ΔRIB,c in Table 7.3.3-1A where applicable

T-put limit unchanged

	7.3B Reference Sensitivity Level for UL-MIMO
	Same as 7.3
	Same as 7.3
	Same as 7.3

	7.3E Reference Sensitivity Level for UE category 0
	Same as 7.3
	Same as 7.3
	Same as 7.3

	7.4 Maximum input level
	Signal level -25dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB
f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Maximum input level - TT

Signal level:

f ≤ 3.0GHz: -25.7 dBm

3.0GHz < f ≤ 4.2GHz: -26.0 dBm

T-put limit unchanged

Uplink power measurement window comprises four quantities:

1. UE power step size 1dB

2. UE Power step tolerance ±1dB
3. Test system power measurement at top of window:

f ≤ 3.0GHz ±0.7 dB

3.0GHz < f ≤ 4.2GHz ±1.0 dB.

4. Test system power measurement at bottom of window:

f ≤ 3.0GHz ±0.7 dB

3.0GHz < f ≤ 4.2GHz ±1.0 dB.

Items 1 to 4 are added arithmetically:
Overall UL power window size:

f ≤ 3.0GHz:

 (1dB+1dB+0.7dB+0.7dB) =3.4dB

3.0GHz < f ≤ 4.2GHz:

(1dB+1dB+1dB+1dB) =4dB

Top of window is aligned to UL power requirement, hence +0dB, -3.4dB or +0dB, -4.0dB according to frequency

	7.4A.1 Maximum input level for CA (intra band contiguous DL CA and UL CA)
	Signal level for each CC as specified 

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz 0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Signal level for each CC - TT

T-put limit unchanged

Uplink power measurement window is calculated in the same way as 7.4, but the target power for each CC is scaled according to the allocation:

For PCC: 10log(P_LCRB/NRB_alloc)

For SCC: 10log(S_LCRB/NRB_alloc)

	7.4A.1 H Maximum input level for SCE-L1 for CA (intra-band contiguous DL CA and UL CA)
	Signal level for each CC as specified 

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz 0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Signal level for each CC – TT
Signal level:

f ≤ 3.0GHz: -27.7 dBm

3.0GHz < f ≤ 4.2GHz: -28.0 dBm

T-put limit unchanged

Uplink power measurement window is calculated in the same way as 7.4, but the target power for each CC is scaled according to the allocation:

For PCC: 10log(P_LCRB/NRB_alloc)

For SCC: 10log(S_LCRB/NRB_alloc)

	7.4A.2 Maximum input level for CA (intra band contiguous DL CA without UL CA)
	Signal level for each CC as specified 

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz 0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Signal level for each CC - TT

T-put limit unchanged

Uplink power measurement window same as 7.4

	7.4A.2 H Maximum input level for SCE-L1 for CA (intra-band contiguous DL CA without UL CA)
	Signal level for each CC as specified 

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz 0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Signal level for each CC - TT

T-put limit unchanged

Uplink power measurement window same as 7.4

	7.4A.3 Maximum input level for CA (inter-band DL CA without UL CA)
	Signal level -25dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz 0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB
f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Maximum input level - TT

Signal level:

f ≤ 3.0GHz: -25.7 dBm

3.0GHz < f ≤ 4.2GHz: -26.0 dBm

T-put limit unchanged

Uplink power measurement window same as 7.4

	7.4A.4 Maximum input level for CA (intra band non-contiguous DL CA without UL CA)
	Signal level -25dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz 0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB
f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Maximum input level - TT

Signal level:

f ≤ 3.0GHz: -25.7 dBm

3.0GHz < f ≤ 4.2GHz: -26.0 dBm

T-put limit unchanged

Uplink power measurement window same as 7.4

	7.4A.5 Maximum input level for CA (3DL CA without UL CA)
	Signal level for each CC as specified 

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz 0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB
f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Signal level for each CC - TT

T-put limit unchanged

Uplink power measurement window same as 7.4

	7.4A.5_H Maximum input level for SCE-L1 for CA (3DL CA without UL CA)
	Signal level for each CC as specified 

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz 0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB
f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Signal level for each CC - TT

T-put limit unchanged

Uplink power measurement window is calculated in the same way as 7.4

	7.4B Maximum Input Level for UL-MIMO
	Same as 7.4
	Same as 7.4
	Same as 7.4

Uplink power measurement window applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	7.4E Maximum input level for UE category 0
	Same as 7.4
	Same as 7.4
	Same as 7.4

	7.4_H Maximum input level for SCE-L1
	Signal level -27dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz 0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB
f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Maximum input level - TT

Signal level:

f ≤ 3.0GHz: -27.7 dBm

3.0GHz < f ≤ 4.2GHz: -28.0 dBm

T-put limit unchanged

Uplink power measurement window same as 7.4

	7.5 Adjacent Channel Selectivity (ACS)
	Case 1:

Wanted signal power, all BWs: (REFSENS + 14 dB)

Interferer signal power

For 1.4 MHz, 3 MHz, 5 MHz, 10 MHz BW:

(REFSENS + 45.5 dB)
For 15 MHz BW:

(REFSENS + 42.5 dB)
For 20 MHz BW:

(REFSENS + 39.5 dB)
Case 2:

Wanted signal power

For 1.4 MHz, 3 MHz, 5 MHz, 10 MHz BW: -56.5 dBm

For 15 MHz BW: -53.5 dBm

For 20 MHz BW: -50.5 dBm

Interferer signal power, all BWs:
-25 dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula:

Wanted signal power + TT

Interferer signal power unchanged
T-put limit unchanged

Uplink power measurement window same as 7.4

	7.5A.1 Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA and UL CA)
	Case 1:

Wanted signal power: (REFSENS + 14 dB)

Interferer signal power

For CA BW Class C:

(Aggregated power + 22.5 dB)
Case 2:

Wanted signal power:

-47.5 +10log(NRB,c/NRB agg) dBm

Interferer signal power

For CA BW Class C:

-25 dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB 
	Formula:

Wanted signal power + TT

Interferer signal power unchanged
T-put limit unchanged

Uplink power measurement window same as 7.4A.1

	7.5A.2 Adjacent Channel Selectivity (ACS) for CA (intra band contiguous DL CA without UL CA) 
	Same as 7.5A.1
	Same as 7.5A.1
	Same as 7.5A.1

	7.5A.3 Adjacent Channel Selectivity (ACS) for CA (inter band DL CA without UL CA)
	Same as 7.5 for each CC
	Same as 7.5
	Same as 7.5 for each CC

	7.5A.4 Adjacent Channel Selectivity (ACS) for CA (intra-band non-contiguous DL CA without UL CA)
	FFS
	FFS
	FFS

	7.5A.5 Adjacent Channel Selectivity (ACS) for 3DL CA without UL CA
	Intra-band contiguous DL CA

Case 1:

Wanted signal power: (REFSENS + 14 dB)

Interferer signal power

For CA BW Class B, Class C:

(Aggregated power + 22.5 dB)
For CA BW Class D:

(Aggregated power + 20.7 dB)
Case 2:

Wanted signal power:

For CA BW Class B:

-50.5 +10log(NRB,c/NRB agg) dBm

For CA BW Class C:

-47.5 +10log(NRB,c/NRB agg) dBm

For CA BW Class D:

-43.9 +10log(NRB,c/NRB agg) dBm

Interferer signal power

-25 dBm

Inter-band CA

Same as 7.5 for each CC
T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB 
	Formula:

Wanted signal power + TT

Interferer signal power unchanged
T-put limit unchanged

Uplink power measurement window same as 7.4A.1

	7.5B Adjacent Channel Selectivity (ACS) for UL-MIMO
	Same as 7.5
	Same as 7.5
	Same as 7.5

Uplink power measurement window applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	7.5E Adjacent Channel Selectivity (ACS) for UE category 0
	Same as 7.5
	Same as 7.5
	Same as 7.5

	7.6.1 In-band blocking
	Wanted signal power: (REFSENS + BW dependent value)

Interferer signal power:

-56dBm or -44dBm

T-put limit = 95% of maximum for the Ref Meas channel
Uplink power
	0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula:

Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

Uplink power measurement window same as 7.4

	7.6.1A.1 In-band blocking for CA (intra band contiguous DL CA and UL CA)
	Wanted signal power: (REFSENS + CA BW Class specific value)

Interferer signal power:

-56dBm or -44dBm

T-put limit = 95% of maximum for the Ref Meas channel
Uplink power
	Same as 7.6.1
	Formula:

Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

Uplink power measurement window same as 7.4A.1

	7.6.1A.2 In-band blocking for CA (intra band contiguous DL CA without UL CA)
	Same as 7.6.1A.1
	Same as 7.6.1A.1
	Same as 7.6.1A.1

	7.6.1A.3 In-band blocking for CA (inter band DL CA without UL CA)
	Same as 7.6.1A.1
	Same as 7.6.1A.1
	Same as 7.6.1A.1

	7.6.1A.4 In-band blocking for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.6.1A.1
	Same as 7.6.1A.1
	Same as 7.6.1A.1

	7.6.1A.5 In-band blocking for CA (3DL CA without UL CA)
	Same as 7.6.1A.1
	Same as 7.6.1A.1
	Same as 7.6.1A.1

	7.6.1B In-band blocking for UL-MIMO
	Same as 7.6.1
	Same as 7.6.1
	Same as 7.6.1

Uplink power measurement window applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	7.6.1E In-band blocking for UE category 0
	Same as 7.6.1
	Same as 7.6.1
	Same as 7.6.1

	7.6.2 Out of-band blocking
	Wanted signal power: (REFSENS + BW dependent value)

Interferer signal power:

-44dBm, -30dBm or -15dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula:

Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

Uplink power measurement window same as 7.4

	7.6.2A.1 Out-of-band blocking for CA (intra band contiguous DL CA and UL CA)
	Wanted signal power: (REFSENS + CA BW Class specific value)

Interferer signal power:

-44dBm, -30dBm or -15dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	Same as 7.6.2
	Formula:

Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

Uplink power measurement window same as 7.4A.1

	7.6.2A.2 Out-of-band blocking for CA (intra band contiguous DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.6.2A.3 Out-of-band blocking for CA (inter band DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.6.2A.4 Out-of-band blocking for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.6.2A.5 Out-of-band blocking for CA (3DL CA without UL CA)
	Same as 7.6.2A.1
	Same as 7.6.2A.1
	Same as 7.6.2A.1

	7.6.2B Out-of-band blocking for UL-MIMO
	Same as 7.6.2
	Same as 7.6.2
	Same as 7.6.2

Uplink power measurement window applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	7.6.2E Out of-band blocking for UE category 0
	Same as 7.6.2
	Same as 7.6.2
	Same as 7.6.2

	7.6.3 Narrow band blocking
	Wanted signal power,: (REFSENS + BW dependent value)
Interferer signal power:

-55dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula:

Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

Uplink power measurement window same as 7.4

	7.6.3A.1 Narrow band blocking for CA (intra band contiguous DL CA and UL CA)
	Wanted signal power: (REFSENS + CA BW Class specific value)

Interferer signal power:

-55dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	Same as 7.6.3
	Formula:

Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

Uplink power measurement window same as 7.4A.1

	7.6.3A.2 Narrow band blocking for CA (intra band contiguous DL CA without UL CA)
	Same as 7.6.3A.1
	Same as 7.6.3A.1
	Same as 7.6.3A.1

	7.6.3A.3 Narrow band blocking for CA (inter band DL CA without UL CA)
	Same as 7.6.3A.1
	Same as 7.6.3A.1
	Same as 7.6.3A.1

	7.6.3A.4 Narrow band blocking for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.6.3A.1
	Same as 7.6.3A.1
	Same as 7.6.3A.1

	7.6.3A.5 Narrow band blocking for CA (3DL CA without UL CA)
	Same as 7.6.3A.1
	Same as 7.6.3A.1
	Same as 7.6.3A.1

	7.6.3B Narrow band blocking for UL-MIMO
	Same as 7.6.3
	Same as 7.6.3
	Same as 7.6.3

Uplink power measurement window applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	7.6.3E Narrow band blocking for UE category 0
	Same as 7.6.3
	Same as 7.6.3
	Same as 7.6.3

	7.7 Spurious response
	Wanted signal power: (REFSENS + BW dependent value)

Interferer signal power:

-44dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula:

Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

Uplink power measurement window same as 7.4

	7.7A.1 Spurious response for CA (intra band contiguous DL CA and UL CA)
	Wanted signal power: (REFSENS + CA BW Class specific value)

Interferer signal power:

-44dBm 

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	Same as 7.7
	Formula:

Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

Uplink power measurement window same as 7.4A.1

	7.7A.2 Spurious response for CA (intra band contiguous DL CA without UL CA)
	Same as 7.7A.1
	Same as 7.7A.1
	Same as 7.7A.1

	7.7A.3 Spurious response for CA (inter band DL CA without UL CA)
	Same as 7.7A.1
	Same as 7.7A.1
	Same as 7.7A.1

	7.7A.4 Spurious response for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.7A.1
	Same as 7.7A.1
	Same as 7.7A.1

	7.7A.5 Spurious response for CA (3DL CA without UL CA)
	Same as 7.7A.1
	Same as 7.7A.1
	Same as 7.7A.1

	7.7B Spurious response for UL-MIMO
	Same as 7.7
	Same as 7.7
	Same as 7.7

Uplink power measurement window applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	7.7E Spurious response for UE category 0
	Same as 7.7
	Same as 7.7
	Same as 7.7

	7.8.1 Wide band intermodulation
	Wanted signal power:

For 1.4 MHz BW:

(REFSENS + 12 dB)

For 3 MHz BW:

(REFSENS + 8 dB)

For 5 MHz and 10MHz BW:

(REFSENS + 6 dB)

For 15 MHz BW:

(REFSENS + 7 dB)

For 20 MHz BW:

(REFSENS + 9 dB)

CW Interferer power, all BWs:

-46 dBm

Modulated Interferer power:, all BWs:

-46 dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula:

Wanted signal power +TT

CW Interferer signal power unchanged

Modulated Interferer signal power unchanged

T-put limit unchanged
Uplink power measurement window same as 7.4

	7.8.1A.1 Wideband intermodulation for CA (intra band contiguous DL CA and UL CA)
	Wanted signal power:

(REFSENS + CA BW Class specific value)

CW Interferer power, all BWs:

-46 dBm

Modulated Interferer power:, all BWs:

-46 dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB 
	Formula:

Wanted signal power +TT

CW Interferer signal power unchanged

Modulated Interferer signal power unchanged

T-put limit unchanged
Uplink power measurement window same as 7.4 A.1

	7.8.1A.2 Wideband intermodulation for CA (intra band contiguous DL CA without UL CA)
	Same as 7.8.1A.1
	Same as 7.8.1A.1
	Same as 7.8.1A.1

	7.8.1A.3 Wideband intermodulation for CA (inter band DL CA without UL CA)
	Same as 7.8.1A.1
	Same as 7.8.1A.1
	Same as 7.8.1A.1

	7.8.1A.4 Wideband intermodulation for CA (intra band non-contiguous DL CA without UL CA)
	Same as 7.8.1A.1
	Same as 7.8.1A.1
	Same as 7.8.1A.1

	7.8.1A.5 Wideband intermodulation for CA (3 DL CA without UL CA)
	Same as 7.8.1A.1
	Same as 7.8.1A.1
	Same as 7.8.1A.1

	7.8.1B Wide band intermodulation for UL-MIMO
	Same as 7.8.1
	Same as 7.8.1
	Same as 7.8.1

Uplink power measurement window applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	7.8.1E Wide band intermodulation for UE category 0
	Same as 7.8.1
	Same as 7.8.1
	Same as 7.8.1

	7.9 Spurious emissions
	30MHz ( f < 1GHz:

-57dBm / 100kHz
1GHz ( f ( 12.75 GHz:

-47dBm / 1MHz

12.75GHz ( f ( 19 GHz:

-47dBm / 1MHz
	0 dB
	Formula:

Minimum Requirement + TT

	7.9A Spurious emissions for CA
	30MHz ( f < 1GHz:

-57dBm / 100kHz
1GHz ( f ( 12.75 GHz:

-47dBm / 1MHz
	0 dB
	Formula:

Minimum Requirement + TT

	7.9E Spurious emissions for UE category 0
	Same as 7.9
	Same as 7.9
	Same as 7.9


F.3.4
Measurement of performance requirements
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