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Definitions, symbols and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Asynchronous Dual Connectivity: As defined in TS 36.300 [30].
Carrier aggregation: Aggregation of two or more component carriers in order to support wider transmission bandwidths.

Carrier aggregation band: A set of one or more operating bands across which multiple carriers are aggregated with a specific set of technical requirements.

Carrier aggregation bandwidth class: A class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by a UE.

Carrier aggregation configuration: A combination of CA operating band(s) and CA bandwidth class(es) supported by a UE.
Channel edge: The lowest and highest frequency of the carrier, separated by the channel bandwidth.

Channel bandwidth: The RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.

Contiguous carriers: A set of two or more carriers configure in a spectrum block where there are no RF requirements based on co-existence for un-coordinated operation within the spectrum block.
Dual Connectivity: As defined in TS 36.300 [30].
High operating band: an operating band with a higher downlink frequency with respect to another, low, operating band.
Inter-band carrier aggregation: Carrier aggregation of component carriers in different operating bands.

NOTE:
Carriers aggregated in each band can be contiguous or non-contiguous
Intra-band carrier aggregation: Contiguous carriers aggregated in the same operating band.

Intra-band non-contiguous carrier aggregation: Non-contiguous carriers aggregated in the same operating band.

Low operating band: an operating band with a lower downlink frequency with respect to another, high, operating band.
Master Cell Group: As defined in TS 36.300 [30].
Master eNB: As defined in TS 36.300 [30].
Maximum throughput: The maximum achievable throughput for a reference measurement channel.
Maximum Output Power: The mean power level per carrier of UE measured at the antenna connector in a specified reference condition.

Mean power: When applied to E-UTRA transmission this is the power measured in the operating system bandwidth of the carrier. The period of measurement shall be at least one subframe (1ms) unless otherwise stated.

Occupied bandwidth: The width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage β/2 of the total mean power of a given emission.
Output power: The mean power of one carrier of the UE, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Primary Cell: As defined in TS 36.331 [5] subclause 3.1.
Primary SCell: As defined in TS 36.300 [30].
Primary Secondary Timing Advance Group: Timing Advance Group containing the PSCell.
Primary Timing Advance Group: Timing Advance Group containing the PCell.
Secondary Cell: As defined in TS 36.331 [5] subclause 3.1.

Serving Cell: As defined in TS 36.331 [5] subclause 3.1.
Secondary Cell Group: As defined in TS 36.300 [30].
Secondary Timing Advance Group: As defined in TS 36.331 [5].
Synchronous Dual Connectivity: As defined in TS 36.300 [25].
TDD configuration with CA: The same uplink-downlink and special subframe configurations [9] in the PCell and SCell are assumed unless otherwise stated.

TDD configuration with inter-frequency: The same uplink-downlink and special subframe configurations [9] in all the cells on the serving and inter-frequency carriers are assumed unless otherwise stated.

Throughput: The number of payload bits successfully received per second for a reference measurement channel in a specified reference condition.
Timing Advance Group: As defined in TS 36.331 [5].
Transmission bandwidth: Bandwidth of an instantaneous transmission from a UE or BS, measured in Resource Block units.

Transmission bandwidth configuration: The highest transmission bandwidth allowed for uplink or downlink in a given channel bandwidth, measured in Resource Block units.
UE category 0 applicability: The requirements for a UE category 0 are derived assuming UE category 0 [14] and a single antenna receiver.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

BWChannel
Channel bandwidth, defined in TS 36.101 subclause 3.2 

BWChannel_CA

Aggregated channel bandwidth, expressed in MHz, defined in TS 36.101 subclause 3.2.
CPICH_Ec
Average energy per PN chip for the CPICH

CPICH_Ec/Io
The ratio of the received energy per PN chip for the CPICH to the total received power spectral density at the UE antenna connector.

Ec
Average energy per PN chip

Ês

Received energy per RE (power normalized to the subcarrier spacing) during the useful part of the symbol, i.e. excluding the cyclic prefix, at the UE antenna connector 

Io
The total received power density, including signal and interference, as measured at the UE antenna connector.

Ioc
The power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of a band limited noise source (simulating interference from cells, which are not defined in a test procedure) as measured at the UE antenna connector.

Iot
The received power spectral density of the total noise and interference for a certain RE (power integrated over the RE and normalized to the subcarrier spacing) as measured at the UE antenna connector
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The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing), simulating interference from cells that are not defined in a test procedure, as measured at the UE antenna connector
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Physical Resource Block number as defined in subclause 3.1 in 3GPP TS 36.211.


[image: image3.wmf]CMAX

P


Configured UE transmitted power as defined in subclause 6.2.5 in 3GPP TS 36.101.
S
Defined in TS 36.304, subclause 5.2.3.2 for E-UTRAN

SCH_Ec/Ior
The ratio of the transmit energy per PN chip of the SCH to the total transmit power spectral density at the UTRA Node B antenna connector

SCH_RP
Received (linear) average power of the resource elements that carry E-UTRA synchronisation signal, measured at the UE antenna connector

SServingCcell
Defined in TS 36.304

Sintersearch
Defined in TS 25.304, subclause 5.2.6.1.5 

Sintrasearch
Defined in TS 25.304, subclause 5.2.6.1.5 for UTRAN and in TS 36.304, subclause 5.2.4.7 for E-UTRAN

Snonintrasearch
Defined in TS 36.304, subclause 5.2.4.7

SsearchRAT
Defined in TS 25.304, subclause 5.2.6.1.5

Threshx, high 
Defined in TS 36.304, subclause 5.2.4.7
Threshx, low
Defined in TS 36.304, subclause 5.2.4.7
Threshserving, low
Defined in TS 36.304, subclause 5.2.4.7

TRE-ESTABLISH-REQ
The RRC Re-establishment delay requirement, the time between the moment when erroneous CRCs are applied, to when the UE starts to send preambles on the PRACH.

Treselection
Defined in TS 25.304, subclause 5.2.6.1.5

TreselectionRAT
Defined in TS 36.304, subclause 5.2.4.7
TreselectionEUTRAN
Defined in TS 36.304, subclause 5.2.4.7
TreselectionUTRAN
Defined in TS 36.304, subclause 5.2.4.7
TreselectionGERAN
Defined in TS 36.304, subclause 5.2.4.7
TS

Basic time unit, defined in TS 36.211, clause 4
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1x RTT
CDMA2000 1x Radio Transmission Technology
ABS
Almost Blank Subframe
ARQ
Automatic Repeat Request

AWGN
Additive White Gaussian Noise

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

BS
Base Station

BSIC
Base transceiver Station Identity Code
CA
Carrier Aggregation

CC
Component Carriers
CCCH SDU
Common Control Channel SDU

CCTrCH
Coded Composite Transport Channel

CFN
Connection Frame Number

CPICH
Common Pilot Channel

CPICH Ec/No
CPICH received energy per chip divided by the power density in the band
CRS
Cell-specific Reference Signals
C-RNTI
Cell RNTI

CQI
Channel Quality Indicator
CSI
Channel-State Information

CSI-RS
CSI Reference Signal
DC
Dual Connectivity
DCI
Downlink Control Information

DCCH
Dedicated Control Channel
DL
Downlink
DPCH
Dedicated Physical Channel

DPCCH
Dedicated Physical Control Channel

DRX
Discontinuous Reception

DTX
Discontinuous Transmission
DwPTS
Downlink Pilot Time-Slot

EARFCN 
E-UTRA Absolute Radio Frequency Channel Number

EPRE
Energy Per Resource Element
eICIC
Enhanced Inter-Cell Interference Coordination
E-UTRA 
Evolved UMTS Terrestrial Radio Access

E-UTRAN
Evolved UMTS Terrestrial Radio Access Network

FDD
Frequency Division Duplex
FeICIC
Further Enhanced Inter-Cell Interference Coordination
FGI
Feature Group Indicator
FRC
Fixed Reference Channel

GSM
Global System for Mobile communication

HARQ
Hybrid Automatic Repeat Request
HD-FDD
Half- Duplex FDD
HO
Handover

HRPD
High Rate Packet Data
ICIC
Inter-Cell Interference Coordination
MAC
Medium Access Control
MCG
Master Cell Group

MeNB
Master eNB

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MBSFN ABS
MBSFN Almost Blank Subframe

MDT
Minimization of Drive Tests
MIB
Master Information Block
OCNG
OFDMA Channel Noise Generator

OFDM
Orthogonal Frequency Division Multiplexing

OFDMA
Orthogonal Frequency Division Multiple Access
OTDOA
Observed Time Difference of Arrival
PBCH
Physical Broadcast Channel

PCC
Primary Component Carrier

PCCH
Paging Control Channel

P-CCPCH
Primary Common Control Physical Channel

PCell
Primary Cell

PCFICH
Physical Control Format Indicator Channel

PDCCH
Physical Downlink Control Channel

PDSCH
Physical Downlink Shared Channel

PHICH
Physical Hybrid ARQ Indicator Channel

PLMN
Public Land Mobile Network

PMI
Precoding Matrix Indicator

PRACH
Physical Random Access Channel
PSCell
Primary SCell
PSS
Primary Synchronization Signal

PSS_RA
PSS-to-EPRE ratio for the channel PSS
psTAG
Primary Secondary Timing Advance Group 
pTAG
Primary Timing Advance Group
PUCCH
Physical Uplink Control Channel

PUSCH
Physical Uplink Shared Channel

RACH
Random Access Channel

RAT
Radio Access Channel

REFSENS
Reference Sensitivity power level
RLC
Radio Link Control

RMC
Reference Measurement Channel
r.m.s
Root Mean Square 

RNC
Radio Network Controller

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RRM
Radio Resource Management

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SCC
Secondary Component Carrier

SCH
Synchronization Channel

SCell
Secondary Cell

SDU
Service Data Unit

SFN
System Frame Number

SNR
Signal-to-Noise Ratio

SON
Self Organizing Network

SRS
Sounding Reference Signal
SSS
Secondary Synchronization Signal

SSS_RA
SSS-to-RS EPRE ratio for the channel SSS
sTAG
Secondary Timing Advance Group

TAG
Timing Advance Group
TDD
Time Division Duplex

TTI
Transmission Time Interval

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunications System
UpPTS
Uplink Pilot Time-Slot
UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network

WB-RSRQ
Wide Bandwidth RSRQ
3.4
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