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See extract from TS 36.331 v12.7.0, cl. 6.3.2, PhysicalConfigDedicated :



[[
additionalSpectrumEmissionCA-r10 


CHOICE {




release








NULL,




setup








SEQUENCE {





additionalSpectrumEmissionPCell-r10

AdditionalSpectrumEmission



}



}


OPTIONAL
-- Need ON


]],

PhysicalConfigDedicated field descriptions
additionalSpectrumEmissionPCell

E-UTRAN does not configure this field in this release of the specification.
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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2015-03_D15wk50’.
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3. Correction to PhysicalConfigDedicated IE
Change 1 – Correction to send template ‘cs_AdditionalSpectrum EmissionCA_r10’
	Template name
	cs_AdditionalSpectrumEmissionCA_r10_Def ()

	Reason for change
	As per the Sep. 2015 version of ASN.1 (TS 36.331 v12.7.0), which was used as 3GPP baseline for ATS_15wk50, the field ‘additionalSpectrumEmissionPCell’ is no longer configured by EUTRA in the ‘PhysicalConfigDedicated’ IE. 
The decision was taken at the RAN2 #90 meeting in May 2015 (R2-152844 resp. RP-150917) in order to prevent that upon handover to UL CA configuration, the UE receives NS value both in ‘additionalSpectrumEmission’ (in MobilityControlInfo) and in ‘additionalSpectrumEmissionSCell’ (in RadioResourceConfigCommonSCell-r10).

See extract from TS 36.331 v12.7.0, cl. 6.3.2, PhysicalConfigDedicated :



[[
additionalSpectrumEmissionCA-r10 


CHOICE {




release








NULL,




setup








SEQUENCE {





additionalSpectrumEmissionPCell-r10

AdditionalSpectrumEmission



}



}


OPTIONAL
-- Need ON


]],

PhysicalConfigDedicated field descriptions
additionalSpectrumEmissionPCell

E-UTRAN does not configure this field in this release of the specification.
(See attached draft Prose CR to TS 36.508).

	Summary of change
	Set cs_AdditionalSpectrumEmissionCA_r10_Def to “omit”.

	TTCN module
	Common\EUTRA_CA\EUTRA_RRC_Templates_CA.ttcn

	MCC160 Comment
	


Before change

...
  template (value) AdditionalSpectrumEmissionCA_r10_Type cs_AdditionalSpectrumEmissionCA_r10_Def :=

  { /* Default values according to 36.508 cl. 4.8.2.1.6-1for condition SCell_AddMod and Inter-B CA and UL CA */

    /* @status    APPROVED (LTE_A_IRAT, LTE_A_R10_R11) */

    setup :={

      additionalSpectrumEmissionPCell_r10  := 1}

  };

...
After change

...
  template (omit) AdditionalSpectrumEmissionCA_r10_Type cs_AdditionalSpectrumEmissionCA_r10_Def := omit;

  //{ /* Default values according to 36.508 cl. 4.8.2.1.6-1for condition SCell_AddMod and Inter-B CA and UL CA */

  //  /* @status    APPROVED (LTE_A_IRAT, LTE_A_R10_R11) */

  //  setup :={

  //    additionalSpectrumEmissionPCell_r10  := 1}

  //};
... 
