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	Other comments:
	


Change 1
	Function name
	function f_TC_8_2_2_3_Common

	Reason for change
	At Test Step5, The measurement gap is not required to be configured on the SS side as it is not part of the RRCConnectionReconfiguration message. Hence, measurement gap configuration needs to be removed.

	Summary of change
	No value needs to be passed for “MeasGapConfig” in function “f_EUTRA_Configure_Before_AddScell”.

	TTCN module
	RRC_ConnReconfig_CA.ttcn

	MCC160
	


Before change

	function f_TC_8_2_2_3_Common(EUTRA_CellId_Type p_PCellId,

                               EUTRA_CellId_Type p_SCellId,

                               CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  { //@sic R5-153722 sic@

…

…

  v_Timing := f_EUTRA_GetNextSendOccasion(p_PCellId, 500); // 500 ms later to send RRC message

   v_TimingInfo2 := f_EUTRA_TimingInfoAdd(v_Timing, 15); // 15 ms later for configuration

    f_EUTRA_Configure_Before_AddScell(p_PCellId,

                                      {p_SCellId},

                                      -,

                                      v_Scell_Capability,

                                      v_RachProcedureConfig,

                                      -,

                                      cs_508_MeasGapConfig_GP1,
                                      cs_DciInfo_CcchDcchDtchUL_Def,

                                      cs_UL_GrantConfig_Def,

                                      cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number));

    


After change

	function f_TC_8_2_2_3_Common(EUTRA_CellId_Type p_PCellId,

                               EUTRA_CellId_Type p_SCellId,

                               CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  { //@sic R5-153722 sic@

…

…

  v_Timing := f_EUTRA_GetNextSendOccasion(p_PCellId, 500); // 500 ms later to send RRC message

    v_TimingInfo2 := f_EUTRA_TimingInfoAdd(v_Timing, 15); // 15 ms later for configuration

    f_EUTRA_Configure_Before_AddScell(p_PCellId,

                                      {p_SCellId},

                                      -,

                                      v_Scell_Capability,

                                      v_RachProcedureConfig,

                                      -,

                                      -,            
                                      cs_DciInfo_CcchDcchDtchUL_Def,

                                      cs_UL_GrantConfig_Def,

                                      cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number));

    


