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	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to LTE-A eMBMS-SC-CA test case 17.4.9.1 and 17.4.9.2
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	Category:
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	Release:
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	Use one of the following categories:
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B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
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	Reason for change:
	As per R5-155791 few extra IEs (basicFields_r11) in UEInformationResponse message were included, but they are optional for test case 8.6.7.1. 

basicFields_r11 should be optional IE as test case is rel10 onwards and rel10 UE will not send this IE in UEInformationResponse message

	
	

	Summary of change:
	 Passed MBSFN_SubframeConfigList to RRCConnectionReconfiguration for SCell addition in step 13.

	
	

	Consequences if not approved:
	Conformant UE may fail this test case.
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	17.4.9.1 and 17.4.9.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR ... 36.523-1

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	


Change 1 
	Function name
	f_TC_17_4_9_Common

	Reason for change
	The MBSFN_SubframeConfigList should be signalled during SCell addition in step 13 so the UE does not have to read the corresponding information from SIBs. 
#draft ProseCR would be submitted for next RA5 meeting



	Summary of change
	Passed MBSFN_SubframeConfigList to RRCConnectionReconfiguration for SCell addition in step 13.

	TTCN module
	\LTE_A_R10_R11\17\MBMS_SC_CA.ttcn

	MCC160 Comment
	


Before change

  function f_TC_17_4_9_Common(EUTRA_CellId_Type p_PCellId,

                              EUTRA_CellId_Type p_SCellId,

                              CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {    
…

    //@siclog "Step 13 - 14" siclog@

    //Transmit RRCConnectionReconfiguration

    //Receive RRCConnectionReconfigurationComplete

    f_EUTRA_508RRC_AddMod_1Scell(p_PCellId,

                                 p_SCellId,

                                 1, //SCellIndex_r10

                                 p_CA_Type, // CA Type

                                 v_UL_CA,// UL CA desired

                                 -, //C-RNTI

                                 cs_508_MeasGapConfig_GP1);
    //@siclog "Steps 15-16" siclog@
 After change

  function f_TC_17_4_9_Common(EUTRA_CellId_Type p_PCellId,

                              EUTRA_CellId_Type p_SCellId,

                              CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {    
…

    //@siclog "Step 13 - 14" siclog@

    //Transmit RRCConnectionReconfiguration

    //Receive RRCConnectionReconfigurationComplete

    f_EUTRA_508RRC_AddMod_1Scell(p_PCellId,

                                 p_SCellId,

                                 1, //SCellIndex_r10

                                 p_CA_Type, // CA Type

                                 v_UL_CA,// UL CA desired

                                 -, //C-RNTI

                                 cs_508_MeasGapConfig_GP1, 

                                 -, -, -, -, -, -, -, -, -, -,

                                 f_EUTRA_CellInfo_GetMBSFN_SubframeConfigList(p_SCellId));
    //@siclog "Steps 15-16" siclog@
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