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	Reason for change:
	MFBI is a Rel-10 mandatory feature but a Rel-9 or earlier release UEs may optionally implement it if it supports a band which has overlap with other bands.

As per TS 24.331 Annex F:

Annex F (Normative): 
Support of Multiple Frequency Band Indicators (Multiple FBI) in UE

For UEs of 3GPP Release 9 or earlier, implementation of the multiple frequency band indicators feature is optional if the UE supports a band which has overlap with other bands defined in 3GPP [85], otherwise not applicable. Note that these other bands may not be supported by the UE, but the UE shall understand the UARFCN signalling for all bands, that overlap with the bands supported by the UE, and that are defined in the earliest version of [21] that includes all UE supported band(s).

For UEs of 3GPP from Release 10, implementation of the multiple frequency band indicators feature is mandatory if the UE supports a band which has overlap with other bands defined in 3GPP [85], otherwise not applicable. Note that these other bands may not be supported by the UE, but the UE shall understand the UARFCN signalling for all bands, that overlap with the bands supported by the UE, and that are defined in the earliest version of [21] that includes all UE supported bands.

In the current test case, this is not considered and UTRA Rel-10 is checked which needs to be updated.
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	1)  Added a comment in the “Release other RAT” column of Table 4-1 to make TC 6.2.3.35 applicable as of Rel-8 for UTRA FDD and Rel-9 UTRA TDD. 
2)  Added Note 3 for execution in UTRA FDD and Note 7 for execution in UTRA TDD.
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  < Start of Modified Section >

Table 4-1: Applicability of tests and additional information for testing

	<< rows skipped here>>

	6.2.3.34
	Inter-RAT cell reselection from E-UTRA to UTRA / MFBI
	Rel-9
	C189aF
	UEs supporting E-UTRA and UTRA FDD and MFBI feature indicated by Feature Group Indicator 31
	pc_eFDD
	
	
	

	
	
	
	C189aT
	
	pc_eTDD
	
	
	

	6.2.3.35
	Inter-RAT cell reselection from UTRA to E-UTRA / MFBI
	Rel-10
	C189aF
	UEs supporting E-UTRA and UTRA FDD and MFBI feature indicated by Feature Group Indicator 31
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C189aT
	
	pc_eTDD
	
	Note 7
	Rel-9 UTRA TDD

	6.2.4.1
	Inter-RAT absolute priority based reselection in UTRA CELL_FACH to E-UTRA RRC_IDLE (Higher Priority Layers, Srxlev,x > Threshx,high and Srxlev,serv > Sprioritysearch1 and SqualServ > Sprioritysearch2)
	Rel-11
	C01a
	UEs supporting E-UTRA and UTRA FDD 
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	6.2.4.2
	Inter-RAT absolute priority based reselection in UTRA CELL_FACH (Higher Priority Layers, no cell reselection to E-UTRA RRC_IDLE when Srxlev,serv < Sprioritysearch1)
	Rel-11
	C01a
	UEs supporting E-UTRA and UTRA FDD
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	
	
	pc_eTDD
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