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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xRTT
CDMA2000 1x Radio Transmission Technology

ACDC
Application specific Congestion control for Data Communication

ACK
Acknowledgement

AM
Acknowledged Mode

ANDSF
Access Network Discovery and Selection Function

ARQ
Automatic Repeat Request

AS
Access Stratum

ASN.1
Abstract Syntax Notation One

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BCH
Broadcast Channel
BLER
Block Error Rate
CA
Carrier Aggregation

CCCH
Common Control Channel

CCO
Cell Change Order

CG
Cell Group
CMAS
Commercial Mobile Alert Service

CP
Control Plane

C-RNTI
Cell RNTI

CRS
Cell-specific Reference Signal

CSFB
CS fallback

CSG
Closed Subscriber Group

CSI
Channel State Information

DC
Dual Connectivity
DCCH
Dedicated Control Channel

DCI
Downlink Control Information

DFN
Direct Frame Number
DL
Downlink

DL-SCH
Downlink Shared Channel

DRB
(user) Data Radio Bearer

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

EAB
Extended Access Barring
eDRX
Extended DRX
EHPLMN
Equivalent Home Public Land Mobile Network

eIMTA
Enhanced Interference Management and Traffic Adaptation
ENB
Evolved Node B

EPC
Evolved Packet Core

EPDCCH
Enhanced Physical Downlink Control Channel

EPS
Evolved Packet System

ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FDD
Frequency Division Duplex

FFS
For Further Study

GERAN
GSM/EDGE Radio Access Network

GNSS
Global Navigation Satellite System
G-RNTI
Group RNTI

GSM
Global System for Mobile Communications

HARQ
Hybrid Automatic Repeat Request

HFN
Hyper Frame Number
HPLMN
Home Public Land Mobile Network

HRPD
CDMA2000 High Rate Packet Data
H-SFN
Hyper SFN
IDC
In-Device Coexistence

IE
Information element

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

ISM
Industrial, Scientific and Medical

kB
Kilobyte (1000 bytes)

L1
Layer 1

L2
Layer 2

L3
Layer 3
LAA
Licensed-Assisted Access
MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MCG
Master Cell Group

MCPTT
Mission Critical Push To Talk
MDT
Minimization of Drive Tests

MIB
Master Information Block

MO
Mobile Originating

MRB
MBMS Point to Multipoint Radio Bearer

MRO
Mobility Robustness Optimisation

MSI
MCH Scheduling Information

MT
Mobile Terminating

N/A
Not Applicable

NACC
Network Assisted Cell Change
NAICS

Network Assisted Interference Cancellation/Suppression
NAS
Non Access Stratum

PCCH
Paging Control Channel

PCell
Primary Cell

PDCCH
Physical Downlink Control Channel

PDCP
Packet Data Convergence Protocol

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network
ProSe
Proximity based Services
PSCell
Primary Secondary Cell

PTAG
Primary Timing Advance Group

PUCCH
Physical Uplink Control Channel
QCI
QoS Class Identifier
QoS
Quality of Service

RACH
Random Access CHannel

RAT
Radio Access Technology

RB
Radio Bearer

RLC
Radio Link Control
RMTC
RSSI Measurement Timing Configuration
RN
Relay Node

RNTI
Radio Network Temporary Identifier

ROHC
RObust Header Compression

RPLMN
Registered Public Land Mobile Network

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SAE
System Architecture Evolution

SAP
Service Access Point
SC
Sidelink Control
SCell
Secondary Cell

SCG
Secondary Cell Group
SC-MRB
Single Cell MRB

SC-RNTI
Single Cell RNTI

SFN
System Frame Number

SI
System Information

SIB
System Information Block

SI-RNTI
System Information RNTI
SL
Sidelink

SLSS
Sidelink Synchronisation Signal
SMC
Security Mode Control
SPS
Semi-Persistent Scheduling

SR
Scheduling Request

SRB
Signalling Radio Bearer

SSAC
Service Specific Access Control
SSTD
SFN and Subframe Timing Difference
STAG
Secondary Timing Advance Group

S-TMSI
SAE Temporary Mobile Station Identifier

TA
Tracking Area

TAG
Timing Advance Group

TDD
Time Division Duplex
TDM
Time Division Multiplexing

TM
Transparent Mode

TPC-RNTI
Transmit Power Control RNTI

T-RPT
Time Resource Pattern of Transmission
TTT
Time To Trigger
UE
User Equipment

UICC
Universal Integrated Circuit Card

UL
Uplink

UL-SCH
Uplink Shared Channel

UM
Unacknowledged Mode

UP
User Plane

UTC
Coordinated Universal Time

UTRAN
Universal Terrestrial Radio Access Network

VoLTE
Voice over Long Term Evolution

WLAN
Wireless Local Area Network

******************* Omitted sectcions *******************
5.5.2
Measurement configuration

******************* Omitted sectcions *******************
5.5.2.10
Discovery signals measurement timing configuration
The UE shall setup the discovery signals measurement timing configuration (DMTC) in accordance with the received dmtc-PeriodOffset, i.e., the first subframe of each DMTC occasion occurs at an SFN and subframe of the PCell meeting the following condition:

SFN mod T = FLOOR(dmtc-Offset/10);

subframe = dmtc-Offset mod 10;

with T = dmtc-Periodicity/10;
On the concerned frequency, the UE shall not consider discovery signals transmission in subframes outside the DMTC occasion.
5.5.2.xx
RSSI measurement timing configuration
The UE shall setup the RSSI measurement timing configuraton (RMTC) in accordance with the received rmtc-Period, rmtc-SubframeOffset if configured otherwise determined by the UE randomly, i.e. the first symbol of each RMTC occasion occurs at first symbol of an SFN and subframe of the PCell meeting the following condition:

SFN mod T = FLOOR(rmtc-SubframeOffset/10);

subframe = rmtc-SubframeOffset mod 10;

with T = rmtc-Period/10;
On the concerned frequency, the UE shall not consider RSSI measurements outside the configured RMTC occasion which lasts for measDuration for RSSI and channel occupancy measurements.
******************* Omitted sectcions *******************
6.3.5
Measurement information elements

******************* Omitted sectcions *******************
–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA cells.

MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


allowedMeasBandwidth



AllowedMeasBandwidth,


presenceAntennaPort1



PresenceAntennaPort1,


neighCellConfig





NeighCellConfig,


offsetFreq






Q-OffsetRange



DEFAULT dB0,


-- Cell list


cellsToRemoveList




CellIndexList



OPTIONAL,

-- Need ON


cellsToAddModList




CellsToAddModList


OPTIONAL,

-- Need ON


-- Black list


blackCellsToRemoveList



CellIndexList



OPTIONAL,

-- Need ON


blackCellsToAddModList



BlackCellsToAddModList

OPTIONAL,

-- Need ON


cellForWhichToReportCGI



PhysCellId




OPTIONAL,

-- Need ON


...,


[[measCycleSCell-r10



MeasCycleSCell-r10

OPTIONAL,

-- Need ON



measSubframePatternConfigNeigh-r10
MeasSubframePatternConfigNeigh-r10
OPTIONAL






-- Need ON


]],


[[widebandRSRQ-Meas-r11



BOOLEAN
OPTIONAL

-- Cond WB-RSRQ


]],


[[
altTTT-CellsToRemoveList-r12
CellIndexList



OPTIONAL,

-- Need ON



altTTT-CellsToAddModList-r12
AltTTT-CellsToAddModList-r12
OPTIONAL,

-- Need ON



t312-r12





CHOICE {




release






NULL,




setup






ENUMERATED {ms0, ms50, ms100, ms200,











 ms300, ms400, ms500, ms1000}


}













OPTIONAL,

-- Need ON


reducedMeasPerformance-r12

BOOLEAN 




OPTIONAL,
 
-- Need ON


measDS-Config-r12



MeasDS-Config-r12


OPTIONAL

-- Need ON


]],


[[



whiteCellsToRemoveList-r13

CellIndexList



OPTIONAL,

-- Need ON



whiteCellsToAddModList-r13

WhiteCellsToAddModList-r13
OPTIONAL,

-- Need ON


measRSSI-Config-r13



MeasRSSI-Config-r13


OPTIONAL

-- Need ON


]]
}

MeasObjectEUTRA-v9e0 ::=


SEQUENCE {


carrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0

}

CellsToAddModList ::=



SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddMod

CellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellId,


cellIndividualOffset



Q-OffsetRange

}

BlackCellsToAddModList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF BlackCellsToAddMod

BlackCellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellIdRange





PhysCellIdRange

}

MeasCycleSCell-r10 ::=



ENUMERATED {sf160, sf256, sf320, sf512,














sf640, sf1024, sf1280, spare1}

MeasSubframePatternConfigNeigh-r10 ::=
CHOICE {


release








NULL,


setup








SEQUENCE {



measSubframePatternNeigh-r10


MeasSubframePattern-r10,



measSubframeCellList-r10



MeasSubframeCellList-r10
OPTIONAL
-- Cond always

}

}

MeasSubframeCellList-r10 ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF PhysCellIdRange

AltTTT-CellsToAddModList-r12 ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF AltTTT-CellsToAddMod-r12

AltTTT-CellsToAddMod-r12 ::=
SEQUENCE {


cellIndex-r12






INTEGER (1..maxCellMeas),


physCellIdRange-r12





PhysCellIdRange

}

WhiteCellsToAddModList-r13 ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF WhiteCellsToAddMod-r13
WhiteCellsToAddMod-r13 ::=
SEQUENCE {


cellIndex-r13






INTEGER (1..maxCellMeas),


physCellIdRange-r13





PhysCellIdRange

}
MeasRSSI-Config-r13 ::=
CHOICE {


release







NULL,


setup







SEQUENCE {



rmtc-Period-r13




ENUMERATED {ms40, ms80, ms160, ms320, ms640},



rmtc-SubframeOffset-r13


INTEGER(0..639)




OPTIONAL, 

-- Need ON



measDuration-r13



ENUMERATED {sym1, sym14, sym28, sym42, sym70}


}

}

-- ASN1STOP

	MeasObjectEUTRA field descriptions

	altTTT-CellsToAddModList

List of cells to add/ modify in the cell list for which the alternative time to trigger specified by alternativeTimeToTrigger in reportConfigEUTRA, if configured, applies.

	altTTT-CellsToRemoveList

List of cells to remove from the list of cells for alternative time to trigger.

	blackCellsToAddModList

List of cells to add/ modify in the black list of cells.

	blackCellsToRemoveList

List of cells to remove from the black list of cells.

	carrierFreq

Identifies E‑UTRA carrier frequency for which this configuration is valid. E-UTRAN does not configure more than one measurement object for the same physical frequency regardless of the E-ARFCN used to indicate this.

	cellIndex

Entry index in the cell list. An entry may concern a range of cells, in which case this value applies to the entire range.

	cellIndividualOffset

Cell individual offset applicable to a specific cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToAddModList

List of cells to add/ modify in the cell list.

	cellsToRemoveList

List of cells to remove from the cell list.

	measCycleSCell

The parameter is used only when an SCell is configured on the frequency indicated by the measObject and is in deactivated state, see TS 36.133 [16, 8.3.3]. E-UTRAN configures the parameter whenever an SCell is configured on the frequency indicated by the measObject, but the field may also be signalled when an SCell is not configured. Value sf160 corresponds to 160 sub-frames, sf256 corresponds to 256 sub-frames and so on.

	measDS-Config
Parameters applicable to discovery signals measurement on the carrier frequency indicated by carrierFreq.

	measDuration
Number of consecutive symbols for which the Physical Layer reports samples of RSSI, see TS 36.214 [48]. Value sym1 corresponds to one symbol, sym14 corresponds to 14 symbols, and so on.

	measRSSI-Config
Parameters applicable to RSSI and channel occupancy measurement on the carrier frequency indicated by carrierFreq.

	measSubframeCellList

List of cells for which measSubframePatternNeigh is applied.

	measSubframePatternNeigh
Time domain measurement resource restriction pattern applicable to neighbour cell RSRP and RSRQ measurements on the carrier frequency indicated by carrierFreq. For cells in measSubframeCellList the UE shall assume that the subframes indicated by measSubframePatternNeigh are non-MBSFN subframes, and have the same special subframe configuration as PCell.

	offsetFreq

Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	physCellId

Physical cell identity of a cell in the cell list.

	physCellIdRange

Physical cell identity or a range of physical cell identities.

	reducedMeasPerformance

If set to TRUE, the EUTRA carrier frequency is configured for reduced measurement performance, otherwise it is configured for normal measurement performance, see TS 36.133 [16].

	rmtc-Period
Indicates the RSSI measurement timing configuration (RMTC) periodicity for this frequency. Value ms40 corresponds to 40 ms periodicity, ms80 corresponds to 80 ms periodicity and so on, see TS 36.214 [48].

	rmtc-SubframeOffset

Indicates the RSSI measurement timing configuration (RMTC) subframe offset for this frequency. The value of rmtc-SubframeOffset should be smaller than the value of rmtc-Period, see TS 36.214 [48]. For inter-frequency measurements, this field is optional present and if it is not configured, the UE chooses a random value as rmtc-SubframeOffset for measDuration which shall be selected to be between 0 and the configured rmtc-Period with equal probability.

	t312

The value of timer T312. Value ms0 represents 0 ms, ms50 represents 50 ms and so on.

	widebandRSRQ-Meas

If this field is set to TRUE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16].

	whiteCellsToAddModList

List of cells to add/modify in the white list of cells.

	whiteCellsToRemoveList

List of cells to remove from the white list of cells.


	Conditional presence
	Explanation

	always
	The field is mandatory present.

	WB-RSRQ
	The field is optionally present, need ON, if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise it is not present and the UE shall delete any existing value for this field, if configured.


******************* Omitted sectcions *******************
