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B.3.21
Conditions for Intra-Frequency Absolute Accuracy Requirements for Measurements under Operation with Frame Structure 3
B.3.21.1
Conditions for RSRP measurements

This clause defines the intra-frequency absolute RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for intra-frequency absolute RSRP accuracy requirements are defined in Table B.3.21.1-1.

Table B.3.21.1-1: Intra-frequency absolute RSRP requirements

	Parameter
	E-UTRA operating band groups Note 2
	Minimum
RSRP Note 1

	
	
	dBm/15kHz

	Conditions
	FS3_G
	-124

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 2:
E-UTRA operating band groups are as defined in Section 3.5.


B.3.21.2
Conditions for RSRQ measurements

This clause defines the intra-frequency absolute RSRQ during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for intra-frequency absolute RSRQ accuracy requirements are the same as defined in Table B.3.21.1-1.

B.3.21.3
Conditions for CSI-RSRP measurements

This clause defines the intra-frequency absolute CSI-RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for intra-frequency absolute RSRP accuracy requirements are defined in Table B.3.21.3-1.

Table B.3.21.3-1: Intra-frequency absolute CSI-RSRP requirements
	Parameter
	E-UTRA operating band groups Note 2
	Minimum
CSI-RSRP Note 1

	
	
	dBm/15kHz

	Conditions
	FS3_G
	-124

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 2:
E-UTRA operating band groups are as defined in Section 3.5.


B.3.22
Conditions for Intra-Frequency Relative Accuracy Requirements for Measurements under Operation with Frame Structure 3
B.3.22.1
Conditions for RSRP measurements

This clause defines the intra-frequency relative RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for intra-frequency relative RSRP accuracy requirements are as defined in Table B.3.22.1-1.

Table B.3.22.1-1: Intra-frequency relative RSRP requirements

	Parameter
	E-UTRA operating band groups Note 2
	Minimum
RSRP1,2 Note 1

	
	
	dBm/15kHz

	Conditions
	FS3_G
	-124

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 2:
E-UTRA operating band groups are as defined in Section 3.5.


B.3.22.2
Conditions for RSRQ measurements

This clause defines the intra-frequency relative RSRQ during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for intra-frequency relative RSRQ accuracy requirements are the same as defined in Table B.3.22.1-1.

B.3.22.3
Conditions for CSI-RSRP measurements

This clause defines the intra-frequency relative CSI-RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for intra-frequency relative CSI-RSRP accuracy requirements are as defined in Table B.3.22.3-1.

Table B.3.22.3-1: Intra-frequency relative CSI-RSRP requirements

	Parameter
	E-UTRA operating band groups Note 2
	Minimum
CSI-RSRP1,2 Note 1

	
	
	dBm/15kHz

	Conditions
	FS3_G
	-124

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 2:
E-UTRA operating band groups are as defined in Section 3.5.


B.3.23
Conditions for Inter-Frequency Absolute Accuracy Requirements for Measurements under Operation with Frame Structure 3
B.3.23.1
Conditions for RSRP measurements

This clause defines the inter-frequency absolute RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for inter-frequency absolute RSRP accuracy requirements are the same as defined in Table B.3.21.1-1.

B.3.23.2
Conditions for RSRQ measurements

This clause defines the inter-frequency absolute RSRQ during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for inter-frequency absolute RSRQ accuracy requirements are the same as defined in Table B.3.21.1-1.

B.3.23.3
Conditions for CSI-RSRP measurements

This clause defines the inter-frequency absolute CSI-RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for inter-frequency absolute CSI-RSRP accuracy requirements are the same as defined in Table B.3.21.3-1.

B.3.24
Conditions for Inter-Frequency Relative Accuracy Requirements for Measurements under Operation with Frame Structure 3
B.3.24.1
Conditions for RSRP measurements

This clause defines the inter-frequency relative RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for inter-frequency relative RSRP accuracy requirements are the same as defined in Table B.3.22.1-1.

B.3.24.2
Conditions for RSRQ measurements

This clause defines the inter-frequency relative RSRQ during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for inter-frequency relative RSRP accuracy requirements are the same as defined in Table B.3.22.1-1.

B.3.24.3
Conditions for CSI-RSRP measurements

This clause defines the inter-frequency relative CSI-RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for inter-frequency relative CSI-RSRP accuracy requirements are the same as defined in Table B.3.22.3-1.
