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Agenda Item
5.3
10.4.9
LTE 2.6 GHz FDD Supplemental DL band (2570-2620 MHz) and LTE CA (2DL/1UL) with Band 3 for region 1 [LTE_FDD_2600_CA_B3]
RP-161041: Introduction of 2.6 GHz SDL band
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-161041
	R3-161309
	Introduction of 2.6GHz SDL band
	25.461
	0098
	 
	B
	13.1.0
	LTE_FDD_2600_CA_B3-Core
	Rel-14

	RP-161041
	R3-161396
	Introduction of 2.6GHz SDL band
	25.466
	0064
	1
	B
	13.1.0
	LTE_FDD_2600_CA_B3-Core
	Rel-14


10.4.10
AWS-3/4 Band for LTE [LTE_AWS_3_4]
RP-161040: Introduction of band 70
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-161040
	R3-161429
	Introduction of band 70
	25.461
	0097
	1
	B
	13.1.0
	LTE_AWS_3_4
	Rel-14

	RP-161040
	R3-161430
	Introduction of band 70
	25.466
	0063
	1
	B
	13.1.0
	LTE_AWS_3_4
	Rel-14


10.8.2
Narrowband Internet of Things (IOT) [NB_IOT]
RP-161042: NB-IoT CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-161042
	R3-160904
	Introduction of the UE context resume function
	36.401
	0078
	5
	B
	13.1.0
	NB_IOT-Core
	Rel-13

	RP-161042
	R3-161439
	Introduction of common impacts of NB-IoT solutions
	36.413
	1393
	7
	B
	13.2.0
	NB_IOT-Core
	Rel-13

	RP-161042
	R3-161053
	Introduction Control Plane CIoT EPS optimization
	36.413
	1410
	5
	B
	13.2.0
	NB_IOT-Core, TEI13
	Rel-13

	RP-161042
	R3-161526
	Introduction of the inter-eNB UE Context Resume function
	36.423
	0965
	7
	B
	13.3.0
	NB_IOT-Core, TEI13
	Rel-13

	RP-161042
	R3-161527
	Indication of RAT type
	36.413
	1420
	4
	B
	13.2.0
	NB_IOT-Core, TEI13
	Rel-13

	RP-161042
	R3-161543
	Introduction of the UE context resume function
	36.413
	1383
	11
	B
	13.2.0
	NB_IOT-Core, TEI13
	Rel-13


14.3.5
Approval of CRs to closed Rel-12 WIs (incl. TEI12)
RP-161049: TEI12 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-161049
	R3-160915
	Correction on Old/New eNB UE X2AP ID
	36.423
	0973
	1
	F
	12.8.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-161049
	R3-160697
	Correction on DL DPCH Slot Format configuration for DCH enhancements
	25.433
	2082
	-
	F
	12.5.0
	UTRA_DCHenh-Core
	Rel-12

	RP-161049
	R3-160698
	Correction on DL DPCH Slot Format configuration for DCH enhancements
	25.423
	1886
	-
	F
	12.5.0
	UTRA_DCHenh-Core
	Rel-12

	RP-161049
	R3-160699
	Correction on DL DPCH Slot Format configuration for DCH enhancements
	25.433
	2083
	-
	A
	13.2.0
	UTRA_DCHenh-Core
	Rel-13

	RP-161049
	R3-160700
	Correction on DL DPCH Slot Format configuration for DCH enhancements
	25.423
	1887
	-
	A
	13.2.0
	UTRA_DCHenh-Core
	Rel-13


14.3.6
Approval of CRs to closed Rel-13 WIs (incl. TEI13)
RP-161043: TEI13 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-161043
	R3-160841
	Correction to WT-Initiated WT Modification
	36.463
	0012
	-
	F
	13.0.0
	TEI13
	Rel-13

	RP-161043
	R3-160991
	Correction on the DC function description
	36.423
	0968
	1
	F
	13.3.0
	TEI13
	Rel-13

	RP-161043
	R3-160994
	Correction on Extention of X2 SN
	36.425
	0007
	1
	F
	13.0.0
	TEI13
	Rel-13

	RP-161043
	R3-161055
	Indication of bearer type for cIOT
	36.423
	0972
	2
	B
	13.3.0
	TEI13
	Rel-13

	RP-161043
	R3-161394
	Correction on the extended eNB UE X2AP ID
	36.423
	0969
	3
	F
	13.3.0
	TEI13
	Rel-13

	RP-161043
	R3-161440
	Indication of bearer type over S1 for cIOT
	36.413
	1415
	3
	B
	13.2.0
	TEI13
	Rel-13


RP-161046: LTE-WLAN Radio Level Integration CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-161046
	R3-160664
	Correction on WT Initiated WT Modification
	36.463
	0005
	-
	F
	13.0.0
	LTE_WLAN_radio-Core
	Rel-13

	RP-161046
	R3-160909
	TS 36.465 correction for LWA
	36.465
	0001
	1
	F
	13.0.0
	LTE_WLAN_radio-Core
	Rel-13

	RP-161046
	R3-160911
	Correction on RESET procedure
	36.463
	0004
	1
	F
	13.0.0
	LTE_WLAN_radio-Core
	Rel-13

	RP-161046
	R3-160999
	Correction on WT Configuration update
	36.463
	0007
	2
	F
	13.0.0
	LTE_WLAN_radio-Core
	Rel-13

	RP-161046
	R3-161000
	Correction on Global eNB ID
	36.463
	0008
	2
	F
	13.0.0
	LTE_WLAN_radio-Core
	Rel-13

	RP-161046
	R3-161393
	Addition of measurement configuration
	36.463
	0003
	2
	F
	13.0.0
	LTE_WLAN_radio-Core
	Rel-13

	RP-161046
	R3-161397
	Rapporteur updates – miscellaneous corrections
	36.464
	0001
	1
	F
	13.0.0
	LTE_WLAN_radio-Core
	Rel-13

	RP-161046
	R3-161398
	Rapporteur updates to TS 36.463
	36.463
	0017
	1
	F
	13.0.0
	LTE_WLAN_radio-Core
	Rel-13

	RP-161046
	R3-161544
	Xw-AP corrections 
	36.463
	0014
	3
	F
	13.0.0
	LTE_WLAN_radio-Core
	Rel-13

	RP-161046
	R3-160995
	Correction to the description of the Xw UP protocol services and Xw-U Sequence Number
	36.465
	0003
	2
	F
	13.0.0
	TEI13, LTE_WLAN_radio
	Rel-13

	RP-161046
	R3-160971
	Correction to the range of the Xw-U Sequence Number
	36.465
	0004
	1
	F
	13.0.0
	TEI13, LTE_WLAN_radio-Core
	Rel-13


RP-161047: Misc Rel-13 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-161047
	R3-160916
	Correction of RSRP Measurement Report List
	36.423
	0978
	-
	F
	13.3.0
	COMP_LTE_IeNB_sig-Core
	Rel-13

	RP-161047
	R3-161279
	Removing signaling of NRI from MSC/SGSN to RNC for CS/PS coordination
	25.413
	1311
	1
	F
	13.1.0
	CSPS_Coord-UTRA-Core
	Rel-13

	RP-161047
	R3-161502
	On Paging Time Window unit
	36.413
	1429
	2
	F
	13.2.0
	LTE_extDRX-Core
	Rel-13

	RP-161047
	R3-161226
	Additional eDRX cycle value
	36.413
	1426
	-
	F
	13.2.0
	LTE_MTCe2_L1-Core, LTE_extDRX-Core
	Rel-13

	RP-161047
	R3-161395
	Handling of GUMMEI in overload procedures
	36.413
	1428
	2
	F
	13.2.0
	RSE-RAN_LTE-Core
	Rel-13
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