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<< Skip unchanged sections >>
6.5.1D.2
Frequency error for ProSe Direct Communication
Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:

-
Many clauses are TBD.
6.5.1D.2.1
Test purpose
This test verifies the ability of both, the receiver and the transmitter for ProSe Communication physical channels, to process frequency correctly.

Receiver: to extract the correct frequency from the stimulus signal, offered by the System simulator, under ideal propagation conditions and low level.

Transmitter: to derive the correct modulated carrier frequency for each transmitter connector from the results, gained by the receiver.

6.5.1D.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 12 and forward which support ProSe Direct Communication.
6.5.1D.2.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.5.1D.0.

6.5.1D.2.4
Test description

TBD

6.5.1D.1.4.1
Initial condition
TBD

6.5.1D.2.4.2
Test procedure

TBD

6.5.1D.2.4.3
Message contents

TBD

6.5.1D.2.5
Test requirements

TBD

<< Skip unchanged sections >>

F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	<<Many rows skipped>>

	6.5.1 Frequency Error
	±15 Hz
DL Signal level: ±0.7 dB, f ≤ 3.0GHz

DL Signal level: ±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.5.1A.1 Frequency error for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.1 for each CC
	

	6.5.1A.2 Frequency error for CA (inter-band DL CA and UL CA)
	Same as 6.5.1
	

	6.5.1A.3 Frequency error for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.1 for each CC
	

	6.5.1B Frequency Error for UL-MIMO
	Same as 6.5.1 for each antenna

DL signal level same as 6.5.1
	

	6.5.1D.2 – Frequency Error for ProSe Direct Communication
	TBD
	

	6.5.1E – Frequency Error for UE category 0
	Same as 6.5.1
	

	6.5.2.1 Error Vector Magnitude
	PUSCH: ± 2.5%

PUCCH: ± 2.5%

PRACH: ± 2.5%
	

	6.5.2.1_1 Error Vector Magnitude (EVM) for UL 64QAM
	Same as 6.5.2.1
	

	6.5.2A.1.1 Error Vector Magnitude (EVM) for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.2.1
	

	6.5.2A.1.2 Error Vector Magnitude (EVM) for CA (inter-band DL CA and UL CA)
	Same as 6.5.2.1
	

	<<Many rows skipped>>

	6.7E Transmit intermodulation for UE category 0
	Same as 6.7
	

	6.8B Time alignment error for UL-MIMO
	±25 ns
	


<< Skip unchanged sections >>

F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	<<Many rows skipped>>

	6.5.1 Frequency Error
	Modulated carrier, f ≤ 4.2GHz

Within 0.1 ppm compared to the received carrier frequency

f ≤ 3.0GHz
DL power: Refsens
3.0GHz < f ≤ 4.2GHz
DL power: Refsens
	15 Hz
0.7 dB

1.0 dB
	Formulae:

Modulated carrier frequency: Upper limit + TT, Lower limit – TT

DL power: Refsens + TT

Modulated carrier frequency error = (0.1 ppm + 15 Hz)
Refsens +0.7dB

Refsens +1.0dB

	6.5.1A.1 Frequency error for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.5.1
	Same as 6.5.1
	Same as 6.5.1

	6.5.1A.2 Frequency Error for CA (inter-band DL CA and UL CA)
	Same as 6.5.1 per CC
	Same as 6.5.1 per CC
	Same as 6.5.1 per CC

	6.5.1A.3 Frequency Error for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.5.1 per CC
	Same as 6.5.1 per CC
	Same as 6.5.1 per CC

	6.5.1B Frequency Error for UL-MIMO
	Same as 6.5.1
	Same as 6.5.1
	Same as 6.5.1

	6.5.1D.2 – Frequency Error for ProSe Direct Communication
	TBD
	TBD
	TBD

	6.5.1E – Frequency Error for UE category 0
	Same as 6.5.1
	Same as 6.5.1
	Same as 6.5.1

	6.5.2.1 Error Vector Magnitude
	EVM limit:
BPSK :17.5 %

QPSK: 17.5 %

16QAM: 12.5 %
	0%
	Formula:

Minimum Requirement + TT

	6.5.2.1A PUSCH-EVM with exclusion period
	EVM limit:

QPSK: 17.5 %

16QAM: 12.5 %
	0%
	Formula:

Minimum Requirement + TT

	<<Many rows skipped>>

	6.7E Transmit intermodulation for UE category 0
	Same as 6.7
	Same as 6.7
	Same as 6.7

	6.8B Time alignment error for UL-MIMO
	The Time Alignment Error (TAE) shall not exceed 130 ns
	25 ns
	Formula:
Minimum Requirement+ TT
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