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	Reason for change:
	1) At step 17, Wait for the confirmation for configure RACH procedure in the target cell is affecting the following TAU Request
2) At step 19, In UEInformationResponse message, UE Can send measResultNeighCells-r11 in IE connEstFailReport-r11
According to the spec 36.331V12.8.0, section 5.3.3.6 T300 expiry,

The UE shall if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and

3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies (GERAN) per RAT and according to the following:

4> for each neighbour cell included, include the optional fields that are available

#A draft prose CR will be raised for next RAN5 meeting

	
	

	Summary of change:
	1) Confirmation flag is set to false in f_EUTRA_SS_ConfigRachProcedure_Def()
2) Changed the IE measResultNeighCells-r11 from “omit” to “*” in cr_UEInformationResponse_v1130_IEs

	
	

	Consequences if not approved:
	A conformant UE will fail the test case
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	Other comments:
	


Change 1
	Function Name
	function f_TC_8_6_9_1_EUTRA() runs on EUTRA_PTC ()

	Reason for change
	At step 17, Wait for the confirmation for configure RACH procedure in the target cell is affecting the following TAU Request

	Summary of change
	f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell1) is changed to 

f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell1, -, -, -, -, -, false);

	Source of change
	LTE_A_IRAT\8_6\RRC_Connection_Establishment_Failure_UG.ttcn

	MCC160
	


Before:
	  //Make HO specific steps for interRAT HO

    // Configure C-RNTI based contention resolution in target cell

    f_EUTRA_SS_ConfigRachProcedure(eutra_Cell1, tsc_C_RNTI_Def2, cs_RachProcedureConfig_CRNTI_HO (f_EUTRA_CellInfo_GetRAR_TA(eutra_Cell1),

                                                                                                  f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell1)));

    //Save new C-RNTI in cell configuration for p_TargetCellId

    f_EUTRA_CellInfo_SetC_RNTI(eutra_Cell1, tsc_C_RNTI_Def2);

    // activate RRC security at SS target cell for SRB 1, 2 and 1 AM DRB

    f_EUTRA_SS_AS_ActivateSecurity_HO_IRAT(eutra_Cell1);      // @sic R5s150338: new function f_EUTRA_SS_AS_ActivateSecurity_HO_IRAT sic@

    //Configure UL grant configuration ("OnSR", periodic TA is NOT started) in target cell (cell 1)

    f_EUTRA_SS_CommonCellConfig(eutra_Cell1, cas_ULGrantAllocation_Def_REQ(eutra_Cell1, cs_TimingInfo_Now, cs_PUCCH_Synch_None));

    //@siclog "Step 16" siclog@

    //Check: Does the UE transmit an RRCConnectionReconfigurationComplete message with connEstFailInfoAvailable on Cell 1 using the security key derived from the new KeNB?

    SRB.receive (car_SRB1_RrcPdu_IND(eutra_Cell1,

                                     cr_RRCConnectionReconfigurationComplete_r11(tsc_RRC_TI_Def)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.9.1 Step 16");

    //Start periodic sending of TA command in target cell (cell 1)

    f_EUTRA_SS_CommonCellConfig(eutra_Cell1, cas_PUCCH_Synch_Config_REQ(eutra_Cell1, cs_TimingInfo_Now, cs_PUCCH_Synch_Auto_Def, false));

    // configure RACH procedure for target cell back to default

    f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell1);
    //@siclog "Step 17" siclog@

    //Generic test procedure in TS 36.508 subclause 6.4.2.10 is performed on Cell 1.

    //NOTE: The UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA.

    f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(eutra_Cell1, v_Auth_Params_Native, v_NasCountInfo); //@sic R5s150448 sic@

    //@siclog "Step 18" siclog@

    //The SS transmits a UEInformationRequest message to get connEstFailReportReq on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_r11(tsc_RRC_TI_Def)));



After:
	//Make HO specific steps for interRAT HO

    // Configure C-RNTI based contention resolution in target cell

    f_EUTRA_SS_ConfigRachProcedure(eutra_Cell1, tsc_C_RNTI_Def2, cs_RachProcedureConfig_CRNTI_HO (f_EUTRA_CellInfo_GetRAR_TA(eutra_Cell1),

                                                                                                  f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell1)));

    //Save new C-RNTI in cell configuration for p_TargetCellId

    f_EUTRA_CellInfo_SetC_RNTI(eutra_Cell1, tsc_C_RNTI_Def2);

    // activate RRC security at SS target cell for SRB 1, 2 and 1 AM DRB

    f_EUTRA_SS_AS_ActivateSecurity_HO_IRAT(eutra_Cell1);      // @sic R5s150338: new function f_EUTRA_SS_AS_ActivateSecurity_HO_IRAT sic@

    //Configure UL grant configuration ("OnSR", periodic TA is NOT started) in target cell (cell 1)

    f_EUTRA_SS_CommonCellConfig(eutra_Cell1, cas_ULGrantAllocation_Def_REQ(eutra_Cell1, cs_TimingInfo_Now, cs_PUCCH_Synch_None));

    //@siclog "Step 16" siclog@

    //Check: Does the UE transmit an RRCConnectionReconfigurationComplete message with connEstFailInfoAvailable on Cell 1 using the security key derived from the new KeNB?

    SRB.receive (car_SRB1_RrcPdu_IND(eutra_Cell1,

                                     cr_RRCConnectionReconfigurationComplete_r11(tsc_RRC_TI_Def)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.9.1 Step 16");

    //Start periodic sending of TA command in target cell (cell 1)

    f_EUTRA_SS_CommonCellConfig(eutra_Cell1, cas_PUCCH_Synch_Config_REQ(eutra_Cell1, cs_TimingInfo_Now, cs_PUCCH_Synch_Auto_Def, false));

    // configure RACH procedure for target cell back to default

    f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell1, -, -, -, -, -, false);
    //@siclog "Step 17" siclog@

    //Generic test procedure in TS 36.508 subclause 6.4.2.10 is performed on Cell 1.

    //NOTE: The UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA.

    f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(eutra_Cell1, v_Auth_Params_Native, v_NasCountInfo); //@sic R5s150448 sic@

    //@siclog "Step 18" siclog@

    //The SS transmits a UEInformationRequest message to get connEstFailReportReq on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_r11(tsc_RRC_TI_Def)));


Change 2
	Function Name
	function f_TC_8_6_9_1_EUTRA() runs on EUTRA_PTC ()

	Reason for change
	In UEInformationResponse message, UE can send measResultNeighCells-r11 in  IE connEstFailReport-r11.
According to the spec 36.331V12.8.0, section 5.3.3.6 
T300 expiry,

The UE shall if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies (GERAN) per RAT and according to the following:

    4> for each neighbour cell included, include the optional fields that are available

#A draft prose CR will be raised for next RAN5 meeting

	Summary of change
	Changed the IE measResultNeighCells-r11 from “omit” to “*” in cr_UEInformationResponse_v1130_IEs

	Source of change
	LTE_A_IRAT\8_6\ RRC_Connection_Establishment_Failure_UG.ttcn

	MCC160
	


Before:
	  //@siclog "Step 17" siclog@

    //Generic test procedure in TS 36.508 subclause 6.4.2.10 is performed on Cell 1.

    //NOTE: The UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA.

    f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(eutra_Cell1, v_Auth_Params_Native, v_NasCountInfo); //@sic R5s150448 sic@

    //@siclog "Step 18" siclog@

    //The SS transmits a UEInformationRequest message to get connEstFailReportReq on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_r11(tsc_RRC_TI_Def)));

    //@siclog "Step 19" siclog@

    //Check: Does the UE transmit a UEInformationResponse message with connEstFailReport on Cell 1?

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1,

                                    cr_UEInformationResponse_Common(tsc_RRC_TI_Def,

                                                                    -,

                                                                    -,

                                                                    cr_UEInformationResponse_v930_IEs(-,

                                                                                                      cr_UEInformationResponse_v1130_IEs(cr_Cgi(v_PLMN_Identity_Cell1,v_CellIdentity_Cell1),

                                                                                                                                         *,

                                                                                                                                         ?,

                                                                                                                                         *,

                                                                                                                                         omit)))));
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.9.1 Step 19");



After:
	  //@siclog "Step 17" siclog@

    //Generic test procedure in TS 36.508 subclause 6.4.2.10 is performed on Cell 1.

    //NOTE: The UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA.

    f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(eutra_Cell1, v_Auth_Params_Native, v_NasCountInfo); //@sic R5s150448 sic@

    //@siclog "Step 18" siclog@

    //The SS transmits a UEInformationRequest message to get connEstFailReportReq on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_r11(tsc_RRC_TI_Def)));

    //@siclog "Step 19" siclog@

    //Check: Does the UE transmit a UEInformationResponse message with connEstFailReport on Cell 1?

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1,

                                    cr_UEInformationResponse_Common(tsc_RRC_TI_Def,

                                                                    -,

                                                                    -,

                                                                    cr_UEInformationResponse_v930_IEs(-,

                                                                                                      cr_UEInformationResponse_v1130_IEs(cr_Cgi(v_PLMN_Identity_Cell1,v_CellIdentity_Cell1),

                                                                                                                                         *,

                                                                                                                                         ?,

                                                                                                                                         *,

                                                                                                                                         *)))));
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.9.1 Step 19");



