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	Reason for change:
	According to the agreement in RAN1 #83, existing R12 SRS configurations can be reused for BL/CE UEs configured with CEModeA. Based on R12 SRS configurations, the 4 PRBs of SRS for BL/CE UEs may contain the remaining PRBs not belonging to any narrowband, or may locate across two narrowbands. In other words, the SRS frequency location for BL/CE UEs may be not confined within a narrowband.
The  terminology “narrowband of the SRS” should be modified.

	
	

	Summary of change:
	Not to use the terminology “narrowband of the SRS”.

	
	

	Consequences if not approved:
	It is unclear whether the PRBs location for SRS for BL/CE UEs should be confined within a narrowband.
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[bookmark: _Toc430695232][bookmark: historyclause]< Unchanged parts are omitted >
[bookmark: _Toc415085492]8.2	UE sounding procedure
< Unchanged parts are omitted >
For a BL/CE UE, for a SRS transmission in subframe n and if the UE transmits PUSCH/PUCCH in subframe n and/or n+1, the UE shall not transmit the SRS in subframe n if the SRS transmission bandwidth in subframe n is not completely within the narrowband of PUSCH/PUCCH in subframe n and/or n+1 is different from the frequency location of the SRS in subframe n.
A BL/CE UE shall not transmit SRS in UpPTS if SRS frequency location is different from DwPTS reception narrowband in the same special subframe.
< Unchanged parts are omitted >
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