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RP-161116
LTE Advanced intra-band CA for xDL/yUL including contiguous and non-contiguous spectrum (Agenda Item 10.4.1)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3584
	 
	B
	Rel-14
	Introduction of additional band combinations for Intra-band CA
	R4-163721
	Ericsson
	LTE_CA_R14_intra-Core


RP-161117
LTE Advanced inter-band CA Rel-14 for 2DL/1UL (Agenda Item 10.4.2)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3591
	 
	B
	Rel-14
	Introduction of completed R14 2DL band combinations to TS 36.101
	R4-163859
	Qualcomm Incorporated
	LTE_CA_R14_2DL1UL-Core

	36.104
	792
	 
	B
	Rel-14
	Introduction of completed R14 2DL band combinations to TS 36.104
	R4-163860
	Qualcomm Incorporated
	LTE_CA_R14_2DL1UL-Core

	36.141
	855
	 
	B
	Rel-14
	Introduction of completed R14 2DL band combinations to TS 36.141
	R4-163861
	Qualcomm Incorporated
	LTE_CA_R14_2DL1UL-Core


RP-161118
LTE Advanced inter-band CA Rel-14 for 3DL/1UL (Agenda Item 10.4.3)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3604
	 
	B
	Rel-14
	Introduction of completed R14 3DL band combination to TS 36.101
	R4-163970
	Huawei, Hisilicon
	LTE_CA_R14_3DL1UL-Core

	36.104
	794
	1
	B
	Rel-14
	Introduction of completed R14 3DL band combination to TS 36.104
	R4-164976
	Huawei, Hisilicon
	LTE_CA_R14_3DL1UL-Core

	36.141
	857
	1
	B
	Rel-14
	Introduction of completed R14 3DL band combination to TS 36.141
	R4-164977
	Huawei, Hisilicon
	LTE_CA_R14_3DL1UL-Core


RP-161119
LTE Advanced inter-band CA Rel-14 for 4DL/1UL (Agenda Item 10.4.4)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3583
	 
	B
	Rel-14
	Introduction of additional band combinations for 4DL inter-band CA
	R4-163718
	Ericsson
	LTE_CA_R14_4DL1UL-Core

	36.104
	790
	 
	B
	Rel-14
	Introduction of additional band combinations for 4DL inter-band CA
	R4-163719
	Ericsson
	LTE_CA_R14_4DL1UL-Core

	36.141
	852
	 
	B
	Rel-14
	Introduction of 4DL CA combinations
	R4-163720
	Ericsson
	LTE_CA_R14_4DL1UL-Core


RP-161120
LTE Advanced inter-band CA Rel-14 for 4DL/1UL, B2_B4_B12_B12, B4_B4_B12_B12 and B4_B5_B12_B12 (Agenda Item 10.4.4)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.853-13
	1
	 
	F
	Rel-13
	Clean-up of 3 Band Carrier Aggregation (3DL/1UL) of Bands 2, 4, 5 and 12A
	R4-161591
	Nokia, US Cellular
	LTE_CA_B2_B4_B12_B12-Core, LTE_CA_B4_B4_B12_B12-Core, LTE_CA_B4_B5_B12_B12-Core


RP-161121
LTE Advanced inter-band CA Rel-14 for 5DL/1UL (Agenda Item 10.4.5)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3588
	 
	B
	Rel-14
	Introduction of Rel-14 5DL inter-band combinations in 36.101
	R4-163811
	Nokia
	LTE_CA_R14_5DL1UL-Core


RP-161122
LTE Advanced inter-band CA Rel-14 for 2DL/2UL (Agenda Item 10.4.6)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3603
	 
	B
	Rel-14
	Introduction of completed R14 2DL2UL band combinations to TS 36.101
	R4-163956
	Huawei, Hisilicon
	LTE_CA_R14_2DL2UL-Core


RP-161123
LTE Advanced inter-band CA Rel-14 for xDL/2UL with x=3,4,5  (Agenda Item 10.4.7)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3581
	 
	B
	Rel-14
	Introduction of additional 3DL/2UL CA band combinations in Rel-14
	R4-163690
	LG Electronics, SK Telecom, KT, AT&T, Huawei, TELUS, TELSTRA, NTT DoCoMo
	LTE_CA_R14_xDL2UL-Core

	36.101
	3582
	 
	B
	Rel-14
	Introduction of new 4DL/2UL CA band combination in Rel-14
	R4-163691
	LG Electronics, AT&T
	LTE_CA_R14_xDL2UL-Core


RP-161124
LTE 2.6 GHz FDD Supplemental DL band (2570-2620 MHz) and LTE CA (2DL/1UL) with Band 3 for region 1 (Agenda Item 10.4.9)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.124
	35
	 
	B
	Rel-14
	Introduction of 2.6GHz SDL
	R4-163544
	Ericsson, Orange
	LTE_FDD_2600_CA_B3-Core

	25.104
	744
	 
	B
	Rel-14
	Introduction of Band 69 co-existence requirements
	R4-164418
	Nokia, Orange
	LTE_FDD_2600_CA_B3-Core

	25.141
	772
	 
	B
	Rel-14
	Introduction of Band 69 co-existence requirements
	R4-164419
	Nokia, Orange
	LTE_FDD_2600_CA_B3-Perf

	36.104
	798
	 
	B
	Rel-14
	Introduction of Band 69 and CA_3-69 to 36.104
	R4-164420
	Nokia, Orange
	LTE_FDD_2600_CA_B3-Core

	36.113
	60
	 
	B
	Rel-14
	CR to 36.113 on receiver exclusion band update due to Band 69
	R4-164421
	Nokia, Orange
	LTE_FDD_2600_CA_B3-Core

	36.141
	866
	 
	B
	Rel-14
	Introduction of Band 69 and CA_3-69 to 36.141
	R4-164422
	Nokia, Orange
	LTE_FDD_2600_CA_B3-Perf

	37.104
	295
	 
	B
	Rel-14
	Introduction of Band 69 to 37.104
	R4-164423
	Nokia, Orange
	LTE_FDD_2600_CA_B3-Core

	37.113
	48
	 
	B
	Rel-14
	CR to 37.113 on receiver exclusion band update due to Band 69
	R4-164424
	Nokia, Orange
	LTE_FDD_2600_CA_B3-Core

	37.141
	463
	 
	B
	Rel-14
	Introduction of Band 69 to 37.141
	R4-164425
	Nokia, Orange
	LTE_FDD_2600_CA_B3-Perf

	36.101
	3577
	1
	B
	Rel-14
	Introduction of 2.6GHz SDL and CA B3_2.6SDL
	R4-164700
	Ericsson, Orange
	LTE_FDD_2600_CA_B3-Core

	25.133
	1425
	 
	B
	Rel-14
	Introduction of Band 69 in 25.133
	R4-164758
	Orange, Ericsson
	LTE_FDD_2600_CA_B3

	36.133
	3579
	1
	B
	Rel-14
	Introduction of 2.6GHz SDL
	R4-164763
	Ericsson
	LTE_FDD_2600_CA_B3-Core


RP-161125
AWS-3/4 Band for LTE (Agenda Item 10.4.10)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3553
	 
	B
	Rel-14
	Introduction of B70 to TS36.101
	R4-163192
	Dish Network
	LTE_AWS_3_4

	36.124
	34
	 
	B
	Rel-14
	Introduction of Band 70 TO 36.124
	R4-163193
	Dish Network
	LTE_AWS_3_4

	25.101
	1101
	 
	B
	Rel-14
	Introduction of Band 70 to 25.101
	R4-163194
	Dish Network
	LTE_AWS_3_4

	36.104
	782
	 
	B
	Rel-14
	Introduction of Band 70 to 36.104
	R4-163195
	DISH Network
	LTE_AWS_3_4

	36.113
	57
	 
	B
	Rel-14
	Introduction of Band 70
	R4-163196
	Dish Network
	LTE_AWS_3_4

	37.104
	291
	 
	B
	Rel-14
	Introduction of Band 70 to 37.104
	R4-163197
	DISH Network
	LTE_AWS_3_4

	37.113
	45
	 
	B
	Rel-14
	Introduction of Band 70 to 37.113
	R4-163198
	Dish Network
	LTE_AWS_3_4

	25.104
	742
	 
	B
	Rel-14
	Introduction of Band 70 to 25.104
	R4-163199
	Dish Network
	LTE_AWS_3_4

	36.141
	844
	 
	B
	Rel-14
	Introduction of Band 70 to 36.141
	R4-163200
	DISH Network
	LTE_AWS_3_4

	37.141
	460
	 
	B
	Rel-14
	Introduction of Band 70 to 37.141
	R4-163201
	DISH Network
	LTE_AWS_3_4

	25.141
	768
	 
	B
	Rel-14
	Introduction of Band 66 to 25.141
	R4-163202
	Dish Network
	LTE_AWS_3_4

	36.133
	3495
	 
	B
	Rel-14
	Introduction of Band 70 to 36.133
	R4-163203
	Dish Network
	LTE_AWS_3_4

	25.123
	563
	 
	B
	Rel-14
	Introduction of Band 70 to 25.123
	R4-163204
	Dish Network
	LTE_AWS_3_4

	25.133
	1424
	 
	B
	Rel-14
	Introduction of Band 70 to 25.133
	R4-163214
	Dish Network
	LTE_AWS_3_4


RP-161126
RAN4 CRs to Narrowband Internet of Things (IOT) - Core part (Agenda Item 10.8.2)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3589
	 
	B
	Rel-13
	Category NB1 CR for 36.101
	R4-163826
	Nokia, Interdigital, SONY, Telecom Italia
	NB_IOT-Core

	37.104
	293
	 
	B
	Rel-13
	CR on introduction of NB-IoT in TS 37.104
	R4-164010
	Huawei, Ericsson, NTT DOCOMO
	NB_IOT-Core

	36.133
	3610
	 
	B
	Rel-13
	CR on measurement requirement in RRC_CONNECTED state for NB-IoT
	R4-164086
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	3626
	 
	B
	Rel-13
	CR for RRC re-establishment requirement for NB-IoT
	R4-164116
	Huawei, HiSilicon
	NB_IOT-Core

	36.104
	800
	 
	B
	Rel-13
	CR to 36.104 for NB-IoT feature introduction
	R4-164452
	Ericsson, Nokia, CMCC, Huawei, NTT Docomo
	NB_IOT-Core

	36.133
	3667
	 
	B
	Rel-13
	Modification on RRC re-establishment requirement for NB-IoT
	R4-164457
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	3668
	 
	B
	Rel-13
	Modification for random access requirement for NB-IoT
	R4-164481
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	3573
	1
	B
	Rel-13
	CR on RRM requirements in Section 3 for NB-IoT
	R4-164482
	NTT DOCOMO, INC.
	NB_IOT-Core

	36.133
	3669
	 
	B
	Rel-13
	Intra-frequency Absolute NRSRP Accuracy for UE Category NB1 in Normal Mode
	R4-164483
	Nokia
	NB_IoT-Core

	36.133
	3670
	 
	B
	Rel-13
	Intra-frequency Absolute NRSRP Accuracy for UE Category NB1 in Enhanced Mode
	R4-164484
	Nokia
	NB_IoT-Core

	36.133
	3671
	 
	B
	Rel-13
	Intra-frequency Absolute NRSRQ Accuracy for UE Category NB1 in Normal Mode
	R4-164485
	Nokia
	NB_IoT-Core

	36.133
	3672
	 
	B
	Rel-13
	Intra-frequency Absolute NRSRQ Accuracy for UE Category NB1 in Enhanced Mode
	R4-164486
	Nokia
	NB_IoT-Core

	36.133
	3673
	 
	B
	Rel-13
	Inter-frequency Absolute NRSRP Accuracy for UE Category NB1 in Normal Mode
	R4-164487
	Nokia
	NB_IoT-Core

	36.133
	3674
	 
	B
	Rel-13
	Inter-frequency Absolute NRSRP Accuracy for UE Category NB1 in Enhanced Mode
	R4-164488
	Nokia
	NB_IoT-Core

	36.133
	3574
	1
	B
	Rel-13
	Draft CR on RRM requirements in Annex B for NB-IoT
	R4-164508
	NTT DOCOMO, INC.
	NB_IOT-Core

	36.133
	3638
	1
	B
	Rel-13
	Uplink transmit timing adjustments in HD-FDD operation
	R4-164530
	Ericsson
	NB_IOT-Core

	36.133
	3675
	1
	B
	Rel-13
	CR on measurement requirement in RRC_CONNECTED state for NB-IoT
	R4-164548
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	3659
	1
	B
	Rel-13
	Draft CR on RRC_IDLE state requirements for NB-IOT
	R4-164549
	Ericsson, Nokia
	NB_IOT-Core

	36.133
	3676
	 
	B
	Rel-13
	CR on Radio Link Monitoring for NB-IoT
	R4-164901
	Qualcomm Incorporated
	NB_IoT-Core


RP-161127
RAN4 CRs to Base Station (BS) RF requirements for Active Antenna System (AAS) - Perf Part (Agenda Item 10.8.3)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	37.105
	5
	 
	F
	Rel-13
	Clarifying UTRA TDD option in Performance section
	R4-162955
	Huawei
	AAS_BS_LTE_UTRA-Perf


RP-161128
RAN4 CRs to Further LTE Physical Layer Enhancements for MTC - Perf Part (Agenda Item 10.8.5)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	3374
	1
	B
	Rel-13
	CR: MPDCCH RMCs for Cat-M1 RRM Tests
	R4-162778
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3375
	1
	B
	Rel-13
	CR: PDSCH RMCs for Cat-M1 RRM Tests
	R4-162779
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3621
	 
	B
	Rel-13
	PRACH configuration for eMTC
	R4-164100
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.104
	766
	2
	B
	Rel-13
	CR: Cat-M1 PUCCH Performance Requirements
	R4-164299
	Nokia, Huawei, Ericsson, Samsung
	LTE_MTCe2_L1-Perf

	36.133
	3521
	1
	F
	Rel-13
	eMTC requirements with eDRX in RRC_CONNECTED
	R4-164591
	Ericsson, AT&T, Verizon Wireless, Nokia, Qualcomm Inc.
	LTE_MTCe2_L1-Perf

	36.133
	3563
	1
	B
	Rel-13
	CR for Cat-M1 CEMode A RLM test cases: DRX FDD
	R4-164596
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3564
	1
	B
	Rel-13
	CR for Cat-M1 CEMode A RLM test cases: DRX HD-FDD
	R4-164598
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3565
	1
	B
	Rel-13
	CR for Cat-M1 CEMode A RLM test cases: DRX TDD
	R4-164601
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3616
	1
	B
	Rel-13
	E-UTRAN Intra frequency case for Cat-M1 UE in normal coverage
	R4-164602
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.101
	3568
	1
	B
	Rel-13
	CR for eMTC PBCH demodulation requirement for enhanced coverage
	R4-164604
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.101
	3569
	1
	B
	Rel-13
	CR for eMTC M-PDCCH demodulation requirement for CE Mode A and CE Mode B
	R4-164605
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.101
	3504
	3
	B
	Rel-13
	Introduction of PDSCH demodulation requirement for Cat-M1 UE
	R4-164606
	Ericsson
	LTE_MTCe2_L1-Perf

	36.101
	3505
	3
	B
	Rel-13
	Introduction of CQI test for Cat-M1 UE
	R4-164607
	Ericsson
	LTE_MTCe2_L1-Perf

	36.104
	765
	3
	B
	Rel-13
	CR: Cat-M1 PRACH Performance Requirements
	R4-164609
	Nokia, Huawei, Ericsson, Samsung
	LTE_MTCe2_L1-Perf

	36.104
	785
	1
	B
	Rel-13
	CR for eMTC PUSCH performance requirements
	R4-164610
	Huawei,Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3617
	1
	B
	Rel-13
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeA
	R4-164617
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	3618
	1
	B
	Rel-13
	E-UTRAN HD-FDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeA
	R4-164618
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	3619
	1
	B
	Rel-13
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeA
	R4-164619
	Huawei, HiSilicon,
	LTE_MTCe2_L1-Perf

	36.133
	3620
	1
	B
	Rel-13
	CR on RSRP Intra frequency test cases for Cat-M1 UE in CEModeA
	R4-164620
	Huawei, HiSilicon,
	LTE_MTCe2_L1-Perf

	36.133
	3535
	1
	B
	Rel-13
	UE Timing Advance Adjustment Accuracy Test for Cat-M1 UE in CEModeA
	R4-164621
	CATT
	LTE_MTCe2_L1-Perf

	36.133
	3651
	1
	B
	Rel-13
	CR: Cat-M1 Intra-frequency handover test cases for CEModeA
	R4-164623
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3654
	1
	B
	Rel-13
	RRC Re-establishment test for eMTC UEs in CEModeA
	R4-164624
	Ericsson
	LTE_MTCe2_L1-Perf

	36.133
	3648
	1
	B
	Rel-13
	CR: Cat-M1 PRACH test cases for FDD in CEModeA
	R4-164638
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3649
	1
	B
	Rel-13
	CR: Cat-M1 PRACH test cases for HD-FDD in CEModeA
	R4-164639
	Nokia
	LTE_MTCe2_L1-Perf

	36.133
	3650
	1
	B
	Rel-13
	CR: Cat-M1 PRACH test cases for TDD in CEModeA
	R4-164640
	Nokia
	LTE_MTCe2_L1-Perf

	36.141
	861
	1
	B
	Rel-13
	CR: Cat-M1 PRACH Performance Requirements for 36.141
	R4-164641
	Nokia, Ericsson, Huawei, Samsung
	LTE_MTCe2_L1-Perf

	36.141
	862
	1
	B
	Rel-13
	CR: Cat-M1 PUCCH Performance Requirements for 36.141
	R4-164642
	Nokia, Ericsson, Huawei, Samsung
	LTE_MTCe2_L1-Perf

	36.141
	863
	1
	B
	Rel-13
	CR: Cat-M1 PUSCH Performance Requirements for 36.141
	R4-164643
	Nokia, Ericsson, Huawei, Samsung
	LTE_MTCe2_L1-Perf

	36.133
	3629
	 
	B
	Rel-13
	FD-FDD Radio Link Monitoring Test for Out-of-sync for Cat-M1 UE in CEModeA
	R4-164889
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	3630
	 
	B
	Rel-13
	FD-FDD Radio Link Monitoring Test for In-sync for Cat-M1 UE in CEModeA
	R4-164890
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	3631
	 
	B
	Rel-13
	HD-FDD Radio Link Monitoring Test for Out-of-sync for Cat-M1 UE in CEModeA
	R4-164891
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	3632
	 
	B
	Rel-13
	HD-FDD Radio Link Monitoring Test for In-sync for Cat-M1 UE in CEModeA
	R4-164902
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	3633
	 
	B
	Rel-13
	TDD Radio Link Monitoring Test for Out-of-sync for Cat-M1 UE in CEModeA
	R4-164903
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	3634
	 
	B
	Rel-13
	TDD Radio Link Monitoring Test for In-sync for Cat-M1 UE in CEModeA
	R4-164904
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf


RP-161129
RAN4 CRs to LTE Carrier Aggregation Enhancement Beyond 5 Carriers - Perf Part (Agenda Item 10.8.6)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	3602
	1
	B
	Rel-13
	2DL/2UL TDD-FDD CA (TDD PCell) activation and deactivation of known PUCCH SCell without valid TA in non-DRX
	R4-164573
	Huawei, HiSilicon
	LTE_CA_enh_b5C-Perf

	36.133
	3560
	1
	B
	Rel-13
	SCell activation and deactivation of known PUCCH Scell in TDD CA without valid TA
	R4-164651
	Ericsson
	LTE_CA_enh_b5C-Perf

	36.133
	3644
	 
	B
	Rel-13
	2DL/2UL TDD-FDD CA (FDD PCell) activation and deactivation of known PUCCH SCell without valid TA in non-DRX
	R4-164737
	Nokia
	LTE_CA_enh_b5C-Perf

	36.104
	784
	1
	B
	Rel-13
	CR: Performance requirements for PUCCH format 4 (Rel-13)
	R4-164738
	Huawei, HiSilicon, Nokia
	LTE_CA_enh_b5C-Perf

	36.104
	788
	1
	B
	Rel-13
	CR for PUCCH format 5 performance requirements for 36.104
	R4-164739
	Nokia
	LTE_CA_enh_b5C-Perf

	36.141
	847
	1
	B
	Rel-13
	CR: Conformance test for eCA new PUCCH format 4 (Rel-13)
	R4-164740
	Huawei, HiSilicon, Nokia
	LTE_CA_enh_b5C-Perf

	36.141
	850
	1
	B
	Rel-13
	CR for PUCCH format 5 performance requirements for 36.141
	R4-164741
	Nokia
	LTE_CA_enh_b5C-Perf

	36.133
	3498
	1
	B
	Rel-13
	2DL/2UL FDD CA activation and deactivation of known PUCCH SCell without valid TA in non-DRX
	R4-164853
	NTT DOCOMO, INC.
	LTE_CA_enh_b5C-Perf


RP-161130
RAN4 CRs to Enhanced LTE Device to Device Proximity Services - Perf Part (Agenda Item 10.8.7)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	3405
	 
	F
	Rel-13
	CR on minimum ProSe SCH_RP condition on FDD_F
	R4-161843
	LG Electronics
	LTE_eD2D_Prox-Perf


RP-161131
RAN4 CRs to Performance requirements of MMSE-IRC receiver for LTE BS - Perf Part (Agenda Item 10.8.8)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.104
	760
	 
	B
	Rel-13
	36.104 CR for BS MMSE-IRC receiver - Definitions
	R4-161526
	China Telecom, Huawei, ZTE
	LTE_MMSE_IRC_BS-Perf

	36.104
	764
	 
	B
	Rel-13
	36.104 CR for BS MMSE-IRC receiver - Interference model for synchronous and asynchronous scnearios
	R4-161530
	China Telecom, Huawei, ZTE
	LTE_MMSE_IRC_BS-Perf

	36.141
	836
	 
	B
	Rel-13
	CR on definition for BS IRC performance requirements in 36.141
	R4-162122
	ZTE
	LTE_MMSE_IRC_BS-Perf

	36.104
	761
	1
	B
	Rel-13
	36.104 CR for BS MMSE-IRC receiver - Demodulation tests in synchronous interference scneario
	R4-162764
	China Telecom, Huawei, ZTE
	LTE_MMSE_IRC_BS-Perf

	36.141
	833
	1
	B
	Rel-13
	CR on BS-IRC conformance test
	R4-162773
	Huawei, HiSilicon, China Telecom
	LTE_MMSE_IRC_BS-Perf

	36.104
	763
	1
	B
	Rel-13
	36.104 CR for BS MMSE-IRC receiver - FRC definitions
	R4-162794
	China Telecom, Huawei, ZTE
	LTE_MMSE_IRC_BS-Perf

	36.104
	762
	1
	B
	Rel-13
	36.104 CR for BS MMSE-IRC receiver - Demodulation tests in asynchronous interference scneario
	R4-163036
	China Telecom
	LTE_MMSE_IRC_BS-Perf

	36.104
	783
	 
	B
	Rel-13
	Performance requirements for BS MMSE-IRC receiver in asynchronous interference scneario
	R4-163288
	China Telecom
	LTE_MMSE_IRC_BS-Perf

	36.141
	848
	 
	B
	Rel-13
	Connection diagrams for BS MMSE-IRC receiver
	R4-163432
	Huawei, HiSilicon, China Telecom
	LTE_MMSE_IRC_BS-Perf

	36.141
	833
	2
	B
	Rel-13
	CR on BS-IRC conformance test
	R4-163433
	Huawei, HiSilicon, China Telecom
	LTE_MMSE_IRC_BS-Perf

	36.141
	864
	 
	B
	Rel-13
	36.141 CR: Introduction of new FRC tables for MMSE-IRC
	R4-164347
	Nokia
	LTE_MMSE_IRC_BS-Perf

	36.141
	849
	 
	B
	Rel-13
	36.141 CR for interference model for synchronous and asynchronous scnearios
	R4-164554
	Samsung, China Telecom
	LTE_MMSE_IRC_BS-Perf

	36.141
	859
	1
	B
	Rel-13
	36.141 CR for BS MMSE-IRC receiver - Demodulation conformance tests in asynchronous interference scenario.
	R4-164636
	Ericsson, China Telecom
	LTE_MMSE_IRC_BS-Perf


RP-161132
RAN4 CRs to Dual Connectivity enhancements for LTE - Perf Part (Agenda Item 10.8.9)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	3466
	1
	F
	Rel-13
	E-UTRAN TDD-FDD Addition and Release Delay of known PSCell in Synchronous DC with PCell in FDD
	R4-163020
	Huawei, HiSilicon
	LTE_dualC_enh-Perf

	36.133
	3467
	1
	F
	Rel-13
	E-UTRAN TDD-FDD Addition and Release Delay of known PSCell in Synchronous DC with PCell in TDD
	R4-163021
	Huawei, HiSilicon
	LTE_dualC_enh-Perf

	36.133
	3549
	 
	B
	Rel-13
	Dual connectivity enhancements test case : SSTD delay with DRX
	R4-163475
	Ericsson
	LTE_dualC_enh-Perf

	36.133
	3550
	 
	B
	Rel-13
	Dual connectivity enhancements test case : SSTD delay in non DRX
	R4-163476
	Ericsson
	LTE_dualC_enh-Perf

	36.133
	3567
	 
	B
	Rel-13
	CR on activation and deactivation of known SCell for 3DL CC DC
	R4-163697
	NTT DOCOMO, INC.
	LTE_dualC_enh-Perf

	36.133
	3568
	 
	B
	Rel-13
	CR on additional test requirements for Maximum transmission timing difference for DC
	R4-163698
	NTT DOCOMO, INC.
	LTE_dualC_enh-Perf

	36.133
	3603
	 
	B
	Rel-13
	CR: Introduction of testing principle for different combination of duplex modes DC
	R4-164077
	Huawei, HiSilicon
	LTE_dualC_enh-Perf

	36.133
	3606
	 
	B
	Rel-13
	E-UTRAN FDD - FDD DC intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps in synchronous DC
	R4-164080
	Huawei, HiSilicon
	LTE_dualC_enh-Perf

	36.133
	3607
	 
	B
	Rel-13
	E-UTRAN FDD - FDD DC intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps in asynchronous DC
	R4-164081
	Huawei, HiSilicon
	LTE_dualC_enh-Perf

	36.133
	3608
	 
	B
	Rel-13
	E-UTRAN TDD - TDD DC intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps in synchronous DC
	R4-164082
	Huawei, HiSilicon
	LTE_dualC_enh-Perf

	36.133
	3548
	1
	B
	Rel-13
	Dual connectivity enhancements test case : SSTD accuracy
	R4-164585
	Ericsson
	LTE_dualC_enh-Perf

	36.133
	3636
	 
	B
	Rel-13
	E-UTRAN FDD-FDD DC event triggered reporting under deactivated SCell with PCell and PSCell interruption in non-DRX in synchronous DC
	R4-164586
	Nokia
	LTE_dualC_enh-Perf

	36.133
	3637
	 
	B
	Rel-13
	E-UTRAN FDD-FDD DC event triggered reporting under deactivated SCell with PCell and PSCell interruption in non-DRX in asynchronous DC
	R4-164587
	Nokia
	LTE_dualC_enh-Perf

	36.133
	3639
	 
	B
	Rel-13
	E-UTRAN TDD-TDD DC event triggered reporting under deactivated SCell with PCell and PSCell interruption in non-DRX in synchronous DC
	R4-164588
	Nokia
	LTE_dualC_enh-Perf


RP-161133
RAN4 CRs to LTE DL 4 Rx antenna ports - Perf Part (Agenda Item 10.8.11)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3514
	 
	F
	Rel-13
	Correction on 4Rx demodulation tests
	R4-162007
	Huawei, HiSilicon
	LTE_4Rx_AP_DL-Perf

	36.101
	3597
	1
	B
	Rel-13
	Finalization of 4Rx UE Demodulation Requirements
	R4-164614
	Ericsson
	LTE_4Rx_AP_DL-Perf

	36.133
	3544
	1
	B
	Rel-13
	Antenna connection method for RLM and RRM tests with 4RX
	R4-164775
	Ericsson
	LTE_4Rx_AP_DL-Perf

	36.101
	3633
	2
	B
	Rel-13
	CR for applicability rule, antenna connection and test method for 4Rx UEs in Rel-13
	R4-164882
	Ericsson
	LTE_4Rx_AP_DL-Perf

	36.101
	3598
	2
	B
	Rel-13
	UE 4Rx CSI requirements
	R4-164883
	Ericsson
	LTE_4Rx_AP_DL-Perf


RP-161134
RAN4 CRs to Licensed-Assisted Access using LTE - Perf Part (Agenda Item 10.8.12)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.141
	838
	 
	B
	Rel-13
	Introduction of Band 46 in TS 36.141 Rel-13
	R4-162204
	Ericsson, Nokia
	LTE_LAA-Perf

	25.141
	766
	 
	B
	Rel-13
	Introduction of Band 46 in TS 25.141
	R4-162206
	Ericsson, Nokia
	LTE_LAA-Perf

	25.142
	320
	 
	B
	Rel-13
	Introduction of Band 46 in TS 25.142
	R4-162209
	Ericsson, Nokia
	LTE_LAA-Perf

	36.133
	3402
	1
	F
	Rel-13
	CR on measurement reference channel and OCNG with FS3
	R4-162716
	LG Electronics
	LTE_LAA-Perf

	36.133
	3460
	1
	B
	Rel-13
	CR on testing principle of Carrier Aggregation under operation with Frame 3 with Different Duplex Modes
	R4-162717
	Huawei, HiSilicon
	LTE_LAA-Perf

	36.133
	3429
	1
	B
	Rel-13
	RSRP and RSRQ accuracy requirements
	R4-162731
	Ericsson
	LTE_LAA-Perf

	36.133
	3512
	 
	B
	Rel-13
	CSI-RSRP measurement accuracy requirements
	R4-163321
	Ericsson
	LTE_LAA-Perf

	37.141
	462
	1
	B
	Rel-13
	Introduction of Band 46 in TS 37.141
	R4-164675
	Ericsson
	LTE_LAA-Perf

	36.141
	867
	 
	B
	Rel-13
	Introduction of LBT performance test for LAA
	R4-164802
	Nokia, Huawei
	LTE_LAA-Perf


RP-161135
Elevation Beamforming/Full-Dimension (FD) MIMO for LTE (Agenda Item 10.8.13)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3492
	 
	F
	Rel-13
	Introduction of EB/FD-MIMO channel model using 2D XP antennas at eNB
	R4-162774
	Samsung,Qualcomm,MediaTek,Ericsson
	LTE_EBF_FDMIMO-Perf

	36.101
	3573
	 
	B
	Rel-13
	Introduction of EB/FD-MIMO Class A PMI test
	R4-164729
	Samsung, Qualcomm, Intel, Ericsson,MediaTek
	LTE_EBF_FDMIMO-Perf

	36.101
	3574
	 
	B
	Rel-13
	Introduction of EB/FD-MIMO Class B K=1 PMI test
	R4-164730
	Samsung,Qualcomm,Intel, MediaTek,Ericsson
	LTE_EBF_FDMIMO-Perf


RP-161136
RAN4 CRs to Interference mitigation for downlink control channels of LTE - Perf Part (Agenda Item 10.8.14)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3595
	 
	B
	Rel-13
	CR on FRC for enhanced EPDCCH performance requirements
	R4-163885
	ZTE, Intel Corporation
	LTE_IM_DLCCH-Perf

	36.101
	3554
	1
	B
	Rel-13
	CR on the introduction of the LTE DL Control Channels Interference Mitigation: PDCCH/PCFICH demodulation performance requirements
	R4-164563
	Intel Corporation, ZTE
	LTE_IM_DLCCH-Perf

	36.101
	3593
	1
	B
	Rel-13
	CR on PHICH performance requirements for DL control channel IM
	R4-164565
	ZTE, Intel Corporation
	LTE_IM_DLCCH-Perf

	36.101
	3594
	1
	B
	Rel-13
	CR on ePDCCH performance requirements for DL control channel IM
	R4-164566
	ZTE, Intel Corporation
	LTE_IM_DLCCH-Perf

	36.101
	3634
	1
	B
	Rel-13
	CR of introducing enhanced control channels requirements under asynchronous network in Rel-13
	R4-164732
	Ericsson, Intel
	LTE_IM_DLCCH-Perf

	36.101
	3555
	1
	B
	Rel-13
	CR on the introduction of the LTE DL Control Channels Interference Mitigation: Interference models
	R4-164864
	Intel Corporation, ZTE
	LTE_IM_DLCCH-Perf

	36.101
	3592
	2
	B
	Rel-13
	CR on Definitions for DL control channel IM
	R4-164880
	ZTE
	LTE_IM_DLCCH-Perf

	36.101
	3640
	1
	B
	Rel-13
	CR for applicability rule for control channel enhancement requirements in Rel-13
	R4-164881
	Ericsson
	LTE_IM_DLCCH-Perf


RP-161137
RAN4 CRs to closed Rel-8 WIs and WIs of previous releases (Agenda Item 14.4.1)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.307
	677
	 
	F
	Rel-8
	CR TS 36.307 REL-8
	R4-163156
	Nokia, Ericsson
	TEI8


RP-161138
RAN4 CRs to closed Rel-9 WIs (incl. TEI9) (Agenda Item 14.4.2)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.307
	678
	 
	F
	Rel-9
	CR TS 36.307 REL-9
	R4-163157
	Nokia, Ericsson
	TEI9


RP-161139
RAN4 CRs to closed Rel-10 WIs (incl. TEI10) (Agenda Item 14.4.3)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.857-13
	1
	 
	B
	Rel-13
	Correction for 1A-3C-7A-28A and 3C-7C-28A in TR 36.857-13
	R4-161929
	Ericsson
	LTE_CA

	36.133
	3527
	 
	F
	Rel-12
	CR on correction for test cases in A.8.16.17x
	R4-163351
	CATT
	LTE_CA-Perf

	36.133
	3528
	 
	A
	Rel-13
	CR on correction for test cases in A.8.16.17x Rel-13
	R4-163352
	CATT
	LTE_CA-Perf

	36.307
	679
	1
	F
	Rel-10
	CR TS 36.307 REL-10
	R4-164813
	Nokia, Ericsson, Dish
	TEI10, LTE_4Rx_AP_DL

	36.101
	3635
	1
	F
	Rel-13
	Reference sensitivity for combinations of  inter-band and NC intra-band CA
	R4-164834
	Qualcomm Incorporated, Ericsson, CHTTL
	LTE_CA-Core


RP-161140
RAN4 CRs to closed Rel-11 WIs (incl. TEI11) (Agenda Item 14.4.4)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3534
	 
	F
	Rel-12
	ACS for CA Bandwidth Class D: Case 2 wanted signal power
	R4-162384
	Anritsu, Huawei, HiSilicon
	LTE_CA_B38-Core

	36.101
	3535
	 
	A
	Rel-13
	ACS for CA Bandwidth Class D: Case 2 wanted signal power
	R4-162386
	Anritsu, Huawei, HiSilicon
	LTE_CA_B38-Core

	36.101
	3536
	 
	F
	Rel-11
	Maintenance CR for demodulation performance requirements (Rel-11)
	R4-162388
	Huawei, HiSilicon
	TEI11

	36.101
	3537
	 
	F
	Rel-12
	Maintenance CR for demodulation performance requirements (Rel-12)
	R4-162389
	Huawei, HiSilicon
	TEI11

	36.101
	3538
	 
	A
	Rel-13
	Maintenance CR for demodulation performance requirements (Rel-13)
	R4-162390
	Huawei, HiSilicon
	TEI11

	37.141
	455
	1
	F
	Rel-13
	Clarification in MB test configuration TC7b
	R4-162990
	Ericsson
	MB_MSR_RF-Perf

	36.133
	3508
	 
	F
	Rel-11
	A clarification on bands
	R4-163317
	Ericsson
	TEI11

	36.101
	3612
	 
	F
	Rel-11
	CR: Maintenance CR for demodulation performance requirements (Rel-11)
	R4-164044
	Huawei, HiSilicon
	TEI11

	25.104
	743
	1
	F
	Rel-13
	Corrections on definition of multi-band definition and blocking
	R4-164662
	Huawei, Nokia, Ericsson
	MB_MSR_RF-Core

	25.141
	771
	1
	F
	Rel-13
	Corrections on definition of multi-band definition and blocking
	R4-164663
	Huawei, Nokia, Ericssson
	MB_MSR_RF-Core

	36.104
	795
	1
	F
	Rel-13
	Corrections on definition of multi-band definition and blocking
	R4-164664
	Huawei, Nokia, Ericsson
	MB_MSR_RF-Core

	36.141
	858
	1
	F
	Rel-13
	Corrections on definition of multi-band definition and blocking
	R4-164665
	Huawei, Nokia, Ericsson
	MB_MSR_RF-Core

	37.104
	292
	1
	F
	Rel-13
	Corrections on definition of multi-band definition and blocking
	R4-164666
	Huawei, Nokia, Ericsson
	MB_MSR_RF-Core

	37.141
	461
	1
	F
	Rel-13
	Corrections on definition of multi-band definition and blocking
	R4-164667
	Huawei, Nokia, Ericsson
	MB_MSR_RF-Core

	36.307
	680
	1
	F
	Rel-11
	CR TS 36.307 REL-11
	R4-164814
	Nokia, Ericsson, Dish
	TEI11, LTE_4Rx_AP_DL


RP-161141
RAN4 CRs to closed Rel-12 WIs (incl. TEI12) (Agenda Item 14.4.5)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3488
	 
	F
	Rel-12
	Correction on B39 coexistence spurious emission requirements
	R4-161514
	China Telecom
	LTE-RF

	36.101
	3489
	 
	A
	Rel-13
	Correction on B39 coexistence spurious emission requirements
	R4-161515
	China Telecom
	LTE-RF

	36.101
	3490
	 
	F
	Rel-12
	Square brackets on B39 single carrier spurious emission requirements for protecting B3
	R4-161540
	China Telecom
	LTE-RF

	36.101
	3491
	 
	A
	Rel-13
	Square brackets on B39 single carrier spurious emission requirements for protecting B3
	R4-161541
	China Telecom
	LTE-RF

	36.133
	3385
	 
	F
	Rel-13
	Radio Link Monitoring Test for In-sync in DRX for PSCell
	R4-161689
	CATT
	LTE_SC_enh_dualC-Perf

	36.133
	3393
	 
	F
	Rel-13
	Introduction of test cases for E-UTRAN FDD-TDD and TDD-FDD DC interruption at transitions between active and non-active during DRX in synchronous DC
	R4-161720
	Ericsson
	LTE_SC_enh_dualC-Perf

	36.101
	3495
	 
	F
	Rel-12
	CSI requirements for 2DL FDD-TDD for UE Cat 3 (Rel 12)
	R4-161735
	Rohde & Schwarz
	TEI12

	36.101
	3496
	 
	A
	Rel-13
	CSI requirements for 2DL FDD-TDD for UE Cat 3 (Rel 13)
	R4-161736
	Rohde & Schwarz
	TEI12

	36.101
	3497
	 
	F
	Rel-12
	Wrong RMC description in overview table (Rel-12)
	R4-161737
	Rohde & Schwarz
	TEI12

	36.101
	3498
	 
	A
	Rel-13
	Wrong RMC description in overview table (Rel-13)
	R4-161738
	Rohde & Schwarz
	TEI12

	36.133
	3395
	 
	F
	Rel-13
	New test cases: E-UTRAN TDD-FDD DC intra-frequency event triggered reporting with DRX in synchronous DC with PCell in FDD/PCell in TDD
	R4-161785
	Nokia
	LTE_SC_enh_dualC-Perf

	36.133
	3403
	 
	F
	Rel-12
	CR on minimum ProSe SCH_RP condition on FDD_F
	R4-161841
	LG Electronics
	LTE_D2D_Prox-Perf

	36.133
	3404
	 
	A
	Rel-13
	CR on minimum ProSe SCH_RP condition on FDD_F
	R4-161842
	LG Electronics
	LTE_D2D_Prox-Perf

	36.133
	3407
	 
	F
	Rel-12
	Editorial CR in RSRQ test case for CA in CRS based discovery signal
	R4-161848
	LG Electronics
	TEI12

	36.133
	3408
	 
	A
	Rel-13
	Editorial CR in RSRQ test case for CA in CRS based discovery signal
	R4-161850
	LG Electronics
	TEI12

	36.133
	3411
	 
	F
	Rel-13
	CR on TDD-FDD DC Radio Link Monitoring Test for Out-of-sync
	R4-162071
	NTT DOCOMO, INC.
	LTE_SC_enh_dualC-Perf

	36.133
	3438
	 
	F
	Rel-12
	Correction on E-UTRAN TDD-FDD CA activation and deactivation of known/unknown SCell in non-DRX with PCell in FDD for Rel-12
	R4-162218
	NTT DOCOMO, INC.
	LTE_CA_TDD_FDD-Perf, TEI12

	36.133
	3439
	 
	A
	Rel-13
	Correction on E-UTRAN TDD-FDD CA activation and deactivation of known/unknown SCell in non-DRX with PCell in FDD for Rel-13
	R4-162226
	NTT DOCOMO, INC.
	LTE_CA_TDD_FDD-Perf, TEI12

	36.133
	3441
	 
	F
	Rel-12
	CR on E-UTRAN TDD-FDD CA activation and deactivation of known SCell in non-DRX with PCell in TDD for Rel-12
	R4-162232
	NTT DOCOMO, INC.
	LTE_CA_TDD_FDD-Perf, TEI12

	36.133
	3442
	 
	A
	Rel-13
	CR on E-UTRAN TDD-FDD CA activation and deactivation of known SCell in non-DRX with PCell in TDD for Rel-13
	R4-162235
	NTT DOCOMO, INC.
	LTE_CA_TDD_FDD-Perf, TEI12

	36.133
	3443
	 
	F
	Rel-12
	CR on E-UTRAN TDD-FDD CA activation and deactivation of unknown SCell in non-DRX with PCell in TDD for Rel-12
	R4-162254
	NTT DOCOMO, INC.
	LTE_CA_TDD_FDD-Perf, TEI12

	36.133
	3444
	 
	A
	Rel-13
	CR on E-UTRAN TDD-FDD CA activation and deactivation of unknown SCell in non-DRX with PCell in TDD for Rel-13
	R4-162256
	NTT DOCOMO, INC.
	LTE_CA_TDD_FDD-Perf, TEI12

	36.101
	3529
	 
	F
	Rel-12
	Correction on UE category for MTC in TS 36.101
	R4-162287
	Huawei
	LC_MTC_LTE-Core

	36.101
	3530
	 
	F
	Rel-13
	Correction on UE category for MTC and eMTC in TS 36.101
	R4-162288
	Huawei
	LC_MTC_LTE-Core

	36.133
	3445
	 
	F
	Rel-12
	Corrections on PDSCH RMC for UE category 0 R12
	R4-162400
	Huawei, HiSilicon,
	TEI12

	36.133
	3446
	 
	A
	Rel-13
	Corrections on PDSCH RMC for UE category 0 R13
	R4-162401
	Huawei, HiSilicon,
	TEI12

	36.133
	3479
	 
	F
	Rel-13
	New Test cases: E-UTRAN TDD-FDD DC inter-frequency event triggered reporting with DRX in synchronous DC with PCell in FDD/PCell in TDD
	R4-162506
	Anritsu
	LTE_SC_enh_dualC-Perf

	36.133
	3486
	 
	F
	Rel-12
	Physical channels undefined in RRM Test cases A.9.1.22, A.9.1.23
	R4-162584
	Anritsu
	LTE_CA_TDD_FDD-Perf

	36.133
	3487
	 
	A
	Rel-13
	Physical channels undefined in RRM Test cases A.9.1.22, A.9.1.23
	R4-162585
	Anritsu
	LTE_CA_TDD_FDD-Perf

	36.133
	3488
	 
	F
	Rel-12
	Cleanup of Dual Connectivity RRM Test cases
	R4-162586
	Anritsu
	LTE_SC_enh_dualC-Perf

	36.133
	3489
	 
	A
	Rel-13
	Cleanup of Dual Connectivity RRM Test cases
	R4-162587
	Anritsu
	LTE_SC_enh_dualC-Perf

	36.101
	3510
	1
	F
	Rel-13
	CR: Addition of performance requirement for TDD-FDD DC(Rel-13)
	R4-162795
	Huawei, HiSilicon
	LTE_SC_enh_dualC-Perf

	36.133
	3473
	1
	F
	Rel-12
	CR on UE transmit timing requirement in R12
	R4-163022
	Huawei, HiSilicon
	TEI12

	37.104
	287
	2
	F
	Rel-12
	Corrections to BS spurious emissions requirements in TS37.104 (Rel-12)
	R4-163083
	ZTE, Nubia
	TEI12

	37.104
	288
	1
	A
	Rel-13
	Corrections to BS spurious emissions requirements in TS37.104 (Rel-13)
	R4-163084
	ZTE, Nubia
	TEI12

	37.141
	454
	2
	F
	Rel-12
	Corrections to BS spurious emissions requirements in TS37.141 (Rel-12)
	R4-163085
	ZTE, Nubia
	TEI12

	37.141
	456
	1
	A
	Rel-13
	Corrections to BS spurious emissions requirements in TS37.141 (Rel-13)
	R4-163086
	ZTE, Nubia
	TEI12

	36.133
	3493
	 
	F
	Rel-12
	Corrections to values for 3DL RSTD test cases
	R4-163169
	Spirent Communications
	TEI12

	36.133
	3494
	 
	A
	Rel-13
	Corrections to values for 3DL RSTD test cases
	R4-163170
	Spirent Communications
	TEI12

	36.133
	3496
	 
	F
	Rel-12
	Removal of duplicated parameter from 3DL RSTD reporting delay test cases
	R4-163212
	Spirent Communications
	TEI12

	36.133
	3497
	 
	A
	Rel-13
	Removal of duplicated parameter from 3DL RSTD reporting delay test cases
	R4-163213
	Spirent Communications
	TEI12

	25.141
	769
	 
	F
	Rel-12
	Corrections to sub-clause number of BS spurious emissions limits in TS25.141 (Rel-12)
	R4-163293
	ZTE, Nubia
	TEI12

	25.141
	770
	 
	A
	Rel-13
	Corrections to sub-clause number of BS spurious emissions limits in TS25.141 (Rel-13)
	R4-163294
	ZTE, Nubia
	TEI12

	36.141
	845
	 
	F
	Rel-12
	Corrections to sub-clause number of BS spurious emissions limits in TS36.141 (Rel-12)
	R4-163295
	ZTE, Nubia
	TEI12

	36.141
	846
	 
	F
	Rel-13
	Corrections to sub-clause number of BS spurious emissions limits in TS36.141 (Rel-13)
	R4-163296
	ZTE, Nubia
	TEI12

	36.133
	3505
	 
	F
	Rel-12
	Corrections in A.8.16.12, A.8.16.21, A.8.16.22, A.8.16.30, A.9.1.15 and A.9.1.37
	R4-163310
	Anritsu
	LTE_CA_B38-Perf LTE_CA_B1_B3_B5-Perf

	36.133
	3506
	 
	A
	Rel-13
	Corrections in A.8.16.12, A.8.16.21, A.8.16.22, A.8.16.30, A.9.1.15 and A.9.1.37
	R4-163311
	Anritsu
	LTE_CA_B38-Perf LTE_CA_B1_B3_B5-Perf

	36.101
	3558
	 
	F
	Rel-12
	Corrections to 9.6.1.3 and 9.6.1.4 TDD FDD CQI Reporting test
	R4-163315
	Anritsu
	LTE_CA_B1_B42_B42-Perf

	36.133
	3507
	 
	F
	Rel-12
	A clarification on bands
	R4-163316
	Ericsson
	TEI12

	36.133
	3509
	 
	F
	Rel-12
	Editorial corrections
	R4-163318
	Ericsson
	TEI12

	36.133
	3510
	 
	A
	Rel-13
	Editorial corrections
	R4-163319
	Ericsson
	TEI12

	36.101
	3559
	 
	F
	Rel-13
	Corrections to 9.6.1.3 and 9.6.1.4 TDD FDD CQI Reporting test
	R4-163345
	Anritsu
	LTE_CA_B1_B42_B42-Perf

	36.133
	3526
	 
	F
	Rel-13
	CR on correction for section number of A.7.3.29
	R4-163350
	CATT
	LC_MTC_LTE

	36.133
	3529
	 
	F
	Rel-12
	Editral correction for title in section A.8 and A.9 Rel-12
	R4-163353
	CATT
	TEI12

	36.133
	3533
	 
	F
	Rel-13
	3DL/3UL TDD CA - UE Transmit Timing Accuracy Tests for 2SCells
	R4-163358
	CATT, Ericsson
	LTE_CA_3DL3UL_B39_B39_B41-Perf, LTE_CA_3DL3UL_B39_B41_B41-Perf

	36.133
	3538
	 
	F
	Rel-12
	PCC and SCC assignment in 20MHz+10MHz test case A.9.1.24
	R4-163389
	Anritsu
	LTE_CA_B39_B41-Perf

	36.133
	3539
	 
	A
	Rel-13
	PCC and SCC assignment in 20MHz+10MHz test case A.9.1.24
	R4-163390
	Anritsu
	LTE_CA_B39_B41-Perf

	36.133
	3559
	 
	F
	Rel-13
	Test Case on Random Acces for 3 DL/3UL TDD CA
	R4-163516
	Ericsson, CATT
	LTE_CA_3DL3UL_B39_B41_B41-Perf

	36.101
	3586
	 
	F
	Rel-12
	CR on Frequency bands for UE category 0
	R4-163797
	Ericsson
	TEI12

	36.101
	3613
	 
	F
	Rel-12
	CR: Maintenance CR for demodulation performance requirements (Rel-12)
	R4-164045
	Huawei, HiSilicon
	TEI12

	36.133
	3595
	 
	F
	Rel-12
	Correction of SCE event trigged reporting test cases for CSI-RS based discovery signal R12
	R4-164066
	Huawei, HiSilicon
	LTE_SC_enh_L1-Perf

	36.133
	3596
	 
	A
	Rel-13
	Correction of SCE event trigged reporting test cases for CSI-RS based discovery signal R13
	R4-164067
	Huawei, HiSilicon
	LTE_SC_enh_L1-Perf

	36.133
	3605
	 
	A
	Rel-13
	CR of RLM requirement for PSCell in dual connectivity R12
	R4-164079
	Huawei, HiSilicon
	LTE_SC_enh_dualC-Core

	36.101
	3622
	 
	A
	Rel-12
	Editorial correction for TM4 MMSE-IRC PDSCH demodulation test
	R4-164240
	Qualcomm Inc.
	TEI12

	36.101
	3623
	 
	A
	Rel-13
	Editorial correction for TM4 MMSE-IRC PDSCH demodulation test
	R4-164241
	Qualcomm Inc.
	TEI12

	36.133
	3657
	 
	F
	Rel-13
	Editorial corrections in Rel-12 Cat-0 requirements
	R4-164333
	Ericsson
	TEI12

	37.113
	49
	 
	F
	Rel-10
	Necessary updates in 37.113 on receiver exclusion bands
	R4-164426
	Nokia
	TEI12

	37.113
	50
	 
	A
	Rel-11
	Necessary updates in 37.113 on receiver exclusion bands
	R4-164427
	Nokia
	TEI12

	37.113
	51
	 
	A
	Rel-12
	Necessary updates in 37.113 on receiver exclusion bands
	R4-164428
	Nokia
	TEI12

	37.113
	52
	 
	F
	Rel-13
	Necessary updates in 37.113 on receiver exclusion bands
	R4-164429
	Nokia
	TEI12

	36.133
	3604
	1
	F
	Rel-12
	CR of RLM requirement for PSCell in dual connectivity R12
	R4-164583
	Huawei, HiSilicon
	LTE_SC_enh_dualC-Core

	36.101
	3621
	2
	D
	Rel-11
	Editorial correction for TM4 MMSE-IRC PDSCH demodulation test
	R4-164773
	Qualcomm Inc.
	TEI12

	36.307
	681
	1
	F
	Rel-12
	CR TS 36.307 REL-12
	R4-164815
	Nokia, Ericsson, Dish
	TEI12, LTE_4Rx_AP_DL

	36.307
	690
	1
	F
	Rel-12
	Correction of RRM multiple uplink requirements and test cases in 36.307
	R4-164854
	Ericsson
	TEI12
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RAN4 CRs to closed Rel-13 WIs (incl. TEI13) (Agenda Item 14.4.6)
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	Rev
	Cat
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	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3493
	 
	F
	Rel-13
	CR to Correct Notes for CA REFSENS Tables
	R4-161567
	ZTE, Nubia Technology
	TEI13

	36.101
	3494
	 
	D
	Rel-13
	Editorial modification on uplink inter-band CA
	R4-161670
	CATT
	TEI13

	36.133
	3384
	 
	F
	Rel-13
	Removal of  conditions for intra-frequency relative RSRQ measurement accuracy requirements under operation with frame structure 3
	R4-161684
	CATT
	LTE_LAA

	36.133
	3394
	 
	F
	Rel-13
	CR: Correction to Band 66 notes in E-UTRA band groups
	R4-161740
	Dish Network
	TEI13

	36.133
	3406
	 
	F
	Rel-13
	CR of typo in interruption requirements
	R4-161844
	LG Electronics
	LTE_eD2D_Prox-Core

	36.101
	3517
	 
	F
	Rel-13
	Introduction of 4Rx requirement for Band 1
	R4-162092
	NTT DOCOMO, INC.
	LTE_4Rx_AP_DL-Core

	36.133
	3418
	 
	F
	Rel-13
	Editorial correction in RRM requirements
	R4-162136
	Ericsson
	TEI13

	36.133
	3423
	 
	F
	Rel-13
	Channel occupancy measurement requirements
	R4-162144
	Ericsson
	LTE_LAA-Core

	36.133
	3428
	 
	F
	Rel-13
	Inter-frequency RSSI measurement requirements
	R4-162149
	Ericsson
	LTE_LAA-Core

	36.133
	3430
	 
	F
	Rel-13
	Editorial correction in LAA requirements
	R4-162151
	Ericsson
	LTE_LAA-Core

	36.133
	3432
	 
	F
	Rel-13
	RS-SINR accuracy requirements with CA
	R4-162157
	Ericsson
	LTE_MC_load-Core

	36.133
	3434
	 
	F
	Rel-13
	4 DL PCell in FDD Event triggered reporting on deactivated SCells in non-DRX # 3
	R4-162165
	Ericsson
	LTE_CA_B4_B4_B5_B30-Core

	36.133
	3435
	 
	F
	Rel-13
	4 DL PCell in TDD Event triggered reporting on deactivated SCells in non-DRX # 4
	R4-162166
	Ericsson
	LTE_CA_B4_B4_B5_B30-Core

	36.133
	3436
	 
	F
	Rel-13
	5 DL PCell in FDD Event triggered reporting on deactivated SCells in non-DRX # 1
	R4-162167
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.133
	3437
	 
	F
	Rel-13
	5 DL PCell in TDD Event triggered reporting on deactivated SCells in non-DRX # 2
	R4-162168
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.101
	3522
	 
	F
	Rel-13
	CR on reference measurement channel for Rel-13 eMTC
	R4-162238
	Ericsson
	LTE_MTCe2_L1-Core

	36.101
	3526
	 
	F
	Rel-13
	Introduction of 4Rx REFSENS for Band 41
	R4-162252
	CMCC
	LTE_4Rx_AP_DL-Core

	36.101
	3528
	 
	F
	Rel-13
	Rx requirement for the non-contiguous CA with more than two component carriers
	R4-162284
	Nokia
	TEI13

	36.133
	3454
	 
	F
	Rel-12
	RSTD CA interruption on SCC in Release 12
	R4-162412
	Huawei, HiSilicon
	TEI13

	36.133
	3455
	 
	F
	Rel-13
	RSTD CA interruption on SCC in release 13
	R4-162413
	Huawei, HiSilicon
	TEI13

	36.101
	3548
	 
	F
	Rel-13
	Correction to UE Categories for 64 QAM Reference channels
	R4-162520
	Anritsu
	LTE_UL64QAM-Core

	36.133
	3483
	 
	B
	Rel-13
	Measurement accuracy requirements for Rel-13 MTC UE
	R4-162560
	Ericsson
	LTE_MTCe2_L1-Core

	36.101
	3549
	 
	F
	Rel-13
	Clean up for CRS-IM related requirements
	R4-162591
	Ericsson
	LTE_CRSIM-Perf

	36.104
	780
	 
	F
	Rel-13
	Band 46 sub-bands indication
	R4-162683
	Nokia
	LTE_LAA-Core

	36.104
	781
	 
	F
	Rel-13
	Band 46 channel access procedures requiremen
	R4-162686
	Nokia
	LTE_LAA-Core

	36.133
	3421
	1
	F
	Rel-13
	Reporting criteria for LAA
	R4-162715
	Ericsson
	LTE_LAA-Core

	36.133
	3379
	1
	F
	Rel-13
	CR: UE transmit timing Requirements for Cat-M1 UEs
	R4-162736
	Nokia
	LTE_MTCe2_L1-Core

	36.133
	3484
	1
	F
	Rel-13
	Timing requirements for eMTC
	R4-162737
	Ericsson
	LTE_MTCe2_L1-Core

	36.133
	3478
	1
	F
	Rel-13
	CR for eMTC RLM
	R4-162738
	Nokia, Qualcomm, Ericsson, Huawei, HiSilicon
	LTE_MTCe2_L1-Core

	36.133
	3433
	1
	F
	Rel-13
	RS-SINR measurement requirements with CA
	R4-162755
	Ericsson
	LTE_MC_load-Core

	36.101
	3545
	1
	F
	Rel-13
	Maintenance CR for CRS-IM
	R4-162801
	Huawei, HiSilicon
	LTE_CRSIM-Perf

	36.104
	773
	1
	F
	Rel-13
	Correction on co-existence and co-location emssion requirement for LAA
	R4-162909
	Huawei, Nokia, Ericsson
	LTE_LAA-Core

	36.101
	3531
	1
	F
	Rel-13
	Correction on eMTC in TS 36.101
	R4-162912
	Huawei
	LTE_MTCe2_L1-Core

	36.101
	3499
	1
	F
	Rel-13
	Correction of Pcmax for Prose
	R4-162913
	Ericsson, InterDigital, Qualcomm
	LTE_eD2D_Prox-Core

	36.101
	3507
	1
	C
	Rel-13
	Correcting fallback inconsistencies in CA of B41 and B42 in REL-13
	R4-162915
	SoftBank Corp.
	LTE_CA_B41_B42_B42, LTE_CA_B41_B41_B42_B42

	36.893
	2
	 
	F
	Rel-13
	B68 UE spurious emissions for DTT protection in the arab region
	R4-162917
	Motorola Solutions, Ericsson, Qualcomm, Skyworks
	LTE_FDD_700_ARAB-Core

	37.105
	2
	1
	F
	Rel-13
	Editorial corrections - alignment with 3GPP drafting rules
	R4-162951
	Ericsson
	AAS_BS_LTE_UTRA-Core

	37.977
	35
	 
	F
	Rel-13
	CR to TR37.977: RC+CE Test Volume Validation
	R4-163007
	Bluetest, CTTC, ETS-Lindgren
	UTRA_LTE_MIMO_OTA-Core

	36.133
	3396
	 
	F
	Rel-13
	New test cases: Event triggered reporting on deactivated SCells and interruption probability (0.5%) without DRX (FDD 4 DL CA and TDD 4 DL CA)
	R4-163012
	Nokia
	TEI13

	36.133
	3452
	1
	F
	Rel-13
	4 DL FDD CA Event Triggered Reporting with 3 deactivated SCells in Non-DRX
	R4-163013
	Huawei, HiSilicon
	LTE_CA_B2_B4_B7_B12-Perf, LTE_CA_B4_B4_B5_B30-Perf, LTE_CA_B4_B4_B12_B30-Perf, LTE_CA_B4_B4_B29_B30-Perf

	36.133
	3453
	1
	F
	Rel-13
	4 DL TDD CA Event Triggered Reporting with 3 deactivated SCells in Non-DRX
	R4-163014
	Huawei, HiSilicon
	LTE_CA_B2_B4_B7_B12-Perf, LTE_CA_B4_B4_B5_B30-Perf, LTE_CA_B4_B4_B12_B30-Perf, LTE_CA_B4_B4_B29_B30-Perf

	36.133
	3397
	 
	F
	Rel-13
	New test cases: Event triggered reporting on deactivated SCells and interruption probability (0.5%) without DRX (FDD 5 DL CA and TDD 5 DL CA)
	R4-163015
	Nokia
	TEI13

	36.133
	3450
	1
	F
	Rel-13
	5 DL FDD CA Event Triggered Reporting with Deactivated SCells in Non-DRX
	R4-163016
	Huawei, HiSilicon
	LTE_CA_B1_B3_B7_B7_B28-Perf, LTE_CA_B3_B3_B7_B7_B28-Perf

	36.133
	3451
	1
	F
	Rel-13
	5 DL TDD CA Event Triggered Reporting with Deactivated SCells in Non-DRX
	R4-163017
	Huawei, HiSilicon
	LTE_CA_B1_B3_B7_B7_B28-Perf, LTE_CA_B3_B3_B7_B7_B28-Perf

	36.133
	3474
	2
	F
	Rel-13
	maintenance on radio link monitoring for Rel-13 MTC UE
	R4-163039
	Huawei, HiSilicon
	LTE_MTCe2_L1-Core

	36.133
	3475
	2
	F
	Rel-13
	Maintenance on measurement requirements for Rel-13 MTC UE under normal coverage
	R4-163046
	Huawei, HiSilicon
	LTE_MTCe2_L1-Core

	36.133
	3476
	2
	F
	Rel-13
	Maintenance on measurement requirements for Rel-13 MTC UE under CEModeB
	R4-163047
	Huawei, HiSilicon
	LTE_MTCe2_L1-Core

	36.133
	3515
	 
	F
	Rel-13
	A clarification on LAA band
	R4-163324
	Ericsson
	LTE_LAA-Core

	36.133
	3516
	 
	F
	Rel-13
	Editorial corrections for LAA
	R4-163325
	Ericsson
	LTE_LAA-Core

	36.101
	3560
	 
	F
	Rel-13
	Corrections for CA_28A-42A and CA_28A-42C requirements
	R4-163346
	KDDI Corporation
	TEI13

	36.133
	3530
	 
	F
	Rel-13
	Editral correction for title in section A.8 and A.9 Rel-13
	R4-163354
	CATT
	TEI13

	36.133
	3553
	 
	F
	Rel-13
	Absolute and relative RSRP accuracies in FDD 4DL CA# 3
	R4-163510
	Ericsson
	LTE_CA_B4_B4_B5_B30-Core

	36.133
	3554
	 
	F
	Rel-13
	Absolute and relative RSRP accuracies in TDD 4DL CA# 4
	R4-163511
	Ericsson
	LTE_CA_B4_B4_B5_B30-Core

	36.133
	3557
	 
	F
	Rel-13
	Absolute and relative RSRQ accuracies in 5 DL FDD CA # 7
	R4-163514
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.133
	3558
	 
	F
	Rel-13
	Absolute and relative RSRQ accuracies in 5 DL TDD CA # 8
	R4-163515
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.133
	3562
	 
	F
	Rel-13
	E-UTRAN-WLAN RSSI event triggered reporting in non-DRX
	R4-163519
	Ericsson
	LTE_WLAN_radio-Perf

	36.101
	3576
	 
	F
	Rel-13
	RMC for verification of RF receiver requirements for LAA
	R4-163539
	Ericsson
	LTE_LAA-Core

	36.101
	3578
	 
	F
	Rel-13
	Corrections of CA 8A-42A/C in REL-13
	R4-163561
	SoftBank Corp.
	LTE_CA_B8_B42_B42

	37.105
	6
	 
	F
	Rel-13
	Correction of interfering signal level for Tx intermodulation
	R4-163671
	Ericsson, Nokia, Huawei, NEC
	AAS_BS_LTE_UTRA-Core

	36.133
	3569
	 
	F
	Rel-13
	CR on TDD-FDD 4DL CA activation and deactivation of known SCell in non-DRX
	R4-163699
	NTT DOCOMO, INC.
	TEI13

	36.133
	3571
	 
	F
	Rel-13
	CR on TDD-FDD 4DL CA activation and deactivation of unknown SCell in non-DRX
	R4-163701
	NTT DOCOMO, INC.
	TEI13

	36.101
	3585
	 
	F
	Rel-13
	CR on Frequency bands for UE category 0 and UE category M1
	R4-163796
	Ericsson
	LTE_MTCe2_L1-Core

	36.101
	3587
	 
	F
	Rel-13
	CR for dTib,c and dRib,c for CA combinations including Band 21 and 42
	R4-163805
	NTT DOCOMO, INC.
	LTE_CA_B1_B21_B42-Core, LTE_CA_B19_B21_B42-Core, LTE_CA_B1_B19_B21_B42-Core, LTE_CA_B1_B21_B42_B42-Core, LTE_CA_B19_B21_B42_B42-Core, LTE_CA_B1_B19_B21_B42_B42-Core

	36.101
	3590
	 
	F
	Rel-13
	CR for delta F_HD for B46 combinations
	R4-163850
	NTT DOCOMO, INC.
	LTE_LAA-Core

	36.101
	3610
	 
	F
	Rel-13
	Uplink configuration for reference sensitivity for B45
	R4-163993
	Huawei
	LTE_TDD_1447MHz_China-Core

	36.101
	3614
	 
	F
	Rel-13
	CR: Maintenance CR for demodulation performance requirements (Rel-13)
	R4-164046
	Huawei, HiSilicon
	TEI13

	36.133
	3612
	 
	F
	Rel-13
	PCell in FDD: absolute and relative RSRP accuracies in FDD-TDD 4DL CA
	R4-164091
	Huawei, HiSilicon
	LTE_CA_B2_B4_B7_B12-Perf, LTE_CA_B4_B4_B5_B30-Perf, LTE_CA_B4_B4_B12_B30-Perf, LTE_CA_B4_B4_B29_B30-Perf

	36.133
	3613
	 
	F
	Rel-13
	PCell in TDD: absolute and relative RSRP accuracies in TDD-FDD 4DL CA.
	R4-164092
	Huawei, HiSilicon
	LTE_CA_B2_B4_B7_B12-Perf, LTE_CA_B4_B4_B5_B30-Perf, LTE_CA_B4_B4_B12_B30-Perf, LTE_CA_B4_B4_B29_B30-Perf

	36.133
	3614
	 
	F
	Rel-13
	absolute and relative RSRP accuracies in FDD 5 DL CA
	R4-164093
	Huawei, HiSilicon
	LTE_CA_B1_B3_B7_B7_B28-Perf, LTE_CA_B3_B3_B7_B7_B28-Perf

	36.133
	3615
	 
	F
	Rel-13
	absolute and relative RSRP accuracies in TDD 5 DL CA
	R4-164094
	Huawei, HiSilicon
	LTE_CA_B1_B3_B7_B7_B28-Perf, LTE_CA_B3_B3_B7_B7_B28-Perf

	36.869
	1
	 
	F
	Rel-13
	Addition of BS coexistence studies of CA_66C, CA_66B and CA_66A-66A
	R4-164180
	Nokia, Verizon
	LTE_AWS_EXT-Core

	36.101
	3619
	 
	F
	Rel-13
	CR 36.101 on 7+38 blocking requirement
	R4-164235
	Vodafone
	TEI13

	36.893
	3
	 
	F
	Rel-13
	A-MPR for Band 68 using averaged TC SAW filter result
	R4-164399
	Qualcomm Incorporated
	LTE_FDD_700_ARAB-Core

	36.104
	799
	 
	F
	Rel-13
	Correction to BS spurious emissions for co-location with Band 46
	R4-164430
	Nokia
	LTE_LAA-Core

	36.101
	3579
	1
	F
	Rel-13
	CR on control channel requirements of 4 Rx UE
	R4-164553
	LG Electronics, Ericsson
	LTE_4Rx_AP_DL

	36.133
	3587
	1
	F
	Rel-13
	Modification on intra-frequency discovery signal measurement requirements in LAA
	R4-164567
	Huawei, HiSilicon,Nokia
	LTE_LAA-Core

	36.133
	3519
	1
	F
	Rel-13
	Inter-frequency measurement requirements
	R4-164568
	Ericsson, Nokia
	LTE_LAA-Core

	36.133
	3534
	1
	F
	Rel-13
	Test cases for E-UTRAN DC Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	R4-164584
	CATT
	LTE_dualC_enh-Core

	36.133
	3653
	1
	B
	Rel-13
	UE transmit timing test for eMTC UEs in CEModeA
	R4-164622
	Ericsson
	LTE_MTCe2_L1-Core

	36.133
	3570
	1
	F
	Rel-13
	CR on TDD-FDD 5DL CA activation and deactivation of known SCell in non-DRX
	R4-164628
	NTT DOCOMO, INC.
	TEI13

	36.133
	3572
	1
	F
	Rel-13
	CR on TDD-FDD 5DL CA activation and deactivation of unknown SCell in non-DRX
	R4-164629
	NTT DOCOMO, INC.
	TEI13

	36.133
	3655
	1
	F
	Rel-13
	Defining of ProSe periodicity for ProSe inter-frequency and CA operation
	R4-164631
	Ericsson, Qualcomm Incorporated, Nokia
	LTE_eD2D_Prox-Core

	36.133
	3555
	1
	F
	Rel-13
	PCell in FDD: absolute and relative RSRP accuracies in TDD-FDD 5 DL CA # 1
	R4-164649
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.133
	3556
	1
	F
	Rel-13
	PCell in TDD: absolute and relative RSRP accuracies in TDD-FDD 5 DL CA # 2
	R4-164650
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.101
	3636
	1
	F
	Rel-13
	Correction to A-MPR for NS_26
	R4-164659
	Qualcomm Incorporated
	LTE_FDD_700_ARAB-Core

	36.104
	789
	1
	F
	Rel-13
	Correction related to band 65
	R4-164660
	Ericsson
	TEI13

	36.141
	851
	1
	F
	Rel-13
	Correction related to band 65
	R4-164661
	Ericsson
	TEI13

	25.113
	65
	1
	F
	Rel-13
	Clarification in EMC environmental conditions references
	R4-164668
	Ericsson
	TEI13

	36.113
	59
	1
	F
	Rel-13
	Clarification in EMC environmental conditions references
	R4-164669
	Ericsson
	TEI13

	37.113
	47
	 
	F
	Rel-13
	Clarification in EMC environmental conditions references
	R4-164670
	Ericsson
	TEI13

	37.104
	294
	1
	F
	Rel-13
	Introduction of Band 46 in 37.104
	R4-164674
	Ericsson
	LTE_LAA-Core

	36.101
	3632
	1
	F
	Rel-13
	CR for TM9 tests with MBSFN subframes configured for PDSCH in Rel-13
	R4-164733
	Ericsson
	TEI13

	36.133
	3609
	1
	F
	Rel-13
	CR on UE transmit timing requirement
	R4-164755
	Huawei, HiSilicon
	TEI13

	36.133
	3591
	2
	F
	Rel-13
	Modification on CA requirements in LAA
	R4-164756
	Huawei, HiSilicon, Qualcomm Incorporated, Nokia
	LTE_LAA-Core

	36.133
	3640
	 
	F
	Rel-13
	4 DL CA PCell in FDD FDD-TDD RSRQ for E-UTRAN in Carrier Aggregation
	R4-164769
	Nokia
	TEI13

	37.105
	7
	1
	F
	Rel-13
	Correct spectrum emission mask and operating band UEM absolute basic limits
	R4-164789
	Huawei
	AAS_BS_LTE_UTRA-core

	37.114
	2
	1
	F
	Rel-13
	Clarification in EMC environmental conditions references
	R4-164790
	Ericsson
	AAS_BS_LTE_UTRA-Core

	37.977
	37
	 
	F
	Rel-13
	CR to TR37.977: RC+CE Validation Updates
	R4-164806
	Bluetest, CTTC, ETS-Lindgren
	UTRA_LTE_MIMO_OTA-Core

	36.307
	682
	1
	F
	Rel-13
	CR TS 36.307 REL-13
	R4-164816
	Nokia, Ericsson, Dish
	TEI13, LTE_4Rx_AP_DL

	36.101
	3602
	1
	F
	Rel-13
	Clarification on eMTC RX requirements in TS 36.101
	R4-164833
	Huawei, Intel
	LTE_MTCe2_L1-Core

	37.105
	11
	1
	D
	Rel-13
	37.105: Readability improvemenand corrections (sections 4 - 10)
	R4-164837
	Huawei
	AAS_BS_LTE_UTRA-Core

	36.853-13
	1
	 
	F
	Rel-13
	CR 36.853-13 on 7+38 blocking requirement
	R4-164838
	Vodafone
	TEI13

	36.101
	3551
	2
	F
	Rel-13
	Correction on eMTC In-band emissions in TS 36.101
	R4-164841
	Sequans Communications
	LTE_MTCe2_L1-Core

	36.133
	3541
	1
	F
	Rel-13
	Modifications on LAA SCell activation delay requirements
	R4-164848
	Nokia
	LTE_LAA-Core

	36.133
	3502
	1
	F
	Rel-13
	Rx-Tx time difference reporting
	R4-164851
	Intel Corporation
	TEI13

	36.133
	3578
	1
	F
	Rel-13
	Editorial corrections of an incorrect note for Band 32
	R4-164852
	Ericsson
	TEI13

	36.307
	691
	1
	F
	Rel-13
	Correction of RRM multiple uplink requirements and test cases in 36.307
	R4-164855
	Ericsson
	TEI13

	36.133
	3647
	2
	F
	Rel-13
	CR: RRC re-establishment requirements for Cat-M1 UEs
	R4-164861
	Nokia
	LTE_MTCe2_L1-Core

	36.133
	3377
	3
	F
	Rel-13
	CR: Intra-frequency handover requirements for Cat-M1 UEs in CEModeA
	R4-164862
	Nokia
	LTE_MTCe2_L1-Core

	36.133
	3622
	2
	F
	Rel-13
	CR on eMTC eDRX
	R4-164868
	Huawei, HiSilicon
	LTE_MTCe2_L1-Core

	36.133
	3666
	1
	F
	Rel-13
	CR: Intra-frequency handover requirements for Cat-M1 UEs in CEModeB
	R4-164875
	Nokia, Ericsson
	LTE_MTCe2_L1-Core

	36.133
	3641
	 
	F
	Rel-13
	4 DL CA PCell in TDD TDD-FDD RSRQ for E-UTRAN in Carrier Aggregation
	R4-164877
	Nokia
	TEI13

	36.133
	3642
	 
	F
	Rel-13
	5 DL PCell in FDD RSRQ for E-UTRAN in Carrier Aggregation
	R4-164878
	Nokia
	TEI13

	36.133
	3643
	 
	F
	Rel-13
	5 DL PCell in TDD RSRQ for E-UTRAN in Carrier Aggregation
	R4-164879
	Nokia
	TEI13

	37.977
	36
	2
	F
	Rel-14
	Definition of device positioning within the Multi Probe Anechoic Chamber test volume
	R4-164922
	Motorola Mobility, Spirent Communications, SGS Wireless
	UTRA_LTE_MIMO_OTA-Core


RP-161164
RAN4 CR for 36.101 Section 5 operating bands (clean-up) (Agenda Item 10.4)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3552
	1
	F
	Rel-14
	36.101 Section 5 operating bands (clean-up)
	R4-164656
	Dish Network.
	LTE_CA_R14_intra LTE_CA_R14_2DL1UL LTE_CA_R14_3DL1UL LTE_CA_R14_4DL1UL LTE_CA_R14_5DL1UL LTE_SC_enh_dualC


RP-161168
RAN4 CR for Rel-13 closed CA-Perf WIs (Agenda Item 10.4)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	3536
	 
	F
	Rel-13
	E-UTRAN 4DL CA activation and deactivation of know SCell in non-DRX
	R4-163361
	CATT
	LTE_CA_B2_B4_B7_B12-Perf, LTE_CA_B4_B4_B5_B30-Perf, LTE_CA_B4_B4_B12_B30-Perf, LTE_CA_B4_B4_B29_B30-Perf

	36.133
	3537
	 
	F
	Rel-13
	E-UTRAN 5DL CA activation and deactivation of know SCell in non-DRX
	R4-163362
	CATT
	LTE_CA_B1_B3_B7_B7_B28-Perf, LTE_CA_B3_B3_B7_B7_B28-Perf

	36.133
	3664
	 
	F
	Rel-13
	E-UTRAN 4DL CA activation and deactivation for unknown SCells without DRX
	R4-164577
	CATT
	LTE_CA_B2_B4_B7_B12-Perf, LTE_CA_B4_B4_B5_B30-Perf, LTE_CA_B4_B4_B12_B30-Perf, LTE_CA_B4_B4_B29_B30-Perf

	36.133
	3665
	 
	F
	Rel-13
	E-UTRAN 5DL CA activation and deactivation of unknown SCell in non-DRX
	R4-164578
	CATT
	LTE_CA_B1_B3_B7_B7_B28-Perf, LTE_CA_B3_B3_B7_B7_B28-Perf
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