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<Unchanged sections skipped>
4.6.3
Radio resource control information elements
<Unchanged sections skipped>
–
CQI-ReportConfig-v1130-eIMTA

Table 4.6.3-2ABB: CQI-ReportConfig-v1130-eIMTA

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-v1130-eIMTA ::= SEQUENCE {
	
	
	

	  cqi-ReportPeriodic-v1130 SEQUENCE {
	
	
	

	    simultaneousAckNackAndCQI-Format3-r11
	Not present
	
	

	    cqi-ReportPeriodicProcExtToReleaseList-r11
	Not present
	
	

	    cqi-ReportPeriodicProcExtToAddModList-r11 SEQUENCE (SIZE (1..maxCQI-ProcExt-r11)) OF SEQUENCE {
	1 entry
	
	

	      cqi-ReportPeriodicProcExtId-r11[1] SEQUENCE {
	
	
	

	        cqi-ReportPeriodicProcExtId-r11
	1
	
	

	        cqi-pmi-ConfigIndex-r11
	Not present
	
	

	        cqi-FormatIndicatorPeriodic-r11 CHOICE {
	
	
	

	          widebandCQI-r11 SEQUENCE {
	
	
	

	            csi-ReportMode-r11
	Not present
	
	

	          }
	
	
	

	          subbandCQI-r11 SEQUENCE {
	
	
	

	            K
	Not present
	
	

	            periodicityFactor-r11
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	        ri-ConfigIndex-r11
	Not present
	
	

	        csi-ConfigIndex-r11 CHOICE {
	
	
	

	          Release
	NULL
	
	

	          setup SEQUENCE {
	
	
	

	            cqi-pmi-ConfigIndex2-r11
	Not present
	
	

	            ri-ConfigIndex2-r11
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  cqi-ReportBoth-r11 SEQUENCE {
	
	
	

	    csi-IM-ConfigToReleaseList-r11
	Not present
	
	

	    csi-IM-ConfigToAddModList-r11 SEQUENCE (SIZE (1..maxCSI-IM-r11)) OF SEQUENCE {
	1 entry
	
	

	      csi-IM-ConfigId-r11[1]
	1
	
	

	      resourceConfig-r11[1]
	2
	
	FDD

	
	2
	
	TDD

	      subframeConfig-r11[1]
	1
	
	FDD

	
	3
	
	TDD

	    }
	
	
	

	    csi-ProcessToReleaseList-r11
	Not present
	
	

	    csi-ProcessToAddModList-r11SEQUENCE (SIZE (1..maxCSI-Proc-r11)) OF SEQUENCE {
	1 entry
	
	

	      csi-ProcessId-r11[1]
	1
	
	

	      csi-RS-ConfigNZPId-r11[1]
	1
	
	

	      csi-IM-ConfigId-r11[1]
	1
	
	

	      p-C-AndCBSRList-r11[1] SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	1 entry
	
	

	        p-C-r11[1]
	-6
	
	

	        codebookSubsetRestriction-r11[1]
	1111111
	
	

	      }
	
	
	

	      cqi-ReportBothProc-r11[1] SEQUENCE {
	
	
	

	        ri-Ref-CSI-ProcessId-r11
	1
	
	

	        pmi-RI-Report-r11
	Not present
	
	

	      }
	
	
	

	      cqi-ReportPeriodicProcId-r11[1]
	1
	
	

	      cqi-ReportAperiodicProc-r11[1] SEQUENCE {
	
	
	

	        cqi-ReportModeAperiodic-r11
	Not present
	
	

	        trigger01-r11
	Not present
	
	

	        trigger10-r11
	Not present
	
	

	        trigger11-r11
	Not present
	
	

	      }
	
	
	

	        alternativeCodebookEnabledFor4TXProc-r12
	Not present
	
	

	        csi-IM-ConfigIdList-r12[1] CHOICE {
	
	
	

	
	
	
	

	        Setup SEQUENCE (SIZE (1..2)) OF{
	1 entry
	
	

	        CSI-IM-ConfigId-r12[1]
	Not present
	
	

	       }
	
	
	

	   }
	
	
	

	    cqi-ReportAperiodicProc2-r12[1] CHOICE {
	
	
	

	
	
	
	

	         setup SEQUENCE {
	
	
	

	        cqi-ReportModeAperiodic-r11
	Not present
	
	

	        trigger01-r11
	Not present
	
	

	        trigger10-r11
	Not present
	
	

	        trigger11-r11
	Not present
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


–
CQI-ReportConfig-v1250-DEFAULT

Table 4.6.3-2ACA: CQI-ReportConfig-v1250-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-v1250 ::= SEQUENCE {
	
	
	

	    csi-SubframePatternConfig-r12 CHOICE {
	
	
	

	
	
	
	

	      setup SEQUENCE {
	
	
	

	        csi-MeasSubframeSets-r12
	0001100111
	
	

	      }
	
	
	

	    }
	
	
	

	cqi-ReportBoth-v1250  SEQUENCE {
	
	
	

	      csi-IM-ConfigToReleaseListExt-r12
	Not present
	
	

	      csi-IM-ConfigToAddModListExt-r12  SEQUENCE {
	1 entry
	
	

	      csi-IM-ConfigId-v1250[1]
	1
	
	

	      resourceConfig-r12[1]
	2
	
	FDD

	
	2
	
	TDD

	      subframeConfig-r12[1]
	1
	
	FDD

	
	3
	
	TDD

	      }
	
	
	

	   }
	
	
	

	cqi-ReportAperiodic-v1250  CHOICE {
	
	
	

	
	
	
	

	    setup SEQUENCE {
	
	
	

	   aperiodicCSI-Trigger-v1250 SEQUENCE {
	
	
	

	      trigger-SubframeSetIndicator-r12
	Not present
	
	

	      trigger1-SubframeSetIndicator-r12
	Not present
	
	

	      trigger2-SubframeSetIndicator-r12
	Not present
	
	

	      }
	
	
	

	   }
	
	
	

	}
	
	
	

	      altCQI-Table-r12
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	TM10
	Transmission mode 10


<Unchanged sections skipped>
–
EPDCCH-Config-r11-eIMTA

Table 4.6.3-2C: EPDCCH-Config-r11-eIMTA
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	EPDCCH-Config-r11-eIMTA ::= SEQUENCE{
	
	
	

	  config-r11{
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternConfig-r11{
	
	
	

	        setup SEQUENCE {
	
	
	

	          subframePattern-r11 CHOICE {
	
	
	

	            subframePatternFDD-r10
	0000000000000000000000000000000000000000
	
	FDD

	
	1111111110  1111111101  1111111011 1111110111
	
	FDD, TM9

	            subframePatternTDD-r10{
	
	
	TDD

	              subframeConfig1-5-r10
	0000000000 0000000000
	
	

	
	1100111001 1100111001
	
	TM9

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      startSymbol-r11
	Not present
	
	

	
	2
	
	TM9

	      setConfigToReleaseList-r11
	Not present
	
	

	      setConfigToAddModList-r11 SEQUENCE {
	2 entry
	
	

	        setConfigId-r11[1]
	0
	
	

	        transmissionType-r11[1]
	distributed
	
	

	
	localized
	
	TM10

	        resourceBlockAssignment-r11[1] SEQUENCE{
	
	
	

	          numberPRB-Pairs-r11
	n4
	
	

	
	n2
	
	TM9

	
	n8
	
	TM10

	          resourceBlockAssignment-r11
	101001000101101110
	
	

	
	10010011000
	
	TM9

	
	11100100101110110011001101100
	
	TM10

	        }
	
	
	

	        dmrs-ScramblingSequenceInt-r11[1]
	0
	
	

	        pucch-ResourceStartOffset-r11[1]
	0
	
	

	        re-MappingQCL-ConfigListId-r11[1]
	Not present
	
	

	
	0
	
	TM10

	
	
	
	

	csi-RS-ConfigZPId2-r12[1]
	Not present
	
	

	csi-RS-ConfigZPId2-r12[1] CHOICE {
	
	
	TM10

	
	
	
	

	Setup  {
	
	
	

	CSI-RS-ConfigZPId-r11[1]
	1
	
	TM10

	         }
	
	
	

	       }
	
	
	

	        setConfigId-r11[2]
	1
	
	

	        transmissionType-r11[2]
	distributed
	
	

	
	localized
	
	TM9, TM10

	        resourceBlockAssignment-r11[2] SEQUENCE{
	
	
	

	          numberPRB-Pairs-r11
	n8
	
	

	          resourceBlockAssignment-r11
	11100100101110110011001101100
	
	

	        }
	
	
	

	        dmrs-ScramblingSequenceInt-r11[2]
	0
	
	

	        pucch-ResourceStartOffset-r11[2]
	0
	
	

	        re-MappingQCL-ConfigListId-r11[2]
	Not present
	
	

	
	0
	
	TM10

	        csi-RS-ConfigZPId2-r12[2]
	Not present
	
	

	        csi-RS-ConfigZPId2-r12[2] CHOICE {
	
	
	TM10

	
	
	
	

	        Setup  {
	
	
	

	        CSI-RS-ConfigZPId-r11[2]
	1
	
	TM10

	           }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	TM9
	Transmission mode 9

	TM10
	Transmission mode 10


<Unchanged sections skipped>
–
PhysicalConfigDedicatedSCell-r10-eIMTA

Table 4.6.3-6B: PhysicalConfigDedicatedSCell-r10-eIMTA
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10-eIMTA ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    antennaInfo-r10  SEQUENCE {
	
	
	

	      transmissionMode-r10
	tm1
	
	1TX

	
	tm2
	
	2TX

	      codebookSubsetRestriction-r10
	Not present
	
	

	      ue-TransmitAntennaSelection
	release
	
	

	}
	
	
	

	    crossCarrierSchedulingConfig-r10
	Not present
	
	

	    csi-RS-Config-r10
	Not present
	
	

	    pdsch-ConfigDedicated-r10
	PDSCH-ConfigDedicated-DEFAULT
	
	

	  }
	
	
	

	  ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    antennaInfoUL-r10
	Not present
	
	

	    pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	    soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	    soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	    soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  }
	
	
	

	    antennaInfo-v1250
	Not present
	
	

	    eimta-MainConfigSCell-r12
	EIMTA-MainConfigServCell-r12-DEFAULT
	
	eIMTA

	
	Not present
	
	

	    cqi-ReportConfigSCell-v1250
	CQI-ReportConfig-v1250-DEFAULT
	
	eIMTA

	
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-v1250
	UplinkPowerControlDedicated-v1250-DEFAULT
	
	eIMTA

	
	Not present
	
	

	    csi-RS-Config-v1250
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.

	1TX
	1 SS Tx antenna environment

	2TX
	2 SS Tx antenna environment

	eIMTA
	eIMTA cell environment


<Unchanged sections skipped>
–
PUCCH-ConfigDedicated-v1250-DEFAULT

Table 4.6.3-9AB: PUCCH-ConfigDedicated-v1250-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-v1250 ::= SEQUENCE {
	
	
	

	    nkaPUCCH-Param-r12 CHOICE {
	
	
	

	
	
	
	

	      setup SEQUENCE {
	
	
	

	        nkaPUCCH-AN-r12
	FFS
	
	

	      }
	
	
	

	    }
	
	
	

	}
	
	
	


<Unchanged sections skipped>
–
PUSCH-ConfigDedicated-v1250-DEFAULT

Table 4.6.3-11AB: PUSCH-ConfigDedicated-v1250-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigDedicated-v1250 ::= SEQUENCE {
	
	
	

	    UciOnPUSCH CHOICE {
	
	
	

	
	
	
	

	      setup SEQUENCE {
	
	
	

	       betaOffset-ACK-Index-SubframeSet2-r12
	9
	
	

	       betaOffset-RI-Index-SubframeSet2-r12
	6
	
	

	       betaOffset-CQI-Index-SubframeSet2-r12
	6
	
	

	       betaOffsetMC-r12 SEQUENCE {
	
	
	

	        betaOffset-ACK-Index-MC-SubframeSet2-r12
	Not present
	
	

	        betaOffset-RI-Index-MC-SubframeSet2-r12
	Not present
	
	

	        betaOffset-CQI-Index-MC-SubframeSet2-r12
	Not present
	
	

	              }
	
	
	

	      }
	
	
	

	    }
	
	
	

	}
	
	
	


<Unchanged sections skipped>
–
UplinkPowerControlDedicated-v1250-DEFAULT

Table 4.6.3-26BB: UplinkPowerControlDedicated-v1250-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-v1250 ::= SEQUENCE {
	
	
	

	    set2PowerControlParameter CHOICE {
	
	
	

	
	
	
	

	      setup SEQUENCE {
	
	
	

	       tpc-SubframeSet-r12
	0001100111
	
	

	       p0-NominalPUSCH-SubframeSet2-r12
	-85 (-85 dBm)
	
	

	       alpha-SubframeSet2-r12
	al08 (0.8)
	
	

	       p0-UE-PUSCH-SubframeSet2-r12
	0
	
	

	      }
	
	
	

	    }
	
	
	

	}
	
	
	


<Unchanged sections skipped>
–
EIMTA-MainConfig-r12-DEFAULT

Table 4.6.3-31: EIMTA-MainConfig-r12-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	EIMTA-MainConfig-r12 ::= CHOICE {
	
	
	

	
	
	
	

	  setup SEQUENCE {
	
	
	

	     eimta-RNTI-r12
	Set to the value of the C-RNTI of the UE 
	
	

	     eimta-CommandPeriodicity-r12
	sf10
	
	

	     eimta-CommandSubframeSet-r12
	1111111111
	
	FDD

	
	1100011000
	
	TDD

	    }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


–
EIMTA-MainConfigServCell-r12-DEFAULT

Table 4.6.3-32: EIMTA-MainConfigServCell-r12-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	EIMTA-MainConfigServCell-r12 ::= CHOICE {
	
	
	

	
	
	
	

	setup SEQUENCE {
	
	
	

	eimta-UL-DL-ConfigIndex-r12
	1
	
	

	eimta-HARQ-ReferenceConfig-r12
	Sa2
	
	

	mbsfn-SubframeConfigList-v1250
	Not present
	
	

	mbsfn-SubframeConfigList-v1250 ::= CHOICE {
	
	
	MBMS

	
	
	
	

	   setup SEQUENCE {
	
	
	

	
	
	
	

	     mbsfn-SubframeConfigList
	Not present
	
	

	     mbsfn-SubframeConfigList SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	MBMS

	     radioframeAllocationPeriod
	n4
	
	

	     radioframeAllocationOffset
	1
	
	FDD

	
	0
	
	TDD

	      subframeAllocation CHOICE{
	
	
	

	         oneFrame
	‘100000’ B
	
	FDD

	
	‘000010’ B
	
	TDD

	fourFrames
	Not present
	
	

	             }
	
	
	

	          }
	
	
	

	       }
	
	
	

	     }
	
	
	

	   }
	
	
	

	 }
	
	
	


	Condition
	Explanation

	MBMS
	MBMS cell environment

	FDD
	FDD cell environment

	TDD
	TDD cell environment


<Unchanged sections skipped>
