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<Start of modified section>
9.2.1.1.24
Attach / Abnormal case / Change of cell into a new tracking area

9.2.1.1.24.1
Test Purpose (TP)

(1)

with { UE has sent an ATTACH Request message }

ensure that {

  when { cell change into a new tracking area occurs before the ATTACH procedure is completed }

    then { the UE aborts the ATTACH procedure and re-initiates it immediately in the new tracking area }

            }

(2)

with { UE has sent an ATTACH REQUEST message and received ATTACH ACCEPT message containing GUTI }

ensure that {

  when { UE reselects a cell belonging to a new tracking area }

    then { the UE restarts the attach procedure }

            }

9.2.1.1.24.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.1.2.6 and 5.5.1.3.6.

[TS 24.301, clause 5.5.1.2.6]

The following abnormal cases can be identified:

…

e)
Change of cell into a new tracking area


If a cell change into a new tracking area occurs before the attach procedure is completed, the attach procedure shall be aborted and re-initiated immediately. If a tracking area border is crossed when the ATTACH ACCEPT message has been received but before an ATTACH COMPLETE message is sent, the attach procedure shall be re-initiated. If a GUTI was allocated during the attach procedure, this GUTI shall be used in the attach procedure.

[TS 24.301, clause 5.5.1.3.6]

The UE shall proceed as follows:

...

-
otherwise, the abnormal cases specified in subclause 5.5.1.2.6 apply with the following modification.

If the attach attempt counter is incremented according to subclause 5.5.1.2.6 the next actions depend on the value of the attach attempt counter:

9.2.1.1.24.3
Test description

9.2.1.1.24.3.1
Pre-test conditions

System Simulator:

-
Cells A and B:

-
Cell A is the serving cell with TAI 1 (PLMN1+TAC1);

-
Cell B is the non-suitable cell with TAI 2 (PLMN1+TAC2).

-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells;

UE:

-
The UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18].

NOTE:
Any type of attach is acceptable.

Preamble:

-
The UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.24.3.2
Test procedure sequence

Table 9.2.1.1.24.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0A
	The SS configures:

- Cell B as a "serving cell"

- Cell A as a "non-suitable cell".
	-
	-
	-
	-

	1
	The UE is switched on.
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE transmits an ATTACH REQUEST message in Cell B including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	3
	SS does not send ATTACH ACCEPT to the UE and update TAC value in SystemInformationBlockType1.
	-
	
	-
	-

	3A 
	The SS transmits a Paging message paging occasion including a systemInfoModification.

From the beginning of the next modification period the SS transmits a modified SystemInformationBlockType1 as specified.
	<--
	Paging 
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message in Cell B including a PDN CONNECTIVITY REQUEST message in the next 12 seconds?

Note: Wait time is more than 2.1* modification period for the UE to receive system information and inferior to T3410.
	-->
	ATTACH REQUEST
	1
	P

	4A-8b
	Void
	-
	-
	-
	-

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	8A-8G
	Steps 5-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.
	-
	-
	-
	-

	9
	The SS configures:

- Cell A as a “serving cell”
	-
	-
	-
	-

	10
	SS is configured to not allocate any UL grant or respond to any PRACH preambles for ATTACH COMPLETE in Cell B.
	-
	-
	-
	-

	11
	SS responds with ATTACH ACCEPT message including a valid TAI list. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message. GUTI-1 is allocated.
	<--
	ATTACH ACCEPT
	-
	-

	12
	The SS configures:

- Cell B as a "non-suitable cell".
	-
	-
	-
	-

	13
	UE transmits RRCConnectionReestablishmentRequest message in Cell A
	-
	-
	-
	-

	14
	SS Sends RRCConnectionReestablishment
	-
	-
	-
	-

	15
	The UE transmits a RRCConnectionReestablishmentComplete message
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	16
	Check: Does the UE transmit an ATTACH REQUEST message, containing GUTI 1?
	-->
	ATTACH REQUEST
	2
	P

	17
	SS responds with ATTACH ACCEPT message including a valid TAI list. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message 
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 13 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	-
	EXCEPTION: IF PDN1_IMS (NOTE 2) THEN in parallel

to the event described in step 18 below the

generic procedure for IMS signalling in the Uplane

specified in TS 36.508 subclause

4.5A.3 takes place if requested by the UE
	-
	-
	-
	-

	18
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-

	18A1a1-18A3b1
	Steps 16a1-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.
	-
	-
	-
	-

	19
	Void
	-
	-
	-
	-

	NOTE 1: 
UE already has NAS security context in step 17 and just sending a DL message with Integrity and Ciphering will start enable NAS security.

NOTE 2:
PDN1_IMS as defined in TS 36.508 subclause 4.5.2.


9.2.1.1.24.3.3
Specific message contents
Table 9.2.1.1.24.3.3-1: Message ATTACH ACCEPT (step 11, Table 9.2.1.1.24.3.2-1)

	Derivation path: TS 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'0000 0110'B
	
	

	  Partial tracking area identity list 1
	
	
	

	    Number of elements
	'0 0000'B
	
	

	    Type of list
	'00'B
	
	

	    MCC
	MCC of cell B
	
	

	    MNC
	MNC of cell B
	
	

	    TAC 1
	TAC-4
	
	

	GUTI
	GUTI-1
	
	


Table 9.2.1.1.24.3.3-2: SystemInformationBlockType1 for Cell B (From step 3 in Table 9.2.1.1.24.3.2-1)

	Derivation Path: 36.508 clause 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	 cellAccessRelatedInfo SEQUENCE {
	
	
	

	      trackingAreaCode 
	TAC =4
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.1.1.24.3.3-3: Paging (step 3A, Table 9.2.1.1.24.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList
	Not present
	
	

	  systemInfoModification
	true
	
	

	}
	
	
	


Table 9.2.1.1.24.3.3-4: Message ATTACH REQUEST (step 16, Table 9.2.1.1.24.3.2-1)

	Derivation path: TS 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Last visited registered TAI
	TAI of cell B with TAC-4
	
	


<End of modified section>

<Start of next modified section>

9.2.1.2.1b
Combined attach procedure / Success / SMS only

9.2.1.2.1b.1
Test Purpose (TP)

(1)

with { UE operating in CS/PS mode 1, in state EMM-REGISTERED-INITIATED}

ensure that {

  when { UE receives ATTACH ACCEPT message with EPS attach result 'combined EPS/IMSI attach' and Additional update result IE 'SMS only' and indicating that IMS voice over PS sessions is not supported }

   then { UE automatically disables the E-UTRA capability and performs a registration to UTRAN cell or GERAN cell(depending on the UE capability)}

             }

(2)

with { UE operating in CS/PS mode 2, in state EMM-REGISTERED and state MM-IDLE}

ensure that {

  when { UE receives ATTACH ACCEPT message with EPS attach result 'combined EPS/IMSI attach' and Additional update result IE 'SMS only' and indicating that IMS voice over PS sessions is not supported and SS sends Paging message with PS domain }

   then { UE sends SERVICE REQUEST message }

          }

(3)

with { UE operating in CS/PS mode 2 and configured to use IMS voice, in state EMM-REGISTERED and state MM-IDLE}

ensure that {

  when { UE receives ATTACH ACCEPT message with EPS attach result 'combined EPS/IMSI attach' and Additional update result IE 'SMS only' and indicating that IMS voice over PS sessions is not supported and the user initiates an IMS voice call }

   then { UE does not initiate an IMS voice call}

(4)

with { UE operating in CS/PS mode 1" }

ensure that {

  when { receives ATTACH ACCEPT message with EPS attach result 'combined EPS/IMSI attach' and Additional update result IE 'SMS only' and indicating that IMS voice over PS sessions is not supported }

   then { UE does not set the E-UTRA support bit in the relevant RRC messages}

9.2.1.2.1b.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 4.3.1, 4.5, 5.5.1.3.1, 5.5.1.3.4.1 5.5.1.3.4.2 and 5.6.2.4.

[TS 24.301 clause 4.3.1]

The behaviour of the UE in CS/PS mode 1 of operation, upon failure to access the CS domain or upon reception of a "CS fallback not preferred" or "SMS only" indication, will depend on the availability of voice over IMS. In the present document, "IMS voice not available" refers to one of the following conditions:

-
the UE is not configured to use IMS;

-
the UE is not configured to use IMS voice, i.e. when the voice domain preference for E-UTRAN, as defined in 3GPP TS 24.167 [13B], indicates that voice communication services are allowed to be invoked only over the CS domain;

-
the UE is configured to use IMS voice, but the network indicates in the ATTACH ACCEPT message or the TRACKING AREA UPDATE ACCEPT message that IMS voice over PS sessions are not supported; or

-
the UE is configured to use IMS voice, the network indicates in the ATTACH ACCEPT message or the TRACKING AREA UPDATE ACCEPT message that IMS voice over PS sessions are supported, but the upper layers indicate that the UE is not available for voice calls in the IMS.

[TS 24.301 clause 4.5]

When the UE supporting the A/Gb and/or Iu mode together with the S1 mode needs to stay in A/Gb or Iu mode, in order to prevent unwanted handover or cell reselection from UTRAN/GERAN to E-UTRAN, the UE shall disable the E-UTRA capability.

-
The UE shall not set the E-UTRA support bits of the MS Radio Access capability IE (see 3GPP TS 24.008 [13], subclause 10.5.5.12a), the E-UTRA support bits of Mobile Station Classmark 3 IE (see 3GPP TS 24.008 [13], subclause 10.5.1.7) and the ISR support bit of the MS network capability IE (see 3GPP TS 24.008 [13], subclause 10.5.5.12) in the ATTACH REQUEST message and the ROUTING AREA UPDATE REQUEST message after it selects GERAN or UTRAN; and

-
the UE NAS layer shall indicate the access stratum layer(s) of disabling of the E-UTRA capability.

NOTE:
The UE can only disable the E-UTRAN capabilities when in EMM-IDLE mode.

The UE shall enable the E-UTRA capability again in the following cases:

-
the UE mode of operation changes from CS/PS mode 1 of operation to CS/PS mode 2 of operation;

-
the UE mode of operation changes from PS mode 1 of operation to PS mode 2 of operation;

-
the UE powers off and powers on again; or

- 
for the PLMN selection purpose.
[TS 24.301 clause5.5.1.3.1]

The combined attach procedure is used by a UE in CS/PS mode 1 or CS/PS mode 2 of operation to attach for both EPS and non-EPS services, or both EPS services and "SMS only".

The combined attach procedure is also used by a UE in CS/PS mode 1 or CS/PS mode 2 of operation to attach for EPS services if it is already IMSI attached for non-EPS services.

When the UE initiates a combined attach procedure, the UE shall indicate "combined EPS/IMSI attach" in the EPS attach type IE.

The combined attach procedure follows the attach procedure for EPS described in subclause 5.5.1.2.

[TS 24.301 clause5.5.1.3.2]

If the UE is in EMM state EMM-DEREGISTERED, the UE initiates the combined attach procedure by sending an ATTACH REQUEST message to the network, starting timer T3410 and entering state EMM-REGISTERED-INITIATED (see example in figure 5.5.1.2.2.1).

The UE shall include the TMSI status IE if no valid TMSI is available. Furthermore, if the UE has stored a valid location area identification, the UE shall include it in the Old location area identification IE in the ATTACH REQUEST message.

If the UE initiates a combined attach procedure for EPS services and "SMS only", the UE shall indicate "SMS only" in the Additional update type IE.

[TS 24.301 clause5.5.1.3.4.1]

Depending on the value of the EPS attach result IE received in the ATTACH ACCEPT message, the following different cases can be distinguished:

1)
The EPS attach result IE value indicates "combined EPS/IMSI attach": attach for EPS and non-EPS services, or for EPS services and "SMS only" have been successful.

…

[TS 24.301 clause5.5.1.3.4.2]

The description for attach for EPS services as specified in subclause 5.5.1.2.4 shall be followed. In addition, the following description for attach for non-EPS services or "SMS only" applies.

…

If the UE requested "SMS only" in the Additional update type IE, the network shall indicate "SMS only" in the Additional update result IE.

If the ATTACH ACCEPT message includes the Additional update result IE with value "SMS only" or "CS Fallback not preferred", a UE operating in CS/PS mode 1 with "IMS voice not available" shall attempt to select GERAN or UTRAN radio access technology rather than E-UTRAN for the selected PLMN or equivalent PLMN. The UE shall disable the E-UTRA capability (see subclause 4.5). If the UE is in the EMM-CONNECTED mode, the UE shall locally release the established NAS signalling connection and enter the EMM-IDLE mode before selecting GERAN or UTRAN radio access technology.
If the ATTACH ACCEPT message includes the Additional update result IE with value "SMS only", a UE operating in CS/PS mode 2 shall not attempt to use CS fallback for mobile originating services.

….

[TS 24.301 clause5.6.2.4]

The network shall initiate the paging procedure when it receives an incoming mobile terminating SMS to the UE that is IMSI attached for non-EPS services or for "SMS only", and no NAS signalling connection exists.

To initiate the procedure for SMS when no NAS signalling connection exists, the EMM entity in the network requests the lower layer to start paging (see 3GPP TS 36.413 [23]). The paging message shall include a CN domain indicator set to "PS". The paging procedure is performed according to subclause 5.6.2.2.1. The MME shall not start timer T3413 for this procedure.

9.2.1.2.1b.3
Test description

9.2.1.2.1b.3.1
Pre-test conditions

System Simulator:

-
Cell A is configured according to Table 6.3.2.2-1 in [18].

-
If pc_UTRA AND  px_RATComb_Tested = EUTRA_UTRA, Cell 5; 

-
If pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN then, Cell 24; 

-
Cell 24 belongs to LAI-1 and RAI-1(home PLMN) 

-
System information combination 10 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.

NOTE: Setting px_RATComb_Tested = EUTRA_Only is not allowed.

UE:

-
The UE is configured to initiate combined EPS/IMSI attach and to be voice centric (UE operates in CS/PS mode 1). If the UE does not support to be configured voice centric initiate combined EPS/IMSI attach and to be data centric (UE operates in CS/PS mode 2).

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18].

Preamble:

-
The UE is in state Switched OFF (state 1) according to [18].

9.2.1.2.1b.3.2
Test procedure sequence

Table 9.2.1.2.1b.3.2-1: Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	The following messages are sent and shall be received on cell A.
	
	
	
	

	1
	Set the cell type of cell A to the ''Serving cell''.

Set the cell type of cell 5 or cell 24 to the '' Non-Suitable cell ''.
	-
	-
	-
	-

	2
	The UE is powered up or switched on.
	
	
	-
	-

	2A1
	UE sends RRCConnectionRequest message
	-
	-
	-
	-

	2A2
	SS sends RRCConnectionSetup message
	-
	-
	-
	-

	2A3
	Set the cell type of cell 5 or cell 24 to ''Suitable neighbour cell''.
	-
	-
	-
	-

	3
	UE sends ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN. EPS attach type = "combined EPS/IMSI attach".
	-->
	ATTACH REQUEST
	-
	-

	4-7Aa2
	Void
	-
	-
	-
	-

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	7B-7H
	Steps 5-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed
	-
	-
	-
	-

	8
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	9
	Void
	-
	-
	-
	-

	10
	Void
	-
	-
	-
	-

	-
	EXCEPTION: Steps 11a1 to 11b3a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	11a1
	IF the UE is configured in CS/PS mode 1 of operation THEN perform actions specified in Table 9.2.1.2.1b.3.2-2.
	
	
	
	

	11a2a1-11a2a4
	Void
	-
	-
	-
	-

	11a3-11a6
	Void
	-
	-
	-
	-

	11b0
	ELSE The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-

	11b1
	SS releases the RRC connection
	-
	-
	-
	-

	11b2
	Check: Does the UE respond to paging on cell A with S-TMSI in GUTI-2 for PS domain?(Generic Procedure TS 36.508 6.4.2.4)
	-
	-
	2
	P

	-
	EXCEPTION: Steps 11b3a1 to 11b3a2 describe behaviour that depends on the UE capability.
	
	
	
	

	11b3 a1
	IF pc_VoLTE THEN an IMS voice call is initiated 
	-
	-
	-
	-

	11b3a2
	Check: Does the UE send RRC CONNECTION REQUEST message?
	-->
	RRC CONNECTION REQUEST
	3
	F

	Note 1:
Void


Table 9.2.1.2.1b.3.2-2: CS/PS mode 1 of operation with “IMS voice not available” behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION:

Steps 1a1 to 1c2 depend on UE release.

IF UE is Release 8, Release 9 or Release 10steps 1a1 to 1b3 are considered.

Steps 1a1 to 1b3 are optional and depend on UE implementation.

They shall be executed if the UE sends an ATTACH COMPLETE with the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message OR a DETACH REQUEST message during [2] seconds. The "lower case letter" identifies a step sequence that takes place if a particular condition specified in the first step is met.

Note: UE may also locally release the established NAS signalling connection and start 2G/3G search immediately.

ELSE IF UE is Release 11 onward, steps 1c1 and 1c2 are executed.
	-
	-
	-
	-

	1a1
	IF UE sent an ATTACH COMPLETE message with the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message 
	-->
	ATTACH COMPLETE
	-
	-

	-
	EXCEPTION: Steps 1a2a1 to 1a2a2 are optional and depend on UE implementation; the second "lower case letter" identifies a step sequence that takes place if the condition is met.
	-
	-
	-
	-

	1a2a1
	IF UE sends a DETACH REQUEST message during [2] seconds.
	-->
	DETACH REQUEST
	-
	-

	1a2a2
	SS sends a DETACH ACCEPT message.
	<--
	DETACH ACCEPT
	-
	-

	1a3
	SS releases the RRC connection
	-
	-
	-
	-

	1b1
	IF UE sent a DETACH REQUEST message.
	-->
	DETACH REQUEST
	-
	-

	1b2
	SS sends a DETACH ACCEPT message.

Note: It is not explicitly defined what the network should do if the UE did not send ATTACH COMPLETE.
	<--
	DETACH ACCEPT
	-
	-

	1b3
	SS releases the RRC connection
	-
	-
	-
	-

	1c1
	The UE transmits an ATTACH COMPLETE message with the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message 
	-->
	ATTACH COMPLETE
	-
	-

	1c2
	SS releases the RRC connection
	-
	-
	-
	-

	2
	Void
	-
	-
	-
	-

	-
	The following messages shall be received on Cell 5 or Cell 24
	-
	-
	-
	-

	-
	EXCEPTION: Steps 3a1 to 3a3 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	3a1
	IF pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA THEN Check: Does the UE send RRC CONNECTION REQUEST on Cell 5?
	-->
	RRC CONNECTION REQUEST
	4
	P

	3a2
	The SS transmits an RRC CONNECTION SETUP message on Cell 5.
	<--
	RRC CONNECTION SETUP
	-
	-

	3a3
	Check: Does the UE transmit a RRC CONNECTION SETUP COMPLETE message on Cell 5? 
	-->
	RRC CONNECTION SETUP COMPLETE
	4
	P

	-
	EXCEPTION: Steps 4a1 to 4b5 depend on UE implementation; the "lower case letter" identifies a step sequence that takes place if the condition is met.
	-
	-
	-
	-

	4a1
	IF UE did not sent DETACH REQUEST in step 1a2a1 or 1b1 AND UE transmits a ROUTING AREA UPDATE REQUEST message during [2] seconds THEN

check contents of ROUTING AREA UPDATE REQUEST
	-->
	ROUTING AREA UPDATE REQUEST
	1
	P

	-
	EXCEPTION: Steps 4a1Aa1 to 4a2 Steps 4a1Aa1 to 4a2 A depend on the UE implementation. Step 4a1Aa1 to 4a1A a3 take place if pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN
	
	-
	-
	-

	4a1Aa1
	The SS transmits an AUTHENTICATION AND CIPHERING REQUEST message. from Cell 24
	<--
	AUTHENTICATION AND CIPHERING REQUEST
	-
	-

	4a1Aa2
	The UE transmits a AUTHENTICATION AND CIPHERING RESPONSE message on Cell 24
	-->
	AUTHENTICATION AND CIPHERING RESPONSE
	-
	-

	4a1Aa3
	The SS transmits a ROUTING AREA UPDATE ACCEPT message  
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	4a2
	Void.
	-
	-
	-
	-

	4a2A
	If px_RATComb_Tested = EUTRA_UTRA the SS transmits a ROUTING AREA UPDATE ACCEPT message with “Follow-on proceed” set to 0 if UE set the “Follow-on request” to 1 in the RAU REQUEST at step 4a1.
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	4a3
	The UE transmits a ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE
	-
	-

	-
	EXCEPTION: steps 4a4, 4a4A to 4a4C take place if pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA AND UE set the “Follow-on request” to 1 in the RAU REQEST at step 4a1 (see NOTE 1)
	-
	-
	-
	-

	4a4
	The UE transmits a SERVICE REQUEST message on Cell 5
	-->
	SERVICE REQUEST
	-
	-

	4a4A
	The SS transmits a SERVICE ACCEPT message on Cell 5
	<--
	SERVICE ACCEPT
	-
	-

	4a4B
	The SS transmits RadioBearerSetup message to Setup PS RAB on Cell 5 
	<--
	RadioBearerSetup
	-
	-

	4a4C
	The UE transmits RadioBearerSetupComplete message on Cell 5
	-->
	radioBearerSetupComplete
	-
	-

	4b1
	ELSE check: Does the UE transmit an ATTACH REQUEST message?.
	-->
	ATTACH REQUEST
	1
	P

	4b2
	The SS transmits an AUTHENTICATION AND CIPHERING REQUEST message.
	<--
	AUTHENTICATION AND CIPHERING REQUEST
	-
	-

	4b3
	The UE transmits a AUTHENTICATION AND CIPHERING RESPONSE message.
	-->
	AUTHENTICATION AND CIPHERING RESPONSE
	-
	-

	4b4
	The SS transmits an ATTACH ACCEPT message.
	<--
	ATTACH ACCEPT
	-
	-

	4b5
	The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-

	5
	SS releases the RRC connection
	-
	-
	-
	-

	NOTE 1:
The SERVICE REQUEST procedure may be triggered by the need for the UE to send an UL IPv6 packet (e.g. for ICMPv6 Router Solicitation)


9.2.1.2.1b.3.3
Specific message contents

Table 9.2.1.2.1b.3.3-1: Message ATTACH REQUEST (step 3, Table 9.2.1.2.1b.3.2-1)

	Derivation path: 36.508 table 4.7.2.-4

	Information Element
	Value/Remark
	Comment
	Condition

	EPS attach type
	'0010'B
	''combined EPS/IMSI attach''
	

	Old GUTI or IMSI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	

	Old location area identification
	LAI-1
	
	

	TMSI status
	Not Present
	
	


Table 9.2.1.2.1b.3.3-2: Message ATTACH ACCEPT (step 8, Table 9.2.1.2.1b.3.2-1)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	EPS attach result
	'010'B
	''Combined EPS/IMSI attach''
	

	GUTI
	GUTI-2
	
	

	EPS network feature support
	'0000 0000'B
	IMS voice over PS session in S1 mode NOT supported
	

	Additional update result
	'10'B0000
	SMS only
	


Table 9.2.1.2.1b.3.3-3: Message RRC Connection Request (step 3 a1, Table 9.2.1.2.1b.3.2-2)

	Derivation path: 34.108 sub-clause 9.1.1

	Information Element
	Value/Remark
	Comment
	Condition

	Pre-redirection info
	Not present OR value as specified below
	
	

	> Support of E-UTRA FDD
	False
	E-UTRA FDD not supported
	

	> Support of E-UTRA TDD
	False
	E-UTRA TDD not supported
	


Table 9.2.1.2.1b.3.3-4: Message RRC Connection Setup Complete (step 3 a3, Table 9.2.1.2.1b.3.2-2)

	Derivation path: 34.108 sub-clause 9.1.1

	Information Element
	Value/Remark
	Comment
	Condition

	UE radio access capability
	
	The UE shall not indicate support for E-UTRAN
	

	>UE multi-mode/multi-RAT capability
	Not present OR value as specified below
	
	

	>> Multi-RAT capability
	
	
	

	>>> Support of Inter-RAT PS Handover to E-UTRA FDD
	Not present
	
	

	>>> Support of E-UTRA TDD
	Not present
	
	

	>>> Support of Inter-RAT PS Handover to E-UTRA TDD
	Not present
	
	

	>>> EUTRA Feature Group Indicators
	Not checked
	
	


Table 9.2.1.2.1b.3.3-5: Message ROUTING AREA UPDATE REQUEST (step4 a1, Table 9.2.1.2.1b.3.2-2)

	Derivation path: 36.508 table 4.7B.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	MS Radio Access capability
	
	The UE shall not indicate support for E-UTRAN
	

	   MS RA capability value part
	
	
	

	     Access capabilities
	
	
	

	      E-UTRA FDD support :
	‘0’B
	
	

	      E-UTRA TDD support
	‘0’B
	
	

	      GERAN to E-UTRA support in GERAN packet transfer mode
	‘00’B
	
	

	UE network capability
	Not Present
	UE does not support S1 mode any more
	


Table 9.2.1.2.1b.3.3-5A: ROUTING AREA UPDATE ACCEPT (step4a1Aa3, Table 9.2.1.2.1b.3.2-2)

	Derivation path: 36.508, Table 4.7B.2-2

	Information Element
	Value/Remark
	Comment
	Condition

	PDP context status
	0000000000000000
	NSAPI(0) - NSAPI(15) is set to 0, which means that the SM state of all PDP contexts is PDP-INACTIVE
	


Table 9.2.1.2.1b.3.3-6: Message ATTACH REQUEST (step4 b1, Table 9.2.1.2.1b.3.2-2)

	Derivation path: 36.508 table 4.7B.2-6

	Information Element
	Value/Remark
	Comment
	Condition

	MS Radio Access capability
	
	The UE shall not indicate support for E-UTRAN
	

	   MS RA capability value part
	
	
	

	     Access capabilities
	
	
	

	      E-UTRA FDD support :
	‘0’B
	
	

	      E-UTRA TDD support
	‘0’B
	
	

	      GERAN to E-UTRA support in GERAN packet transfer mode
	‘00’B
	
	

	UE network capability
	Not Present
	UE does not support S1 mode any more
	


<End of modified section>

<Start of next modified section>

9.2.1.2.3
Successful combined attach procedure / EPS service only / MSC temporarily not reachable

9.2.1.2.3.1
Test Purpose (TP)

(1)

with { the UE has sent a combined ATTACH REQUEST message }

ensure that {

  when { the UE receives an ATTACH ACCEPT message with EPS attach result set to "EPS only" and EMM reject cause set to "MSC temporarily not reachable" or "Network failure" and including an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message with IE EPS Bearer Identity matching the ATTACH REQUEST message and including a PDN address, an APN and an uplink TFT }

    then { UE transmits an ATTACH COMPLETE message, containing the EPS bearer identity, together with ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message and the UE resets the attach attempt counter and the UE increments tracking area updating attempt counter and starts timer T3411 and enters EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM state }

            }

(2)

with { the UE is in E-UTRA EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM state }

ensure that {

  when { timer T3411 expires or timer T3402 expires }

    then { the UE initiates a combined tracking area update procedure indicating "combined TA/LA updating with IMSI attach" }

            }

(3)

with { the UE is in E-UTRA EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM state }

ensure that {

  when { UE receives a TRACKING AREA UPDATE ACCEPT with EPS update result set to "EPS only" and EMM reject cause set to "MSC temporarily not reachable" or "Network failure" }

    then { UE increments tracking area updating attempt counter unless it was already set to 5 and starts timer T3411 if tracking area updating attempt counter is less than 5 or starts timer T3402 if tracking area updating attempt counter is equal to 5 }

            }

9.2.1.2.3.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 5.5.1.2.4, 5.5.1.3.1, 5.5.1.3.2, 5.5.1.3.4.1, 5.5.1.3.4.2, 5.5.1.3.4.3, and 5.5.3.3.4.3.

[TS 24.301, clause 5.5.1.2.4]

If the attach request is accepted by the network, the MME shall send an ATTACH ACCEPT message to the UE and start timer T3450. The MME shall send the ATTACH ACCEPT message together with an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message contained in the ESM message container information element to activate the default bearer (see subclause 6.4.1). The network may also initiate the activation of dedicated bearers towards the UE by invoking the dedicated EPS bearer context activation procedure (see subclause 6.4.2).

If the attach request is accepted by the network, the MME shall delete the stored UE radio capability information, if any.

If the UE has included the UE network capability IE or the MS network capability IE or both in the ATTACH REQUEST message, the MME shall store all octets received from the UE, up to the maximum length defined for the respective information element.

NOTE:
This information is forwarded to the new MME during inter-MME handover or to the new SGSN during inter-system handover to A/Gb mode or Iu mode.

The MME shall assign and include the TAI list the UE is registered to in the ATTACH ACCEPT message. The UE, upon receiving an ATTACH ACCEPT message, shall delete its old TAI list and store the received TAI list.

Upon receiving the ATTACH ACCEPT message, the UE shall stop timer T3410.

The GUTI reallocation may be part of the attach procedure. When the ATTACH REQUEST message includes the IMSI, or the MME considers the GUTI provided by the UE is invalid, or the GUTI provided by the UE was assigned by another MME, the MME shall allocate a new GUTI to the UE. The MME shall include in the ATTACH ACCEPT message the new assigned GUTI together with the assigned TAI list. In this case the MME shall enter state EMM-COMMON-PROCEDURE-INITIATED as described in subclause 5.4.1.

…

If the ATTACH ACCEPT message contains a GUTI, the UE shall use this GUTI as the new temporary identity. The UE shall delete its old GUTI and store the new assigned GUTI. If no GUTI has been included by the MME in the ATTACH ACCEPT message, the old GUTI, if any available, shall be kept. 

If A/Gb mode or Iu mode is supported in the UE, the UE shall set its TIN to "GUTI" when receiving the ATTACH ACCEPT message.

…

When the UE receives the ATTACH ACCEPT message combined with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message, it shall forward the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message to the ESM sublayer. Upon receipt of an indication from the ESM sublayer that the default EPS bearer context has been activated, the UE shall send an ATTACH COMPLETE message together with an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message contained in the ESM message container information element to the network.

Additionally, the UE shall reset the attach attempt counter and tracking area updating attempt counter, enter state EMM-REGISTERED and set the EPS update status to EU1 UPDATED.

…

Upon receiving an ATTACH COMPLETE message, the MME shall stop timer T3450, enter state EMM-REGISTERED and consider the GUTI sent in the ATTACH ACCEPT message as valid.

[TS 24.301, clause 5.5.1.3.1]

The combined attach procedure is used by a UE in CS/PS mode 1 or CS/PS mode 2 of operation to attach for both EPS and non-EPS services. 

The combined attach procedure is also used by a UE in CS/PS mode 1 or CS/PS mode 2 of operation to attach for EPS services if it is already IMSI attached for non-EPS services.

When the UE initiates a combined attach procedure, the UE shall indicate "combined EPS/IMSI attach" in the EPS attach type IE.

The combined attach procedure follows the attach procedure for EPS described in subclause 5.5.1.2.

[TS 24.301, clause 5.5.1.3.2]

If the UE is in EMM state EMM-DEREGISTERED, the UE initiates the combined attach procedure by sending an ATTACH REQUEST message to the network, starting timer T3410 and entering state EMM-REGISTERED-INITIATED (see example in figure 5.5.1.2.2.1).

The UE shall include the TMSI status IE if no valid TMSI is available. Furthermore, if the UE has stored a valid location area identification, the UE shall include it in the Old location area identification IE in the ATTACH REQUEST message.

[TS 24.301, clause 5.5.1.3.4.1]

Depending on the value of the EPS attach result IE received in the ATTACH ACCEPT message, two different cases can be distinguished:

1)
The EPS attach result IE value indicates "combined EPS/IMSI attach": attach for EPS and non-EPS services have been successful.

2)
The EPS attach result IE value indicates "EPS only": attach for EPS services has been successful but attach for non-EPS services has failed.

[TS 24.301, clause 5.5.1.3.4.2]

The description for attach for EPS services as specified in subclause 5.5.1.2.4 shall be followed. In addition, the following description for attach for non-EPS services applies.

…

[TS 24.301, clause 5.5.1.3.4.3]

Apart from the actions on the tracking area updating attempt counter, the description for attach for EPS services as specified in subclause 5.5.1.2.4 shall be followed. In addition, the following description for attach for non-EPS services applies.

The UE receiving the ATTACH ACCEPT message takes one of the following actions depending on the EMM cause value:

…

#16
(MSC temporarily not reachable);

#17
(Network failure); or


The UE shall stop timer T3410 if still running. The tracking area updating attempt counter shall be incremented, unless it was already set to 5.


If the tracking area updating attempt counter is less than 5:

-
the UE shall start timer T3411, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM. When timer T3411 expires the combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" is triggered.


If the tracking area updating attempt counter is equal to 5:

-
a UE operating in CS/PS mode 2 of operation shall start timer T3402, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM. When timer T3402 expires the combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" is triggered;

-
a UE operating in CS/PS mode 1 of operation with "IMS voice not available" shall attempt to select GERAN or UTRAN radio access technology and proceed with appropriate MM or GMM specific procedures. The UE shall disable the E-UTRA capability (see subclause 4.5). 

NOTE 1:
It is up to the UE implementation when to enable E-UTRAN radio access technology selection.

…

Other EMM cause values and the case that no EMM cause IE was received are considered as abnormal cases. The combined attach procedure shall be considered as failed for EPS and non-EPS services. The behaviour of the UE in those cases is specified in subclause 5.5.1.3.6.

[TS 24.301, clause 5.5.3.3.4.3]

Apart from the actions on the tracking area updating attempt counter, the description for tracking area for EPS services as specified in subclause 5.5.3.2.4 shall be followed. In addition, the following description for location updating for non-EPS services applies.

The UE receiving the TRACKING AREA UPDATE ACCEPT message takes one of the following actions depending on the EMM cause value:

…

#16
(MSC temporarily not reachable);

#17
(Network failure); or


The UE shall stop timer T3430 if still running. The tracking area updating attempt counter shall be incremented, unless it was already set to 5.


If the tracking area updating attempt counter is less than 5:

-
the UE shall start timer T3411, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM. When timer T3411 expires the combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" is triggered again.


If the tracking area updating attempt counter is equal to 5:

-
a UE operating in CS/PS mode 2 of operation shall start timer T3402, shall set the EPS update status to EU1 UPDATED and shall enter state EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM. When timer T3402 expires the combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" is triggered again;

-
a UE operating in CS/PS mode 1 of operation with "IMS voice not available" shall attempt to select GERAN or UTRAN radio access technology and proceed with appropriate MM or GMM specific procedures. The UE shall disable the E-UTRA capability (see subclause 4.5).

NOTE 1:
It is up to the UE implementation when to enable E-UTRAN radio access technology selection.

…

9.2.1.2.3.3
Test description

9.2.1.2.3.3.1
Pre-test conditions

System Simulator:

-
cell A.

NOTE:
T3402 is set to default (12 min.).

UE:

- 
the UE is configured to initiate combined EPS/IMSI attach;

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.2.3.3.2
Test procedure sequence

The sequence is executed for execution counter k = 1, 2.

Table 9.2.1.2.3.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	The UE transmits a combined ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified.
	-->
	ATTACH REQUEST
	-
	-

	3-6Aa2
	Void
	-
	-
	-
	-

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	6B-6H
	Steps 5-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed
	-
	-
	-
	-

	7
	The SS transmits an ATTACH ACCEPT message with EPS attach result indicating "EPS only" and EMM cause indicating according to specific message contents and with IE EPS Bearer Identity set to default EPS bearer context. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT.

Note 1: SS allocates a PDN address of a PDN type which is compliant with from the PDN type requested by the UE.
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 8 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH COMPLETE message including a ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message as specified?
	-->
	ATTACH COMPLETE
	1
	P

	-
	EXCEPTION: Steps 8a1 to 8c1 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that takes place when the UE is configured in a certain way. 
	-
	-
	
	

	8a1-8c1
	Steps 16a1-16c1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 8Aa1 to 8Ab5 describe behaviour that depends on UE capabilities/configuration and test requirements; the "lower case letter" identifies a step sequence that takes place if one of those is supported/configured.
	
	
	
	

	8Aa1-8Aa3
	IF MULTI_PDN AND 

pc_UE_supports_user_initiated_PDN_disconnect THEN

the non-IMS PDN shall be released as specified in steps 10-12 of TS 36.508 subclause 4.5A.17
	-
	-
	-
	-

	8Ab1
	IF MULTI_PDN AND pc_UE_supports_user_initiated_PDN_disconnect THEN

Cause the UE to request disconnection from the additional PDN(Note 1)
	-
	-
	-
	-

	8Ab2-8Ab5
	IF MULTI_PDN AND pc_UE_supports_user_initiated_PDN_disconnect THEN

the non-IMS PDN shall be released as specified in steps 9-12 of TS 36.508 subclause 4.5A.18
	-
	-
	-
	-

	9
	Void
	-
	-
	-
	-

	10
	Check1: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with  "combined TA/LA updating with IMSI attach"?

Check2: Is the time between the previous ATTACH ACCEPT and TRACKING AREA UPDATE REQUEST equal to T3411?
	-->
	TRACKING AREA UPDATE REQUEST
	1,2
	P

	11
	SS transmits a TRACKING AREA UPDATE ACCEPT message with EPS update result indicating "TA updated" and EMM cause indicating according to specific message contents.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	11A
	The SS releases the RRC connection.
Note: Tracking area updating attempt counter=2
	-
	-
	-
	-

	12
	Check1: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with  "combined TA/LA updating with IMSI attach"?

Check2: Is the time between the previous TRACKING AREA UPDATE ACCEPT and TRACKING AREA UPDATE REQUEST equal to T3411?
	-->
	TRACKING AREA UPDATE REQUEST
	2,3 
	P

	13
	SS transmits a TRACKING AREA UPDATE ACCEPT message with EPS update result indicating "TA updated" and EMM cause indicating according to specific message contents.
	<--
	TRACKING AREA UPDATE ACCEPT 
	-
	-

	13A
	The SS releases the RRC connection.
Note: Tracking area updating attempt counter=3
	-
	-
	-
	-

	14
	Check1: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with "combined TA/LA updating with IMSI attach"?

Check2: Is the time between the previous TRACKING AREA UPDATE ACCEPT and TRACKING AREA UPDATE REQUEST equal to T3411?
	-->
	TRACKING AREA UPDATE REQUEST
	2,3 
	P

	15
	SS transmits a TRACKING AREA UPDATE ACCEPT message with EPS update result indicating "TA updated" and EMM cause indicating according to specific message contents
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	15A
	The SS releases the RRC connection.
Note: Tracking area updating attempt counter=4
	-
	-
	-
	-

	16
	Check1: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with  "combined TA/LA updating with IMSI attach"?

Check2: Is the time between the previous TRACKING AREA UPDATE ACCEPT and TRACKING AREA UPDATE REQUEST equal to T3411?
	-->
	TRACKING AREA UPDATE REQUEST
	2,3 
	P

	-
	EXCEPTION: Steps 17a1 to 17b2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that takes place according to UE mode of operation
	-
	-
	-
	-

	17 a1
	IF the UE is configured to operate in CS/PS mode 2, then SS transmits a TRACKING AREA UPDATE ACCEPT message with EPS update result indicating "TA updated" and EMM cause indicating according to specific message contents.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	17a2
	The SS releases the RRC connection.
Note: Tracking area updating attempt counter=5
	-
	-
	-
	-

	17a3
	Check1: Does the UE send TRACKING AREA UPDATE REQUEST message with "combined TA/LA updating with IMSI attach"?

Check2: Is the time between the previous TRACKING AREA UPDATE ACCEPT and TRACKING AREA UPDATE REQUEST equal to T3402?

Note: Tracking area updating attempt counter is reset  
	-->
	TRACKING AREA UPDATE REQUEST
	2,3 
	P

	17a4
	SS transmits a TRACKING AREA UPDATE ACCEPT message with EPS update result indicating "combined TA/LA updated " according to default message contents.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	17a5
	The UE transmits a TRACKING AREA UPDATE COMPLETE message
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	17a6
	The SS releases the RRC connection. 


	-
	-
	-
	-

	17a7
	Check: Does the result of test procedure in 36.508 clause 6.4.2.4 indicate that the UE answer to paging with S-TMSI-1 (associated with GUTI-1) for PS domain?
	-
	-
	3
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-

	17b1
	ELSE SS transmits a TRACKING AREA UPDATE ACCEPT message with EPS update result indicating "combined TA/LA updated".
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	17b2
	The UE transmits a TRACKING AREA UPDATE COMPLETE message 

Note: Tracking area updating attempt counter is reset.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-

	18-20
	Void
	-
	-
	- 
	-

	NOTE 1:
The request to disconnect from a PDN may be performed by MMI or AT command; in any case the EPS bearer identity of the Default EPS Bearer of the PDN to be released needs to be handed over to the UE.


9.2.1.2.3.3.3
Specific message contents
Table 9.2.1.2.3.3.3-1: Message ATTACH REQUEST (step 2, Table 9.2.1.2.3.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	EPS attach type
	010
	"combined EPS/IMSI attach" 
	

	Old GUTI or IMSI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	

	Old location area identification
	LAI-1
	
	

	TMSI status
	Not present 
	
	


Table 9.2.1.2.3.3.3-2: Message ATTACH ACCEPT (step 7, Table 9.2.1.2.3.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-1

	Information Element
	Value/remark
	Comment
	Condition

	EPS attach result
	001
	"EPS only"
	

	GUTI
	Not present
	
	

	Location area identification
	Not present
	SS doesn’t provide LAI
	

	MS identity
	Not Present 
	SS doesn’t provide TMSI 
	

	EMM cause
	00010000 for k=1 or

00010001 for k=2 
	#16 (MSC temporarily not reachable) for k=1

#17 (Network failure) for k=2
	


Table 9.2.1.2.3.3.3-3: Message TRACKING AREA UPDATE REQUEST (steps 10-12-14-16-17a3, Table 9.2.1.2.3.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	010
	"combined TA/LA updating with IMSI attach" 
	

	Old GUTI
	GUTI-1
	
	

	Old P-TMSI signature
	Not present
	This IE is included when the UE holds a valid P-TMSI signature.
	

	Additional GUTI
	Not present
	TIN = 'GUTI'
	

	Last visited registered TAI
	TAI-1
	
	

	Old location area identification
	LAI-1
	
	

	TMSI status
	Not present
	
	


Table 9.2.1.2.3.3.3-4: Message TRACKING AREA UPDATE ACCEPT (steps 11-13-15, Table 9.2.1.2.3.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	EPS update result
	000
	"TA updated"

SS accepts Combined TAU for EPS services only.
	

	GUTI
	Not present
	
	

	Location area identification
	Not present
	SS doesn’t provide LAI
	

	MS identity
	Not Present 
	SS doesn’t provide TMSI 
	

	EMM cause
	00010000 for k=1 or

00010001 for k=2 
	#16 (MSC temporarily not reachable) for k=1

#17 (Network failure) for k=2
	


Table 9.2.1.2.3.3.3-5: Message TRACKING AREA UPDATE ACCEPT (steps 17a1, Table 9.2.1.2.3.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	EPS update result
	000
	"TA updated"

SS accepts Combined TAU for EPS services only.
	

	GUTI
	Not present
	
	

	Location area identification
	Not present
	SS doesn’t provide LAI
	

	MS identity
	Not Present 
	SS doesn’t provide TMSI 
	

	EMM cause
	00010000 for k=1 or

00010001 for k=2 
	#16 (MSC temporarily not reachable) for k=1

#17 (Network failure) for k=2
	

	T3402
	‘000 01111’B
	30 seconds
	


<End of modified section>

<Start of next modified section>

9.2.3.1.5a
Periodic tracking area update / Accepted / Per-device timer

9.2.3.1.5a.1
Test Purpose (TP)

(1)

with { UE in state EMM-REGISTERED and EMM-IDLE mode with timer T3412 “normal” and extended values being allocated by the SS during attach procedure }

ensure that {

  when { timer T3412 extended value expires }

   then { UE sends TRACKING AREA UPDATE REQUEST message with EPS update type = “Periodic updating” }

             }

(2)

with { UE in state EMM-REGISTERED and EMM-IDLE mode with timer T3412 “normal” and extended values being allocated by the SS during TAU procedure }

ensure that {

  when { timer T3412 extended value expires }

   then { UE sends TRACKING AREA UPDATE REQUEST message with EPS update type = “Periodic updating” }

             }

9.2.3.1.5a.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.3.5, 5.5.1.2.4 and 5.5.3.2.4.

[TS 24.301 clause 5.3.5]

Periodic tracking area updating is used to periodically notify the availability of the UE to the network. The procedure is controlled in the UE by the periodic tracking area update timer (timer T3412). The value of timer T3412 is sent by the network to the UE in the ATTACH ACCEPT message and can be sent in the TRACKING AREA UPDATE ACCEPT message. The UE shall apply this value in all tracking areas of the list of tracking areas assigned to the UE, until a new value is received.

The UE indicates in the MS network feature support IE whether it supports the T3412 extended value.

...
When a UE is not attached for emergency bearer services, and timer T3412 expires, the periodic tracking area updating procedure shall be started and the timer shall be set to its initial value for the next start.

…

If the network includes T3412 extended value IE in the ATTACH ACCEPT message or TRACKING AREA UPDATE ACCEPT message, the network shall use T3412 extended value IE as the value of timer T3412.

[TS 24.301 clause 5.5.1.2.4]

If the attach request is accepted by the network, the MME shall send an ATTACH ACCEPT message to the UE and start timer T3450. The MME shall send the ATTACH ACCEPT message together with an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message contained in the ESM message container information element to activate the default bearer (see subclause 6.4.1). The network may also initiate the activation of dedicated bearers towards the UE by invoking the dedicated EPS bearer context activation procedure (see subclause 6.4.2).

...

If the ATTACH ACCEPT message contains a T3412 extended value IE, then the UE shall use the value in T3412 extended value IE as periodic tracking area update timer (T3412). If the ATTACH ACCEPT message does not contain T3412 extended value IE, then the UE shall use the value in T3412 value IE as periodic tracking area update timer (T3412).

[TS 24.301 clause 5.5.3.2.4]

If the tracking area update request has been accepted by the network, the MME shall send a TRACKING AREA UPDATE ACCEPT message to the UE. If the MME assigns a new GUTI for the UE, a GUTI shall be included in the TRACKING AREA UPDATE ACCEPT message. In this case, the MME shall start timer T3450 and enter state EMM-COMMON-PROCEDURE-INITIATED as described in subclause 5.4.1. The MME may include a new TAI list for the UE in the TRACKING AREA UPDATE ACCEPT message.

...

If the TRACKING AREA UPDATE ACCEPT message contains T3412 extended value IE, then the UE shall use the T3412 extended value IE as periodic tracking area update timer (T3412). If the TRACKING AREA UPDATE ACCEPT contains T3412 value IE, but not T3412 extended value IE, then the UE shall use value in T3412 value IE as periodic tracking area update timer (T3412). If neither T3412 value IE nor T3412 extended value IE is included, the UE shall use the value currently stored, e.g. from a prior ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT message.

9.2.3.1.5a.3
Test description

9.2.3.1.5a.3.1
Pre-test conditions

System Simulator:

-
cell A.

UE:

The UE indicates in the MS network feature support IE that it supports the T3412 extended value..

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.3.1.5a.3.2
Test procedure sequence

Table 9.2.3.1.5a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is powered up or switched on.
	-
	
	-
	-

	2
	The UE transmits an ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN 
	-->
	ATTACH REQUEST
	-
	-

	3-6Aa2
	Void
	-
	-
	-
	-

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	6B-6H
	Steps 5-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed
	-
	-
	-
	-

	7
	The SS transmits an ATTACH ACCEPT message with GUTI-1 and with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.

SS assigns both a "normal" and an extended value for the T3412 timer.
	<--
	ATTACH ACCEPT
	-
	-

	8
	The UE transmits an ATTACH COMPLETE message with the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message
	-->
	ATTACH COMPLETE
	-
	-

	9
	The SS releases the RRC connection.
	
	
	-
	-

	10
	The SS waits 6minutes. (Expiry of T3412 extended value)
	-
	
	
	

	11
	Check: Does the UE send TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	12
	The SS sends TRACKING AREA UPDATE ACCEPT.

SS assigns both a "normal" and an extended value for the T3412 timer.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	13
	The UE sends TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	14
	The SS releases the RRC connection.
	
	
	-
	-

	15
	The SS waits 8 minutes. (Expiry of T3412 extended value)
	-
	-
	-
	-

	16
	Check: Does the UE send TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	17
	The SS sends TRACKING AREA UPDATE ACCEPT.

The SS assigns T3412 ”normal” and extended values. The extended value is different from the one assigned in the ATTACH ACCEPT message in step 7.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	18
	The UE sends TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	19
	The SS releases the RRC connection.
	
	
	-
	-


9.2.3.1.5a.3.3
Specific message contents
Table 9.2.3.1.5a.3.3-0: Message ATTACH REQUEST (steps 2, Table 9.2.3.1.5a.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	MS network feature support
	1
	MS supports the extended periodic timer in this domain
	


Table 9.2.3.1.5a.3.3-1: Message ATTACH ACCEPT (step 7, Table 9.2.3.1.5a.3.2-1)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	
	
	

	Unit
	'001'B
	value is incremented in multiples of 1 minute
	

	Timer value
	'00100'B
	''4 minutes''
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00000110'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00000'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	MCC

MNC

TAC 1
	TAI-1
	
	

	GUTI
	GUTI-1
	
	

	T3412 extended value
	
	
	

	  Unit
	'101'B
	value is incremented in multiples of 1 minute
	

	  Timer value
	'00110'B
	''6 minutes''
	


Table 9.2.3.1.5a.3.3-2: Message TRACKING AREA UPDATE REQUEST (step 11, Table 9.2.3.1.5a.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update type
	
	
	

	EPS update type value
	'011'B
	''Periodic updating'' 
	

	Old GUTI
	GUTI-1
	
	

	MS network feature support
	1
	MS supports the extended periodic timer in this domain
	


Table 9.2.3.1.5a.3.3-3: Message TRACKING AREA UPDATE ACCEPT (steps 12 and 17, Table 9.2.3.1.5a.3.2-1)

	Derivation path: 36.508 table 4.7.2-24 with condition TA_only.

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	
	
	

	Unit
	'001'B
	value is incremented in multiples of 1 minute
	

	Timer value
	'00100'B
	''4 minutes''
	

	GUTI
	GUTI-2
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00000110'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00000'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	MCC

MNC

TAC 1
	TAI-1
	
	

	T3412 extended value
	
	
	

	  Unit
	'101'B
	value is incremented in multiples of 1 minute
	

	  Timer value
	'01000'B
	''8 minutes''
	


Table 9.2.3.1.5a.3.3-4: Message TRACKING AREA UPDATE REQUEST (step 16, Table 9.2.3.1.5a.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update type
	
	
	

	EPS update type value
	'011'B
	''Periodic updating'' 
	

	Old GUTI
	GUTI-2
	
	

	MS network feature support
	1
	MS supports the extended periodic timer in this domain
	


<NEXT MODIFIED SECTION>
9.2.3.1.23
Normal tracking area update / Abnormal case / Success after several attempts due to no network response / TA belongs to TAI list and status is UPDATED / TA does not belong to TAI list or status is not UPDATED

9.2.3.1.23.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Periodic updating' and has the tracking area updating attempt counter set to the value less than four, the TAI of the current serving cell is included in the TAI list and the update status is equal to EU1 UPDATED }

ensure that {
  when { UE detects release of the NAS signalling connection }

    then { UE keeps the update status to EU1 UPDATED, enters state EMM-REGISTERED.NORMAL-SERVICE and starts timer T3411 }

            }

(2)

with { UE has sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Periodic updating', has the tracking area updating attempt counter set to the value less than four, has detected T3430 expiry, the TAI of the current serving cell is included in the TAI list and the update status is equal to EU1 UPDATED }

ensure that {
  when { UE detects T3411 expiry }

    then { UE initiates the tracking area updating procedure }

            }

(3)

with { UE has sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'TA updating' or 'combined TA/LA updating' and has the tracking area updating attempt counter set to the value less than four and the TAI of the current serving cell is not included in the TAI list or the update status is different to EU1 UPDATED }

ensure that {
  when { UE detects release of the NAS signalling connection }

    then { UE starts timer T3411, sets the update status to EU2 NOT UPDATED and changes to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE }

            }

(4)

with { UE has sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'TA updating' or 'combined TA/LA updating', has the tracking area updating attempt counter set to the value less than four, has detected T3430 expiry and the TAI of the current serving cell is not included in the TAI list or the update status is different to EU1 UPDATED }

ensure that {
  when { UE detects T3411 expiry }

    then { UE initiates the tracking area updating procedure }

            }

9.2.3.1.23.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.1, 5.5.3.2.6 and 5.5.3.3.6.

[TS 24.301, clause 5.5.3.1]

A tracking area updating attempt counter is used to limit the number of subsequently rejected tracking area update attempts. The tracking area updating attempt counter shall be incremented as specified in subclause 5.5.3.2.6. Depending on the value of the tracking area updating attempt counter, specific actions shall be performed. The tracking area updating attempt counter shall be reset when:

-
an attach or combined attach procedure is successfully completed;

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is successfully completed; or

-
a normal or periodic tracking area updating or a combined tracking area updating procedure is rejected with EMM cause #11, #12, #13, #14, #15 or #25.

Additionally the tracking area updating attempt counter shall be reset when the UE is in substate EMM-REGISTERED.ATTEMPTING-TO-UPDATE or EMM-REGISTERED.ATTEMPTING-TO-UPDATE-MM, and:

-
a new tracking area is entered; or

-
timer T3402 expires.

[TS 24.301, clause 5.5.3.2.6]

The following abnormal cases can be identified:

...

b)
Lower layer failure or release of the NAS signalling connection before the TRACKING AREA UPDATE ACCEPT or TRACKING AREA UPDATE REJECT message is received


The tracking area updating procedure shall be aborted, and the UE shall proceed as described below.

c)
T3430 timeout


The UE shall abort the procedure and proceed as described below. The NAS signalling connection shall be released locally.

...

For the cases b, c, d, e, and f, the UE shall stop any ongoing transmission of user data.

For the cases b, c and d the UE shall proceed as follows:


Timer T3430 shall be stopped if still running. The tracking area updating attempt counter shall be incremented, unless it was already set to 5.


If the tracking area updating attempt counter is less than 5, and the TAI of the current serving cell is included in the TAI list and the EPS update status is equal to EU1 UPDATED:

-
the UE shall keep the EPS update status to EU1 UPDATED and enter state EMM-REGISTERED.NORMAL-SERVICE. The UE shall start timer T3411.

If in addition the TRACKING AREA UPDATE REQUEST indicated "periodic updating", the timer T3411 may be stopped when the UE enters EMM-CONNECTED mode.

If  timer T3411 expires the tracking area updating procedure is triggered again.


If the tracking area updating attempt counter is less than 5, and the TAI of the current serving cell is not included in the TAI list or the EPS update status is different to EU1 UPDATED:

-
the UE shall start timer T3411, shall set the EPS update status to EU2 NOT UPDATED and change to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE. When timer T3411 expires the tracking area updating procedure is triggered again.



If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GPRS update status as specified in 3GPP TS 24.008 [13] for the abnormal case when a normal or periodic routing area updating procedure fails and the routing area updating attempt counter is less than 5 and the GPRS update status is different from GU1 UPDATED.

[TS 24.301, clause 5.5.3.3.6]

If the tracking area updating attempt counter is incremented according to subclause 5.5.3.2.6 the next actions depend on the value of the tracking area updating attempt counter.

-
if the update status is U1 UPDATED and the tracking area updating attempt counter is less than 5, then the UE shall keep the update status to U1 UPDATED, the new MM state is MM IDLE substate NORMAL SERVICE;

-
if the tracking area updating attempt counter is less than 5 and, additionally, the update status is different from U1 UPDATED UE shall delete any LAI, TMSI, ciphering key sequence number and list of equivalent PLMNs and set the update status to U2 NOT UPDATED. The MM state remains MM LOCATION UPDATING PENDING; or

-
if the tracking area updating attempt counter is equal to 5, the UE shall delete any LAI, TMSI, ciphering key sequence number and list of equivalent PLMNs and set the update status to U2 NOT UPDATED. A UE operating in CS/PS mode 1 of operation shall select GERAN or UTRAN radio access technology and proceed with appropriate MM or GMM specific procedures.

9.2.3.1.23.3
Test description

9.2.3.1.23.3.1
Pre-test conditions

System Simulator:

-
cell A and cell B 

-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.

UE:

none.

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.3.1.23.3.2
Test procedure sequence

Table 9.2.3.1.23.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "Serving cell". Set the cell type of Cell B to the "Suitable neighbour intra-frequency cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is powered on or switched on.
	-
	-
	-
	-

	3-8a2
	Void
	-
	-
	-
	-

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	8A1-8A10
	Steps 2-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed
	-
	-
	-
	-

	8A
	The SS activates UE radio bearer test mode.
	-
	-
	-
	-

	9
	The SS responds with an ATTACH ACCEPT message with the T3412 value indicating 6 min. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 10 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	10
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.

NOTE: The tracking area updating attempt counter is reset.
	-->
	ATTACH COMPLETE
	-
	-

	11
	The SS releases the RRC connection.
	-
	-
	-
	-

	12
	Wait for 6 min to ensure that T3412 expires.
	-
	-
	-
	-

	13
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	14
	The SS releases the RRC connection.

NOTE: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	15
	The SS pages the UE using S-TMSI with CN domain indicator set to "PS".
	-
	-
	-
	-

	16
	Check: Does the UE transmit a SERVICE REQUEST message?
	-->
	SERVICE REQUEST
	1
	P

	17
	The SS transmits a SERVICE REJECT message with EMM cause set to "Congestion".
	<--
	SERVICE REJECT
	-
	-

	18
	The SS releases the RRC connection.
	-
	-
	-
	-

	19
	Wait for 10s after step 14 to ensure that T3411 expires.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 19Aa1 to 19Aa4 describes behaviour depending on UE behaviour; the “lower case letter” identifies a step sequence that take place if the UE does not transmit any TRACKING AREA UPDATE REQUEST message
	-
	-
	-
	-

	19Aa1
	IF the UE does not transmit any TRACKING AREA UPDATE REQUEST message THEN wait for 6 min to ensure that T3412 expires.
	-
	-
	-
	-

	19Aa2
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to ‘Periodic updating’.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	19Aa3
	The SS releases the RRC connection.
	-
	-
	-
	-

	19Aa4
	Wait for 10s after step 19Aa3 to ensure that T3411 expires.
	-
	-
	-
	-

	20
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	21
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.

NOTE: The tracking area updating attempt counter is reset.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	22
	The SS releases the RRC connection.
	-
	-
	-
	-

	22A
	Generic test procedure in TS 36.508 subclause 4.5.3A.3 is performed.

NOTE: The UE performs the establishment of the new data radio bearer associated with the default EPS bearer context.
	-
	-
	-
	-

	22B
	Generic test procedure in TS 36.508 subclause 4.5.4.3 is performed.

NOTE: The UE enters the UE test loop mode.
	-
	-
	-
	-

	22C
	The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context.
	-
	-
	-
	-

	22D
	Wait for 1 s after the IP packet has been transmitted in step 22C. (Note 1)
	-
	-
	-
	-

	22E
	The SS releases the RRC connection.
	-
	-
	-
	-

	23
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	24
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating' or ‘combined TA/LA updating’.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	24A
	Wait for 15s after step 24 to ensure that T3430 expires.
	-
	-
	-
	-

	25
	The SS releases the RRC connection.

NOTE: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	26
	Void
	-
	-
	-
	-

	27
	Check: Does the UE transmit a SERVICE REQUEST message within 5s?
	-->
	SERVICE REQUEST
	3
	F

	28
	Wait for 10s after step 25 to ensure that T3411 expires.
	-
	-
	-
	-

	29
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating' or ‘combined TA/LA updating’?
	-->
	TRACKING AREA UPDATE REQUEST
	4
	P

	30
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	-
	EXCEPTION: Step 31 and Step 32a1 can occur in any order.
	-
	-
	-
	-

	31
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.

NOTE: The tracking area updating attempt counter is reset.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	-
	EXCEPTION: Step 32a1 describes behaviour that depends on UE implementation; the "lower case letter" identifies a step sequence that takes place if the UE has user data pending.
	-
	-
	-
	-

	32a1
	IF the UE has user data pending THEN the UE loop backs the IP packet received in step 22C on the DRB associated with the default EPS bearer context on Cell B within 5s.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-

	Note 1:
The 1 second delay is used to secure that the UE have received and forwarded the IP Packet transmitted by the SS in step 22C to the UE test loop function before the RRCConnectionRelease message is sent by the SS in step 22E.


<End of modified section>
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