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	Reason for change:
	Following the final implementation of TTCN CR R5s150968, in 16wk10 TTCN, strings representing SIP URLs are decoded into the type “SipUrl” using decvalue(). This type should marked as using “SIPCodec” encoding so the correct decoding can be applied by the SS.

	
	

	Summary of change:
	Add “with {encode “SIPCodec”} to SipUrl type definition
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Change 1 
	Function name
	Type definition SipUrl

	Reason for change
	Following the final implementation of TTCN CR R5s150968, in 16wk10 TTCN, strings representing SIP URLs are decoded into the type “SipUrl” using decvalue(). This type should marked as using “SIPCodec” encoding so the correct decoding can be applied by the SS.

	Summary of change
	Add “with {encode “SIPCodec”} to SipUrl type definition

	TTCN module
	LibSip_SIPTypesAndValues.ttcn

	MCC160 Comment
	


Before change

type record SipUrl {

                    charstring scheme, // e.g "sip" or "tel"

                    UriComponents components, // corresponding to the scheme

                    SemicolonParam_List urlParameters optional,

                    AmpersandParam_List headers optional

                }  
After change

type record SipUrl {

                    charstring scheme, // e.g "sip" or "tel"

                    UriComponents components, // corresponding to the scheme

                    SemicolonParam_List urlParameters optional,

                    AmpersandParam_List headers optional

                }  with { encode "SIPCodec"}
