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Change 1 
	Function name
	fl_tc_9_2_1_2_4_Body

	Reason for change
	As per spec 36.523 Table 9.2.1.2.4.3.2-1: The following messages are to be observed on Cell B unless explicitly stated otherwise – step 13
Step20 and steps 20A1a1-20A3b1 need to be performed on Cell B.

	Summary of change
	Cell ID changed from CellA to CellB in step20 and steps 20A1a1-20A3b1

	TTCN module
	\LTE\9_2\NAS_Attach_EOnly.ttcn

	MCC160 Comment
	


Before change

    //@siclog "Step 19" siclog@

    //+   SS responds with ATTACH ACCEPT message with IE EPS Bearer Identity set to default EPS bearer context.

    //    The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT.

    f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams(eutra_CellB,

                                                                  v_EPS_Bearer_Id,

                                                                  v_RRC_TI,

                                                                  v_EPS_TI,

                                                                  tsc_EAttachType_Combined,

                                                                  f_EUTRA_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_PcoToUE)),

                                                                  f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti2_Params), // @sic R5s100875 sic@

                                                                  cs_TAIListNonConsecutive_lv (tsc_PLMN1, {tsc_TAC2}),

                                                                  v_LAI_B,

                                                                  f_GetMSId (Combined), // @sic R5s110176 sic@

                                                                  omit,

                                                                  v_APNandPCOs.accessPointName,  // @sic R5s150963 sic@

                                                                  f_GetDefaultProtocolConfigOptions (v_PcoToUE), // @sic R5-104703 sic@

                                                                  f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.aTTACH_REQUEST.addUpdateType,

                                                                                              Combined)); // @sic R5s110176 sic@

    /////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////

    //   EXCEPTION: In parallel to the event described in step 20 below the generic procedure for IP address allocation in the U-plane /////

    //   specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE. ///////

    ////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////

    //@siclog "Step 20" siclog@

    //+   Check: Does the UE transmit an ATTACH COMPLETE message

    //    including a ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message as specified?

    SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,  

                                    cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                      cr_508_ATTACH_COMPLETE,

                                                                      cr_508_ActivateDefEpsBearerContextAccept(v_EPS_Bearer_Id))))  -> value v_ReceivedAsp;

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 20");

    //@siclog "Steps 20A1a1-20A3b1" siclog@

    //Steps 16a1-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    v_NasInd := v_ReceivedAsp.Signalling.Nas[0];

    f_EUTRA_InitialRegistration_Step16_18b1(eutra_CellA, -, -, -, v_NasInd); // @sic R5-161092 sic@   

  }// function fl_tc_9_2_1_2_4_Body

After change

    //@siclog "Step 19" siclog@

    //+   SS responds with ATTACH ACCEPT message with IE EPS Bearer Identity set to default EPS bearer context.

    //    The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT.

    f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams(eutra_CellB,

                                                                  v_EPS_Bearer_Id,

                                                                  v_RRC_TI,

                                                                  v_EPS_TI,

                                                                  tsc_EAttachType_Combined,

                                                                  f_EUTRA_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_PcoToUE)),

                                                                  f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti2_Params), // @sic R5s100875 sic@

                                                                  cs_TAIListNonConsecutive_lv (tsc_PLMN1, {tsc_TAC2}),

                                                                  v_LAI_B,

                                                                  f_GetMSId (Combined), // @sic R5s110176 sic@

                                                                  omit,

                                                                  v_APNandPCOs.accessPointName,  // @sic R5s150963 sic@

                                                                  f_GetDefaultProtocolConfigOptions (v_PcoToUE), // @sic R5-104703 sic@

                                                                  f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.aTTACH_REQUEST.addUpdateType,

                                                                                              Combined)); // @sic R5s110176 sic@

    /////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////

    //   EXCEPTION: In parallel to the event described in step 20 below the generic procedure for IP address allocation in the U-plane /////

    //   specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE. ///////

    ////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////////

    //@siclog "Step 20" siclog@

    //+   Check: Does the UE transmit an ATTACH COMPLETE message

    //    including a ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message as specified?

    SRB.receive(car_SRB2_NasPdu_IND(eutra_CellB,  

                                    cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                      cr_508_ATTACH_COMPLETE,

                                                                      cr_508_ActivateDefEpsBearerContextAccept(v_EPS_Bearer_Id))))  -> value v_ReceivedAsp;

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 20");

    //@siclog "Steps 20A1a1-20A3b1" siclog@

    //Steps 16a1-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    v_NasInd := v_ReceivedAsp.Signalling.Nas[0];

    f_EUTRA_InitialRegistration_Step16_18b1(eutra_CellB, -, -, -, v_NasInd); // @sic R5-161092 sic@   

  }// function fl_tc_9_2_1_2_4_Body
