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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2015-03_D16wk10’ after implementation of earlier submitted TTCN CRs R5s160334 and R5s160415.
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3. Correction to EMM test case 9.2.3.1.5
Change 1 – Correction to local function ‘fl_TC_9_2_3_1_5_Body’
	Function name
	fl_TC_9_2_3_1_5_Body ()

	Reason for change
	In the recently submitted TTCN CRs (R5s160334 + R5s160415) for Multi-PDN enhancements, a call to generic function “f_EUTRA_InitialRegistration_Step5_11()” was introduced in steps 3 - 6. However, in case of TC 9.2.3.1.5 there is no UE capability information stored.

	Summary of change
	Call generic function “f_EUTRA_InitialRegistration_Step5_13()” instead of “f_EUTRA_InitialRegistration_Step5_11()”, which will store the later on required UE capability information.

	TTCN module
	LTE\9_2\NAS_TrackingArea_EOnly.ttcn

	MCC160 Comment
	


Before change

...
    //@siclog "Step 3 - 6" siclog@
    //+   The SS starts an authentication procedure <-- AUTHENTICATION
    //+   REQUEST
    //+   The UE responds to the authentication procedure -->
    //+   AUTHENTICATION RESPONSE
    //+   The SS starts a NAS security mode command procedure to perform
    //+   NAS integrity protection. <-- SECURITY MODE COMMAND
    //+   The UE responds to the NAS security mode command procedure -->
    //+   SECURITY MODE COMPLETE
    v_APNandPCOs := f_EUTRA_InitialRegistration_Step5_11(eutra_CellA,STATE2_IDLEUPDATE, v_NasInd, false); // R5s160334
    v_Pco := v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions; // @sic R5s150963 sic@
    if (isvalue(v_APNandPCOs.protocolConfigurationOptions)) { // @sic R5s150963 sic@
      v_Pco := v_APNandPCOs.protocolConfigurationOptions;
    }
...

After change

...


    //@siclog "Step 3 - 6" siclog@
    //+   The SS starts an authentication procedure <-- AUTHENTICATION
    //+   REQUEST
    //+   The UE responds to the authentication procedure -->
    //+   AUTHENTICATION RESPONSE
    //+   The SS starts a NAS security mode command procedure to perform
    //+   NAS integrity protection. <-- SECURITY MODE COMMAND
    //+   The UE responds to the NAS security mode command procedure -->
    //+   SECURITY MODE COMPLETE
    v_APNandPCOs := f_EUTRA_InitialRegistration_Step5_13(eutra_CellA,STATE2_IDLEUPDATE, v_NasInd); // R5s160334 WI203768
    v_Pco := v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions; // @sic R5s150963 sic@
    if (isvalue(v_APNandPCOs.protocolConfigurationOptions)) { // @sic R5s150963 sic@
      v_Pco := v_APNandPCOs.protocolConfigurationOptions;
    }
... 
