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	Reason for change:
	In subclause 5.3.3.1a, the UE acting as a sidelink relay UE should be in RRC_CONNECTED when performing relay related sidelink communication no matter if the valid version of SystemInformationBlockType18 includes commTxPoolNormalCommon and commTxAllowedRelayCommon or not. So it is not necessary for the relay UE to check if the valid version of SystemInformationBlockType18 includes commTxPoolNormalCommon and commTxAllowedRelayCommon or not when initiating RRC connection.


	
	

	Summary of change:
	Both the Relay UE and the Remote UE check the condition “if SystemInformationBlockType18 is broadcast by the cell on which the UE camps”;
But only the Remote UE checks the condition “if the valid version of SystemInformationBlockType18 does not include commTxPoolNormalCommon or commTxAllowRelayCommon”.
Impact analysis
Impacted functionality:

Sidelink communication.

Inter-operability: 

1. If the network is implemented according to the CR and the UE is not, there is no inter-operability problem.
2. If the UE is implemented according to the CR and the network is not, there is no inter-operability problem.


	
	

	Consequences if not approved:
	The Relay UE may not establish RRC connection when the valid version of SystemInformationBlockType18 includes commTxPoolNormalCommon or commTxAllowRelayCommon. However, the relay UE is not allowed to use the normal resource pools configured in SIB18 and therefore cannot transmit sidelink communication.
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5.3.3.1a
Conditions for establishing RRC Connection for sidelink communication/ discovery
For sidelink communication an RRC connection is initiated only in the following case:

1>
if configured by upper layers to transmit non-relay related sidelink communication and related data is available for transmission:

2>
if SystemInformationBlockType18 is broadcast by the cell on which the UE camps; and if the valid version of SystemInformationBlockType18 does not include commTxPoolNormalCommon;

1>
if configured by upper layers to transmit relay related sidelink communication:

2>
if the UE is acting as sidelink relay UE; and if SystemInformationBlockType18 is broadcast by the cell on which the UE camps; or

2>
if the UE has a selected sidelink relay UE; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met
 and if SystemInformationBlockType18 is broadcast by the cell on which the UE camps; and if the valid version of SystemInformationBlockType18 does not include commTxPoolNormalCommon or commTxAllowRelayCommon;
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