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Start of modified section
5.1.1
Random Access Procedure initialization

(Unmodified text)

The Random Access procedure shall be performed as follows:

-
Flush the Msg3 buffer;

-
set the PREAMBLE_TRANSMISSION_COUNTER to 1;
-
if the UE is a BL UE or a UE in enhanced coverage:
-
set the PREAMBLE_TRANSMISSION_COUNTER_CE to 1;

-
if the RSRP threshold of CE level 3 is configured by upper layers in rsrp-ThresholdsPrachInfoList and the measured RSRP is less than the RSRP threshold of CE level 3 and the UE is capable of CE level 3 then: 
-
the MAC entity considers to be in CE level 3;

-
else if the RSRP threshold of CE level 2 configured by upper layers in rsrp-ThresholdsPrachInfoList and the measured RSRP is less than the RSRP threshold of CE level 2 and the UE is capable of CE level 2 then:
-
the MAC entity considers to be in CE level 2;

-
else if the measured RSRP is less than the RSRP threshold of CE level 1 as configured by upper layers in rsrp-ThresholdsPrachInfoList then:
-
the MAC entity considers to be in CE level 1;

-
else:

-
the MAC entity considers to be in CE level 0;
-
select the Random Access Preambles group, ra-ResponseWindowSize, mac-ContentionResolutionTimer and PRACH resource corresponding to the selected CE level;

-
set the backoff parameter value to 0 ms;

-
for the RN, suspend any RN subframe configuration; 

-
proceed to the selection of the Random Access Resource (see subclause 5.1.2).

End of modified section
Start of modified section
5.1.4
Random Access Response reception

(Unmodified text)
-
if the UE is a BL UE or a UE in enhanced coverage:

-
increment PREAMBLE_TRANSMISSION_COUNTER_CE by 1; 

-
if PREAMBLE_TRANSMISSION_COUNTER_CE = maxNumPreambleAttemptCE for the corresponding coverage level + 1:

-
reset PREAMBLE_TRANSMISSION_COUNTER_CE;

-
consider to be in the next CE level, if it is supported by the Serving Cell and the UE, otherwise stay in the current CE level;
-
proceed to the selection of a Random Access Resource (see subclause 5.1.2).

End of modified section
