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6.3.8
Sidelink information elements

–
SL-CommResourcePool
The IE SL-CommResourcePool specifies the configuration information for an individual pool of resources for sidelink communication. The IE covers the configuration of both the sidelink control information and the data.

SL-CommResourcePool information element

-- ASN1START

SL-CommTxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommResourcePool-r12

SL-CommTxPoolListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-v1310)) OF SL-CommResourcePool-r12

SL-CommRxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-RxPool-r12)) OF SL-CommResourcePool-r12

SL-CommResourcePool-r12 ::=

SEQUENCE {


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


data-CP-Len-r12





SL-CP-Len-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,


ue-SelectedResourceConfig-r12


SEQUENCE {



data-TF-ResourceConfig-r12



SL-TF-ResourceConfig-r12,



trpt-Subset-r12





SL-TRPT-Subset-r12 
OPTIONAL
-- Need OP


}















OPTIONAL, 
-- Need OR


rxParametersNCell-r12



SEQUENCE {



tdd-Config-r12




TDD-Config




OPTIONAL, 
-- Need OP



syncConfigIndex-r12


INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


txParameters-r12




SEQUENCE {



sc-TxParameters-r12



SL-TxParameters-r12,



dataTxParameters-r12


SL-TxParameters-r12


} 















OPTIONAL, 
-- Cond Tx


...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL 
-- Cond Tx


]]

}

SL-TRPT-Subset-r12 ::=


BIT STRING (SIZE (3..5))

-- ASN1STOP

	SL-CommResourcePool field descriptions

	sc-Period
Indicates the period over which resources are allocated in a cell for SC and over which scheduled and UE selected data transmissions occur, see PSCCH period in TS 36.213 [23]. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf80 corresponds to 80 subframes and so on. E-UTRAN configures values sf40, sf80, sf160 and sf320 for FDD and for TDD config 1 to 5, values sf70, sf140 and sf280 for TDD config 0, and finally values sf60, sf120 and sf240 for TDD config 6.

	syncConfigIndex
Indicates the synchronisation configuration that is associated with a reception pool, by means of an index to the corresponding entry of commSyncConfig in SystemInformationBlockType18.

	tdd-Config

TDD configuration associated with the reception pool of the cell indicated by syncConfigIndex. Absence of the field indicates the same duplex mode as the cell providing this field and the same UL/DL configuration as indicated by subframeAssignment in SystemInformationBlockType1 in case of TDD. 

	trpt-Subset

Indicates the subset of T-RPT available (see TS 36.213 [23, 14.1.1.1.1]). Consists of a bitmap which is used to indicate the set of available ‘k’ values to be used for sidelink communication (see TS 36.213 [23, 14.1.1.3]). If T-RPT subset configuration is not signaled/ preconfigured then UE assumes the whole T-RPT set is available.


	Conditional presence
	Explanation

	Tx
	The field is mandatory present when included in commTxPoolNormalDedicated, commTxPoolNormalCommon, commTxPoolNormalCommonExt, commTxPoolExceptional or sc-CommTxConfig. Otherwise the field is not present.


–
SL-CP-Len
The IE SL-CP-Len indicates the cyclic prefix length, see TS 36.211 [21].

SL-CP-Len information element

-- ASN1START

SL-CP-Len-r12 ::=



ENUMERATED {normal, extended}

-- ASN1STOP

–
SL-DiscConfig
The IE SL-DiscConfig specifies the dedicated configuration information for sidelink discovery.

SL-DiscConfig information element

-- ASN1START

SL-DiscConfig-r12 ::=




SEQUENCE {


discTxResources-r12





CHOICE {



release







NULL,



setup







CHOICE {




scheduled-r12




SEQUENCE {





discTxConfig-r12




SL-DiscResourcePool-r12
OPTIONAL, -- Need ON





discTF-IndexList-r12



SL-TF-IndexPairList-r12 
OPTIONAL, -- Need ON





discHoppingConfig-r12



SL-HoppingConfigDisc-r12















OPTIONAL
-- Need ON




},




ue-Selected-r12




SEQUENCE {





discTxPoolDedicated-r12


SEQUENCE {






poolToReleaseList-r12


SL-TxPoolToReleaseList-r12 OPTIONAL,
-- Need ON






poolToAddModList-r12


SL-DiscTxPoolToAddModList-r12 OPTIONAL
-- Need ON





} 












OPTIONAL
-- Need ON




}



}


}















OPTIONAL,
-- Need ON


...,


[[
discTF-IndexList-v1260



CHOICE {




release







NULL,




setup







SEQUENCE {





discTF-IndexList-r12b



SL-TF-IndexPairList-r12b




}



}














OPTIONAL
-- Need ON

]],


[[
discTxResourcesPS-r13


CHOICE {




release







NULL,




setup







CHOICE {





scheduled-r13





SL-DiscTxConfigScheduled-r13,





ue-Selected-r13





SEQUENCE {






discTxPoolPS-Dedicated-r13


SL-DiscTxPoolDedicated-r13





}




}



}














OPTIONAL,
-- Need ON



discTxInterFreqInfo-r13


CHOICE {




release







NULL,




setup







SEQUENCE {





discTxCarrierFreq-r13



ARFCN-ValueEUTRA-r9


OPTIONAL,
-- Need OR





discTxRefCarrierDedicated-r13

SL-DiscTxRefCarrierDedicated-r13
OPTIONAL,
-- Need OR





discTxInfoInterFreqListAdd-r13


SL-DiscTxInfoInterFreqListAdd-r13
OPTIONAL
-- Need ON




}



}














OPTIONAL,
-- Need ON



gapRequestsAllowedDedicated-r13

BOOLEAN


OPTIONAL,
-- Need ON



discRxGapConfig-r13




CHOICE {




release







NULL,




setup







SL-GapConfig-r13



}














OPTIONAL,
-- Need ON



discTxGapConfig-r13




CHOICE {




release







NULL,




setup







SL-GapConfig-r13



}














OPTIONAL,
-- Need ON



discSysInfoToReportConfig-r13

CHOICE {




release







NULL,




setup







SL-DiscSysInfoToReportFreqList-r13



}














OPTIONAL
-- Need ON


]]

}

SL-DiscSysInfoToReportFreqList-r13 ::= SEQUENCE (SIZE (1..maxFreq)) OF ARFCN-ValueEUTRA-r9

SL-DiscTxInfoInterFreqListAdd-r13 ::=
SEQUENCE {


discTxFreqToAddModList-r13



SEQUENCE (SIZE (1..maxFreq)) OF SL-DiscTxResourceInfoPerFreq-r13
OPTIONAL,
-- Need ON


discTxFreqToReleaseList-r13



SEQUENCE (SIZE (1..maxFreq)) OF ARFCN-ValueEUTRA-r9
OPTIONAL,
-- Need ON


...

}

SL-DiscTxResourceInfoPerFreq-r13 ::=
SEQUENCE
{


discTxCarrierFreq-r13




ARFCN-ValueEUTRA-r9,


discTxResources-r13





SL-DiscTxResource-r13
OPTIONAL,
-- Need OR


discTxResourcesPS-r13




SL-DiscTxResource-r13
OPTIONAL,
-- Need OR


discTxRefCarrierDedicated-r13


SL-DiscTxRefCarrierDedicated-r13
OPTIONAL,
-- Need OR


discCellSelectionInfo-r13




CellSelectionInfoNFreq-r13


OPTIONAL,
-- Need OR


...

}

SL-DiscTxResource-r13 ::=



CHOICE {


release







NULL,


setup







CHOICE {



scheduled-r13




SL-DiscTxConfigScheduled-r13,



ue-Selected-r13




SL-DiscTxPoolDedicated-r13


}

}

SL-DiscTxPoolToAddModList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-DiscTxPoolToAddMod-r12

SL-DiscTxPoolToAddMod-r12 ::=

SEQUENCE
{


poolIdentity-r12




SL-TxPoolIdentity-r12,


pool-r12






SL-DiscResourcePool-r12

}

SL-DiscTxConfigScheduled-r13 ::=


SEQUENCE {


discTxConfig-r13




SL-DiscResourcePool-r12
OPTIONAL, -- Need ON


discTF-IndexList-r13



SL-TF-IndexPairList-r12b
OPTIONAL, -- Need ON


discHoppingConfig-r13



SL-HoppingConfigDisc-r12
OPTIONAL,-- Need ON


...

}

SL-DiscTxPoolDedicated-r13 ::=


SEQUENCE {


poolToReleaseList-r13


SL-TxPoolToReleaseList-r12 OPTIONAL,
-- Need ON


poolToAddModList-r13


SL-DiscTxPoolToAddModList-r12 OPTIONAL
-- Need ON

}

SL-TF-IndexPairList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TF-IndexPair-r12)) OF SL-TF-IndexPair-r12

SL-TF-IndexPair-r12 ::=

SEQUENCE
{


discSF-Index-r12




INTEGER (1.. 200)

OPTIONAL,
-- Need ON


discPRB-Index-r12




INTEGER (1.. 50)

OPTIONAL
-- Need ON

}

SL-TF-IndexPairList-r12b ::=

SEQUENCE (SIZE (1..maxSL-TF-IndexPair-r12)) OF SL-TF-IndexPair-r12b

SL-TF-IndexPair-r12b ::=

SEQUENCE
{


discSF-Index-r12b




INTEGER (0..209)

OPTIONAL,
 -- Need ON


discPRB-Index-r12b




INTEGER (0..49)


OPTIONAL
 -- Need ON

}

SL-DiscTxRefCarrierDedicated-r13 ::=
CHOICE {


pCell







NULL,


sCell







SCellIndex-r10

}

-- ASN1STOP

	SL-DiscConfig field descriptions

	discCellSelectionInfo

Parameters that may be used by the UE to select/ reselect a cell on the concerned non serving frequency. If absent, the UE acquires the information from the target cell on the concerned frequency. See TS 36.304 [4, 11.4].

	discSysInfoToReportConfig

Indicates the request to start a SidelinkUEInformation procedure for reporting system information acquired during an inter-frequency discovery procedure.

	discTF-IndexList

Indicates a list of time-frequency resource indices pair where each pair of indices corresponds to one discovery message. E-UTRAN only configures discTF-IndexList-r12b when configuring the UE with scheduled SL discovery Tx resources. When receiving discTF-IndexList-r12b, the UE shall only consider this field (and hence ignore discTF-IndexList-r12, if included or previously configured).

	discTxConfig
Indicates the resources configuration used when E-UTRAN schedules Tx resources (i.e. the fields discSF-Index and discPRB-Index indicate the actual resources to be used).

	discTxInterFreqInfo
Indicates frequency applicable for the resources indicated by discTxResources-r12 (i.e. original resource field may cover first inter-frequency), and possibly resource allocations on additional frequencies as may be indicated by field discTxInfoInterFreqListAdd.

	discTxRefCarrierDedicated
Indicates if the PCell or an SCell is to be used as reference for DL measurements and synchronization, instead of the DL frequency paired with the one used to transmit sidelink discovery announcements on, see TS 36.213 [23, 14.3.1].

	discTxResources
Indicates the resources assigned to the UE for discovery announcements, which can either be a pool from which the UE may select or a set of resources specifically assigned for use by the UE.

	discTxResourcesPS
Indicates the resources assigned to the UE for PS discovery announcements, which can either be a pool from which the UE may select or a set of resources specifically assigned for use by the UE.

	SL-TF-IndexPair
A pair of indices, one for the time domain and one for the frequency domain, indicating the start of resources within the pool covered by discTxConfig, see TS 36.211 [21, 9.5.6] for one discovery message. The upper limits of discSF-Index and discPRB-Index are defined in TS 36.213 [23, 14.3.1].


<Cut until next modification>

–
SL-Priority
The IE SL-Priority indicates the one or more priorities of resource pool used for sidelink communication, or of a logical channel group used in case of scheduled sidelink communication resources, see TS 36. 321 [6].

SL-Priority information element

-- ASN1START

SL-PriorityList-r13 ::=

SEQUENCE (SIZE (1..maxSL-Prio-r13)) OF SL-Priority-r13

SL-Priority-r13 ::=


INTEGER (1..8)

-- ASN1STOP

7.3
Timers (Informative)

	Timer
	Start
	Stop
	At expiry

	T300

	Transmission of RRCConnectionRequest 
	Reception of RRCConnectionSetup or RRCConnectionReject message, cell re-selection and upon abortion of connection establishment by upper layers
	Perform the actions as specified in 5.3.3.6

	T301
	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject while performing RRC connection establishment
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T303
	Access barred while performing RRC connection establishment for mobile originating calls
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Info or

reception of MobilityFromEUTRACommand message including CellChangeOrder
	Criterion for successful completion of handover within E-UTRA, handover to E-UTRA or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT)
	In case of cell change order from E-UTRA or intra E-UTRA handover, initiate the RRC connection re-establishment procedure; In case of handover to E-UTRA, perform the actions defined in the specifications applicable for the source RAT.

	T305
	Access barred while performing RRC connection establishment for mobile originating signalling
	Upon entering RRC_CONNECTED and upon cell re-selection 
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T306
	Access barred while performing RRC connection establishment for mobile originating CS fallback.
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T307
	Reception of RRCConnectionReconfiguration message including MobilityControlInfoSCG
	Successful completion of random access on the PSCell, upon initiating re-establishment and upon SCG release
	Inform E-UTRAN about the SCG change failure by initiating the SCG failure information procedure as specified in 5.6.13.

	T308
	Access barred due to ACDC while performing RRC connection establishment subject to ACDC
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation for ACDC as specified in 5.3.3.7

	T310
	Upon detecting physical layer problems for the PCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving N311 consecutive in-sync indications from lower layers for the PCell, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311
	Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T312
	Upon triggering a measurement report for a measurement identity for which T312 has been configured, while T310 is running
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure, upon initiating the connection re-establishment procedure, and upon the expiry of T310
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure

	T313
	Upon detecting physical layer problems for the PSCell i.e. upon receiving N313 consecutive out-of-sync indications from lower layers
	Upon receiving N314 consecutive in-sync indications from lower layers for the PSCell, upon initiating the connection re-establishment procedure, upon SCG release and upon receiving RRCConnectionReconfiguration including MobilityControlInfoSCG
	Inform E-UTRAN about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.6.13.

	T320
	Upon receiving t320 or upon cell (re)selection to E-UTRA from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cellGlobalId for the requested cell, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId

	T325
	Timer (re)started upon receiving RRCConnectionReject message with deprioritisationTimer.
	
	Stop deprioritisation of all frequencies or E-UTRA signalled by RRCConnectionReject.

	T330
	Upon receiving LoggedMeasurementConfiguration message
	Upon log volume exceeding the suitable UE memory, upon initiating the release of LoggedMeasurementConfiguration procedure
	Perform the actions specified in 5.6.6.4

	T340
	Upon transmitting UEAssistanceInformation message with powerPrefIndication set to normal
	Upon initiating the connection re-establishment procedure
	No action.

	T350
	Upon entering RRC_IDLE if t350 has been received in wlan-OffloadInfo.
	Upon entering RRC_CONNECTED, or upon cell reselection.
	 Perform the actions specified in 5.6.12.4.

	T351
	Reception of RRCConnectionReconfiguration message including the associationTimer in WLAN-MobilityConfig.
	Upon successful connection to WLAN, upon leaving RRC_CONNECTED, upon triggering the handover procedure, or upon initiating the connection re-establishment procedure.
	Perform WLAN Connection Status Reporting specified in 5.6.15.2.

	T360
	Upon performing redistribution target selection as specified in TS 36.304 [4].
	Upon entering RRC_CONNECTED, upon receiving a Paging message including redistributionIndication and upon reselecting a cell not belonging to the redistribution target.
	Stop considering a frequency or cell to be redistribution target.

	T370
	Upon receiving SL-DiscConfig including a discSysInfoReportConfig set to setup.
	Upon initiating the transmission of SidelinkUEInformation including discSysInfoReportFreqList, upon receiving SL-DiscConfig including discSysInfoReportConfig set to release, upon handover and re-establishment.
	Release discSysInfoToReportConfig.


