Page 1



3GPP TSG-RAN WG2 Meeting #94 
R2-163524
Nanjing, China, 23 - 27 May 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.306
	CR
	1321
	rev
	-
	Current version:
	13.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to WLAN measurement support for LWIP

	
	

	Source to WG:
	Nokia, Alcatel-Lucent Shanghai Bell

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_WLAN_radio_legacy-Core
	
	Date:
	2015-05-23

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	During RAN2#93, when discussing the contribution R2-161539
, the following was decided: 

=>
UEs supporting RCLWI, LWA or LWIP support WLAN measurements

However, this has only been captured for RCLWI and LWA, making it possible toi think that a UE only supporting LWIP might not always support WLAN measurements.

	
	

	Summary of change:
	It is clarifued that a UE supporting LWIP shall always support WLAN measurements.
Isolated Impact analysis

Impacted functionality:

Rel-13 LWIP functionality
Inter-operability: 

1. If the network is implemented according to the CR and the UE is not, UE may not support WLAN measurements that network will assign and could experience a RLF.
2. If the UE is implemented according to the CR and the network is not, there are no problems as network will either never configure WLAN measurements or the UE will support any WLAN measurements that network configures.

	
	

	Consequences if not approved:
	It is unclear whether UEs supporting LWIP support WLAN measurements, which may cause RLF to happen if network assigns such measurements and UE doesn’t support them.
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Next Modified Subclause
4.3.24
LWIP parameters
4.3.24.1
lwip-r13
This field defines whether the UE supports LWIP operation. A UE which supports LWIP operation shall also support WLAN measurements.
