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{Start of changes}
4.3
Reference test conditions

This clause contains the reference test conditions, which apply to all test cases unless otherwise specified.

4.3.1
Test frequencies

The test frequencies are based on the E-UTRA frequency bands defined in the core specifications.

The raster spacing is 100 KHz.

E-UTRA/FDD is designed to operate in paired bands of 3GPP TS 36.101 [27]. The reference test frequencies for the RF and Signalling test environment for each of the operating bands are defined in sub clause 4.3.1.1.

E-UTRA/TDD is designed to operate in unpaired bands of 3GPP TS 36.101 [27]. The reference test frequencies for the RF and Signalling test environment for each of the operating bands are defined in sub clause 4.3.1.2.

For non-CA Signalling testing, E-UTRA frequency to be tested is mid range and E-UTRA channel bandwidth to be tested is 5MHz for all operating bands for all test cases as the default configuration unless specific channel bandwidth is specified for the operating band below:

For Band 11, 13, 18 and 20, channel bandwidth to be tested is 10 MHz as the default configuration.

For Band 38, 39, 40,  41 and 42, channel bandwidth to be tested is 20 MHz as the default configuration.

For CA Signalling testing with two component carriers, E-UTRA frequencies to be tested are according to sub clause 6.2.3.2 and the E-UTRA channel bandwidth combination is according to Table 4.3.1-1.

<Unchanged Sections Skipped>
4.3.1.1
FDD Mode Test frequencies

<Unchanged Sections Skipped>
4.3.1.1.8
FDD reference test frequencies for operating band 8

Table 4.3.1.1.8-1: Test frequencies for E-UTRA channel bandwidth for operating band 8

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	21457
	880.7
	3457
	925.7

	
	3
	21465
	881.5
	3465
	926.5

	
	5
	21475
	882.5
	3475
	927.5

	
	10 [1]
	21500
	885
	3500
	930

	Mid Range
	1.4/3/5 

10 [1]
	21625
	897.5
	3625
	942.5

	High Range
	1.4
	21793
	914.3
	3793
	959.3

	
	3
	21785
	913.5
	3785
	958.5

	
	5
	21775
	912.5
	3775
	957.5

	
	10 [1]
	21750
	910
	3750
	955

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.1.8A
FDD reference test frequencies for CA in operating band 8

Table 4.3.1.1.8A-1: Test frequencies for CA_8B

	Range
	CC-Combo /
NRB_agg
[RB]
	
	
	CC1
Note1
	
	
	
	
	CC2
Note1
	
	

	
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]

	Low
	25+50
	25
	21478
	882.8
	3478
	927.8
	50
	21550
	890
	3550
	935

	
	50+25
	50
	21500
	885
	3500
	930
	25
	21572
	892.2
	3572
	937.2

	
	50+50
	50
	21500
	885
	3500
	930
	50
	21599
	894.9
	3599
	939.9

	Mid
	25+50
	25
	21578
	892.8
	3578
	937.8
	50
	21650
	900.0
	3650
	945.0

	
	50+25
	50
	21600
	895.0
	3600
	940.0
	25
	21672
	902.2
	3672
	947.2

	
	50+50
	50
	21576
	892.6
	3576
	937.6
	50
	21675
	902.5
	3675
	947.5

	High
	25+50
	25
	21678
	902.8
	3678
	947.8
	50
	21750
	910
	3750
	955

	
	50+25
	50
	21700
	905
	3700
	950
	25
	21772
	912.2
	3772
	957.2

	
	50+50
	50
	21651
	900.1
	3651
	945.1
	50
	21750
	910
	3750
	955

	Note 1:
Carriers in increasing frequency order.


4.3.1.1.9
FDD reference test frequencies for operating band 9

Table 4.3.1.1.9-1: Test frequencies for E-UTRA channel bandwidth for operating band 9

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	21825
	1752.4
	3825
	1847.4

	
	10
	21850
	1754.9
	3850
	1849.9

	
	15 [1]
	21875
	1757.4
	3875
	1852.4

	
	20 [1]
	21900
	1759.9
	3900
	1854.9

	Mid Range
	5/10
15 [1]/20 [1]
	21975
	1767.4
	3975
	1862.4

	High Range
	5
	22125
	1782.4
	4125
	1877.4

	
	10
	22100
	1779.9
	4100
	1874.9

	
	15 [1]
	22075
	1777.4
	4075
	1872.4

	
	20 [1]
	22050
	1774.9
	4050
	1869.9

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


{End of changes}
