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1. Baseline Moving – 25.331 ASN.1
UTRAN RRC ASN.1 is upgraded to 25.331-d30. 

The subclauses below list only type changes that have impact on TTCN.
1.1
Field name changes

	RRCConnectionSetup-r9-IEs
	defaultConfigForCellFACH renamed to dummy
	changed in cs_RRCConnectionSetup_r9_IEs_FACH_FDD
cs_RRCConnectionSetup_r9_IEs_DCH_FDD
cs_RRCConnectionSetup_r9_IEs_DCH_TDD

	RRCConnectionSetup-r10-IEs
	defaultConfigForCellFACH renamed to dummy
	Changed in cs_RRCConnectionSetup_r10_IEs_DCH_FDD
cs_RRCConnectionSetup_r10_IEs_DCH_TDD
cs_RRCConnectionSetup_r10_IEs_FACH_FDD
cs_RRCConnectionSetup_r10_IEs_FACH_TDD


	HandoverToUTRANCommand-r9-IEs
	defaultConfigForCellFACH renamed to dummy
	Changed in cs_HandoverToUTRANCommand_r9

	RadioBearerReconfiguration-r10-IEs
	defaultConfigForCellFACH renamed to dummy
	Changed in cs_RadioBearerReconfiguration_DCH_r10_IEs_Omit


1.2
New enumerated values

· AccessStratumRelease: rel_13
rel_13 branch added to f_UTRAN_ConvertAccessStratumReleaseIndicatorToInteger and fl_SetTestCaseRelease

  function f_UTRAN_ConvertAccessStratumReleaseIndicatorToInteger(AccessStratumReleaseIndicator p_AccessStratumReleaseIndicator) return template (omit) integer

  {

    var template (omit) integer v_UE_Release := omit;

    select (p_AccessStratumReleaseIndicator) {

      case (rel_4)  {v_UE_Release := 4;}

      case (rel_5)  {v_UE_Release := 5;}

      case (rel_6)  {v_UE_Release := 6;}

      case (rel_7)  {v_UE_Release := 7;}

      case (rel_8)  {v_UE_Release := 8;}

      case (rel_9)  {v_UE_Release := 9;}

      case (rel_10) {v_UE_Release := 10;}

      case (rel_11) {v_UE_Release := 11;}

      case (rel_12) {v_UE_Release := 12;} /* @sic R5s150329 BASELINE MOVING 2015 sic@ */

      case (rel_13) {v_UE_Release := 13;} /* @sic BASELINE MOVING 2016 sic@ */
      case (spare6, spare5, spare4, spare3, spare2, spare1) { }   // => we will get syntax errors for new baseline

      case else    {FatalError (__FILE__, __LINE__, "invalid release");}

    }

    return v_UE_Release;

  }  
function fl_SetTestCaseRelease(UTRAN_CellId_Type p_CellId,

                                 AccessStratumReleaseIndicator p_ReleaseIndicator)

    runs on UTRAN_PTC

  {

    var UTRAN_FDD_TDD_Type v_FDD_TDD_Mode := f_UTRAN_CellInfo_GetFDD_TDD(p_CellId);

    if (v_FDD_TDD_Mode==UTRAN_FDD) {

      select (p_ReleaseIndicator) {

        case (rel_5) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(FDDr5)}

        case (rel_6) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(FDDr6)}

        case (rel_7) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(FDDr7)}

        case (rel_8) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(FDDr8)}

        case (rel_9) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(FDDr9)}

        case (rel_10) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(FDDr10)}

        case (rel_11) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(FDDr11)}

        case (rel_12) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(FDDr12)} /* @sic R5s150330 BASELINE MOVING 2015 sic@ */

        case (rel_13) { FatalError(__FILE__, __LINE__, "Release 13 not considered in the prose"); } /* BASELINE MOVING 2016 sic@ */
        case else {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(FDDr99)}

      }

    } else {

      select (p_ReleaseIndicator) {

        case (rel_4) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(TDDr4)}

        case (rel_5) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(TDDr5)}

        case (rel_7) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(TDDr7)}

        case (rel_9) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(TDDr9)}

        case (rel_10) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(TDDr10)}

        case (rel_11) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(TDDr11)}

        case (rel_12) {f_UTRAN_ConfigurationInfo_TestCaseRelease_Set(TDDr12)}/* @sic R5s150330 BASELINE MOVING 2015 sic@ */
        case else { FatalError(__FILE__, __LINE__, "Release 13 not considered in the prose"); }/* BASELINE MOVING 2016 sic@ */
      }

    }

  }
2.
Baseline Moving – 34.109

34.109 is upgraded to 34109-d00.

No change is required in TTCN.

3.
Baseline Moving – 25.321

25.321 is upgraded to 25321-d20.

No change is required in TTCN.

4.
Baseline Moving – 25.322

25.322 is upgraded to 25322-d00.

No change is required in TTCN.

5. Baseline Moving – 24.008

24.008 is upgraded to 24008-d60.
5.1 Changes in 24.008 which require templates modification

	PDU Definition
	Changes Required
	Ref: 3GPP 24.008 clause

	Attach Request
	Added Field: Extended DRX parameters
	9.4.1

	Attach Accept
	Added Field: Extended DRX parameters
	9.4.2

	Authentication and Ciphering Request
	Added Fields: Replayed MS Network Capability, Integrity Protection Algorithm, Message Authentication Code
	9.4.9

	Authentication and Ciphering Response
	Added Field: Message Authentication Code
	9.4.10

	Routing Area Update Request
	Added Field: Extended DRX parameters
	 9.4.14

	Routing Area Update Accept
	Added Field: Extended DRX parameters
	9.4.15

	Activate PDP Context Request
	Added Field: NBIFOM Container
	9.5.1

	Activate PDP Context Accept
	Added Field: NBIFOM Container
	9.5.2

	Activate PDP Context Reject
	Added Field: NBIFOM Container
	9.5.3

	Activate Secondary PDP Context Request
	Added Field: NBIFOM Container
	9.5.4

	Activate Secondary PDP Context Accept
	Added Field: NBIFOM Container
	9.5.5

	Modify PDP Context Request DL
	Added Field: NBIFOM Container
	9.5.9

	Modify PDP Context Request UL
	Added Field: NBIFOM Container
	9.5.10

	Modify PDP Context Accept UL
	Added Field: NBIFOM Container
	9.5.11

	Modify PDP Context Accept DL
	Added Field: NBIFOM Container
	9.5.12

	Request Secondary PDP Context Activation
	Added Field: NBIFOM Container
	9.5.15a

	Mobile Classmark 3
	Added Field: Extended EARFCN Value Range
	10.5.1.7

	MS Network Capability
	Added Fields: User Plane Integrity Protection Support, GIA/4, GIA/5, GIA/6, GIA/7
	10.5.5.12

	MS Radio Access Capability
	Added Field: Extended EARFCN Value Range
	10.5.5.12a


5.2 New Messages and fields in 24.008

	New PDU/IE Definition
	Ref: 3GPP 24.008 clause

	Integrity Algorithm
	10.5.5.3a

	Extended DRX Parameters
	10.5.5.32

	Message Authentication Code
	10.5.5.33

	APN Rate Control Parameters
	10.5.6.3.2

	NBIFOM Container
	10.5.6.21


5.3 Other Changes in 24.008

	New PDU/IE Definition
	Changes Required
	Ref: 3GPP 24.008 clause

	GPRS Timer 2
	IEI changed to mandatory
	10.5.7.4


6. Baseline Moving – 44.018

44.018 is upgraded to 44.018-d20.

6.1 Changes in 44.018 which require templates modification

	PDU/IE Definition
	Changes Required
	Ref: 3GPP 44.018 clause

	Immediate Assignment Rest Octets
	Added Fields: r13Mask, Implicit Reject PS, PEO BCCH Change Mark, RCC
	10.5.2.16

	Immediate Assignment Reject Rest Octets
	Added Fields: r13Mask, RCC
	10.5.2.17

	P1 Rest Octets
	Added Fields: r13Mask, PEO BCCH Change Mark, RCC
	10.5.2.23

	SI13 Rest Octets
	Added Fields: r13Mask, PEO DSC, RCC, C1 Delta
	10.5.2.37b

	Feature Indicator
	Renamed Field: Spare to PEO BCCH Change Mark
	10.5.2.76


7. Baseline Moving – 44.060

44.060 is upgraded to 44.060-d20.

No change is required in TTCN.

8. Baseline Moving – 24.080

24.080 is upgraded to 24.080-d00.

No change is required in TTCN.

9. Baseline Moving – 29.002
29.002 is upgraded to 29.002-d40.

No change is required in TTCN.

