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	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3715
	 
	Rel-14
	A
	Downlink physical channel setup for NB-IoT UE demodulation requirements
	R4-165528
	Ericsson
	NB_IOT-Perf

	36.133
	3790
	 
	Rel-13
	B
	RMCs for NPDSCH and NPDCCH for in-band for NB-IoT test cases
	R4-165816
	NTT DOCOMO, INC.
	NB_IOT-Perf

	36.133
	3791
	 
	Rel-14
	A
	RMCs for NPDSCH and NPDCCH for in-band for NB-IoT test cases
	R4-165817
	NTT DOCOMO, INC.
	NB_IOT-Perf

	36.133
	3911
	 
	Rel-13
	B
	Draft CR: RMCs for NPDCCH RMCs for standalone and guard band NB-IoT test cases
	R4-166076
	Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3912
	 
	Rel-13
	B
	Draft CR: RMCs for NPDCCH RMCs for standalone and guard band NB-IoT test cases
	R4-166077
	Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3914
	 
	Rel-14
	A
	CR: RMCs for NPDCCH RMCs for standalone and guard band NB-IoT test cases R14
	R4-166079
	Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3915
	 
	Rel-14
	A
	CR: RMCs for NPDCCH RMCs for standalone and guard band NB-IoT test cases R14
	R4-166080
	Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3917
	 
	Rel-13
	B
	Introduce inter-frequency NRSRQ measurement accuracy requirement R13
	R4-166084
	Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3918
	 
	Rel-14
	A
	Introduce inter-frequency NRSRQ measurement accuracy requirement R14
	R4-166085
	Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3920
	 
	Rel-14
	A
	Modification on Conditions for NB-IoT inter-frequency Accuracy Requirements for UE Category NB1 R14
	R4-166087
	Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3945
	 
	Rel-14
	A
	E-UTRAN UE Timing Advance Adjustment Accuracy Test for NB-IoT UE in Enhanced Coverage
	R4-166450
	Ericsson, Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3919
	1
	Rel-13
	F
	Modification on Conditions for NB-IoT inter-frequency Accuracy Requirements for UE Category NB1 R13
	R4-166648
	Huawei, HiSilicon
	NB_IOT-Perf

	36.101
	3714
	1
	Rel-13
	B
	Downlink physical channel setup for NB-IoT UE demodulation requirements
	R4-166657
	Ericsson
	NB_IOT-Perf

	36.101
	3712
	1
	Rel-13
	B
	Introduction of NPDCCH demodulation requirements
	R4-166663
	Ericsson
	NB_IOT-Perf

	36.133
	3944
	1
	Rel-13
	B
	E-UTRAN UE Timing Advance Adjustment Accuracy Test for NB-IoT UE in Enhanced Coverage
	R4-166692
	Ericsson, Huawei, HiSilicon
	NB_IOT-Perf

	36.101
	3713
	1
	Rel-14
	A
	Introduction of NPDCCH demodulation requirements
	R4-167074
	Ericsson
	NB_IOT-Perf

	36.133
	3907
	3
	Rel-13
	B
	HD-FDD Intra-frequency RRC Re-establishment for UE category NB1 under normal coverage R13
	R4-167081
	Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3909
	3
	Rel-13
	B
	HD-FDD Inter-frequency RRC Re-establishment for UE category NB1 under enhanced coverage R13
	R4-167082
	Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3908
	1
	Rel-14
	A
	HD-FDD Intra-frequency RRC Re-establishment for UE category NB1 under normal coverage R14
	R4-167083
	Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3910
	1
	Rel-14
	A
	HD-FDD Inter-frequency RRC Re-establishment for UE category NB1 under enhanced coverage R14
	R4-167084
	Huawei, HiSilicon
	NB_IOT-Perf

	36.133
	3821
	2
	Rel-13
	B
	Power headroom reporting requirements
	R4-167119
	Ericsson
	NB_IOT-Perf

	36.133
	3973
	 
	Rel-14
	A
	Power headroom reporting requirements
	R4-167120
	Ericsson
	NB_IOT-Perf
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