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Introduction

Total Number of CRs agreed for this WI: 25. TSs being affected:

· 36.508 - 
11 CR(s)

· 36.508 - 
  1 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  1 CR(s)

· 36.521-3 - 
10 CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  1 CR(s)

· 36.523-3 - 
  1 CR(s)

· 36.904 - 
  0 CR(s)

· 37.571-1 - 
  0 CR(s)

· 37.571-3 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-168472
	36.508
	0819
	-
	F
	Rel-13
	13.1.0
	Addition of Procedure for IP address allocation in the CP CIoT
	NB_IOT-UEConTest

	R5-168833
	36.508
	0837
	-
	F
	Rel-13
	13.1.0
	Addition NB-IoT test environment for RRM test
	NB_IOT-UEConTest

	R5-169009
	36.508
	0806
	1
	F
	Rel-13
	13.1.0
	Addition of various CIoT generic procedures for PDN establishment-release
	NB_IOT-UEConTest

	R5-169088
	36.508
	0838
	1
	F
	Rel-13
	13.1.0
	Addition default values in NB-IoT RRC messages and IEs
	NB_IOT-UEConTest

	R5-169126
	36.508
	0799
	1
	F
	Rel-13
	13.1.0
	Update to default NAS messages for NB-IoT
	NB_IOT-UEConTest

	R5-169127
	36.508
	0807
	1
	F
	Rel-13
	13.1.0
	Update of NB-IoT Generic procedures
	NB_IOT-UEConTest

	R5-169128
	36.508
	0818
	1
	F
	Rel-13
	13.1.0
	TAU Procedure for NB-IoT UE’s
	NB_IOT-UEConTest

	R5-169129
	36.508
	0833
	1
	F
	Rel-13
	13.1.0
	Addition of Default configurations for NB-IoT NAS and Idle Mode test cases
	NB_IOT-UEConTest

	R5-169144
	36.508
	0808
	1
	F
	Rel-13
	13.1.0
	Correction to NB-IOT System configuration IE
	NB_IOT-UEConTest

	R5-169164
	36.508
	0852
	1
	F
	Rel-13
	13.1.0
	Default NB-IoT uplink configuration
	NB_IOT-UEConTest

	R5-169169
	36.508
	0841
	1
	F
	Rel-13
	13.1.0
	Update of common test environment sections and Annex for NB-IoT UEs
	NB_IOT-UEConTest

	R5-169168
	36.509
	0165
	1
	F
	Rel-13
	13.1.0
	Introduction of Control Plane test loop with Layer 2 testing enhancements
	NB_IOT-UEConTest

	R5-169530
	36.521-2
	0478
	1
	F
	Rel-14
	14.0.0
	Introduction of applicability for new NB-IoT test cases
	NB_IOT-UEConTest

	R5-168156
	36.521-3
	1551
	-
	F
	Rel-13
	13.0.0
	Introduction of new definitions for NB-IoT in Chapter 3
	NB_IOT-UEConTest

	R5-168157
	36.521-3
	1552
	-
	F
	Rel-13
	13.0.0
	Introduction of Reference NPRACH Configurations for NB-IoT
	NB_IOT-UEConTest

	R5-168158
	36.521-3
	1553
	-
	F
	Rel-13
	13.0.0
	Introduction of OCNG pattern for NB-IoT
	NB_IOT-UEConTest

	R5-168159
	36.521-3
	1554
	-
	F
	Rel-13
	13.0.0
	Correction of NPDCCH RMC for NB-IoT
	NB_IOT-UEConTest

	R5-168289
	36.521-3
	1588
	-
	F
	Rel-13
	13.0.0
	HD-FDD Inter-frequency RRC Re-establishment for UE category NB1 In-Band mode under enhanced coverage
	NB_IOT-UEConTest

	R5-168504
	36.521-3
	1604
	-
	F
	Rel-13
	13.0.0
	NB-IoT TA adjustment enhanced coverage
	NB_IOT-UEConTest

	R5-168505
	36.521-3
	1605
	-
	F
	Rel-13
	13.0.0
	HD-FDD Intra-frequency RRC Re-establishment for UE category NB1 under normal coverage
	NB_IOT-UEConTest

	R5-169529
	36.521-3
	1556
	1
	F
	Rel-13
	13.0.0
	Introduction of Cell configuration mapping for NB-IoT
	NB_IOT-UEConTest

	R5-169695
	36.521-3
	1555
	1
	F
	Rel-13
	13.0.0
	Correction of NPDSCH RMC for NB-IoT
	NB_IOT-UEConTest

	R5-169698
	36.521-3
	1625
	1
	F
	Rel-13
	13.0.0
	Addition of in-sync RLM test cases for NB-IOT
	NB_IOT-UEConTest

	R5-169148
	36.523-2
	0918
	1
	F
	Rel-13
	13.2.0
	Applicabilities for NB-IoT protocol test cases
	NB_IOT-UEConTest

	R5-169149
	36.523-3
	3489
	1
	F
	Rel-13
	13.0.0
	NB-IoT: Introduction of Test Model
	NB_IOT-UEConTest
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